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INTRODUCTION . This paper attempts to answer two questions:

(1) What do we mean by the reliability of a piece of equipment (a

radio for example), and (2) in what senses can we assure this

reliability? The emphasis will be primarily on the logical and

philosophic aspects of the problem rather than on technic. This is

not, then, a "how to do it" manual unreliability but rather a pre

liminary discussion of the foundations of the subject. In order not

to obscure the foundations, the examples have been kept very

simple; however, these illustrations have been adapted from the

author's own practical experience and hence have a basis in fact.

The problem of reliability prediction and control may be looked at

from several points of view. 1. Given an existing piece of equipment,

how can we analyze and/or test it in order to determine its reliability?

2 . What corrective actions may be initiated in the production process

which will improve reliability? 3. What testing and sampling methods

can we use which will prove to the customer that the equipment has the

reliability he asked for? Or from the customers point of view, what

methods can be used to monitor the reliability of equipment which is

being purchased? 4. What guiding principles (such as redundant

components) should be followed in order to design reliability into the

equipment? A first answer to the question of "What is reliability

assurance?" is that it is the collection of all techniques which throw

light on one of the four preceding questions. We hope that the remainder

of this paper will show that the first answer is not the whole answer.

I. RELATION TO SCIENTIFIC METHOD IN GENERAL. Before focusing

our attention on the details of reliability engineering it would perhaps

be advisable to examine the relation of the subject to scientific method

in general. It is the point of view of common sense that a piece of

equipment is real and that the properties which we perceive are in the

equipment. Thus a radio is a real object which has several qualities

in it. Examples of these qualities might be 1. being painted green,

2. being hard, or 3. being reliable. Adopting this common sense

point of view, we find that the circumstances surrounding the operation

of the equipment are usually too complicated to comprehend in their

entirety. Thus it is necessary to idealize the real radio and study a
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conceptual one instead. This conceptual radio is called a model. The

trick is to choose a model which is simple enough to work, with and yet

complicated enough to describe the operation of the device to a desired

degree of approximation.

In short, knowledge about the reliability of a piece of equipment is

knowledge about an abstraction rather than knowledge about the real device.

Thus it will be important for us to distinguish between the real device which

common sense tells us is "out there" and the conceptual or abstract DEVICE

whose reliability we may study. As in the previous sentence we make this

distinction by using all capital letters whenever the abstract noun is intended.

The job of specifying the nature of the EQUIPMENT is not as easy as it

at first appears and careful study of this aspect of the undertaking is

frequently very fruitful. Quite aside from the question of representative

samples there is usually a difference between the universe of devices which

are investigated and the universe to which the conclusions are applied.

For example, one procedure in determining the average failure time of a

DEVICE is to test a single unit until it fails, replace the failed part and

inspect the unit to restore it to its original condition then test this repaired

unit until it fails, etc. The average failure time is taken to be the long run

ratio of total operating time to total failures. Here the universe of investi

gation is the collection of all repaired states of a single unit while the

universe of application is surely the collection of all units which are

produced by a certain process. The validity of the entire study depends on

how closely these two universes approximate each other.

Without going into too much detail the DEVICE will be characterized by a

process of cross classification. Thus the DEVICE may consist of all devices

of a certain design produced in 19 50 at a specific factory and to be used in

the continental United States. The possibility of classifying a set of objects

so that the set has properties other than those used in the classification is a

basic assumption and an observed fact of science.

One classification which deserves special attention is the class of

failures to be considered. Several possibilities are illustrated by the

following questions. Will the radio work when the customer first drops in

a battery? If it does work initially then how long will it give satisfactory

service? Does satisfactory service mean no failures or does it mean only

easily repaired failures? Must the radio work continuously or only for a

few hours each day? Are we interested in failures due to design faults,

the process being out of control, or only in workmanship failures ? Several
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different techniques would be needed in order to treat these different -

questions but in this paper we will be able to discuss in detail only those

situations where the device either fails or does not fail. In particular the

important literature connected with life testing is much too extensive to be

reviewed at this writing .

Certainly there is no single scientific method which provides a simple

set of rules for "doing science"; however, complex activities are frequently

better understood by considering a simplified version of them. In this spirit

we present the following view of scientific method as a process of successive

approximation. Schematically this process may be shown as proceeding as

in H. C. Sweeney's diagram which appears here as Figure 1. An example

follows of how the diagram could work in a reliability situation. The

initial idea might be the reliability design specifications of a complex

industrial valve to be used in turning off a rocket motor at a preassigned

time. An experimental valve is then built and tested. It is found that with

sufficient adjustment this experimental unit can be made to work for short

periods of time in the laboratory. It is decided that if the design is altered

and care is taken in the construction then the equipment will be feasible.

A limited production run is undertaken to provide several units for test and

demonstration. All valves work well in the laboratory but when the items

are shipped for demonstration it is found that few of them work at all and that

considerable training is needed to adjust the valve for initial operation. If

the valve is designed more ruggedly and installation training is provided, it

is believed that the reliability will be satisfactory. The decision is made to

manufacture and promote the item. When the valve is mass produced and

user tested, anticipated failures did not materialize for those valves which

were carefully handled but very few of the devices receiving rough treatment

performed satisfactorily. The reader should not think of the example as

stopping at this point but as continuing on through cycle after cycle, each

new model of reliability depending on all the previous models and all the

previous data gathered. However, the general pattern is now clear. The

reliability of the DEVICE is an evolutionary thing with the universe of

investigation continuing to change and for the most part expand.

II. RELIABILITY AND PROBABILITY. The more advanced reader will want

to skip this and the next section. There are many aspects of reliability which

are not probabilistic in nature; for example, we might discuss with relevance

the industrial revolution, piece-work and management science. Though these

topics are interesting and important they do not fall within the scope of this
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article. As the title indicates this paper concerns itself with examining

that substantial portion of reliability which is related to probability. In

this section we take the point of view that the meaning of "the device

functions correctly" becomes clear as soon as the abstract DEVICE, whose

reliability is being studied, is specified. Remember that the abstract DEVICE

is determined by a process of cross classification where the criteria of

classification include such things as the conditions of operation, the kinds

of failures to be considered, etc. For the purposes of this paper, the

reliability of a DEVICE is then defined to be the probability that it functions

correctly. This definition is more general than some in that the role of time

to failure is not explicitly emphasized. Thus when time is a determining

factor it may be included in the definition of "functions correctly" but if

time is unessential the definition still applies. It is instructive to discuss

this meaning of reliability by recalling a few of the various concepts of

probability which have been proposed and specializing these to the

reliability situation.

Before discussing probability it is necessary to have in mind the

primitive concept of an experiment. For example, in studying the effect of

gravitation on falling bodies a ball is rolled down a prearranged inclined

plane and the resulting time required for the ball to make the trip is recorded.

It is customary to think of this experiment as being deterministic in that the

conditions of the experiment completely determine the result. For other

experiments there will be various possible outcomes and it will be

impossible to predict which of these will occur on any particular performance.

This latter kind of experiment is termed probabilistic.

The possible outcomes of a probabilistic experiment are called events .

Some of these events are thought of as being simple or indivisible while

others are considered to be compound in that they are composed of simple

events connected together by means of the words "and", "or", "not". If

the occurrence of the event A necessarily implies the occurrence of В

then we say that В contains A asa subevent . The compound event which

contains all possible outcomes of the experiment is worth naming, we call

it the universal event. The simple events are to be thought of as having the

following two properties: 1) they are exhaustive in the sense that when the

experiment is performed one of the simple events always occurs and 2 ) they

are mutually exclusive, it being impossible that two simple events will

occur on the same performance of the experiment. The illustration of a

valve which is to shut off the flow of a liquid at a given instant provides

an example which is typical of reliability work. Here the simple events ;

are i. the flow of liquid is stopped and ii. the liquid continues to flow.
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A more complicated probabilistic experiment is provided by setting an

alarm clock (or fuze) and measuring the alarm timing error which equals the

actual time when the bell first rings minus the time for which the alarm is

set. If the measuring instruments are accurate to the nearest tenth of a

second and if we think of the alarm error, in seconds, as being plotted on

a line then the simple events will be all multiples of 1/10 within a certain

interval, say +300 to -300. Since the length of this interval is long com

pared to the accuracy of the instrument (600 versus 1/10) it is convenient to

idealize this experiment to include all points on the line as simple events.

This kind of idealization is essential in many situations in order to obtain

a model which is of manageable proportions. The model is particularly

appropriate since if the measuring accuracy is improved to say a hundredth

of a second then all multiples of 1/100 between +300 and -300 actually are

possible outcomes of the experiment. In passing note that if the model is to

be an accurate approximation to the true situation it will be necessary to

assign a very small amount of probability to that portion of the line which is

outside the interval +300 to -300.

The historically first concept of probability is referred to herein as the

equally likely definition. This requires that we decide on m equally

likely simple events of which с imply the occurrence of a compound

event of interest. The probability of the latter event is then taken to be the

ratio of с to m. Thus if the six faces of a die are taken to be equally

likely and if С denotes the compound event of observing an even number

of dots on the up face then the probability of C, written P(C), is 3/6.

If В and С are two events then a third event, (C and B), may be

formed by considering their simultaneous occurrence. Further, if с simple

events imply С and of these d imply (C and B) then the elementary

formula

(d/m) = (c/m) • (d/c)

yields the important multiplication rule:

P(C and B) = P(C) • P(B|CL,

where P (B|C) stands for the probability of the event В if the occurrence

of С is made part of the conditions of the experiment.
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The most important objection of defining probabilities in terms of equally

likely is that many of the most interesting applications cannot be formulated

in this way. While the equally likely idea of probability works quite well

for the illustration of rolling a die; in both the valve and the alarm clock

examples it would be exceedingly difficult to intuitively fix upon m mutually

exclusive and equally likely simple events. The equally likely definition

originates from a time when it was thought necessary to base all mathematics

on "self evident truths" but there is nothing self evident about equally likely

for the reliability type of problem and hence it would seem that we must look

elsewhere for an adequate concept of reliability. If we adopt the point of

view that it is essential to be able to verify a probability by observation and

we ask what is available to check the correctness of a probability then we

are immediately led to the frequency definition.

In order to talk about frequencies we must first discuss what is meant

by n performances of the same experiment. If n experiments differ only

in unimportant conditions then we will say that they are n performances of

the same experiment. The apparently necessary vagueness at this point

seems to be a drawback to defining probabilities as frequencies. We will

see that independence is what is needed here, but this concept will be

defined in terms of probability and hence a definition of probability in terms

of independence would be circular.

If, in n performances of an experiment, a specified event С occurs

s times then the frequency of occurrence of С is s/n. According to the

frequency definition, s/n is a measurement of a permanent numerical

property of the experiment; this property, if it exists, is called the probability

of С . In short, probability is that property of an experiment which is

measured by frequency. All measurements are inaccurate to a greater or

lesser degree; in the present instance we would expect the accuracy with

which s/n measures P(C) to increase with n. If in n trials, С occurs

s times and the compound event (C and B) occurs s times then

Sj/n = (s/n) • (s./s) which again yields the multiplication rule:

P(C and B) = P(C) • (b|c).

There is a difference however, in that the probabilities involved are now

probabilities in the frequency rather than the equally likely sense.
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We may try to interpret our concept of reliability in terms of frequency

probabilities; this yields something like the following: Reliability is that

property of a DEVICE which is measured by the frequency of correct functioning.

Though it is implied by our convention concerning the use of nouns with all

capital letters, it is worth emphasizing that a frequency probability statement

refers to an individual item only in so far as it is a member of a class. If we

choose a particular valve from an assembly line and mark an * on it, then we

should not speak of the reliability of the valve with the *, but only of the

reliability of a class of valves of which this particular one is a member.

In the previous two definitions we have taken probability itself to be

primitive. In the first instance we disguised this fact by using the words

equally likely and in the second we emphasized the measurement of probability

and ignored the nature of the concept. It appears that it may be necessary to

take probability, and hence reliability, as in intuitive and undefined

concept . If this is so then we might as well shift the emphasis from the

nature of probability to how we want it to behave. It is this line of reasoning

which leads to the axiomatic theory. According to this treatment a number

not less than zero and not greater than one is allowed to correspond to each

of the events of a probabilistic experiment; the number corresponding to the

event С is denoted by P(C) and is called the probability of С . We insist

that this correspondence have the following two properties-: 1.) the probability

of the universal event is one, and 2 .) if А, В, С ... are mutually exclusive

events then

P(A or В or С or . . .) = P(A) + P(B) + P(C) +

For axiomatic probabilities the logical status of the multiplication rule is

simply that of a definition. By analogy with the frequency and equally likely

theories we define conditional probabilities so that the multiplication theorem

will hold .

Two experiments are said to independent if P(C and B) = P(C) ■ P(B)

whenever С and В are possible results of the first and second experiments

respectively. From the multiplication rule we see that this is the same as

requiring P(B) = Р(в|с) i.e. , the probability of every possible result of the

second experiment is independent in the grammatical sense of what has

happened on the first experiment. If the potential results and their probabil

ities are identical for a sequence of n independent experiments then the

sequence is said to consist of n independent trials. Earlier when we
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introduced the frequency definition it was the concept of independent trials

which was needed but unavailable. Of course, the idea of independent

trials could be developed in the above manner from either the equally likely

or the frequency definitions, but independence would be available only

after probability is introduced and hence could not be made the basis for

defining probability.

The main difficulty with the axiomatic approach is that at this point one

is tempted to say, "Yes, but what improbability? " . This objection is

lessened somewhat by the law of large numbers [8] which shows that there

is a close relation between the axiomatic theory and the frequency definition.

The axiomatic development does not yield an exact counterpart of the precise

frequency definition. In fact, if fn is the frequency of occurrence of the

event С in the first n performances of an experiment and if the axiomatic

probability of С is 1/2 then it is conceptually possible that С could

occur in each of an infinite sequence of performances. In this eventuality

fn would equal 1 for all n and the sequence would approach 1 which is

not equal to 1/2 . However, in the axiomatic theory it is demonstrable that

in a sequence of independent trials, fn approaches P(C) with probability

one. Thus the cases where fn does not approach P(C) forms a negligible

exception .

At first consideration the axiomatic theory seems to add little to an

understanding of the nature of reliability since it requires the introduction of

many events which are not clearly pertinent. However, the following

consequence of the law of large numbers (which in turn can be developed as

a consequence of the axiomatic theory) seems to give some real insight into

the nature of reliability: Except for cases having probability zero, the

reliability of a DEVICE is the limit of the frequency of correct functioning in

a sequence of independent trials .

We now return to the probabilistic experiment of observing whether a

valve does or does not shut off the flow of a liquid at a given signal. If

this experiment is performed on n identical valves and* if the probability of

correct functioning at each performance is f then it will often be appropriate

to think of the n performances as constituting independent trials. Under

these circumstances the probability of exactly s successful valves in

some particular order is Ps (l-p)n-s.

Thus if ( ) denotes the number of ways of ordering s successful

s

and n-s unsuccessful valves, then the probability of exactly s successful
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valves in an arbitrary order is

ô ps (l-p)1

The entire series of n performances is called a binomial sample and s

is said to have the binomial distribution.

It is important to point out that 99% reliability does not mean that at

least 99 out of each 100 pieces of equipment do what they are supposed to.

The law of large numbers hypothesizes a sequence of independent trials

and the frequency definition requires n performances of the same experiment,

It is conceivable that each of 100 devices might have a 1% probability of

failure, but that if one fails then all the rest will fail also. However,

even if the 100 devices are independent, the reliability of a single device

must be at least .9995 in order to insure that 99 out of 100 items will

function properly with an axiomatic probability of 95% ; and in fact, no

reliability less than 1 will guarantee that 99 out of 100 items do what they

are supposed to do.

III. TESTS OF SIGNIFICANCE. The logic of a test of significance is

patterned after that of proof by contradiction; the main difference being

that in certain places the word "false" is replaced by the phrase "very

unlikely". Thus to accept R as being true, provisionally assume that R

is not true. Next collect a sample and examine this sample using a

probability argument. If the sample is very unlikely under our provisional

assumption, then two explanations are possible. We may either believe that

R is false and we have observed a very unlikely event or we can believe

that R is true. Many people will prefer the second explanation, as the

first is akin to "believing in miracles" . Of course it is possible that the

truth of R may be considered to be a "miracle" of higher order than the

above mentioned very unlikely event, but this would seem to indicate that

either the conclusion possibilities have been artificially restricted or all

explanations of the sample are unlikely and consequently that the sample is

not the whole of the available information.

1 99 100

Consider the equation 100p (!-£>) + P = .95
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A manufacturer agrees to supply one of his customers with radios which

have a 99% initial probability of working correctly. How may the customer

check to see whether the manufacturer is abiding by his agreement? The

only answer which immediately presents itself is to gather and examine

experimental evidence. We take the simplest case where this evidence

constitutes a binomial sample. Thus knowing that s out of n radios

perform correctly we would like to determine whether p could be as large

as 99%. It is intuitively clear that large s values are consistent with the

belief that p exceeds 99% and that small s values are inconsistent with

this belief . Thus we may adopt a cut-off value, v, such that if s is

less than v we declare that p is too small and the manufacturer has

violated his agreement.

Applying the general procedure of the second previous paragraph we find,

from tables of the binomial distribution, that if an event which occurs with

probability .0138 is held to be very unlikely than 48 is an appropriate

value for v. More explicitly, if 3 or more radios out of 50 fail to work

initially then we declare that the manufacturer has violated his agreement;

however, if 2 or fewer failures are observed, then we say merely that the

data is consistent with believing that f J 99%. But the data would be

consistent with other beliefs as well. For example, 2 failures is even

more consistent with the belief that p= 9 6%. Thus we cannot claim to have

proved that the manufacturer is living up to his agreement .

Before leaving tests of significance, it should be pointed out that this

theory gives no help in defining the expression "very unlikely" and experience

has shown that examining the specific situation only helps a little. The

difficulty of precisely defining the meaning of this expression is then a

noticeable weak point in the theory of tests of significance.

IV. DECISIONS AND HYPOTHESIS TESTING. Continuing the radio

example of the previous section, suppose that instead of desiring to monitor

reliability we want to make a "decision" concerning whether the reliability

is adequate or not. It should be pointed out that some writers would refuse

to recognize a difference in these two objectives. Here, we do not comment

on this point but discuss one possible rational basis for making such

decisions. Presumably, any rule for making decisions should take account

of the experimental evidence, s; hence we speak of the decision rule

D(s) which, for example, makes the decision D(n) when all tested radios

work satisfactorily. Also, there will be certain monetary or other losses
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associated with making any decision. The economist is more optimistic

and speaks of the gain in making a certain decision but this is, of course,

an equivalent point of view since loss is negative gain. The loss depends

on the decision which in turn depends on s so that LL/o, D(s)J , the

loss incurred in using the rule D(s) if p is true, is a quantity which is

subject to chance. For any particular rule the loss may be averaged over

the n+1 possible values of s to obtain the expected loss, or risk, if

D(s) is used and p is the true reliability. With this formulation it now

seems reasonable to choose that decision rule which minimizes the risk in

some manner .

In order to explain one possible solution to this problem we pretend, as

a simplifying assumption, that there are only two possible wrong decisions

and only two different losses. More precisely we postulate that D(s) can

make only two decisions; the rule must decide either Dn, that reliability

is adequate, or D. , that it is inadequate. Further, the reliability will be

called satisfactory or unsatisfactory depending on whether p¿S9% or

P < 97%. The region 9 7% < p < 99% is a zone of indifference where we

do not much care whether the reliability is pronounced adequate or inadequate.

As a notational convenience we will sometimes refer to the decision rule

D and write D D0, for example, when we mean that the rule makes the

decision Dn . In addition we take the various possible losses to be as in
0

Table 1,

TABLE 1

LOSSES FOR THE SIX POSSIBLE DECISION-TRUE

RELIABILITY COMBINATIONS

true ^-~-4ecision

reliability

adequate

indifferent

inadequate

DQ: adequate

0

0

L,

D,: inadequate

N ow write P(D = D|p) for the probability that the decision rule, D,
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makes the decision D when о is the true reliability and define

P(D = DJ p) similarly; then the risk equals L • P (D = D.| p) or

LQ • P(D = Dq|p) according as p > 99% or p<97% and is zero when p is

in the zone of indifference. Hence we may speak of there being, effectively,

only two kinds of risk. The central idea of this method may now be stated,

it is that we should choose a decision rule which constrains one kind of risk

but minimizes the other. Or what amounts to the same thing, we demand that

P(D = D \o) should not exceed a given small but positive number <* through

out the region p¿ 99% and subject to this restriction we then seek to

minimize P(D = DJ:p) in the region p £ 97%. This method of minimizing

the risk is an interpretation of the Neyman-Pearson Ц93 hypothesis

testing theory from Wald' s [24j decision rule point of view.

A very important technical result, the Neyman-Pearson lemma [17J,

may be used to show that if a' is .0138 then the practical procedure of

the previous section accomplishes the Neyman-Pearson minimization. In

more detail, let D*(s) consist of deciding that reliability is adequate

when 2 or fewer out of 50 radios fail and otherwise deciding that relia

bility is inadequate. Then P(D* = Djlp) does not exceed .0138 through

out the region p¿99% and if D is any other decision rule satisfying this

requirement then

P(D* = DJ p ) < P(D =Djp) for all p<97%.

Because of the way in which the Neyman-Pearson risk minimization is

carried out, it seems that tests of hypotheses are subject to two different

logical interpretations. First, of course, we may look at hypothesis testing

as a method of choosing wisely between two possible gambles. This is the

minimum risk point of view emphasized in this section. But secondly, since

the number Q- is always taken to be small, the test of significance argument

would seem to apply as well.

It can be fairly argued that the previous paragraph fails to fully exploit

the power of the decision rule point of view. We may, for instance, be

able to proceed as follows. Any decision of consequence will result in a

course of action; here, the customers course of action might quite reason

ably be to continue or cancel the manufacturer's contract according as
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reliability is decided to be adequate or inadequate. The consequence of

canceling the contract of a manufacturer who is producing radios of adequate

reliability would almost certainly be the permanent loss of a conscientious

supplier. On the other hand, if the contract is allowed to remain with a

producer of goods having inadequate reliability then the customer will acquire

a number of radios of poor quality. However, this error will presumably be

rectified at a later date and the damage is only temporary compared with the

permanent loss of a conscientious supplier. Accordingly we assign to L.

and L the somewhat arbitrary values of 10 and 1 respectively. The

risk becomes 10 P(D = D,| p) for рг99%, P(D = DQ|p) for p¿97%

and 0 in the indifference region. It is very appealing to require that the

two kinds of risk be equal in some sense and subject to this restriction

minimize their common value. Because of technical difficulties we can't

quite accomplish this objective but we can do something very similar; we

can choose the minimax rule [24j. As p is varied, each decision rule will

have a maximum risk; we choose that decision rule which minimizes the

maximum risk. Again it is almost obvious that we may restrict outselves to

decision rules which have a cut-off value, v, such that reliability will be

declared inadequate if and only if s < v . Table 2 shows the way in

which the binomial distribution may be used to compute the cut-off value

yielding the minimax rule. Once again we will decide that reliability is

adequate when and only when 2 or fewer out of 50 tested radios fail.

TABLE 2

DETERMINING THE MINIMAX CUT-OFF VALUE

Maximum risk Maximum risk

v for p 7 99% for p c. 9 7%

50 3.95 .22

49 .89 .56

48 .14 .81

47 .02 .94

46 .00 .98
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The minimax value of v depends strongly on the relative magnitudes of

Ln and L ; if L, and LQ equal 2 and 1 respectively then v would be

49 instead of 48.

V. CONFIDENCE BOUNDS. Again we consider the probabilistic experi

ment of observing whether a valve does or does not shut off the flow of a

liquid at a given signal and we consider that a binomial sample is available.

By a well known technique, see Mood£l7, p. 233J we may obtain rc, a

95 per cent lower confidence bound, for p . In the derivation of r we

contemplate the consequence of the occurrence of an event which has

probability .95; r is determined so that p is greater then r whenever
С 'С

this event occurs. But according to the frequency interpretation of proba-'

bility such an event will occur in 95 per cent of a large number of samples;

thus the statement "p is greater than r " should, in the long run, be

С

correct 95 per cent of the time. This is the logical basis of the lower

confidence bound. The figure 95% was, of course, chosen for definiteness

and other confidence levels are possible.

At this writing the method of confidence bounds is one of the most

important techniques for "assuring reliability" but, as Wilson [26J indicates,

in perhaps a majority of the cases it is inapplicable. An indication of this

is the large sample size required to give a useful bound. From column 2

of Table 4 we see that even with 95 per cent confidence, which is fre

quently thought to be inadequate, the confidence bound does not get to be

interesting until the sample size is in the neighborhood of sixty. This

requirement is frequently at odds with common sense.

For example no one would think it necessary to observe sixty consecutive

failures of a frosted light bulb before stating that the bulb is defective. If

the bulb does not burn for the first several trials then we reason that the

filament is broken and we throw the bulb away . The reader may consider

the above example to be unfair since the various trials are not independent

and hence the reasoning used in deriving the lower confidence bound does

not apply. But this is exactly the point. We are not attempting to criticise

confidence bounds when they apply but to indicate that the knowledge of a

physical theory can override the statistical considerations in a way which

will cause current statistical methods to be inapplicable. In a certain

sense the best way to assure the reliability of a device is to build it in

conformity with a physical theory which says that it should work.
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Following the line of reasoning of the preceding paragraph, it is tempting

to classify situations as being either deterministic or empirical and to main

tain that statistical methods should be appropriate to the latter but not the

former. However, this is not typically the case; many scientific inference

situations will have a deterministic as well as a statistical aspect. Even

in the lightbulb example it is sometimes possible to "repair" a burned out

bulb by striking it sharply with the eraser of a pencil. Thus we might want

to try the bulb say three times before throwing it away rather than just once

as a completely deterministic approach would indicate.

If we are to make a completely isolated and purely empirical statement

about the reliability of a device then the sample sizes of Table 3 are

probably in fact essential. However, for most problems the situation is

quite different; the device is usually designed according to well tested

scientific principles and other similar devices will frequently be available

to help in appraising reliability. The difficulty is in formalizing the vague

but real evidence given by an analogous but not identical situation. What

the light-bulb discussion points out is that, even though they may be

difficult to develop, there is a definite need for statistical methods which

allow for the role of prior knowledge in reliability and other scientific

inference .

TABLE 3

NINETY-FIVE PER CENT LOWER BOUNDS ON RELIABILITY

IF NO FAILURES ARE OBSERVED IN A SAMPLE OF SIZE n

(1) (2) (3) (4)

n Confidence Bayesian Stable

Bound (prior beta

distribution

a=160, b=8.4)

Estimation

2 .22 • 92 .Ik

5 • 55 .92 • 5*

10 • 7* .92 Л^

20 .86 • 93 .86

30 • 90 • 93 • 90

60 •951 • 9^0 • 951

90 .967 • 9^7 • 967

200 • 985 .963 • 985

300 • 990 .971 •990

1000 • 997 .988 •997

3000 .9990 •9957 .9990
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VI. SUBJECTIVE PROBABILITIES . The method of confidence bounds has

been called the blind man's approach to reliability assurance in that no use

is made of knowledge which may be available from previous results on

similar components. As we previously pointed out, the confidence procedure

frequently requires large sample sizes and yields uninteresting bounds.

Where smaller sample sizes and tighter bounds are justified it is because the

investigator has prior knowledge about analogous components. In order to

discuss the form which this prior knowledge might take, we return to the

example of determining P , the reliability of a valve .

From design considerations and a knowledge of the reliability of other

similar valves the investigator may believe that p is very likely to be

near .95 and that it is extremely unlikely that p will be smaller than .90.

If a complete and explicit statement of this prior knowledge about P were

possible then it might be representable as in Figure 2 . g (p ) is a function

defined for each p between 0 and 1 inclusive such that the area under

g( p) is 1.

FIGURE 2

A REPRESENTATION OF PRIOR KNOWLEDGE

9{p)f

"4 f

The strength of the investigator's hunch that p is in the interval I is

taken to be the area (shaded in Figure 2) under g (p ) and over I. This

area is called the investigator's prior probability that p is in I. In order

to reflect the investigator's prior knowledge the bulk of the area must be

near .95 and almost all of it must be over the interval .90 to 1.
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One function which is versatile enough to yield a curve with the

general characteristics of Figure 2 is

л — 1 Y\— 1

g ( p) = const, p (1-p) , a > 0, b> 0

For this particular choice of g, p is said to have the beta distribution.

The average of the beta distribution is a/(a+b); hence the prior knowledge

tells us that it would be desirable to pick a and b to satisfy

a/(a+b) = .95. In order to satisfy the second hunch we choose a and b

so that the area under g(p) over the interval 0 to .90 is .01. These

two restrictions are enough to completely determine a and b; we find

that a = 160 and b = 8.4. With this choice of a and b the beta

distribution reflects the assumed prior knowledge that p is near .95 and

almost certainly greater than .90.

The prior probability of the previous paragraphs is a special case of

subjective probability. In the sense of Savage [21, 22j, subjective proba

bility if very much like what we have called axiomatic probability, except

that it is completely determined by the betting odds which an idealized

rational person would be willing to offer. "Though we are not quite like

that person, we wish we were, . . .", and Savage emphasizes this by

referring to the idealized individual as "thou". Earlier we chose the para

meters a and b of our prior beta distribution so that the area under g(p)

and over the interval 0 to .90 would be .01. From the subjective point

of view this means that "thou wouldst barely" be willing to offer odds of

99:1 that p > .90 against p < .90.

In order to discuss the logical status of the multiplication rule for

subjective probabilities write P' (X) = P(xlc) for every event X which

implies С . In accordance with the frequency and equally likely theories

we should assign the probabilities, P' (X), to the events X so that the

multiplication rule will hold. But is it necessary to base the subjective

assignment of conditional probabilities on the frequency or equally likely

definitions? That the answer is in the negative is shown by an argument

of Savage [21, section 3.5]. We give a more elementary intuitive argument

due to Kemeny, et ab [11]. The universal event for the conditional probability

experiment has been reduced to С but no new information about subsets of

С is available. Thus, if X and Y are arbitrary subsets of С then thou

wouldst want the betting odds of X against Y to be unchanged by the

knowledge that С has occurred; i.e., P1 (X)/P' (Y) = P(X)/P(Y), or
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P (X) / P' (X) = P (Y) / P.' (Y) = к , a constant . Hence P (X) = к P' (X) for all

subsets, X, of C. To determine к we note that P(C) = k-P" (C) = k-1 = к

and finally P(X) = P(C) P'(X) for all X contained in C. Now let В be an

arbitrary event not necessarily contained in C. The compound event (C and

B) is, however, contained in С and hence

P (C and B) = P(C) • P' (C and B)

= P(C) • P(C and B|C)

= P(C) • P(B c),

which is the multiplication rule.

VII. MINIMUM EXPECTED RISK. "When subjective probability is taken

seriously decision, loss and other economic concepts, though they remain

important, become relatively uninteresting because in principle the solution

of every decision problem is simply to minimize expected risk with respect

to the subjective probability that applies at the moment of making the

decision." We illustrate this comment of Savage's r22j by considering a

method of estimating reliability which uses prior knowledge. Thus, to

continue the previous example, if n valves are tested and s of them are

successes then how would this alter our hunch that the reliability of the

valve is very near .95? Let r denote such an altered estimate of reliability.

If we decide to adopt the beta distribution representation of prior knowledge

then r should clearly depend only on a, b, s and n since these four

quantities determine the prior knowledge and the additional experimental

evidence concerning p . In the interest of simplifying the notation we

suppress the dependence of r on a, b, n and write r = r(s) to empha

size that, because of chance variation in s, r is also subject to chance.

We now attempt to find a rational basis for choosing among the many

possible estimates of reliability. If p is the true reliability of the valve

then there is a certain loss in acting as though p is equal to r(s); denote

this loss by L [p , r(s) J . If r actually equals p then the loss would

presumably be zero. For any particular estimator, L may be averaged over

the n+1 possible values of s to obtain the average loss if r(s) is used

and p is the true reliability. This average loss may be called the risk in

using r(s) if p is true. The reader will not fail to notice that this is
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another use of the decision rule idea which was first introduced in Section IV.

Now, taking account of the prior probability distribution of p , the expected

risk may be calculated to be a positive multiple of the sum of the n+1 terms

1

n Г a+i-1 , , n+b-i-1

( .) i Up. r(i)) p (1-p) dp , i = 0, 1,

0

n.

It would seem to be reasonable to use that estimator, r(s), which minimizes

the expected risk. We may find this estimator by separately minimizing each

of the n+1 terms whose sum is the average risk. Taking the squared error

loss function, L( p , r) = (p -r) , then the estimator having minimum

average risk is r(s) = (a+s)/ (n+b+a) . In particular, if all n valves

function correctly then our altered estimate of p is r(n) = (n+a) / (n+b+a) .

The squared error loss function is one of many choices which has the

general properties desired; it is zero when r and p are equal and is an

increasing function of the error of estimation. There is a modestly valid

power- series reason for being interested in mean squared error [21, p. 233J .

VIII. BAYES' THEOREM. In order to illustrate how the next concept of

inference might work, we adopt the beta distribution representation of prior

knowledge concerning reliability. Again consider that n valves are tested

and that s of them work satisfactorily. In the light of the further evidence

given by the newly tested valves what now should be the state of the

observers mind? If В is the event that s out of n valves function cor

rectly, then P(B) is computed by averaging the probability of В for given

reliability, p , with respect tothe prior distribution of reliability. Thus

i

Г / n . s . , , n- s , . ,

P(B) = ( ) p (1-p ) g(p) dp

Note that we have integrated over the entire range of p and hence P(B)

does not depend on p . Now define С to be the event that the reliability

is in the interval ( p/ p + & p) and use the multiplication rule.
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P(B) • P(C В) = P(C and В) = P(B С) • Р(С) .

Hence in the limit as Др approaches 0

p(c|b)=[i/p(b)J (n) ps (1-р)п_3д(р)др

Remembering the meanings of the events С and В we may write the last

equation as

h( ds)dp = constant p (1-p) g(p)dp

where the constant will be independent of p . h( p s) is called the

conditional probability density function of p given s and the meaning

of h is that if we know the value of s then we may graph h as a function

of p ; the probabilities of various conditional events are then calculated

by measuring areas under h. This is, of course, a special case of the

more general result known as Bayes' theorem. Allowing g( p) to be repre

sented by the beta distribution we obtain asa special case

/ i ч a+s-1 . , . n+b-s-1

h( p s) = constant p (1-p )

The observers subjective probability concerning the true reliability is again

given by the beta distribution, but the parameters have been altered by

further experimental evidence. This altered distribution is called the post

erior distribution of reliability.

A very impressive fact concerning Bayesian inference in the present form,

is that it fits nicely into the successive approximation scheme of scientific

method. Thus in Figure 1, the initial idea is the prior beta distribution of

Section VI. If a = 160 and b = 8.4 in this prior distribution and if the

experimental data consist of observing ten additional successful valves then

the data and the prior distribution combine to yield a posterior beta distribution
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with parameters a = 170 and b = 8.4. In Figure 1, the posterior distri

bution of the first cycle becomes the new idea and hence the prior distri

bution of the second cycle. If fifteen further successes are observed,

then the third "idea" of reliability is that it has a beta distribution with

parameters a = 185 and b = 8.4.

The Bayesian concept which is analogous to the 95% lower confidence

bound would seem to be to calculate that value of p , say r , such that

' В

9 5% of the posterior distribution of p is greater than rR . The practical

matter of actually evaluating rR is not quite as easy as it at first appears

but when r is near one, as we would expect in the reliability situation,

В

we may write

rB = 1"X2 (.05)/(2a' + 2b' - 1)

where a' and b' are the parameters of the posterior distribution and

2
"X (.05) is such that a chi- square deviate with 2b' degrees of freedom will

2
exceed X (-05) with probability 5%. This method of evaluating rR is

based on an approximation due to Tukey which, however, appears in a paper

of Kimball and Leach [13j. It is interesting to compare the Bayesian bounds

obtained in this way with the confidence bounds in the second column of

Table 3; column three of this same table has been prepared to facilitate

such a comparison. Note that if the sample size becomes much larger than

about 60, the confidence bound is more strigent than the Bayesian bound;

this is because the experimental evidence indicates a greater reliability

than the prior opinion would warrent. Finally, the observer's posterior

opinion of the exact value of reliability is obtained by integrating the post

erior distribution over the interval (0, 1) to obtain (a+s)/ (n+b+a) = r(s),

the minimum mean square error estimate of Section VII. r(s) when derived

by the method of the present section may be called the average posterior

estimate of reliability to distinguish it from the numerically equal but

conceptually different estimate of Section VII.

IX. STABLE ESTIMATION . The reader will not have failed to wonder

whether it is often possible to formulate prior knowledge specifically enough
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to describe it by means of a beta distribution or for that matter any specific

prior distribution. In many instances prior knowledge will be a hazy, fuzzy,

ill-defined thing which an individual feels but is unable to specify. At first

consideration this seems to severely limit the cases in which Bayes' theorem

can be applied; however, sharp peaks in the prior density function, g,

correspond to relatively precise prior opinions and hence if prior knowledge

is ill-defined then g must be broad and relatively flat over small ranges

of p . Savage [22] points out that if the distribution is flat over narrow

ranges it matters little how it is defined. For this reason, the method to be

explained below is called the theory of stable estimation.

To illustrate for the type of problem under consideration remember that

Bayes' theorem gave the result that h( p\ s) is proportional to b(s| p ) g(p )

where h, b and g are respectively tne posterior density of p given s,

the binomial distribution and the prior density of p . Now, in those

instances where the prior knowledge is ill-defined it seems that though we

would not know g specifically, we would know some of its properties. It

seems that sometimes g should be taken to be a wide flat curve with no

marked peaks. In contrast, when considered as a function of p , b would

usually be sharp and pointed in the neighborhood of s/n and would be

quite small for values of p which are much removed from s/n. Under these

circumstances b(s|p) g(p ) is well approximated by b(s||0) g(s/n). There

fore h is a probability density which is well approximated by a constant

multiple of b(s|p) considered as a function of p , i.e., h(p| s) =

constant p s(l-p)n-s to a good approximation. Again the posterior

distribution is of beta type but this time the parameters are s+1 and n-s+1.

In fact the results are the same as if we had assumed a prior beta distribution

with parameters a=b=l but surely the method of obtaining the result is more

satisfactory.

Much of what was said in the previous section would now apply here as

well. For example, hi^l s) may be taken as the prior probability for the

second stage of a successive approximation and we may calculate average

posterior estimates and lower Bayesian bounds just as we did before. The

results of several sample computations of such lower bounds appear in

column four of Table 3 . It is interesting to compare columns two and four

of this table since the prior knowledge is assumed to be imprecisely known

for both the confidence and the stable estimation bounds; the agreement is,

in this instance, remarkable. In general for large s the agreement will be

good since the stable estimation lower bound is the corresponding confidence

bound with sample size and number of successes each increased by one;
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see for example Mood [17, p. 235 J. Stable estimation seems to describe

the situation in which the experimenter finds himself in a large number of

practical situations and once accepted the theory has far reaching

implications .

We now mention an interesting related idea which may be referred to as

Anscombe's prior distribution [lj. We are asked to consider a "unique trial

for which there is no clearly relevant past experience" but where "every

effort will have been made, in design and production, to prevent failures."

What prior density function g { p ) would represent the initial opinion of an

open-minded unprejudiced observer? Such an observer's initial opinion

about p would presumably be diffuse and hence g would be continuous

and would change only slowly with p , except possibly in the neighborhood

of p=l. "There is little loss of generality in assuming that (g) is of beta

type; ..." In view of the assumed considerable effort to prevent failures

it most unlikely that p will be really small. Hence in the prior beta

distribution, a will be large relative to b and at least as large as 1. The

behavior of g(p ) near p =1 will then, depend mainly on b. For b <* 1,

g ( p) becomes infinite at p =1 and to choose b > 1 implies a definite

belief that p is bounded away from 1. If we choose b=l then g(p) will

be a slowly increasing function for all p , so that over any short interval

g [p ) is not far from uniform. For the experimental circumstances envisaged,

it is accordingly proposed that the prior density function should be taken to

be of beta type with parameters b=l and a large relative to 1. Though

Anscombe has in mind a particular kind of sequential acceptance procedure,

his prior distribution could presumably also be used for the purposes

explained in our section entitled Bayes1 Theorem.

X. CONCLUSIONS. We have seen in the preceding sections that,

starting with prior distributions, we can build up a fairly elaborate mathe

matical theory of inference. We are able to "get answers" and these

answers are appealing in that they make use of prior knowledge. But does

this mathematical theory describe the physical situation? Should we want to

do the job for which this theory provides the foundation?

Some would answer these questions in the negative on the grounds that

the reliability of a device is not subject to chance variation but is a fixed

although unknown constant. Thus, they continue, it is foolish and mis

leading to assign a probability distribution to reliability. Further the

whole idea of subjective and prior probabilities is incorrect since the

probability of an event would differ from person to person and it would be
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impossible to empirically check the correctness of a probability. Finally,

the investigator will merely have some vague feelings about reliability

which he will be unable to formulate in the precise manner indicated in

Section VI and even if he were able to formulate his prior knowledge it

wouldn't take the form of ascribing a beta distribution to /° .

The last criticism has been anticipated in the discussion of stable

estimation. There it was pointed out that under certain circumstances the

prior distribution will be broad and if it is broad then it matters little how

the prior distribution is exactly defined. In general this final objection will

be met if Bayesian procedures can be found which do not depend too strongly

on the precise nature of the prior distribution.

To discuss the first objection intelligently it is necessary to recall the

distinction that we made in Section I between the device of common sense

and the DEVICE whose reliability is capable of being studied. Remember that

the DEVICE is an abstraction; it is the common sense device as seen by the

observers measuring instruments and interpreted with respect to his precon

ceived ideas. Even if the reliability of a concrete device (which we haven't

defined) is a fixed but unknown constant it is not completely clear that the

same is true of the reliability of the abstract DEVICE. It might be that, in

the transition, reliability assumes a distributional character due to the

lack of accuracy of the process of observation and interpretation. We

hasten to re-emphasize that the reliability of a common sense device can

not be studied empirically since as soon as it is formulated and observed it

interacts with our senses and preconceived ideas and becomes a DEVICE.

As regards the second objection it does seem that a situation in which

there is no agreement among individuals about basic scientific questions

would come close to destroying the character of physical science. Thus

prior distributions which are the results of whims or hunches may form a

proper subject matter for psychology or sociology but in the physical sciences

prior distributions should not be used unless they have some sound basis.

Except where we are studying how the mind itself works we should not use

prior distributions which are pulled out of thin air, but should insist that

they be advanced as the consequence of some more or less valid argument.

Such a valid argument could be a physical theory or a development along the

lines of stable estimation for example . If a valid prior distribution is not

available then the confidence bounds and tests of hypotheses of classical

statistics can be used. Thus the second criticism of subjective probabilities

leads to a clarification of the practical cases to which Bayesian inference can

be applied rather than a refutation of the method .
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It is to be expected that many objectivists would maintain that there

are no practical situations where a valid prior distribution would be

available while the subjectivists would tend to claim that their techniques

are almost universally applicable. If the reader is interested in the details

of this controversy he may consult the insightful and valuable works of

Lindley[15], Savage [212 Edwards [7]and Tukey [23].
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AN EXPERIMENT ON AIRCRAFT VULNERABILITY
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The problems involved in the conduct, data reduction, and analysis of

data from a large scale field experiment are not always fully recognized by

designers and planners of such experiments . It is the intention of this

paper to present the history of one such experiment including some of the

results, and to draw from it some general conclusions about the practicality

of conducting experiments on that scale.

The experiment was conducted during October and November 1958 at the

Hunter Liggett Military Reservation, California . It was a US Army Combat

Development Experimentation Center (USA CDEC) experiment in which ORO

participated. Experimentation was conducted concurrently but independently

by both agencies. Data was collected by ORO only during October 1958 and

this paper is concerned with the ORO experimentation.

The problem was to determine the effectiveness of some light antiair

craft weapons and small arms against low-flying tactical aircraft in the

forward battle area . At the time of the experiment many new aircraft

systems were under study by different Army organizations. Because of the

missile threat at medium and high altitudes most tactics envisioned low-

flying aircraft. In the region below 600 feet only light arms presented a

threat to aircraft in the forward areas. There was however very little known

about response and detection capabilities of an antiaircraft crew under

alert and non-alert conditions. Furthermore aiming error and hit probability

data did not exist for effectiveness of small arms against aircraft flying

below 600 feet. The experiment was designed to obtain these basic data

from the field .

It was considered important to relate these data to measurable variables

which were thought to be instrumental in determining weapon effectiveness

(Fig. 1) . The specific problem then to which the experimental results were

addressed was the following. What is the effect of target velocity, altitude,

crossing range, terrain mask angle and gun-crew alert status upon single-

weapon vs. single-aircraft engagement kill probability and upon related

quantities such as gun-crew detections ranges and number of rounds fired?

The experiment consisted of a series of single aircraft passes over sites

containing antiaircraft units. Four sites were selected to give a variety
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of terrain features (Fig. 2) . For any aircraft pass only three sites were

occupied. Each of these contained the group of weapons shown in Table 1.

Table 1

WEAPONS USED

1 Twin 40 AA

4 M-l Rifles

2 BARS

2 50 Cal MG (mounted onAPC's)

1 Quad 50 AAMG

In addition a Redeye simulator was placed in each of two sites,

The targets for all weapons were the Army L19 observation aircraft flying

at a velocity of 75 KT, the Air Force T37 jet trainer flying at 200 KT, and the

Air Force F100 fighter flying at 325- and 450-KT. During the experiment the

aircraft flew straight and level courses with respect to the ground weapons.

It was planned that these targets be generalized to other aircraft of the

same general size and velocity class by using the average vulnerability

characteristics of these and related aircraft.

The operation of all weapons was simulated in the sense that camera film

records were obtained from the experiment rather than actual target damage

from real rounds fired. Two of the weapons were further simulated. The

Redeye was a mock-up, or specially designed dummy to simulate to the

Redeye operator some of the more important characteristics of the weapon.

The Twin 40mm was also simulated in that the gun crew did not use its

computing sight .

DESIGN OF EXPERIMENT. Each aircraft flight was carefully controlled

so that with respect to each weapon site pre- specified values of the

independent variables were taken on. A factorial design with two replica

tions was originally intended. That is, every combination of the values of
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the independent variables shown in Table 2 would be taken on during two

aircraft-site passes. Because of equipment and time limitations only

one replication was possible, and after data reduction the factorial design

was incomplete. Where possible these gaps were filled by standard

statistical techniques.

Using a regression analysis it was planned to determine the functional

relationship between the dependent and independent variables. The basic

method described by Milne , is that of approximation by orthogonal poly

nomials. This requires that the independent variables take on values at

equally spaced intervals; and this requirement was met by the selection of

values as seen in Table 2 .

Table 2

Velocity Altitude Mask Crossing Range Warning

(In knots) (In feet) (In degrees)

75 0 No Overhead Surprised

200 200 0-5°

325 400 5-10 Crossing (300 meters) Warned

450 600 10-15° '

Having explained the intention and design of the experiment, it is still

necessary to describe some of the details of instrumentation, troop training,

and data reduction in order to give some notion of the limitations of method

and hence applicability of the results of the experiment.

INSTRUMENTATION - SOURCES OF DATA

There were four major sources of data from the experiment, gun, cameras,

radars, phototheodolites, and pen records .

Two types of gun cameras were used (Fig. 3). The first, used only for

the Ml rifle, was the Robot Star 35mm still camera. This was mounted on

Milne, Numerical Calculus, Sect. 71, Princeton University Press,

Princeton, New Jersey.
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the rifle and instrumented via its trigger. When the trigger was pulled a

picture would automatically be taken and the film advanced by one frame.

All the other weapons were mounted with the AN-N6 movie camera. During

tracking of the aircraft the camera took a movie of the aircraft while the

trigger of the weapon was depressed.

Two M-33 type radars were used to track the aircraft and record its

instanteous positions. The aircraft range, azimuth, and elevation were

read directly on dials which were photographed every half second by

cameras .

To insure adequate aircraft tracking data at all altitudes, four photo-

theodolites were stationed about the test site. Cameras recorded at inter

vals of very half second the azimuth and elevation angles of the aircraft

as well as its relative position to the phototheodolite crosslines as seen

through the optical sights.

The cameras, radars, and phototheodolites were synchronized by pen

recorders. Twenty pens operated for each site during an engagement.

Each of 14 of the pens was wired to a weapon and recorded the trigger

movements of the weapon. One of the pens was activated by a button

pressed by an ORO observer on the site who indicated when the aircraft

came into view, when it was first observed by the troops, and when it

disappeared from view. Two other pens were controlled by Twin 40 and

Quad 50 observers who recorded by pushing a button when the first turret

motion occurred, when first tracking started, and when tracking ended.

In addition to measures of crew responses which could be gotten directly

from the pen records, the pen records made it possible during a later phase

of data reduction to assign real times to gun camera pictures and radar

observations .

For one month prior to the experiment an extensive training program for

the gunners was conducted. The men were given instructions on how to lead

moving aircraft and how to estimate range properly.

A firing doctrine was established for each weapon and the gunners were

trained in using their weapons in accordance with this doctrine. Effective

ranges were set for the different weapons! The effective range for the Twin

40 was 1,500 yards, for the Quad 50 and Single 50 800 yards, for the Ml

rifle and BAR - 400 yards, and for the Redeye 2,000 yards. The Ml riflemen

were not to fire more than 8 rounds during one engagement. Redeye gunners

were instructed to fire continuously as long as the aircraft was in range.
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For all other weapons the gunners were instructed to fire in simulated

bursts as long as the plane was within range of their weapons.

During and after the experiment the "raw data", that is, the pen records,

gun camera films and pictures of radar dials, were read-out on to IBM cards.

It was decided not to reduce the phototheodolite data to cards because of

the prohibitive cost and because most of those data duplicated the radar

data. The result of this reduction was approximately 200,000 cards. The

data from these cards were then put on magnetic tapes.

The next stage in the data reduction consisted of a series of computer

programs (using the 1103A Univac Scientific Machine) which eliminated a

considerable amount of bad data (about 30% of the total) and by sorting

and other techniques associated the pen record data with the gun camera

and radar data. This provided a means for assigning a real time to each

radar and gun camera observation.

The data were then in shape so that the model used in determining measures

of weapon effectiveness could be employed.

The most important measure of weapon effectiveness is the probability

that during an engagement, fire from the weapon will result in the "kill"

of the aircraft. This measure is called "Engagement Kill Probability" (EKP) .

The bulk of computations were directed toward computing this quantity for

each weapon-aircraft engagement.

The first step was to simulate the path of the bullet as indicated for

each gun camera frame and to determine the closest approach of the bullet to

the aircraft during its flight. The distance to the aircraft at the closest

approach of the bullet was called the "miss distance". Necessary to this

simulation was the capability of determining the bullet position at any point

in time. This was accomplished by a series of curve fits to ballistic data

found in firing tables. Orthogonal polynomial methods were used to do this.

The main results of each bullet-aircraft simulation were the co-ordinates

of the bullet at point of closest approach in the miss distance plane. This

plane is that which has its origin at the center of the aircraft and is perpend

icular to the line from the gunner to the aircraft. For each weapon-aircraft

engagement the bullet co-ordinates in the miss distance plane provided a

dispersion pattern which was found to be approximately normally distributed

in each direction. The center of the pattern was always found to be biased

about the aircraft. The bias tended to be proportional to the velocity of the

aircraft.
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Aircraft vulnerability data were combined with the dispersion pattern

in order to compute the probability that a single bullet would "kill" the

aircraft . The vulnerability data were gotten from BRL publications . The

vulnerable areas of typical aircraft were averaged and that area assumed to

be one standardized vulnerable square centered at the aircraft. The single

shot kill probability (or the probability that a single bullet would strike the

vulnerable portion of the aircraft) was simply the double integral of the

bivariate normal distribution function determined by the bullet dispersion

patterns over the vulnerable square in the miss-distance plane.

The number of rounds fired by each weapon during an engagement was

gotten from the known firing rates of the weapons and the experimentally

measured time during which the gunners fired at the aircraft. The engage

ment kill probability then was simply:

,(No. of Rounds Fired)

Ekp = 1 - (1 - Single Shot Kill Probability)

In addition to Engagement Kill Probability other measures of weapon

effectiveness and crew response were computed. These were associated with

the independent variables. As mentioned previously each engagement was

designed to correspond to different values of the independent variables.

However, after the experiment the radar data were examined to determine the

actual altitude, velocity, and crossing range of the aircraft. This resulted

in a reclassification of about 10% of the aircraft- site engagements with

respect to the independent variables.

The original method of fitting orthogonal polynomials was not used because

of the form in which it was apparent that some of the dependent variables

were influenced by the independent variables. For example, the single shot

kill probability varied as the inverse square of the velocity. An approximation

to this statement using a polynomial whose variables contained positive

powers would have been misleading and not very useful.

The relation of the independent to dependent variables where it was

found to exist was gotten by straight-forward methods. Most of these

results can be tabulated and presented but no explicit meaningful formulas

given. Several examples of results will show that more clearly.
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RESULTS. DETECTION RANGE. One useful measure of the ability of

ground observers to visually detect aircraft is the slant range at which

the aircraft is first observed. The variables of warning, crossing range,

and velocity appeared to have no measurable influence on the detection

range in this experiment. The two most important variables were terrain

masking and target altitude.

Figures 4,5, and 6 show the large difference in detection range

cumulative probability as a result of the different mask angles. There is

a gradual decrease in the difference between the 0-5 degree masks and no-

mask cases as altitude increases. At 600 feet the difference disappears

entirely.

Figure 7 shows the detection range probability when the data are

averaged over all controlled variables except altitude. Each mask group

contributes an unequal amount of data to each altitude and the effect of

altitude is not as regular as it is when taken by mask case.

FIRING TIME. The firing time for a weapon is the time between start-

fire and end-fire times for a given engagement. It was recorded automati

cally from a trigger pull switch. Firing time is useful as a rough experimental

indication of the number of real rounds that could be fired during an

engagement. As was expected firing time was an inverse function of

felocity. The variables of mask and altitude were also important as shown

in Figures 8,9, and 10.

Figure 11 contains a plot of the bullet dispersion pattern means for the

Ml. Pre-experimental calculations had assumed that bullet dispersion

patterns would always be centered at the target and that the effect of the

different variables would be in the variance of the distributions. However,

as indicated in this figure the centers are displaced roughly proportional

to the velocity of the aircraft. This statement was true for those weapons

which required the gunners to lead the aircraft. In the case of the Twin 40

and Redeye which aimed directly on the target, however, the dispersion

means were very close to the center of the aircraft and showed little if

any effect of velocity. Figure 12 demonstrates this for the Twin 40. These

patterns include range effects. In an effort to mask out all but angular

aiming errors a new quantity was introduced called "miss angle aiming

error" and was computed as the ratio of the miss distance divided by the

slant range to the aircraft. Figure 13 shows the mean of this quantity plot

ted against velocity for all the weapons. This demonstrates quite clearly
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the advantage especially at high velocities that weapons not requiring lead

have over those that do.

Single- shot kill probabilities seen in Figures 14 and 15 show similar

sharp decreases as velocity changes from 75 to 200 knots. The single shot

kill probabilities for the Ml, BAR, Single 50 and Quad 50 seemed to vary as

the inverse square of velocity. Other variables were important in some cases

but no regularities were found .

Finally, engagement kill probabilities as shown in Figures 16 and 17 were

most strongly influenced by velocity. The data for the cases at higher

velocities were scarce but the general trend for the weapons which required

some lead by the gunners was for engagement kill probability to vary as the

inverse cube of velocity. The Twin 40 Ekp was approximately a slowly

decreasing function of the inverse of the velocity although data at higher

velocities is incomplete.

One particular assumption which determines the results is the size of

the vulnerable area. Different areas other than the standard one were tried

but the general shapes of the curves remained the same .

The flow of data from the field was such that at no single point in the flow

was there raw data which was recognizable as such. The flow started with

undeveloped film and pen records. The information on these media was not

digitalized until a later time, and then only in very large amounts. The

film had to be developed and then its information transferred to IBM cards

and listed before any numerical data could be seen. There was an analogous

set of steps for the pen records . . . The data handling was something like

real-time data processing of the kind that is used during missile tracking

and testing. It was quite different from the classical procedure of experi

mentation in which an observer records in numerical form what he sees on

an instrument dial or number of objects he counts, the small amount of

recorded data then being inserted in explicit mathematical formulae for

computation of final results. Hence, the report on this experiment does not

contain any raw data, nor a set of formulae which when applied by them

selves to the raw data will yield the results contained in the report . . .

A corollary of this view is that, like missile testing data handling, this

experiment cannot efficiently yield results with just one trial. It requires

more or less repeated runs in order to obtain an efficient operation. Since

the ORO part of the aircraft vulnerability experiment was a one-of-a-kind

event, data was lost, time was consumed, and some inefficiency resulted.
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APPRAISAL OF THE EXPERIMENT . It has become apparent during the

period of data transfer, reduction, and analysis that this experiment was

entirely too large a scale for the results that were desired. The concept

of divide and conquer is as applicable here as in war itself. This field

test was really a set of 5-10 smaller experiments that could much better

have been performed serially so as to yield a set of principles and a body

of field testing experience at each stage to be fed into the next experiment .

Thus separate experiments on detection ranges, response time, aiming

errors, and individual weapons taken alone, would have been appropriate

and would have made it clear and feasible that originally planned experi

mentation should be expanded or reduced in scope. By carrying out a

very large scale test it was hoped to conserve resources, especially

expensive aircraft operations. This result did occur but only at the price

of a 2 to 3 year waiting period for results, loss of significant results from

recognition of corrective measures long after the experiment was run, and

a large turnover in the needed experimenters during the critical data

transfer, reduction, and analysis phases.

Similar experiments in the future should be broken down into components

and run separately, and/or incorporated into a continuing program of

experimentation and data treatment .





A METHOD OF WEAPON SYSTEM ANALYSIS

H. G. Smith

Picatinny Arsenal

ABSTRACT . A method of determining optimum weapon system parameters

using the optimization criterion of minimum weapon system weight is

discussed.

Secondly, means of obtaining the probable error in range due to probable

errors in ballistic coefficient, muzzle velocity, and angle of elevation is

discussed .

Also, the possibility of determining optimum weapon system parameters

using the optimization criterion of maximum ballistic accuracy is presented.

The purpose of this paper is to present a method of optimizing weapon

system parameters for minimum system weight and a method of approximating

the ballistic errors of projectiles. Also, the concept of designing weapon

system parameters to achieve maximum ballistic accuracy is presented.

In many applications, a weapon system of minimum possible weight is

highly desirable, especially where high maneuverability is required.

Since the weapon system weight is approximately proportional to the

kinetic energy of the projectile at the muzzle, the criterion of minimum

kinetic energy is used in this analysis for simplicity.

In order to determine the optimum point of minimum kinetic energy

required to obtain a given range, the following procedure may be used.

First, one may select various values of ballistic coefficient. For each

ballistic coefficient selected, one may find the muzzle velocity required

to obtain the desired range from the appropriate ballistic tables or other

suitable solution of the trajectory equations. One may then compute the

product of the ballistic coefficient and the square of the muzzle velocity

which is proportional to the kinetic energy as long as the shell diameter

and form factor remain constant. By plotting a curve of this product, one

can readily determine the optimum ballistic coefficient by finding the

ballistic coefficient corresponding to the minimum point of the curve.
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An alternate method of determining the optimum ballistic coefficient

which involves slightly more calculations but may be easier to visualize

may also be utilized. As before, one starts by selecting various values of

ballistic coefficient and finding the corresponding muzzle velocities re

quired to obtain the desired range. One then can compute the shell weight

corresponding to each ballistic coefficient using the appropriate shell

diameter and form factor. Using the shell weight and muzzle velocity,

one may compute the kinetic energy and plot a curve of the kinetic energy

versus the shell weight. The optimum shell weight can be determined

from the curve at the point where the kinetic energy is a minimum. The

optimum ballistic coefficient can be computed using the optimum shell

weight and the appropriate shell diameter and form factor.

Once the optimum ballistic coefficient and corresponding muzzle

velocity required to obtain the desired range are known and the projectile

acceleration limit and piezometric efficiency are either known or estimated,

the length of travel (length of gun tube) can be calculated from the following

expression:

v2

2g (P.E.) a

where: L - Length of travel

V - Muzzle velocity

g - Acceleration due to gravity

(P.E.)-Piezometric efficiency

a - Acceleration limit (G's)

This equation is easily derived by equating the work done on the projec

tile by the propellant gases throughout the travel of the shell in the gun

tube to the kinetic energy of the projectile at the muzzle.

Work Done = P A L
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1 W 2

Kinetic Energy - 2 g ^

where: P - Average pressure

A - Bore area

L - Length of travel

W - Projectile weight

g - Acceleration due to gravity

V - Muzzle velocity

1 W 2

PAL = -^— V

2 g

2

PA L = V

W 2g

(P.E.) = — (by definition)

P

where: P - Peak pressure

Р

(P.E.) - Piezometric efficiency

P - Average pressure

P = (P.E.) P

P

PA 9

(P.E.) _P_ • L =JL_

W 2g
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P A

However: B— = Peak acceleration in G' s = a

W

V2

(P.E.) a L- 55

Therefore, the length of travel is:

L = -г-

v2

2g (P.E.) a

As an aid to the design engineer, system analysis charts for the

projectile types most encountered can be compiled. A separate chart is

required for each range of interest. A typical chart would include curves

of kinetic energy required to obtain the desired range versus shell weight

for several shell diameters with constant form factor, curves of ballistic

coefficient versus shell weight for several shell diameters with constant

form factor, a curve of muzzle velocity required to obtain the desired range

versus ballistic coefficient, and curves of length of travel versus muzzle

velocity for several acceleration limits with constant piezometric

efficiency.

Figures 1 through 4 (to be found at the end of this article) are typical

examples of these charts. The charts were compiled for Type I Projectiles

for ranges of 5,000, 10,000, 20,000, and 30, 000 meters using a form factor

of .5 and a piezometric efficiency of .5. Kinetic energy and ballistic

coefficient curves are shown for shell diameters of 4, 6, 8, and 10 inches

and length of travel curves are shown for acceleration limits of 2,000,

4,000, 6,000, 8,000, and 10,000 G's. The charts can be used for form

factors other than those used in the compilation of the charts by multiplying

the shell weight and kinetic energy obtained from the chart by the ratio of

the form factor desired to the form factor used in the chart. Similarly, the

charts can be used for piezometric efficiencies other than those used in the

compilation of the charts by multiplying the length of travel obtained from

the chart by the ratio of the piezometric efficiency used in the chart of the

piezometric efficiency desired.
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These charts can be very useful to the design engineer, not only in the

optimization of a weapon system, but also in visualizing the relationships

between the parameters required to obtain the desired range.

In the design of any projectile, the design engineer is concerned with

the attainment of acceptable accuracy with preliminary designs. The accuracy

of a newly designed projectile should be estimated in the preliminary stages

of design in order to avoid the situation of discovering that the accuracy of

a new design is unacceptable after a great deal of time and effort has been

spent in the design of the projectile.

In order to approximate the accuracy that might be expected from the pro

jectile, the design engineer must decide on the variations that might be

expected in the parameters that determine the projectile's trajectory and

determine the effect of each of the parameter variations on the range disper

sion before the total range dispersion can be computed. The effects of the

major parameter variations on the range can be obtained from the appropriate

exterior ballistic tables by selecting a convenient change in a parameter,

finding the corresponding change in range due to the parameter change, and

dividing the change in range obtained by the change in the parameter to find

the change in range due to a unit change in parameter. This procedure should

be followed for each parameter at each range of interest.

As an aid to the design engineer, these differential effects can be com

puted from ballistic tables and plotted so that the design engineer can pick

the differential effects off a graph and thereby simplify the task of estimating

the ballistic errors.

The following factors have been found to be convenient in describing the

major differential effects. They are the range -velocity sensitivity factor

(the percent change in range due to a one percent change in muzzle velocity at

at constant ballistic coefficient and angle of elevation), the range-ballistic

coefficient sensitivity factor (the percent change in range due to a one percent

change in ballistic coefficient at constant muzzle velocity and angle of

elevation), and the range-angle of elevation sensitivity factor (the percent

change in range due to a one percent change in angle of elevation at constant

muzzle velocity and ballistic coefficient). The major parameter variations

considered, for convenience since they are independent of each other, are

velocity variation at constant weight, weight variation, form factor or drag

coefficient variation, and angle of elevation variation. When the parameter

variations and the sensitivity factors are known, the probable error in range

can be determined from the following equation.
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P2 = (S P )2 + (S P + nS P ) + (S P.) + (SjP^t)r V v x с w V W CI w (p

where: S - Range-velocity sensitivity factor

S - Range-ballistic coefficient sensitivy

factor

Si - Range-angle of elevation sensitivity

T factor

P - Probable error in range in percent

r

P - Probable error in muzzle velocity in

percent (not including any error due to

variation of projectile weight)

P - Probable error in projectile weight in

w
percent

P, - Probable error in form factor (or drag

coefficient) in percent

P , - Probable error in angle of elevation in

T percent

n - Logarithmic rate of change of muzzle

velocity with projectile weight.

The Ordnance Engineering Design Handbook, ORDP 20-140, TRAJECTORIES,

DIFFERENTIAL EFFECTS, AND DATA FOR PROJECTILES, gives the following

approximate values for n.

Rifled gun with multiperforated propellant grains - n = - .3

Rifled gun with single-perforated propellant grains - n = -.4

Smooth bore mortar with flake propellant - n = - .47

Recoilless rifle with multiperforated propellant grains - n = - .65
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Figures 5 and 6 show typical plots of the three sensitivity factors for

Type I Projectiles. Figure 5 consists of curves of range-velocity sensitivity

factors versus muzzle velocity for several values of ballistic coefficient

at an angle of elevation 30° and curves of range-ballistic coefficient

sensitivity factor versus ballistic coefficient for several values of muzzle

velocity at an angle of elevation of 30°. Figure 6 consists of curves of

range-angle of elevation sensitivity factor versus angle of elevation for

various values of ballistic coefficient at a muzzle velocity of 440 meters

per second.

Since the curves are functions of the ballistic coefficient, the curves

may be used for any form factor as long as the ballistic coefficient used

is computed using the applicable form factor. It should be noted, however,

that the curves may only be used for projectiles which have drag functions

similar to the drag function of the projectile type for which the curves were

compiled .

These curves can be useful to the design engineer, not only in

estimating the range dispersion, but also in visualizing the parameter

changes that may be necessary to improve the accuracy.

Once the various parameter variations are known or assumed, it is

possible to optimize the parameters using an optimization criterion of

minimum ballistic error or, in other words, maximum ballistic accuracy.

This may be done by selecting several values of ballistic coefficient,

finding the corresponding muzzle velocities required to obtain the desired

range at the desired angle of elevation, computing the probable error in

range using the various parameter probable errors and the appropriate

sensitivity factors, and plotting a curve of the range probable error versus

ballistic coefficient. The optimum ballistic coefficient can be determined

from the curve at the point where the range probable error is a minimum.

This procedure is particularly useful in the design of projectiles for

existing weapons or any application where the primary design consideration

is accuracy.
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VARIATION OF ARTILLERY AMMUNITION EXPENDITURE WITH INTELLIGENCE
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SUMMARY. The purpose of this project was to determine how the

amount of intelligence available to the artillery officer affects his ammuni

tion expenditure. An experimental procedure consisting of a map exercise

was designed to solve this problem. The exercise was pre-tested by 37

artillery officers to test the effectiveness of the design.

PROBLEM. The purpose of this project is to develop a method for

determining the relation between target intelligence level and artillery

ammunition expenditure. In this study target intelligence was defined as

the percentage of the total number of enemy targets on the battlefield

detected by friendly forces .

BACKGROUND. Ammunition supply is a critical problem in any theater

of operations, particularly during the months immediately following the out

break of a war. Indeed, it has been estimated that in a general war a period

of twelve months would be required to attain maximum munitions production.

It is therefore necessary that ammunition stockpiling be sufficient to insure

adequate supply during the initial period of production adjustment. In 1958

a study was conducted at C&GSC, Ft. Leavenworth, which attempted to

determine supply levels which conform with modern war requirements . How

ever this study assumed perfect intelligence, a theoretical level never

attained on the battlefield. In 19 61 the Operations Research Office was asked

to study this problem. In their study the battlefield was divided into seg

ments and a weighted probability of detection was assigned over these seg

ments. However still no attempt was made to study how a wide variation in

intelligence might affect artillery ammunition expenditure and therefore it is

desirable to make such a study.

METHODOLOGY . Artillery ammunition expenditure varies as a function

of several factors: target detection, ammunition supply rate, terrain, phase

(attack, static, retrograde), type of war (nuclear, nonnuclear), support (air,
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naval), target identification (location, size, and type of target), and TOE

(table of organization and equipment) . The problem was evaluated by holding

all of these variables constant with the exception of the first two. The

interaction between these variables is evaluated by a three by three factori

al experiment employing a two-way analysis of variance.

In the specific design of the experiment several other variables may

indirectly affect the results of the exercise and must be taken into account.

These variables include the rank, general background, training, combat

experience, and status (Regular Army or Reserve Component) of the artillery

officers. Because these variables can affect the results of test subjects in

such a way as to mask the effects of the main variables, it is desirable in

designing the details of the experiment to allow for these effects and to

attempt to control them. This can be done by careful subject selection or by

a distribution of subjects such that the effects of these variables can be

taken into account in the analysis and true relations between the main

variables may be found.

In evaluating the problem, it is desirable to utilize the experience and

judgement of artillery officers. Two experimental procedures are possible:

a full-scale war game, and a static map exercise.

The advantage of a war game is that is allows the problem to be evalu

ated over a long period of time in a dynamic situation. However, this

superior yield is obtained at the expense of the sampling. Because of the

large individual variances among, a large sampling is necessary to obtain

significant results. Such a large sampling can best be obtained by means

of a map exercise, which requires a short period of testing time, and can

be administered to many subjects simultaneously.

The validity of the experimental design was tested by applying the

method to a specific situation - a nonnuclear attack against hastily organiz

ed defenses. Employment of nonnuclear weapons is based on the Ft. Leaven

worth study, which assumed the continuing importance of conventional war,

and conducted studies based on both nuclear and nonnuclear weapon employ

ment, In subsequent applications, the procedure could easily be modified

to include nuclear armaments.

An attack situation was chosen because the scheduling of attack fires

(preparation, counterbattery, harassing, and interdiction) demands more

individual judgement on the part of the commanding officer than scheduling

of other types of fire. The importance of the four types of fire considered
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is demonstrated by statistics on artillery usage in World War II. Studies

show that, in the attack phase, preparation, counterbattery, harassing,

and interdiction fires constituted 43.1 percent of all 105mm howitzer missions,

70.6 percent of all 155mm howitzer missions, and 81.6 percent of all 8- in.

howitzer missions.

Several situations were considered for the exercise: engagements from

World War II and the Korean conflict; school problems from the AMS, Ft. Sill,

and the C&GSC, Ft. Leavenworth; and an original situation. The situation

selected was taken from the Battle of the Bulge - the attack on the 2 8th U.S.

Infantry Division by German forces on 16 December 1944. This particular

engagement was chosen for several reasons. It was felt that an actual

tactical situation would yield the most significant data, and of the units

considered, the 2 8th Division had the most nearly complete after action

reports. In addition, the high dispersion of the 2 8th Division over its

sector closely approximates the deployment anticipated in future wars con

ducted under threat of nuclear employment .

Because of the completeness of data concerning 2 8th Division positions,

the U.S. deployment is assigned to Red (enemy) forces in the exercise.

Moreover, the officers' familiarity with U.S. tactics and deployment makes

a detailed description of enemy tactics and deployment unnecessary.

Blue (friendly forces) were organized according to ROAD 65 specifica

tions . ROAD 65 was employed because it represents an estimate of the type

of tactical organization which may be employed in future warfare, and

because it deploys friendly artillery in homogeneous groups (i.e., no

"mixed" battalions, such as rockets/howitzer or 8-in./155mm) .

Division artillery is equipped with six battalions; three 105mm howitzer

battalions, one 155 howitzer battalion, one 8-in. howitzer battalion, and

one Honest John battalion. Each 105mm and 155mm howitzer battalion has

three batteries of six guns each; the 8-in. battalion has three four-gun

batteries. Three artillery battalions are attached to division artillery; two

155mm howitzer battalions, and an 8-in. howitzer battalion.

Although a nonnuclear situation is considered, the war is assumed fought

under threat of nuclear weapon employment. A battalion of Honest John

rockets equipped with nuclear warheads is included in division artillery to

conform to ROAD 65 specifications, but it was not employed in the exercise.
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Enemy target deployment down to the company level was based on 2 8th

Division positions as given in after action reports for 16 December 1944.

Positions were broken down to platoon level by the study's military advisor.

Support units not listed in division records, such as supply points, were

added. Positions were then plotted on a 1:50,000 map of the combat area.

In the exercise three representative levels of the target intelligence

parameter were used: 2 5 percent, 50 percent and 75 percent. The proba

bility that any individual target would be detected was determined from

data giving probability of detection asa function of distance from the FEBA

(forward edge of battle area) . A mean probability of detection was then

determined for each intelligence level and type of target. The number of

each type of target, weighted in proportion to the mean probabilities of

detection selected for use in the exercise, was determined for each

intelligence level and a random number generator employed to determine

the actual targets detected for each intelligence level.

Statistics were obtained on quality of visual-contact report information.

These probability were then employed in conjunction with a random number

generator to determine the type of identification assigned to each target.

Some of the targets were identified perfectly as to size and type of target;

some were identified only with respect to size; some only with respect to

type of unit and some only as enemy.

Three levels of ammunition supply were considered. Figures were

obtained for artillery ammunition expenditure in an attack, against hastily

organized defenses. Additional values of 3/2 the mean level and 1/2 the

mean level were also employed.

Since artillery ammunition expenditure is dependent to a high degree

on available supply, three levels of supply covering a wide range were

employed to avoid having the results prejudiced by too extreme a value.

The use of three supply levels also permits the evaluation of a second

variable - the effect of supply on artillery ammunition expenditure for a

constant intelligence level.

The exercise was pretested by giving it to 37 test subjects. A ten-

minute verbal briefing was given subjects to acquaint them with the pro

cedure and to answer any questions which might arise. Subjects were

given test materials, consisting of a written set of instructions, a scenario,

a map and intelligence overlay, a work sheet for preparing the schedule of
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fires, and an officer questionnaire form. As much time was allowed as

was necessary to complete the exercise.

The scenario was designed to acquaint test subjects with the background

information which they would have acquired as commanders in the field.

Three forms were appended to the scenerio. The operations order describes

task organization, situation, mission, and execution. The administrative

order provides the subject with his available ammunition supply rate.

Division SOP (standing operating procedure) for numbering concentrations

is employed by subjects in the preparation of target lists. Subjects were

also given a 1:50,000 map of the combat area and an accompanying overlay

showing the friendly positions and enemy targets. Each subject was given

one of three different overlays, depending on the intelligence to which he

was assigned. The officer questionnaire form was designed to help deter

mine any factors in a subject's background which might prejudice his

results in the exercise.

RESULTS . The experimental procedure was tested on 37 subjects, of

whom 24 were able to furnish usable data. It was apparent that, because

of the deviations among subjects in each cell of the experimental design,

a significant analysis of variance between cells could have been obtained

only is sufficient subjects had been placed in each cell to establish a

significant mean, or to determine that deviations among subjects were too

large for a significant mean to be established by this method.

A sample of the results obtained in the pre-test are shown in Figure 1.

This is one cell containing the 50 percent intelligence level and the mean

ammunition supply rate. The figures shown are for the sum of the

expenditures for the three weapons each corresponding to one test subject.

Shown in Figure 2 are the means for each cell of the experimental design.

Again the numbers shown are for the sum of the three weapons .
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Figure 1

Ammunition Expenditure for All Weapons Combined

Ammunition Supply Level

Mean

2466

Target Intellig«эпсе 3766

Level 1914

50% 1002

5670

Figure 2

Ammunition Expenditure for All Weapons Combined

Ammunition Supply Level

1/2 Mean Mean 3/2 Mean

Target 25% 2460 3366 1578

Intelligence 50% 1960 2964 4195

Level 75% 4295 3363 4770

Usable data were furnished by all test subjects of rank lieutenant

colonel or above, whereas only 58% of other subjects supplied employable

results. Since subjects were asked to assume the position of a brigadier

general commanding division artillery, a greater familiarity with division

artillery fire planning techniques was necessary than was generally

encountered among test subjects below the rank of lieutenant colonel.

Moreover, deviations among test subjects of rank lieutenant colonel or

above were less than those among other subjects. Although it was

possible for subjects unfamiliar with division artillery fire planning

techniques to complete the exercise, the criterion employed in determining

artillery ammunition expenditure was the experienced judgment of the test

subjects. It was therefore found that the exercise could provide valid

results only if artillery officers of rank lieutenant colonel or above with

training and experience in fire planning had been employed as test subjects,
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CONCLUSIONS.

1. The amount of data obtained was not sufficient to allow a significant

analysis of the validity of the experiment.

2 . Based on experience in conducting the experiment and on the comments

of test subjects, it is the opinion of the authors that the procedure designed

is valid and applicable to the solution of the problem.

3 . Because the test subject is asked to assume the position of division

artillery commander, subjects should be experienced artillery officers of

rank Lt. Col. or above with recent training in fire planning techniques.





AN APPROACH TO SENSITIVITY ANALYSIS OF CARMONETTE

(A Small Unit Combat Monte Carlo Simulation)

Richard J. Matteis and William C. Suhler

Research Analysis Corporation

SUMMARY.

Problem. To develop an approach to the sensitivity analysis of the

Carmonette model, a small-unit combat Monte Carlo simulation.

Facts. The Carmonette model has been designed to simulate brief

intense battles between tactical units of approximately company strength.

The model contains a large number of variables to simulate in detail the

combat activities of such elements as individual tanks and infantry squads.

A sensitivity analysis is required to isolate critical variables and to deter

mine whether the simulated environment is consistent with existing know

ledge of combat situations and the assumptions on which the model was

constructed .

Discussion. The approach presented in this paper is an attempt to

screen a large number of variables in the Carmonette model under two

contradictory constraints. The number of input variables coupled with the

time requirement per play imposes an economic constraint, which forbids

the use of a full factorial statistical design. Conversely, the lack of a

priori knowledge concerning the interaction effects of the input variables

and the known existence of large experimental errors prohibits the use of

a less rigid design. Essentially the approach is divided into two distinct

phases. The first phase is devoted to generating some estimates of effects

and variances; the second phase will use these generated values to develop

a fractional factorial of the overall model.

The first phase is accomplished as follows: (1) A list of the input vari

ables that may be important is developed. (2) Through study of the structure

of the overall simulation, the model is divided into two logical parts and the

input variables grouped with respect to these parts. (3) From study of pre

liminary runs some of the variables are shown to have so much individual

effect that they may obscure effects of other variables in the statistical

analysis, so these very important variables are studied individually.

(4) The remaining variables within each group are then studied simultaneously

by a complete factorial.
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The second phase consists of taking the variables that have been found

to play a statistically significant role and placing them in a fractional

factorial of the entire simulation to study the interactions between parts.

Applications . The restraints which determined the nature of this

approach are common to the analysis of most Monte Carlo simulations.

Consequently, the method of analysis presented in this paper should be

applicable as a guide to the sensitivity analysis of Monte Carlo simulation

in general .

INTRODUCTION . To acquaint the reader with the simulation to be

analyzed a brief description of the objectives and structure of the

Carmonette Model is presented. The Carmonette Model was developed to

accomplish the following:

"Military planners need techniques that may be

used to test new ideas for Army equipment, organization ,

tactics, and doctrine early in the development cycle,

prior to substantial investments in prototype equipment

or in reorganization or retraining. The development of

the Carmonette Model was therefore undertaken to pro

vide a method for testing these ideas operationally in

an environment of simulated combat." *

Carmonette is a Monte Carlo model of small-unit ground combat that has

been programmed for the Univac Scientific 1103A digital computer. It has

been designed to simulate brief intense battles between tactical units of

approximately company strength. To accomplish this task the model simu

lates in detail the combat activities of such elements as individual tanks

and infantry squads. Each combat unit is able to maneuver on the battle

field, acquire combat intelligence, select and fire on targets, and communi

cate certain information to other units. The activities of the individual

units are guided by a tactical scenario, which may be varied from battle to

battle. Since it is difficult to state fixed relations for the complex inter

actions of ground combat, many of the rules of play in Carmonette are

probabilistic. This results in an extensive use of the Monte Carlo method

in the simulation.

The structural flow diagram of the Carmonette Model is shown in Fig. 1.

The sequence of events that occur within the simulation is determined by
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a clock system contained within the control routine, as shown on the flow

diagram. The clock system will determine whether a combat-unit operation,

new tactical missions, intelligence acquisition or neutralization will be

activated. The sub-routines shown on the flow diagram, such as target

selection and moving, will be referred to as "submodels" throughout the

rest of the paper.

It should be emphasized that, although the statistical designs are

necessarily oriented to the particular variables of the Carmonette Model,

the primary interest is to present a proposed approach for the sensitivity

analysis of Monte Carlo simulation in general.

GENERAL DESCRIPTION OF THE PROBLEM.

Sensitivity Study Requirement. To establish the necessity of a sensi

tivity analysis, the basic reason for a simulation approach to problem

solving should be examined. Simulation techniques should be utilized

only when the problem cannot be feasibly approached by analytical or

experimental methods. Of course this does not preclude the use of ana

lytical and experimental techniques to supplement the simulation effort.

In the case of small-unit combat there exists no satisfactory analytical

approach to determine the "outcome" of an engagement, and naturally an

experimental approach is not feasible. The point is that the simulation

approach is often used when the functional relation between some or all of

the variables is unknown.

In the construction of the Carmonette Model particular input variables

have been included. This inclusion has been prompted by several motiva

tions:

1. Certain variables have been included because of their known

importance, at least at the submodel level.

2 . Other variables have been included because intuitively they

are adjudged important within the structure of at least one of

the submodels.

3 . Finally there are variables included for which only a conjecture

can be made as to their importance to the phenomena being

simulated.
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Having incorporated these three categories of variables within the simu

lation, the purposes of a sensitivity analysis become clear.

1. To verify that the important known variables play their expected role.

2 . To determine the relative role of the variables that were adjudged

important .

3. To ascertain which members of the third class of variables have

any significant effect within the structure of the completed model .

4. To determine interactions between variables.

The model was constructed based on some known facts and assumptions

concerning the environment to be simulated. The sensitivity analysis

should generate a list of the important variables and interactions within

the simulation. It is necessary for the analysts and military advisors

associated with the simulation to study this list, to decide whether the

simulated environment is consistent with these known facts and assump

tions. Anomalous results that deviate from the analyst's conception of

the simulated environment should constitute a guide to parts of the simu

lation that require improvement. (Improvements can take the form of

either simplifications or refinements of certain parts of the simulation.)

Having determined a list of important variables and interactions that is

considered appropriate and consistent with the existing knowledge of

combat situations, the developers should present this list to any potential

users of the simulation. Even if no knowledge exists by which the analyst

can validate the importance of a particular variable, the user should be

aware of the environment in which his hypotheses are being tested. Also

the user may wish to examine the effects of variables that play an insignif

icant role in the simulation, and the model would be inadequate to measure

differences in performance based on variation of these variables. The

sensitivity analysis of a model is not a new concept, any discussion of

model construction states the necessity of testing the relevance of the

variables included. However, there is a tendency to jump from model

construction to problem solving without checking model to determine what

it can measure with any confidence.

Measure of Effectiveness. As discussed earlier Carmonette was devel

oped to test new ideas for Army equipment, organizations, tactics, and
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doctrine for small military units in given situations. Given this objective,

a basic question arises at the outset: how does one measure the effect

iveness of competing systems? In simulations based on analytical models

there usually are well-defined measures of effectiveness, such as, mini

mization of operating cost and time.^ In attempting to evaluate competing

combat systems in Carmonette measures of effectiveness are not easily

identified. The analyst might consider one or more of the following measures

to base a decision as to which combat system is most effective.

1. The ratio of the casualties produced as a function of time.

2 . The amount of ammunition expended per casualty.

3. Weight of ammunition per casualty.

4 . Percentage attainment of final terrain objective by ratio of

casualty production or by time or both.

Of course, the costs of competing systems are paramount and decisions

should be based on a cost-effectiveness analysis of the competing systems.

Any analysis of combat systems based on the above-mentioned measures,

or any other measure of effectiveness, would have to be related to a

thorough sensitivity study of the effect of the input data on the measure of

effectiveness within the simulation. The input data can be grouped into

six major categories of information:

1. Information Acquisition Probabilities.

2 . Hit and kill probabilities of a particular weapon system.

3. Terrain.

4. Mobility.

5. Organization.

6. Tactics.

The user must know the sensitivity of the measure of effectiveness to the

input data to determine any real differences between the various combat

systems studied by use of the simulation.
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STATISTICAL APPROACH.

Discussion. Sensitivity analyses of computer simulations based on

specific functional equations may utilize at least two different approaches,

perturbation analysis and derivative analysis. Since no analytic measure

of effectiveness function exists in the Carmonette simulation, the avenue

of attack must be through the more difficult and tedious perturbation

approach.

A major restriction should be emphasized at this point. This analysis

is being carried out on a specific piece of terrain and with a specific

tactical meeting engagement of tanks . No attempt should be made to

generalize which effects will be most critical given a different tactical

situation within the Carmonette model. For example, playing dismounted

infantry would require a different resolution, as well asa different tacti

cal situation. For this new situation, the interactions within the simula

tion might be quite different .

The requirement of perturbation analysis, coupled with the large number

of input variables, immediately suggests the use of a large statistical

design. The next step is to consider which statistical design is best

suited for a sensitivity analysis of the Carmonette model. The constraints

on such a design are as follows:

1. Only a limited number of runs can be made due to cost and time

limitations. The simulation requires, at the very minimum, one

hour of computer time per run, in addition to the analyst time

needed to reduce the data .

2 . Limited a priori information about the interactions of the variables

within the simulation is known.

3. It is known that the experimental error is large. For example, an

analytic study of the growth of information within the intelligence

submodel indicates a large variance, on the order of the square of

the mean, in the time to attain various levels of knowledge.

Keeping these constraints in mind, a thorough literature search of the

available statistical designs was made. This included a review of designs

ranging from Satterthwaite's Random Balance^ to a full factorial design.

Owing to the economic constrain, a strong emphasis was placed on selecting

one of the less rigid designs. It was hoped that such a design would be
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sufficient to show at least the large effects with a minimum number of

runs. However, as the literature search proceeded it was found that the

assumptions required to use the limited designs were very restrictive.

Davies states:

"... .When the experimental error is large and/or when

higher order interactions are expected to be appreciable,

then there is no satisfactory alternative to the complete

factorial design. "*

The above is just one statement among the many such restrictive state

ments that may be found throughout the literature. These statements

demonstrate that, in view of our particular constraints, there are no

feasible alternatives to a factorial approach. Any results obtained from

the limited designs would be of questionable value.

This leaves only a full factorial design for consideration. Unfortunately,

the minimum number of variables that must be considered in studying

sensitivity of the model is on the order of 10, requiring for a two- level

10

factorial, 2 or 1024 runs for a single replication. This clearly exceeds

the economic constraint on the study. Through a careful study of the

model the list of variables, shown in Table 1, were chosen for consider

ation in the analysis.
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Table 1

BASIC VARIABLES TO BE CONSIDERED

Levels

1. Terrain roughness 2

2. Umpire-information-gain probability tables 2

3. Umpire-information- loss probability tables 2

4. Firing-disclosed-position probability tables 2

5 . Movement 2

6. Move missions 2

7. Move speeds 2

8. Organization 2

9 . Hit and kill probability tables 2

10. Rates of fire 2

PROPOSED APPROACH.

General. It becomes obvious at this point that a pure statistical

approach is not completely satisfactory. Fortunately this is a simulation

not a physical experiment. Since it is a simulation, the analyst can turn

to the basic model itself, and through study and control of the model,

reduce the size of the analysis to a workable level within the constraints

placed on it. Instead of considering the simulation to be a "black box",

the relations of the various submodels and their corresponding input

variables, can be ascertained. From these relations a grouping of the

listed variables can be developed. Once these groups have been derived,

they can be studied as units to find their internal effects. After these

internal effects have been studied each unit grouping may be treated asa

single secondary variable to study over-all effects. Jacoby also suggests
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this use of secondary variables in the Project OMEGA Air Battle simulation

and denotes them as "meta variables ".^

The original list is divided into two logical groups. One group consists

of those variables directly associated with information acquisition and the

second group with variables directly associated with casualty production.

Table 2 shows the five variables to be considered in the information

acquisition analysis. Even with the division of the variables into two

groups, to cover all combinations of the remaining five variables would

require a 2 factorial, or 32 plays per replication.

Again, by appealing to the ability to control a simulation, certain

variables can be approached individually, both analytically and experi

mentally during the rather extensive check-out period of the simulation.

Much experimental data can be obtained from a series of runs that must be

made to verify that the input data has been encoded correctly and that the

simulation is working properly.

Table 2

INFORMATION ACQUISITION VARIABLES

1. Terrain roughness: Line-of- sight Distribution

2 . Umpire-Information-Gain Probability Tables

3. Umpire- Information- Los s Probability Tables

4. Firing-Disclosed-Position Probability Tables

5. Movement- Either Stationary or Moving Targets

Finally, some variables will have to be held constant simply to force

the number of remaining variables to a reasonable size. Of the list of

variables in each grouping, this final requirement was imposed only after

some preliminary analysis was carried out.

Information-Acquisition Analysis . To study the five variables included

in the acquisition analysis a major requirement is to select a measure of

effectiveness. The measure chosen is the average time to pinpoint, E(P) .
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(Pinpoint defines the level of knowledge about an enemy unit necessary for

casualties to occur in direct-fire engagements.)

Of the five variables, perhaps the most basic is the terrain. The

characteristics of the terrain determine the existence of line of sight (LOS)

between units. Because of its precedence over the other variables, it has

been the subject of a thorough preliminary investigation. Terrain is repre

sented in CARMONETTE by a 36 by 3 6 array of grid squares. Each square is

provided with a numerical measure of several characteristics: elevation,

height of vegetation, and cover and concealment. In the particular simula

tion being carried out, a tank meeting engagement, fairly rough terrain is

being approximated. The grid- square size is 100 meters.

Several related sets of LOS calculations have been performed. ° The first

of these computations is the probability of LOS by range. The values for

the probability distribution for the entire battlefield are presented in Fig. 2 .

Tactical considerations rule out random location of the units on the

terrain. An additional curve representing the specific area with a high

probability of containing a unit of either side during a play is also pre

sented in Fig . 2 .

A second series of computations was carried out to determine the

average duration of LOS between an observer and an enemy unit. These

average durations of LOS are presented in Fig. 3 . When related to the

average time to pinpoint, the critical nature of the length of retention of

LOS is apparent. Assuming a fixed set of acquisition probabilities, this

relation can best be demonstrated by some examples . Given a moving

observer looking at a partly concealed moving tank target, with constant

LOS in the range 300 to 1,200 meters, the average time to pinpoint has been

computed to be 40 seconds with a standard deviation of 30 seconds. Given

the same conditions in the range 1,200 to 2,000 meters, the average time

to pinpoint is 150 seconds with a standard deviation of 90 seconds. These

values were computed using a Markov chain analysis of the intelligence

acquisition submodel and are illustrated on Fig. 3. Thus an observer

must have LOS to the square occupied by an enemy unit and retain LOS for

sufficient time to acquire a pinpoint level of intelligence about the enemy

unit.

Further analysis has been carried out on the availability of LOS during

one of the preliminary check-out plays of the simulation. This is pre

sented in histogram form in Fig. 4. Each block represents the range between
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two opposing units at some time during the play. The crosshatched

blocks represent the cases for which LOS actually existed. The percentage

figures represent the percentage of total cases at a particular range for

which LOS existed. The situation consisted of five tanks in the Blue force

and seven tanks in the Red force. Thus, each time a blue tank changed

location seven potential LOS's resulted. This figure verifies the low

probability of LOS that exists on this particular piece of terrain.

From this separate study of the LOS distributions the significant effect

on E(P) of the existence of LOS is apparent. In order that other variables

in information acquisition be investigated a series of plays with constant

LOS is required. Since LOS exists only a small percentage of the time,

even in the near ranges, it is felt that the effect of the other acquisition

variables would be obscured. This particular technique has been referred

to by Kahn as "importance sampling" . Use of this technique permits a

far larger sample of occurrences from the region of the sample space which

requires investigation.

One other variable will be held constant during this information-

acquisition study, i.e., the probability of loss of intelligence information.

Little knowledge exists about the length of retention of intelligence inform

ation in a short engagement. Consequently these probabilities have been

set such that little loss of information will occur during a Carmonette play

(30 minutes battlefield time).

Removal of the preceding two variables reduces the list to three still

to be considered, and this resolves into a three-factor factorial design

requiring eight plays per replication. Table 3 is a representation of this

design.

Casualty Production Analysis. On completion of the information

acquisition analysis, the remaining variables, shown in Table 4, will be

analyzed using casualty production as the measure of effectiveness.

Given that the hit and kill probabilities of all weapons will be varied

simultaneously, the total number of casualties will be the selected

measure. Again the variables must be examined to reduce the analysis

to a workable level. It has been previously stated that this analysis is

applicable to a specific tactical situation, and no attempt should be made

to generalize the results. This restriction was based on an examination of

the structure of the model, which resulted in the hypothesis that changes

in the tactical situation would have a significant effect on the "outcome"
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of the engagement. As in the case of LOS in the information-acquisition

analysis it is argued that changes in the tactical situation would obscure

the effects of other variables on casualty production. This leads to the use

of a fixed tactical scenario. The organization of the opposing forces is

considered part of the tactical scenario, and the variable denoted as organ

ization will be held constant in the analysis.

Table 3

INFORMATION ACQUISITION FACTORIAL DESIGN

Firing Disclosed

Position

Probabilities

С Low

1

C2 High

A Low

1

Umpire Probabilities

A High

2

В Stationary В Moving В Stationary В Moving

1 «

хш X x„,, x
121 211 221

X112 X122 X212 X222

Table 4

CASUALTY PRODUCTION VARIABLES

1. Move Missions

2 . Move Speeds

3 . Organization

4. Hit and Kill Probability Tables

5 . Rates of Fire

Preliminary analysis has shown that, owing to the extremely limited

choice of paths leading to intermediate terrain objectives under a fixed
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scenario, little effect could be anticipated by varying the move missions.

Therefore the move missions will be held constant in the analysis. This

leaves three variables to be considered and results in the three-factor

factorial design shown in Table 5 .

Table 5

CASUALTY PRODUCTION FACTORIAL DESIGN

Move Speed

Slow Fast

Hit and Kill Probabilities

Low High Low High

Ylll Y121 Y2H Y
221

Y

112

Y

122

Y

212

Y

222

Rates of Fire

Slow

Fast

Over-all Fractional Factorial Analysis . After completing this extensive

preliminary analysis of sensitivity, sufficient information concerning

measures of variation and interaction terms should be available to generate

a fractional factorial of the complete simulation. It is at this point that

perhaps the previously mentioned "meta" variables should be introduced to

aid in the further reduction in the number of plays required in this final

design. An example of a possible meta variable is the use of the expected

time to pinpoint E(P) as a variable in the over-all analysis. The high and

low values and the interaction effects on the expected time to pinpoint can

be ascertained from the information-acquisition analysis. This fractional

factorial will provide estimates of the effects of the interactions of the

information-acquisition variab'es and the casualty- production variables

when in operation simultaneously.

It should be mentioned before concluding that this approach has been

established only as a quideline to a continuous process of analysis. Results

at any stage in the study can alter the nature of future procedure . Any

screening study of a complex structure, like Carmonette, is going to be
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difficult regardless of the method of attack, but it is the authors' hope

that this approach will facilitate getting the task accomplished.
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THE COMPLEX NATURE OF RELIABILITY

A. Bulfinch

Pica tinny Arsenal

INTRODUCTION. Many currently published articles on reliability

still include definitions, and rightly so. People can talk for hours about

reliability before discovering that they are talking about different things.

The present day applications of reliability are very complex.

The basic concept of reliability is not new nor complex. Reliability has

been used in a qualitative way in the form of safety factors for years. In

the past engineers have been satisfied with reasonably large safety factors

without calculating the reliability. They would simply conclude in a

qualitative implicit way that the probability of successful functioning is

directly proportional to the magnitude of the safety factor. The explicit

use of safety factors was strictly limited—usually confined to mechanical

or electrical loads. But nevertheless safety factors were used then as

now to assure success in use, which is now called reliability. Because

of the limited use of safety factors there was seldom any question con

cerning their interpretation. For example, if the applied stress was a

tensile load, the safety factor could only be calculated in those terms.

From this the only conclusion drawn would be concerning the probability

of success (reliability) with respect to tensile loads.

This limited qualitative use of reliability through the use of safety

factors was simple and clear cut. But the extensive use of reliability

in modern weaponry is quite another story. Safety factors are built into

missile components in many subtle ways. Quantitative measures of

reliability with respect to an endless number of environmental conditions

are now required. These requirements have created many problems although

the basic concept of reliability has not changed. Safety factors are

still the only way of creating reliability. Economic considerations have

made the solution of these problems very difficult.

The quantitative measure of reliability contains many pit-falls. The

technical difficulties and the high costs of testing make simplified short

cuts look very attractive. But all that glitters is not gold. Many measures

of probability are not measures of reliability.

DEFINITION AND RESULTING CONCLUSIONS. In order to obtain

quantitative measures of reliability we must be very specific and carefully



410 Design of Experiments

define our terms and objectives. Reliability can be defined as follows:

Reliability is the probability of the successful functioning of a

measurable characteristic

1. Under specified conditions

2. For a specified length of time

3. After a specified period of storage.

From this definition the following conclusions can be drawn:

1. Every item has many reliability values simultaneously. There is

one for each condition, time, and storage period, and one for every com

bination of these stresses and every measurable characteristic. For ex

ample a TV tube can withstand heat but not vibration. That is, it has

a high reliability with respect to heat but a low reliability with respect to

vibration. It has even lower reliability with respect to vibration at elevated

temperatures than it has at ambient temperatures. Conversely a match

cannot withstand heat but can withstand vibration.

2. An item cannot fail unless the applied stress exceeds the strength

of the item. When the stress equals the strength there is no safety mar

gin and the safety factor equals one. Under this condition the reliability

is equal to 0.3678 when time is the variable (stress) and 0.50 when the

level of other environmental stress is the variable.

3. There can be reliability only with respect to some stress. A

stress can be applied by only an independent variable; such as, tempera

ture, voltage or a tensile load. A stress cannot be applied by dependent

variables, suchas, resistance, elongation, or hardness. These are

properites of systems or materials. A system or an item cannot be

stressed by its own properties. Therefore:

a. There can be reliability with respect to only independent variables,

b. Reliability can exist only with respect to some stress.

4. There exists for each item, a set of true but unknown reliability

values which remain constant for at least short periods of time.

PIT-FALLS IN RELIABILITY DETERMINATION. In reliability testing

there are many pit-falls and traps for the unwary experimenter. Those
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for which we have no answers are listed here as well as below under

problems to be investigated. These pit-falls are:

1. Determining reliability with respect to only one environment to

represent the over-all reliability.

2. Applying environments in sequence in the laboratory to simulate

flight conditions.

3. In determining a system reliability, mathematically combining

component reliability values that have been determined in different ways.

Pit-falls that can be avoided without further investigation are:

1. Testing without failure. The disadvantages of this procedure are

that it is:

a. Inefficient

b. Demonstrates reliability only in proportion to the number of

specimens tested.

c. Obtains reliability at the test condition only.

d. Does not measure the safety margin.

e. Obtains biased estimates of the true reliability.

f. Results cannot be mathematically manipulated when no failures

are obtained.

2. Testing without stress. Testing at ambient static conditions can

not measure reliability with respect to any environmental stress.

3. Using variable data. Measuring circuit resistance is a good

example, of a short-cut method to measure reliability. The reason given

for measuring circuit resistance is that variable data is more efficient

than attribute data. Unfortunately this kind of data contains no reliability

information since resistance is not a stress.

4. Using the lower limit of the 50% confidence interval. In an effort to

avoid the mathematical difficulties encountered when no failures are ob

tained, attempts have been made to use the lower limit of the 50% con

fidence interval as the "best estimate" of the true value of a binomial

proportion. The lower limit of any confidence interval cannot be taken

as the "best estimate" of the value the interval is expected to encompass

if the phrase "best estimate" is defined as follows:
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a. The average of all possible values of the estimator must equal the

true value. That is, the estimator must be unbiased.

b. The variance of the estimator must be less than that of any other

estimator. That is the estimator is efficient.

The lower limit of a confidence interval can never be an unbiased

estimate of the true value expected to be within the interval; and the

variance of any lower confidence limit of a binomial proportion, which

exceeds 50%, is always greater than that of any unbiased estimator.

5. Using life-tests for "one-shot" items. Life-tests cannot measure

flight characteristics of missiles or missile components. The important

stresses acting on a missile in-flight are the magnitudes of the induced

environments --not time. However, life-testing techniques can measure

storage characteristics, but only after the fact.

ONE APPROACH TO THE DESIGN OF A RELIABILITY EXPERIMENT. A

great deal of planning must to into any experimental program. We must

have assurance prior to data collection that the required information will

be obtained. That is, our objectives must be explicitly stated in operational

terms. It is easy to collect data that contains no reliability information

what-so-ever. We must also have assurance before testing starts that

the data will be collected in a highly efficient manner. The cost of

reliability testing is high at best. Every effort must be made to keep

this cost to a minimum by using the most efficient methods known.

In the development phase, the testing problem is usually one of deter

mining the reliability of several components with respect to a large number

of environmental conditions. Cost considerations immediately place a

very strict limitation on the number of conditions that can be used. As a

result the question of which conditions can be eliminated must first be

answered. After eliminating the conditions that are obviously of little

importance simply by using good engineering judgement, there usually

remains several conditions that should be evaluated by more objective

means .

The most efficient methods of screening variables such as environmental

conditions, are the factorial experimental designs. These designs can

determine the effect of several environments simultaneously with an

absolute minimum of test specimens.
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After having determined the effects of the several most important

environments in this manner, an objective decision can b e made concerning

the conditions under which to determine reliability. If cost considerations

limit the number of conditions to only one, the logical condition to choose

for determining reliability will be the most severe condition. This will

result in determining the minimum reliability of the several reliability

values with respect to separate environments. This approach then identifies

the most critical environment with a minimum of test specimens.

The second phase of this approach is to determine the reliability with

respect to the environment identified as the most critical. This can be

done most efficiently by testing to failure using tests of increased

severity. It is only in this manner that the following can be accomplished:

1. The measure of safety margins.

2. Conversion of safety margins to a measure of probability.

3. Furnish an unbiased estimate of reliability.

4. Measure ultimate reliability.

5. Measure reliability -in-use.

6. Furnish high precision.

7« Measure high reliability with small sample sizes.

LIMITATIONS. All of this is very good, especially when compared to

the disadvantages of testing without failure given above. We have

accomplished the objective of determining high reliabilities with sample

sizes within the limitations imposed by cost considerations. But the

reliability information contained in results obtained in this way is meager

indeed when the over-all picture is considered.

A complicated system of any kind cannot be fully characterized or

described by a single numerical value. Just as the "whole man" cannot

be fully described by an intelligence quotient, a whole missile system

cannot be fully described by a single reliability value. To fully characterize

the expected performance of a missile, all possible reliabilities should be:

1. Determined and weighed in accordance with:

a. Their engineering importance,

b. Probability of the various environments occurring,

c. Duration of the environments,
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d. Presence of interaction among environments and among com

ponents, and

2. Mathematically combined:

a. In accordance with the way the environments occur (that is,

simultaneously, in combinations, or in sequence,

b. In various ways to predict the probability of successful function

ing of the major and minor subassemblies,

c. In accordance with the system circuitry to predict the reliabilities

of the system from the components.

It is clear from this that the present state of the art leaves much to

be desired.

PROBLEMS IN RELIABILITY DETERMINATION. A little experience in

reliability testing raises many questions yet unaswered. A few of these

encountered in the determination of reliability in the development phase

of missile components are the following:

1. What is the relation between the reliability with respect to the most

severe environment and the reliability with respect to the combination of

environments occurring in use?

2. What is the relation between reliability values obtained by varying

the level of the environment and values obtained by varying the time of

application at a constant level of environment?

3. How can shelf-life be predicted from tests of a few weeks duration?

4. What is the relation between applying environments in sequence

and applying them simultaneously ?

5. How can system reliabilities be calculated using components whose

reliabilities have been determined in different ways? For example, how

can reliability values obtained by varying the level of an environment be

combined in the same system with reliability values obtained by varying

the time of application at a constant level of environment?

Comments leading to the solution of these problems will be appreciated.



PROBLEMS INVOLVED IN DEVELOPING AND ANALYZING DURABILITY

DATA FROM FIELD TESTS OF TEXTILE AND FOOTWARE ITEMS*

Virginia W. Perry

Quartermaster Research and Engineering

Field Evaluation Agency, U. S. Army

The Quartermaster Research and Engineering Field Evaluation Agency

is located at Fort Lee, Virginia, and is engaged in field testing of newly-

developed Quartermaster items and concepts. A good portion of the test

activity involves accelerated wear or use of the test items, while the

remainder attempts to reproduce normal use as closely as possible. The

problem to be presented derives from a normal wear test of women's

nylon stockings, which was run by this Agency in 1958. The purpose of

the test was to evaluate an experimental stretch-type nylon stocking and

the standard nylon stocking in regard to several characteristics, such as

comfort, fit, appearance, preference, and durability. Data collected in

regard to comfort, fit, appearance, and preference is subjective in nature

and generally our analysis is by non -para metric methods, whereas dura

bility data, being objective, should lend itself more readily to analysis by

parametric methods. This paper is concerned strictly with the durability

data obtained, and the problems encountered in using this data. Dura

bility data is collected in two forms. One is simply a description of

various types of minor failures that occur as the stockings are worn. The

other isa record of the number of days each stocking is worn before the

occurrence of a failure so severe that the stocking must be withdrawn

from the test. This is the basic data with which we are concerned. For

about 90 percent of the sample on a nylon stocking test, the failure causing

withdrawal is a run in the leg portion of the item.

Problems in connection with the analysis of this data are two-fold.

The first problem arises through inability to control the test and the

items completely, and concerns the proper method of adjusting data to

correct for a constantly changing sample size. The other problem con

cerns identification of the type of distribution involved, when data from

a truncated or restricted sample only is available. An analysis of the

first problem has been devised and will be presented for evaluation, but no

analysis of the second will be given.

*

At the Conference this paper was presented by Harold R. Rush.
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The test was run at Fort Sam Houston, Texas, utilizing 90 members

of the Womens Army Corps and a sample of 180 pairs of each type of

stocking. Each participant was issued four pairs of stockings, two

pairs of each type. Test subjects were not allowed to launder the items

themselves; stockings were to be turned in for commercial laundering

after each day's wear. Following laundering and inspection by the Agency

test team, they were returned to the test subject for a second day of wear.

Ail stockings were coded on the welt with a felt marking pen, for easy

identification of stocking type and test subject to whom issued. If one

stocking of a pair failed so that it was no longer wearable, the test

subj ect was issued a replacement stocking of the same type for use until

failure of the other stocking of the original pair. Test subjects would be

removed from the test when the last of their eight original issue stockings

had failed. Since the stockings were turned in after each day of wear for

laundry and examination, it was possible to maintain a fairly accurate

record for each failed stocking of the number of days worn before failure.

However, the test was terminated before all the test items had failed.

This is a standard procedure, given a previously determined criterion

for termination, and considerable work has been done in this field in

regard to estimating parameters from such restricted samples. Following

Cohen , restriction may be one of two types. A censored sample is

defined as one in which sample specimens with measurements falling

in certain restricted intervals of the random variable may be identified

and thus counted, but not otherwise observed, while the remaining samples

may be observed without restriction. Time is considered to be the random

variable within the content of our problem. A truncated sample is one

in which certain population values of the random variable are entirely

excluded from observation. In terms of the stocking test, then, the

sample would be censored if (1) the test were stopped after a pre-specified

number of days of wear on each test stocking; (2) if we knew the actual

number of days' wear before failure for all those removed for failure

prior to the pre-specified number of days; and if (3) we knew how many

stockings were still wearable at that point. The sample would be truncated

if we fulfilled the first two conditions for a censored sample, but not the

third; that is, the number of stockings still servicable at the time of

test termination was not known.

The first problem in connection with our data is that the first

condition for either a censored or truncated sample is not fulfilled,

this condition being that test termination will take place after a given

number of days of wear on each stocking. Decision to terminate was based
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on factors not related to the amount of use of each item in the sample.

Usable data at the time of test termination may be considered to fall into

two categories. The first is the frequency distribution of number of days

worn before failure, for those stockings that failed prior to termination

of the test. The second is the frequency distribution of the number of days

worn before test termination for those stockings that did not fail. This

latter distribution covers any number of days of wear from 2 to 35. Actual

frequencies observed for these two categories are presented in the Table

for the Standard sample up to 30 days of wear. Some word of explanation

is relevant at this point regarding the excessively large frequencies in

the non-failed categories. Stockings appear in this category for one of

the following reasons:

(1) Stockings lost during the test are entered as of the number of days

of wear for which records are available.

(2) When subjects are transferred to another duty station and their

stockings are turned in to the test team, it is not considered

feasible to reissue the stockings to a new test subject, so they are

carried as non-failed as of the number of days worn up to transfer

of the test subject.

(3) Stockings are still being worn at termination of the test, but,

because of test subject leave time or failure of test subject to wear

stockings on all scheduled testing days, they have not received

the maximum possible wear.

We would now define the expression, the t-th day of wear. This is to be

considered as meaning the t-th day that each individual stocking was

actually worn, and hence, timewise, could stand for several different

dates. Stocking SI could be worn for the tenth time on April 1, while

stocking S10 might be worn the tenth time in May. The information ob

tained from the t-th day of wear of each individual stocking comprises

a set.

On this test, the objective was to determine whether the standard and

the stretch -type stockings are equal in durability; that is, we are testing

the null hypothesis. A choice of analytical techniques is available, but

prior to such analysis, it is necessary to find some method of combining

into one distribution the information now contained in the two frequency

distributions. At one time we contemplated analyzing the data by the

following method. A cutoff point would be set arbitrarily, say 30 days of

wear. The original sample was considered then to be equal to the

number of stockings worn 30 days and not failing plus the number failed up
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to and including 30 days of wear. All other information on the non-failed

stockings was discarded, this data on approximately 30 percent of the sample

being considered as non-existent. It is obvious that with this procedure,

any calculated failure rates for days of wear less than 30 would be over

estimated because the sample size used to determine the failure rate is

smaller than the number of stockings we know were actually subjected to

wear. We then considered a procedure whereby a different sample size

would be used to calculate the failure rates from day to day. This sample

size for the t-th day would equal the number of stockings worn on that

day plus the number that had failed prior to the t-th day. This method

of adjustment, however, fails to give a cumulative failure rate of 100

percent when all items on test have failed by the end of the last test

day or are withdrawn for other reasons prior to the final day of wear.

Under such a condition, we would expect the cumulative percent failed to

equal 100. Therefore this method of adjustment was discarded as un

satisfactory.

At present we are using the following method to determine the percent

failed at each day of wear. We attempt to simulate the distribution we

would have obtained had no stockings been removed from the test except

for failure. In other words, we will attempt to turn our two observed

distributions into a truly censored sample as defined by Cohen, with a

cutoff point at 30 days. We are arbitrarily using 30 days as a cutoff

point because the number of stockings worn longer than 30 days is so

small as to cast doubt on the validity of estimates of the probability

of failure. The adjustment is best explained by using the idea of hazard,

as defined by Lehman and Anderson in reports of their work on the

Weibull distribution. Hazard is the instantaneous tendency to fail--

that is —it is the probability of failing in a given time interval after

having survived up to the beginning of that interval. If the hazard,

z (t), is defined as:

z(t) = ; t 2> 0

1 - F (t)

then the conditional probability of failure in the interval (t, t + dt)

given the individual has survived until time t, is proportional to z(t),
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It is obvious that z(t), or the hazard, can be obtained directly from

our data, since for each t, where t = 1, 2, . . .30, we know the number of

stockings failing and the number worn. Knowing z(t) for each value of t,

and knowing that F(t) = 0 when t = 1, we can calculate the desired probability

distribution values, f(t), and the desired cumulative distribution values,

F(t) successively for each value of t from 1 to 30. Some inaccuracy is

involved in the above because of the necessity for having to take one day

as the value of dt. This is an extremely large value in relation to the

entire span of test of 30 days, but the practical difficulties involved in

reducing it to minutes, or even to one or two hours,, are considered to be

insuperable in our test situation. Results of the above calculations for

the Standard stockings are shown in the Table, and the cumulative per-

cents failed for both samples are also shown in the graph.

In order for any analysis, either parametric or non-parametric, to be

performed on this adjusted data, knowledge of the correct sample size is

needed. Although we started with a sample of 360 Standard stockings,

we lost almost 40 percent of these before the 30th day of wear for various

reasons aside from failure. Therefore, the sample size as of the 30th

day must be some value smaller than 360. An average of the number worn

each day, which would give us a figure of 218 stockings as of the 30th

day of wear, would seem to underestimate the true sample size value.

An average of the set of 30 figures obtained by adding to the number worn

each day the number failed prior to that day would give us a value of 307

for the standard sample as of the 30th day. Averaging such values for the

first 15 days gives a value of 344 for the sample size as of that point.

We have used this method to arrive at sample size estimates for use in

testing the null hypothesis. This may not be the optimum solution of

the sample size problem, because we earlier rejected this method as a

preliminary step in arriving at the adjusted failure rates.

In the original analysis of this data, we limited ourselves to a deter

mination of whether or not the 95 percent confidence limits on the differ

ence between the cumulative proportions failed covered zero.3 Letting:

Ps = cumulative proportion of Standard stockings failed by the t-th day,

Pe = cumulativeproportion of Experimental stockings failed by the t-th

day,

Ns = adjusted Standard sample size on the t-th day,
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Ne = adjusted Experimental sample size on the t-th day,

Then:

gives the 95 percent conficence limits on the difference between the

cumulative proportions failed by the t-th day. We found that this

difference in cumulative proportions between the standard and stretch-

type samples was significantly different from zero from about the eighth

day of wear on to the end of the test, and we concluded only that the

stretch -type stocking is more durable than the standard.

Naturally this type of conclusion leaves a good deal to be desired.

Nothing is presented regarding the life expectancy of the two types of

stockings. Some information regarding this appears to be mandatory

before an intelligent decision regarding the importance of the difference

in durability can be made. The first step in this direction involves the

question of what type of distribution is involved. In order to investigate

this, we first developed a simulated distribution of number failing each

day using our adjusted values of f(t) and a sample size value of 300 for

both types of stockings. This distribution for the Standard sample is

shown in the Table. All tests yet to be described in this paper are

based on this set of figures, and on the corresponding set for the stretch-

type sample.

Our first effort was in accordance with Cohen's technique for deter

mining estimators for the normal distribution. * We assumed our simulated

distributions to be Type I Singly Censored Samples, with censoring on the

right at x0 =30 days. Estimates of the mean life for the Standard and

stretch -type samples were 26.5 and 30.9 days respectively. Both

standard deviations were close to 15 days. Using these values, the

expected frequencies were calculated for each of ten 3-day periods, and

the Chi-square values for each period calculated. Results indicated very

large deviations from expected in the first ten days. Actually it had not

been anticipated that this data would follow a normal distribution, and

our attention then turned to the exponential.
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A number of tests for the validity of the assumption that the underlying

distribution of life is exponential are given by Epstein. Certain of these

tests based on total lives were utilized and generally resulted in rejecting

the null hypothesis that the underlying distribution of life was exponential.

In applying total life tests for the exponential, the data in its original

form was utilized and not the simulated distributions. For those tests

based on total lives, items can be removed from testing at will and re

placed at will, if desired. Hence, a constantly changing sample size

is no problem within this framework, and the calculation of total life is

perfectly straightforward from the basic data. Estimates of mean life

using exponential theory were 38 and 51 days, respectively, for the

Standard and Stretch samples. These estimates seem far too large.

Intuitively, also, we would hardly expect this to be a straight exponential

situation. It seems much more reasonable to assume that there are

effects present which operate unequally at different phases of the life of

the items.

Efforts were next expended in estimating parameters using a Weibull

distribution. Here the work of Lehman and Anderson2 provided guidance.

Since their work postulates a censored sample, our adjusted distributions

were used as the basic data. Actually, their censored samples fulfill two

prespecified requirements—a given number of failures and a given amount

of use of each item on test, whereas Cohen's censored samples are

based on only one of these requirements.

The Weibull probability distribution may be expressed by

M-l лд

f(t) = : exp(- -£- ),

cK

and the cumulative by

tM

F(t) = l-exp(- -4— ),

When M = 1, we have the straight exponential probability distribution.

M is called the shape parameter and has been found to vary in life-

testing situations from values of less than 1 up to a maximum of
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approximately 2.5. We are not considering a two-parameter exponential

or a three -parameter Weibull as a possibility; with our data, we certainly

could postulate no guarantee time and the location parameters, A in the

exponential and ß in the Weibull, are considered to be zero. The

parameter, Q , in the exponential is equivalent to^l/m in the Weibull.

The shape parameter, M, is of course unknown for our data. Using

values of M equal to 2,1 1/2, andl 1/3, we estimated the scale parameter,

^ , and the mean life, to , for our samples. Chi-square tests for

goodness of fit indicated good results at M =1 1/3 for the Standard sample,

but no encouraging results were obtained for the Stretch sample at any

of the values of M utilized. Mean life estimates with M =1 \/Ъ were 32 and

39 days respectively for the two type stockings, with standard deviations

of approximately 24 and 30. A summary of estimates of mean life for all

the cases discussed is given below.

ESTIMATES OF MEAN LIFE (DAYS)

Underlying Distribution Standard Sample Stretch Sample

Absolute Minimum 22.1 24.5

Normal 26.5 30.9

Weibull M = 2 28.0 33.2

M = 1 1/2 30.9 37.2

M = 1 1/3 31.6 39.4

Exponential 38.2 51.4

The work of Kao in the field of mixed Weibull parameters may provide

the solution to our particular test problem. He is working with electron

tubes which can experience either of two types of failure--a catastrophic

or sudden failure and a wear-out or delayed failure. He postulates a

mixture of two Weibull distributions, each representing one of these types

of failure. It seems reasonable that the same factors are present in our

samples. However, Kao is able to assign his failures to one of the two

causes and develop the distribution for each cause. It is rather doubtful

that such an allocation of stocking failures to one of these two cause

categories could be performed with validity, although it may not be

impossible.

In conclusion, we would like to review the questions encountered in

handling the above data. Firstly, can we consider that we have a valid
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censored sample when the time of test termination is an arbitrary

decision unrelated to the status of the test items themselves? It appears

impossible for us to censor by either of the conventional methods.

Subjecting all items to the same amount of use is impossible for reasons

stated earlier. Termination of the test after a pre-specified number of

failures is meaningless in the context of a constantly changing sample

size. Within the limitations of our testing situation, it is conceivable

that we could censor by a pre-specified criterion of total life. Once the

test sample had accumulated this amount of total life, the test would

terminate and the data could then be adjusted as described above. Next,

it is necessary to determine an effective sample size different from the

original size sample, and, if so, is the method presented above satis

factory? When data from a censored sample only is available, how does

one attack the problem of underlying distribution? Chi -square tests of

goodness of fit can indicate rejection of the hypotheses, but would

acceptance ever be possible with censored sample data? Can a mixed

Weibull distribution be developed when the data cannot be validly

sorted into two cause -of-failure categories? And last, but far from

least, come the problems attendant on testing differences between two

samples. Little literature in the field of life testing seems available on

this subject. How does one set up censoring criteria for a comparison

test of two items? Would tests of differences between means of samples

from Weibull distributions depend on whether or not the two samples

have the same shape parameters, or the same scale parameters, or both?
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A PREDICTOR MODEL FOR STABILITY ESTIMATES IN THE ROTATING DRUM

Cecil O. Eckard

U. S. Chemical Corps, Fort Derrick, Frederick, Maryland

This presentation is a preliminary and purely empirical analysis of the

problem under discussion.

In biological aerosols which we at Fort Detrick are in the business of

testing, two types of decay are taking place. These are biological and

physical and the sum of these will be termed total decay. It is assumed

that

(1)
Y, - AeKt

where Yt = recovery at time t

A = recovery at t = 0

К = decay

is a model that adequately fits the aerosol recovery data. The value of К

is estimated from the experimental data by

(2) £ (tj - t) (y, - y)

z>i - t)2

where tj = time

y, = In recovery at t.

К = decay

If it is additionally hypothesized that biological decay is exponential

with time, the additive property of decays can be stated as

(3) кь = Kt - Kp

Kv = Biological Decay

К = Total Decay

Kp = Physical Decay.
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If К. and К are mutually independent and the factor of covariance is zero

the theoretical variance of K^ is

(4) V(Kb) = (c3Kb/ôKt)2 V(Kfc) + (ôVôV^V- ^*

The theoretical variance for equation (3) using the relationship that

exists in (4) is

(5) V(Kb) = V(Kt) + V(Kp).

If by some method or system one type of decay was negligible, it

would eliminate a laboratory assay and reduce the V(K ). An approach to

this is the rotating drum, where the enclosed air mass moves with the

drum and the physical decay becomes negligible.

Several rotating drums have been used by the Aerobiology Division at

the Biological Laboratories, Fort Detrick, Maryland, and a large amount of

data collected. The question was asked of the Biomathematics Division

if a predictor equation could be formulated and used in estimating physical

decay (Kp) given the drum dimensions, rotational speed and particle size.

Meetings were held with the experimenters and the design engineers to

formulate and discuss models and the variables which should be included

in the models. The experimenter, from his observations, suggested

relationships that existed between decay and single variables. These

relationships, with the addition of higher order terms, were used to

develop models. They are

(6) fU^ = aQx0 + a^j +. . .+ аихп

(7) f(xí) = a¿x¿ + a[x[ +. . .+ а[4х^4

(8) f(xj') = a£x"0 + a[x}+. . .+ а^х-ц

(9) fix!') = a£x'"+ al"x«i' + . . .+ a^x-Jj

See Literature Cited.
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where

X = x' =
Xй =

x- = 1
0 0 0 0

xl = x; = x" = V1" = 1/drum diameter (D)

1 1

Xй =
x"1 =X2 rotational speed (6))x2 = X2 = X2

X3 = X3 = x» = X3 particle size (r)

x = x' = X4" =
•V-lll —

Ы2

4 4

r2x = x' = x" = X"' =

0

5 5 5 5

X6 = x6 = x. .
V-Я! _ (Jr

6

x = x' = x" = x- = U)/D

7 7 7

x8 = x8e x8
и _

x8 r/D

x' = x"' =
ekL ,

where L is drum length

9 9

*Ю =
x¿ = (I/O) [l/(L + r>3

x =

11

X" = D2L

11

x' =
x"' = 1/DZ

x = x" = L

Ю ю 9 9

vih —

11

9

x' =
(ekL)2

L2

11

x' =

12

ekL/D vhi —
L/DX12

X13 =

ekL/r

vih —
x13 LO)

Lrx1 =
Xм' =

14 14

The к constant in the exponential terms was assigned values which were

suggested by the investigator.

The experimental data were collected from 175 trials in various sizes

of rotating drums. The variables and their limits were
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drum diameter (D) : 12" _<_ D _C 72"

drum length (L) : 10" _£ L _£ 60"

rotation speed (a)) : 0.5j£_ Q _<_ 10 . 5 rpm

mass mediam diameter (r) : 1д, IfJü, 4jLC

Aerosols of sodium fluorescein were aerosolized into a rotating drum

and sufficient time was permitted for establishment of laminar flow of air

within the drum before aerosol samples were taken. The sampler concentra

tion was measured in a fluorophotometer. In each trial samples were

taken at different times and the exponential model shown in equation (1)

fitted to the data. The value of К was determined for each trial and it

is this dependent value which we would like to predict given length

diameter, revolutions per minute and particle size. Other environmental

and physical variables were not considered in this analysis.

Normal equations were formed from the data for each model and the

resulting set of simultaneous equations solved by the Gaussian elimination

method. R , which is the proportion of the variation of у around у

that is associated with the x variables was computed for each model.

R was computed by

,2 Dy-y)2 - Ву-Y)2
(10) R ■ГлЪ

£ (У - У)

All R values were statistically significant (P <_ .05). The two models

(6,7) with the greatest R value were selected as best fitting the data.

The sum of squares and the F ratio for each variable adjusted for all

others were examined and the non-significant variables deleted from the

models. The new models are

(11) f(x.) = c^Xo + ajXj ♦. . .+ agx9

(12) f(x|) = a¿x^ + a[x'j +. . .+ a¿x¿
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where xo - xó =

xl

x
^2

x3 =

x4 =

x5 =

x6 =

- xi, -w2

*3

*5

*6

1

L

to

iL2
2

= r

= 60r

x7 = W/D

*3 =
(1/D)

x9 = D2L

x'7 = 1/D

*á = 1/D2

4 = L2

XiO = L/D.

[1/)L + Dj

A set of simultaneous equations was again solved for each model and the

value of the a/ s determined. The R values were computed and the loss

in the amount of variance accounted for by our new models was negligible.

Table of R2 Values

1st Run 2nd Run

f(x.)

f(x[)

0.7387

0.7616

0.7377

0.7590

A multiple F test was again run and all variables tested significant.

This left us with two unwieldy models which an investigator would

probably not be inclined to use. An examination of the sum of squares

associated with each model indicates that the first order term of particle

size and the first and second order term of rotational speed accounted for

a large proportion of the total variation.

A model

f(x.) = a0x0+ 3^+ 9^2+ a3x3

where x =
о

xl =

X2 =

X3 =

= 1

particle size (r)

rotational velocity (it))

U) 2 |
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was fitted to the experimental data and the resulting loss in R was .076,

Inserting the coefficients and the variables in (13) we have

In К = 0.46565 r + 0.035544 u)2 -0.33460i¿> -2.5946

(14) = 0.46565 r + 0.035544 ((J- 4.7068) -3.3820.

In canonical form (14) can be written as

(15) K' = 0.46565 r' + 0.035544 {¿)
,2

where K' = In К + 3.3820

r' = r

(16) U)' = U) - 4.7068

Examining equation (15) we see that our surface is a parabolic cylinder

whose generator is not perpendicular to any of the coordinate planes

(Fig. 1).

Cm/'

Fig. 1 Surface Generated by Equation (15)
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The minimum values of K' lie on a ridge that occurs at the vertex of our

parabola in the r'k' when the tú ' coordinate is equal to zero. Considering

the variable G) it is seen that the optimum rotational speed for minimum

decay is 4.7 revolutions per minute. This value is in agreement with

experimental results from other test facilities at the Biological

Laboratories. 2/
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DISEASE SEVERITY QUANTITATION

Clifford J. Maloney*

U. S. Army Chemical Corps

Fort Derrick, Frederick, Maryland

I. INTRODUCTION . The economic cost of an epidemic outbreak can be

divided into two portions; the first depending upon the number of deaths; the

second on the number and severity of cases of sickness. The deaths are to

be included among the cases of sickness prior to death.

Death is an abrupt change of state, but sickness is a continuously variable

condition, so that the economic cost will vary greatly from case to case.

A first approach to the problem of allowing for variation can be made by the

usual process of forming discrete classes. Some such series as the following

(Maloney [l959 1 ) might be attempted:

1. Normal health.

2. Able to perform normal duties, but at a reduced output and/or

restriction of off-duty activities.

3. Unable to perform normal duties, but able to perform lighter

activities.

4. Unable to work but able to provide own care.

5. Requires care, but not services of special personnel or equipment.

6. Requires "conventional" medical care or facilities.

7. Requires unusual degree or type of care or facilities.

8. Dead.

Items 2, 5, 6, and 7 might easily be separated into two classes. Other

classes might also be subdivided, or conversely several of the listed classes

might be consolidated. The desirability of doing so would depend upon the

Now at the Division of Biologies Standards, National Institutes of Health.
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purpose of any study of the cost of an epidemic or of the cost of disease

in general and might well be different under different circumstances. In any

case, it appears plausible that the listed classes or any modification of

them that might be considered can be viewed as forming an ordered or uni

dimensional series of "productivity" classes. Persons requiring care would

have negative "productivity".

II. THE DIMENSIONS OF ILLNESS. Membership in one of the listed

classes is a productivity characteristic. The present paper is not concerned

with this subject. In turn, productivity rests entirely on the state of the

individual's health, which latter is a physiological (and psychological)

condition. It is composed of an indefinitely large number of symptoms and

signs, including temperature, appetite, aches and pains, agglutination

titer, white and red blood cell count, opsonic index, microbial recovery

from blood and tissues, x-ray, fluoroscopic-and-percussive examination.

One approach to the allocation to the proper class of an individual pre

senting a given list of symptoms might well be to calculate the multiple

regression of the individual's "productive value" on a chosen sample of

symptoms. Such a procedure is subject to several limitations:

1. The dependent variable would need to be measured by some sort

of scoring system.

2. Generally speaking only a linear regression is manageable

(though meta meters could be used).

3. A different multiple regression would be needed to forecast

different dependent variables.

4. Missing or doubtful values are troublesome.

5. Calculations of the "productivity score", while not difficult,

would profit from simplification.

The limitations of the multiple regression approach of the last paragraph

would disappear if the complex of physiological signs and symptoms could

be summarized or ordered into a one-dimensional sequence of "degree of

illness". Many terms from ordinary language suggest that there exists an

underlying sickness gradation. We speak of "taking a turn for the worse",

of "relapsing", of "being placed on" or of "being taken off" the "critical

list", of being "much improved", and similar changes. Even if one master
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series of symptom classes cannot profitably be devised, such series for

each disease, and even for each phase such as initial attack, recovery,

relapse, or secondary attack would serve. But the difficulties of differ

ential diagnosis, the rareness of the "typical" case, the frequency of

"complications" and similar factors suggest that gradation may be no more

than qualitative—that attempts to render the sickness scale precise will

not be successful.

Four possible mechanisms of disease severity quantitation are conceivable:

A. Signs and symptoms may exhibit a strict gradation and errors or

observation may not occur;

B. Signs and symptoms may exhibit a strict gradation in every

patient or experimental animal; but errors of observation may lead to the

reporting of concurrences that may not exist in fact, or failure to detect

some that do;

C. Signs and symptoms may not exhibit a strict gradation but some

sort of stochastic model may be applicable, the expression of each symptom

in any one patient being uninfluenced by any other symptom or sign.

D. A stochastic model may hold in which the expression of two

or more signs or symptoms are mutually interdependent.

III. EARLIER DEVELOPMENTS IN SCALING. The possibility of applying

to medical research the vast amount of development of the theory of scales

in psycho-physics, intelligence, attitude, personality, aptitude, and other

fields of psychology was brought home to me by a paper of Clyde Coombs

at the 1958 Meeting of the AAAS at Washington, D. C.

A comprehensive summary of the work in the field of psychology has

recently appeared. (Torgerson Г 1958 J ) The work of Guttman in scale

analysis and of Lazarsfeld's latent structure approach are most completely

covered in Guttman [1950] and Lazarafeld [l950l .

Guttman's "pure scale analysis" involves a formalized, nearly mech

anical procedure for developing the scale of intensity from presence or

absence measurements on a number of criteria, in the strictly deterministic

case A.
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Scale analysis in psychological research has not escaped the necessity

of choosing between theoretical concepts constructed entirely in terms of

"observables" and of inferring a "reality" behind the "observables"

whose properties are inferrable from the observations and which in turn

ties the observations together. For further discussion, reference must be

made to the excellent first chapter of Torgerson [l958j .

The notion of scaling is not confined to psychology. The result of the

efforts of many workers on the subject of "value" and "utility" in economics

has been to reduce the structure of these topics to the same basic mathemat

ical model as those listed under A and В of Section II. Some aspects

of value theory arising from the present research on cases С and D will

be treated at the end of the paper.

Cases A and В can be adequately treated by a modification and an

extension of Guttman's scale analysis. Case С will be treated by

essentially new methods in Section VIII. Case D is not further discussed.

IV. SCALE PROPERTIES. A set of objects whether numbers, events,

human responses, or disease symptoms can only form a unidimensional

scale if the members satisfy certain conditions. The basic postulates

may take different forms but it is common to express the requirements in

the form of three conditions on an "ordering relation" between the elements.

The further characteristics of the relation will depend on the particular

field of interest but the three necessary conditions are that the relation

be (1) irreflexive, (2) asymmetric and (3) transitive. Further,

given any two elements in the set, the relation must hold between them in

one or the other order (not both). The abstract properties can be visualized

in terms of an ordering relation "precedes". Then, of any two different

elements in the set (or scale) one "precedes" the other. No element can

precede itself, if A precedes B, then В does not precede A, and if

A precedes B, and В precedes C, then A precedes C. In the appli

cation of these ideas to disease symptoms, no notion of temporal or

spatial sequence is relevant. Thus if A is a rise in Temperature, and В

a headache, to say that A "precedes" В merely means that (in a certain

disease transmitted to a certain population in a certain way) all patients

reporting a headache will exhibit a rise in temperature. The notion

"precedes" may accordingly be freed entirely of geometric or temporal

connotations by explaining it as an implication. That a temperature rise

"precedes" a headache means merely that possession of a headache
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"implies" or is always accompanied (whether earlier or indeed later) by a

rise in temperature. In terms of a four-fold table then, where lower case

letters indicate absence of the corresponding symptom and upper case

letters presence.

Temperature

Headache Absent Present

Absent th Th

Present tH TH

Figure 1

Hypothetical frequency of co-occurrence of disease symptoms.

Here the symbol th represents the number of patients showing neither a

headache nor a temperature and TH represents the number showing both.

The statement "temperature precedes a headache" is equivalent to the

statement that the condition tH = 0 in the four-fold table, i.e. , no

patients had a headache with absence of temperature. Any set of symptoms

which leads to one zero cell in all possible four -fold tables (if consistent)

forms an unidimensional scale.

This analysis provides a conceptually simple procedure for examining

any universe ( and in particular any symptom complex) for "scalability".

The set of symptoms may be examined in pairs and does not require any

over-all analysis. If, in this analysis, the proper off-diagonal cells

are void then the sample forms a scale. (The other off-diagonal cell must

be non-zero or the pair of symptoms would denote the same and not an

ordered pair of levels of illness. The system would then constitute a

semi-scale rather than a simple scale, but this contingency should be

rare in practice. Alteration in detail could be made in the model described

here if desired to allow for such contingencies.) While any sample what

ever is necessarily scalable if it meets this test, the set of elements may

not be "meaningful" in the sense of corresponding with any outside variable

or variables. Moreover, agreement with theory may be due to chance alone

so that while the sample is scalable the universe might not be.
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V. EXPERIMENTAL RESULTS. A study of respiratory infection of

B. tularense, strain Schu-5 in Osborne -Mendel rats, affords a small

amount of data; more by way of an illustration than as a test of the reality

of a "sickness continuum" or "morbidity scale". One hundred forty-four

rats weighing between 220 and 375 grams were exposed to varying doses

of aerosolized B. tularense in a Henderson apparatus. (Maloney 1959 ).

Following exposure, the rats were held 15-17 days in ventilated cages.

Measurements taken on the rats were recovery of the causative agent by

culture from the (A) spleen, (B) lung, (C) heart blood; gross pathology

of the (D) spleen, (E) lung, and (F) liver; (G) agglutination titer;

maximum body temperature during illness exceeding (H) 100°F and

exceeding (I) 101°cF and (L) death. Where "gross pathology" is indicated

for the spleen or for the liver, the observation was restricted to "enlarged"

or "normal"; for the lung, observations were made as "enlarged" or

"hemorrhagic" or "consolidated" and in a few cases combinations of these

three. It was usually not feasible to obtain an agglutination titer for

those rats which died spontaneously, since they usually died before they

could have developed antibodies. A number of other factors prevented ob

servation in many cases, so that all of the above observations were avail

able on few rats, though various combinations of smaller sets of obser

vations were available on larger numbers.

The ten qualitative disease symptoms listed above may be used to form

disease symptom pairs. A selection of 4 such pairs is set out below in

figure 2 .



Design of Experiments 445

Agglutination

Titer

Temperature h 10 1 11

100°F or

Higher H 51 36 87

61 37 98

(a)

Agglutination

Titer

g G

Liver Gross f 42 27 69

Pathology

F 0 0 0

42 27 69

(b)

Lung Blood

Culture

b В

Spleen Blood a 71 6 77

Culture

A 11 54 65

82 60 142

(c)

Agglutination

Titer

g G

Lung Blood b 59 19 78

Culture

В 1 17 18

60 36 96

(d)

Figure 2 .

Four selected four-fold tables from an experiment on rats,

Most of the tables took the form of (a) and (d) figure 2. The two

other tables of figure 2 indicate some departure from the simple theory.

Fairly small numbers in one off-diagonal cell, such as the unit for hG in

figure 2(a) and for Bg in figure 2(d) can easily be accepted as con

firmation that the simple "Guttman Criterion" for scalability has been met.

Figures 2(b) and 2(c) will be discussed presently in detail. The observed
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results are given in Table 1 and all possible 2x2 tables in Table 2. It

was not difficult to determine by visual examination of the latter that the

symptoms scaled as:

(1) H<KGxA--B4C<L<D<E<F

The order for H and I is of course beyond doubt, since they are

physical measurements. The order of all other adjacent pairs depends on

a single 2x2 table and hence could have been reversed due to experi

mental error. The order of more widely separated symptoms is subject

to little doubt.

VI. MISCLASSIFICATION. If either of the two symptoms relating to any

ohe table is in error then the rat will be assigned to the wrong cell. This

is case В of Section II. Wrong classification can be due to (1) anomalous

behavior of the individual rat, (2) an experimental error, (3) extraneous

influence, (4) laboratory or diagnostic error, or (5) clerical error. One,

or at most a few, entries in the "forbidden" cell, as in figures 2(a) and

2(d) can be dismissed on these grounds. The other two tables require

fuller discussion.

Figure 2(b) relates one of the most sensitive symptoms (agglutination

titer) and one of the least (liver gross pathology). The zero frequencies

in the two cells which indicate presence of gross pathology of the liver

result because all these animals died—hence it was not possible to

obtain agglutination titers for them. It is thus possible to infer from this

table that, in the morbidity scale applicable to this experiment, death is

a "milder" symptom than liver gross pathology --for all animals which

showed liver gross pathology are in the table, and all died!

Figure 2(c) indicates a still different kind of departure from type.

Presence of the causative organism in an organ of the body is based on a

sampling procedure. Hence, it is quite possible for the organism to be

in fact present in an organ, but in sufficiently small numbers that it is

missed by chance in a sample. This is called a "false negative". If the

6 animals which show positive lung culture but negative spleen culture

are in fact false negative for spleen culture, then presence in the spleen

is a more sensitive indicator of disease than presence in the lung, since
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the entry in the aB cell would then be zero, and that in the AB cell 60.

The six observed aB entries accordingly suggest a 10 o/o incidence of

false negatives in spleen cultures as the experiment was actually performed.

On the other hand, the lung was the portal of entry in this experiment. It

would appear quite possible for a few organisms to survive on the lung tissue,

though no disease was really ever established in the animal. This would

constitute a "false positive" and could account for the six entries in the

aB cell of figure 2(c). This would still indicate that the spleen culture

is the more sensitive "disease" indicator. The frequency of "false

positive", if all six entries are such, would be about 8 o/o. Of course,

false positive lung cultures and false negative spleen cultures could hoth

be present at some lower numerical frequency. Mathematically, but not

biologically, a corresponding analysis would apply to false positives in

the Ab cell.

Figure 2(d) suggests however that false positive lung cultures are not

frequent, since if the disease does not occur, so that no agglutination

titer is produced, a false positive would fall in the Bg cell of figure 2(d).

Since only a single entry occurs, such an outcome seems to have a prob

ability of occurring at or below 2 o/o. The one entry that is observed,

however, showed no titer and a peak temperature of 100.5. As near as can

be judged, it is a bona fide false positive.

Examination of the records of individual rats in the aB cell of figure

2(c) confirms the inference that they represent false negatives for spleen

culture, except for the one rat of the previous paragraph, which seems to

belong in the cell ab. Of the remaining 5 rats, 3 died and were diagnosed

as having died from tularemia. It is felt that the spleen bacteria may have

been destroyed by decomposition products, or that they may have received

inadequate sampling. The other two rats both showed temperatures of

104°. One showed a titer of 1:40 and one a titer of 1:80. The latter

showed recovery of the organism from heart blood.

In summary, there is an indication that 2 survivors showed false nega

tive spleen cultures and one a false positive lung culture. The percentage

occurrence is hence 3.6 o/o and 1.4 o/o. The three dead rats would

raise the incidence of false negative spleen culture to 8.5 o/o, had none

been negative due to destruction of the bacteria by decomposition products.

This example represents the greatest incidence of misclassification in

the entire experiment, and involved the culturing of a very delicate or

ganism, effective in low concentrations. Accordingly, it is concluded
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that case В Section II is applicable to the observed data. The frequency

of misclassification indeed is so low that any formal estimate of misclassi-

fication error seems superfluous.

VII. EXPERIMENTAL CONCLUSIONS. The scaling of degrees of mor

bidity by the foregoing analytical procedure is in general agreement with

the opinions of pathologists. Thus, temperature rise (H) and (I) and

agglutination titer (G) are more sensitive indicators of onset of disease

than recovery of organisms from tissues of sacrificed animals. If these

conclusions regarding the appraisal of the relative states of severity of

disease are not new, at least, the analysis carried out in this example

serves to strengthen those based on professional opinion.

That tissue samples being taken for culturing of the organism were not

completely adequate is a further lesson learned from the analysis.

In general, the experimentalists felt that the results of the experiment

(which is of a type extremely difficult to carry out) were dissappointing.

The above analysis revealed that, on the contrary, the results were very

clear-cut, and the experiment well executed.

VIII. STOCHASTIC CASE. While the data of this particular experiment

seem to follow the deterministic model (with minor allowance for errors of

observation) in an entirely satisfactory way, the few non-conforming

readings suggest the desirability of extending the analysis to include a

chance component in symptom expression as an alternative. This situation

is listed under cases С and D of Section II.

Consider the "trace" for frequency of appearance of a specified symptom

over the full range of illness from perfect health (0) to maximum illness

(say - 1) in the deterministic situation.

If an animal presents the symptom, it yields a positive response. Now, if

s is the sickness level that always evokes the given symptom, then any

level of illness less than s will never evoke it, and all greater levels

always will. The profile of the functional relation between disease severity

and symptom occurrence is thus a step function.
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1

о/о

Response

x=s

Scale of disease severity

Figure 3 .

Graph of deterministic symptom dependence on level of disease severity.

To generalize this to a chance relation in the psychological context,

Lazarsfeld [l950j considers a series of polynomials of successively higher

degree. He finds the first and second degree curves particularly inter

pretable and helpful.

In the biological context, it is more natural to consider a relation

1

P

Per cent

Response

Disease severity axis

Figure 4.

Curve relating frequency of occurrence of a specified symptom on level of

disease severity

between illness severity and mean frequency of occurrence of symptom that

takes the form of an intergrated normal, a logistic, or some similar curve.

In a large population of animals all at an equal disease severity level, s,

the proportion that would show a particular symptom would be P. At other

sickness levels, the proportion showing the chosen symptom would be

greater or less. A separate curve would relate disease severity and fre

quency of occurrence for each different symptom studied. In the example

of this paper nine symptoms were observed (not in every rat), hence the

figure, to be complete, would contain nine such graphs.
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In a given animal any combination of symptoms might appear, depending

on those features that contribute the stochastic variation around the curve

relating mean frequency of occurrence and disease severity. A definition

of scalability is needed in these new circumstances.

Scalability at a fixed level of disease severity will be defined first as

holding, not between the actual symptoms presented by an individual

animal, but between the mean frequency of symptoms in the population of

animals at that fixed level of disease severity. As, on the basis of this

mathematical model, the proportions of animals showing the different

symptoms (being numbers between zero and one) necessarily form a scale,

scalability is necessarily exhibited at any fixed level of disease severity

when mean proportionate symptom occurrence in an animal population,

not the occurrence of symptoms in individual animals, is used.

Consider the next set of mean symptom frequencies at two different

levels of disease severity. The order of mean symptom frequencies at

the two different disease severity levels may or may not match. If they

do, the symptom complex will be said to scale at these two disease

severity levels. If this condition holds at all possible pairs of disease

severity levels, then the symptom complex for that particular disease

in that particular host will be called scalable without qualification as to

disease severity level.

Scalability is defined in terms of mean symptom frequency. Deviation

from expected frequencies will occur in small samples because of a num

ber of considerations. In this paper it will be assumed that such deviations

are independently distributed in the binomial distribution, i.e., case С

holds.
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IX. MATHEMATICAL FORMULATION. The set of expected probabilities

in case С can be expressed as a matrix.

1Д
Pl,2 "• Pl,i

l,K

2,1
P2 , 2 ' • ' P2 , j

2, К

(2)

1,1 2,2 * i, J

P.
i,K

L,l L,2 L,j L,K

where each column (indexed by the second subscript) contains the probabili

ties of each of the L symptoms (indexed by the first subscript) at a fixed

level of disease severity. The К columns represent a division of the

sickness scale into К levels. The successive entries across each row

yield the probabilities that the i'th symptom (or sign) will be shown by

an animal or patient at each of the К sickness levels. Choose an arbi

trary row of the matrix. Subject the matrix to column interchanges until

the entries in this one row are non-decreasing to the right. If the entries

in all other rows are also non-decreasing to the right, the matrix (and the

physical phenomenon underlying it, disease severity or something else)

is scalable in the sense of Section VIII. Next choose an arbitrary column

and subject the matrix to row interchanges until that one column is non-

increasing from top to bottom. It is a matter of common observation that

then all columns are also ordered, for otherwise symptoms would more

frequently appear for less ill animals or patients. This operation will

order the signs and symptoms from top to bottom in order of increasing

severity. Since the sickness levels at the left of the matrix are low, the
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probabilities here are small. At each of the successive columns to the

right, the sickness level increases, and hence these probabilities are

larger.

In practice, the population values in (2) would have to be estimated

from observation, and very large amounts of data and an adequate esti

mation method would be required for reliable estimates. Two simplifying

assumptions will greatly reduce the volume of such data required and yet

yield estimates differing little if at all from those derived from known

values of matrix (2).

Consider a single row of (2), say the i'th and assume that the sickness

level, z, is directly observabJe. Then, it would be standard bioassay

practice to assume that a metameter of z , say s, and another of P, say Y,

could be found, so that

(3) Y = a s + b 1< i <L

i i i

would yield the probability of exhibiting the i'th symptom at a sickness

level corresponding to a value of s. The К values of P. have here been

replaced by the standard two values treated in bioassay, a and b.

Since (3) is a linear equation, its graph is, of course, a straight line.

In Section VIII, we have defined scalability to mean that the greatest popu

lation probability of symptom occurrence at one sickness level is greater

at all other sickness levels. Together with the fact that each symptom

occurrence is related to disease severity by a linear relation of the form

(3), this scalability condition is enough to show that the several straight

lines relating the metameter of mean frequency of occurrence of each sign

or symptom to the metameter of disease severity are parallel, (9), the

system of lines being represented by the system of equations:

(4) Yi = a s + b. 1 < i<

where, now, a is common to the L equations.

Equation (4) relates a transformation of symptom frequency to the meta

meter of sickness level s. However, no "operational method" exists by
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which illness can be measured directly in terms of physical processes.

The present procedure of scaling by means of symptom complexes can at

most reduce the measurement of illness level to isomorphism with the real

number system. Hence, no metameter of disease severity is appropriate

in the adopted relation between disease level and frequency of occurrence

of a given symptom; the s in equations (4) will serve directly as the

measure of sickness level, as well as any other.

The choice of origin and scale in (4) is still arbitrary. The Ъ^ serve

to relate the severa 1 parallel lines relative to a chosen one. While greater

experience might lead to a different choice, convenience would seem to

suggest choice of one of the central lines, denoting one of the common, but

not the mildest, symptom. For this one symptom, the equation becomes

(5) Y = a • s

о

Now, in nearly all realistic applications Y ranges between 0 and 10.

If we choose the scale so that a = 1 , the sickness level for the base

symptom likewise will range between 0 and 10, and system (4) will become

(6) Y. = s + b l<i< L
i i

In the application of these equations to a particular complex of symptoms,

the Ц are considered known. How they may be estimated from accumulated

data will be considered in Section XII. The relation between population per

cent occurrence of the i'th symptom and its probit is

dt

Y.-5
l t2

2
(7)

! f

—

Pi =

^<rJ-Z

From which

(8)

dP.
i

V7<r\^

5)2

)
dY.

i

2
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X. AN ILLNESS INDEX. In practice, we do not start by being given the

sickness level and inferring the symptoms, but conversely, observe the

symptoms and seek to infer the sickness level. A specific patient might

or might not exhibit a "typical case".

A given individual, at any point in the course of an illness, will however

exhibit certain signs and symptoms. It is on the basis of this set of symp

toms that an index of illness must be constructed. The role of dynamic

factors can be accomodated, to some extent at least, in the usual fashion

by regarding shifts in readings over fixed periods of time as being them

selves readings. If a patient who showed any one of these symptoms

showed all milder symptoms, then case A would apply and illness would

scale in a deterministic fashion. The essence of the stochastic case is

that one or more milder symptoms may be absent when a severer symptom

is present. The discussion in this section is limited to case С of Section II.

To get a first feel for the situation, consider the mildest five symptoms

for a particular disease. Suppose a patient exhibits the first three, fails

to show the fourth, but does show the fifth. A little reflection will show

that this patient must be ranked as sicker than a second patient who shows

the four mildest symptoms and no others. Failure of the fourth symptom

in the presence of the fifth in the first patient is considered due to chance,

so that that level of illness is chosen which maximizes the chance of their

joint occurrence. This will be at some level of illness greater than a

50-50 probability for the fourth symptom and less than a 50-50 for the

fifth. But in the case of the second patient, the non-occurrence of the fifth

symptom and occurrence of the fourth implies that the level of illness is

estimated to be at (or even below) the 50-50 point of the fourth symptom.

An illness index can accordingly be set up by forming the maximum like

lihood criterion for the particular combination of symptoms exhibited by

each patient. Further discussion will be facilitated by reference to figure 5.
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Illness severity

Figure 5 .

Hypothetical relation between disease severity and frequency of several

symptoms.

For simplicity, curves of frequency of symptom occurrence versus disease

severity are shown in units of probit of response as straight lines, (see

Section IX) and only three lines are shown. In the experiment used to

illustrate this paper, nine symptoms were used. The position of one

patient is shown by a vertical line on the figure at sQ. The probability

of each symptom for this patient is given by the point of intersection of

its curve (line) with the vertical line at s .

If the various probabilities of the matrix (2) were known from prior

experience or otherwise than the probability of the whole set of symptoms,

for a sickness level j would be:

(9) -TÎ
ij

Q(l-x)

ij

l<i^k

where

(10) Q = 1 - PVij ij
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and

x 5 1, if the i'th symptom occurred, and

(11) x = 0, if the i'th symptom failed.

If the values from each of the j columns of (2) are substituted in (9) ,

then that column whose values led to the largest P would be from the

column at the most likely sickness level.

Taking the logarithm of equation (9)

= Z-x log P., + (1 - x) ¿_(12) L. = log P = ¿-x log P.. + (1 - x) L* log Q..

whence ,

(13) dL^ _ 0 = y _x_ dPtj _ y 1-х dPtj

ds ¿-J-' dY.. - L-q-'^

since

(14) dY..

ds

= 1 all i, j (from 6)

An exact solution of equation (13) employing the usual relation between

each P and its corresponding Y from equation (7) can be carried out by

successive approximations. However, since for L symptoms there are

only 2 possible outcomes, it would seem that a simple table would

always be used. In practice then a glance at the appropriate table entry

would immediately yield an estimate of illness severity as soon as the

appropriate symptoms occurrences were noted.
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XI. UNSELECTED PATIENT FREQUENCIES. The previous discussion

assumed either (a) that the illness level was known, or (b) that the b.

were known. Either situation relates to a later time in the sequence of

steps involved in developing an illness index. The raw data consist of a

mass of individuals exhibiting assorted symptom complexes at a variety of

unknown degrees of illness. The specific illness of each individual at a

specific time is not known directly, but further, not even the nature of the

distribution of illness in the population is known, though it appears very

plausable that it is non-normal, and even constitutes an extreme form of

a J-shaped distribution, most of the frequency residing at zero illness.

The first point to be established is that the order of symptoms in a large

group of patients unselected for disease severity is identical with the

order at any single level.

Let the distribution of the К disease severity levels in the population

be given by a set of К weights w,. . .w assigned to the successive

columns of (2), where ¿w, = 1, and each w.^0. For typographic

simplicity, let P" and P" be any two probabilities selected from the j'th

row of (2) .

Set

(15) p- = E w p'

and

(16) p" = Zw, p:

Р' and P" are row marginal probabilities of symptom combinations in the

population. If P' is to represent the more frequent combination, the more

common, hence the milder, symptom then
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P' - P" = ^ w. P'. - ' w P?
J i J J

(i7) = ¿V (p; - p")

Since the w. are arbitrary , equation (17) yields the requirement

(18) P' > P"

3 j

for each j. Conversely the condition is clearly sufficient for any one set

of w. , representing a distribution of illness in a population. Scalability

in stochastic model С then depends only on the reasonable assumption

that the more frequently appearing symptom at one level of illness will

also be more prevalent at each other level, and is independent of the

distribution of disease severity among the cases.

In a sample of data, symptom frequencies might not exhibit an order

thought to be appropriate, or two sets of data might exhibit conflicting

orders. Tests of order are discussed by Chassan [i960] .

XII. DEVELOPMENT OF THE EQUATIONS. The previous sections pro

vide a rationale by which the severity of illness can be inferred from the

complement of symptoms exhibited by a particular patient. So that this

may be done, the set of displacement constants d. must be provided.

For this purpose a set of symptom occurrences on a fairly large number of

patients will be required. In general, it should be easy to secure many

times the 140 records used in this small study--and hence the material

should be adequate.

Section XI indicates that the symptoms can be ordered on the over

all proportionate frequency of their occurrence in the data disregarding

considerations of disease severity. This being done, those records



Design of Experiments 459

showing few symptoms and those records showing nearly all of the more

severe symptoms, may be temporarily set aside, in confidence that, of

the remaining records, (nearly) all pertain to intermediate levels of

disease severity. Now, it is well known (Finney [l947j) that, over the

range from 20 to 80 percent response, P is nearly proportional to Y.

Hence, we can put

(19) Y. = 10 Pt

since O^Yj^lO, and 0<P<1,

nearly always.

The dj are the differences between successive Y , when s = 5; for which,

for this first approximation., we substitute the Pj from those records

showing intermediate levels of illness in equations (9) . The resulting

equations can then be used as first approximations to obtain a measure

of disease severity for each case record, now using them all. These in

turn can now be used to obtain final values for the parameters in equations

(13), by a process of successive approximation.

XIII. REMARKS. Four possible mathematical models for the scaling of

disease severity were enumerated at the end of Section II. Data from a

controlled experiment on 144 rats were shown to conform closely to the

second model which postulates a strict scaling of the symptoms but pro

vides for instrumental and observational error. The theory for model С

was developed in Sections VIII to XII.

As indicated earlier (Section VII) the analysis showed that the results

of this experiment were clear-cut and illuminating, in constrast to the in

formed but subjective impressions of the experimenters. The latter were,

of course, cognizant of a variety of deviations from the strict experimental

protocol, and were inclined to see in these an explanation for the seeming

anomalies in the results. The role of statistics vis a vis clinical judgment

in medical practice is currently under discussion (Sarbin [1942] and Meehl

L1954J ). Perhaps the function of the development of a disease severity

index which transcends in importance even its service in day-to-day

application, lies in its contribution to the banishment of the mysterious
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and the occult from one more corner of medical practice by drawing atten

tion to a new class of statistical regularities and by providing a tool by which,

in any given case, the obscuring effect of chance can be minimized.

XIV. LARGER IMPLICATIONS. The study of the problem of scaling disease

severity had not progressed far before the analogy with the problem of pro

viding measures of value and utility in economics became obvious. The

problems of non-metric factor analysis (3) should be analogous, but have

not been fully examined.

In each of these cases, as in the cases of force and electricity in physics,

unobservable concepts are developed on the basis of (apparently) more

immediate observables. In the last generation (with roots going back at

least to Henry James) stress has been laid on the importance of the role of

a measurement technique in establishing the existence of a concept

(Bridgman [l927j ). In this sense, disease severity is necessarily

quantitative, since we have provided a means of measuring it. But one does

this for the fruits expected to follow from the concept. The anticipated

benefits in the case of disease severity are discussed in section II. An

elaboration of all implications in the larger context will have to await

another occasion.

XV. ACKNOWLEDGMENT. I am indebted to Dr. Eiglesbach, Dr. Guss,

Dr. Rooney and their associates for the experimental phases of this work,

and to Mr. Kennedy for help in the analysis of the data and in the pre
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RECORDS OF INDIVIDUAL RATS EXPOSES) TO AEROSOLIZED PASTEURELIA TULARENSIS

Щ THREE SEPARATE EXPERIMENTS

H SYMPTOM NOT EXHIBITED PsSYMPTOM EXHIBITED - =N0 OBSERVATION MADE

Rat Weight No. Organ-

Sex (gms) isms Inhaled

Symptoms* Survival* or

No. ABCDEFGHI Death (L)

First Experiment

1

2

3

k

5

6

7

8

9

10

13

12

KEY*

1. (A) Spleen (В) Lung, (C) Heart Blood. Readings of Cultures.

2. (D) Spleen, (E) Lung, (F) Liver. Observations of Gross Pathology.

3. (G) Titer of Serum Agglutinins. Titer of 1:40 or more - P.

k. (H) Maximum Body Temperature of 100°F or more -P.

5« (i) Maximum Body Temperature of 101°F or more —P.

6. (L) S — Survival to and of experimental period of l6 days. Figure(s)

in Column (l) correspond to day of death after treatment.

3 N N N - - - N N N S

3 N N N - - - N P N S

3 N N N - - - N P N S

3 N N N - - - N P N s

3 N N N - - - N N N s

3 N N N - - - N P N s

3 N N N - - - N P P s

3 N N N - - - N P P s

3 N N N - - - N N N s

3 N N N - - - N P P s

3 N N N - - - N P N s

3 N N N - m ш N P N s
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RECORDS OF INDIVIDUAL RATS EXPOSED TO AEROSOLIZED PASTEURELIA TULARENSIS

IN THREE SEPARATE EXPERIMENTS

N=SYMPTCM NOT EXHIBITED P= SYMPTOM EXHIBITED -=NO OBSERVATION MADE

Rat Weight No. Organ- Symptoms* Survival* or

No. Sex (gms) isms Inhaled ABCDEFGHI Death (L)

13 -

Ik

15

16

17

18

19

2i

22

2k

25

26

27

28 -

29

30

31

32

3k -

35

36 -

*For key see page 1 of this table.

First Experiment

30 N N N - - - N N N S

30 N N N
- - - P P P S

30 N N N
- - - N P P s

30 N N N
- - - N P P s

30 N N N
- - - N N N s

30 P P P - - - - P P 1+

30 N N N
- - - N P P s

30 N N N - - - - P N s

30 N N N
- - - N P P s

30 N N N
- - - P P P s

3000 P N N s

3000 N N N
- - - P P P s

3000 P P N
- - - P P P 9

3000 N N N - - - - P P s

3000 P N P
- - - P P P s

3000 P P P - - - - P P s

3000 N N N - - - P P P s

3000 N N N - - - P P P s

3000 P N N - - - P P P s

3000
— N P P s

3000 P P P - «• - - P P 15
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RECORDS OF INDIVIDUAL RATS EXPOSED TO AEROSOLIZED PASTEURELIA TULARENSIS

Ш THREE SEPARATE EXPERIMENTS

N= SYMPTOM NOT EXHIBITED P= SYMPTOM EXHIBITED -=NO OBSERVATION MADE

Rat Weight No. Organ- Symptoms* Survival* or

No. Sex (gms) isms Inhaled ABCDEFGHI Death (L)

Second Experiment

PPPNNN-PP 8

PPPNNN-PP 10

PPPNNNPPP S

PPPPNN-PP 7

NNNNNNPPP S

NNNNNNPPP S

NNNNNNPPP S

NNNNNNPPP S

PPPPPN-PP 7

PPNPNN-PP 12

NPNNNN-PP 9

PPPPNN-PP 6

PPPPPN-PP 8

PPPPPN-PP 8

PPPPPN-PP 8

NPPPPN-PP 6

PPPNNN-PP 7

PPPPPN-PP 8

PPPPPN-PP 6

*For key see page 1 of this table.

1 M 315 15-90

2 M 300 15-90

3 M 270 15-90

h M 2U0 15-90

5 M 330 15-90

6 M 280 15-90

7 M 300 15-90

8 M 250 15-90

9 M 335 16300

10 M 305 16300

11 M 280 16300

12 M 275 16300

13 M 305 16300

Ik M 290 16300

15 M 285 16300

16 M 292 16300

17 F 255 16300

18 F 215 16300

19 F 215 16300
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RECORDS OF INDIVIDUAL RATS EXPOSED TO AEROSOLIZED PASTEURELIA TULARENSIS

IN THREE SEPARATE EXPERIMENTS

N= SYMPTOM NOT EXHIBITED P=SYMPTOM EXHIBITED -=NO OBSERVATION MADE

Fat

No.

Weight No. Organ-

(gms) isms Inhaled

Symptoms*

С D E F G H

Survival* or

I Death (l)Sex А В

Second

P P

Experiment

P P N -20 F 235 I63OO P P N 9

21 M 306 2.37xl06 P N N P N N - P P h

22 M 315 2. 37xl06 P N N P N N - P P k

23 M 285 2.37xlC6 P P P P N N - P N h

2k M 280 2. 37xl06 N P P N N N - P P k

25 M 305 2.37X106 P P P P N N - P P k

26 M 290 2.37X106 P P P N P N - P P 5

27 M 290 2.37X106 P P P N N N - P P 6

28 M 295 2.37X106 P P P N N N - P P 5

29 F 225 2.37X106 P P P P N N - P N h

30 F 230

6
2.37x10 P P P P N N - P P 2

31 F 210 2.37x10 P N P P N N - P P k

32 F 2U0
6

2.37x10 P P P P N N - N N 3

1 M 265 11

Third Experiment

N NN P N N N P N S

2 M 330 11 N N N N N N N P N S

3 M 25О 11 N N N N N N N P P S

k M 26О 11 P P P N P P - P P 7

5 M 27О 11 P P P P N N - P P 6

6 M 350 11 N N N N N N N P N s

*For key see page 1 of this table.
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RECORDS OF INDIVIDUAL RATS EXPOSED TO AEROSOLIZED PASTEURELIA TULARENSIS

Ш THREE SEPARATE EXPERIMENTS

N=SYMPTOM NOT EXHIBITED P=SYMPTOM EXHIBITED - =NO OBSERVATION MADE

Rat

No.

Weight

Sex (gms)

No . Organ

isms Inhaled

Symptoms* Survival* or

ABCDEFGHI Death (L)

Third Experiment

NNNNNNNNN S

NNNNNNNNN S

NNNNNNNNN S

NBHNNNFPP S

PPNNNNPPP 3

NNNNNNNNN S

PNNNNNPPP S

NNNNNNNPP S

NNNNNNNPN S

PNNNNNNPP S

NNNNNNNPN S

NNNNNNNPP S

NNNNNNNPP S

NNNNNNNPP S

NNNNNNNPN S

NNNNNNNPP s

NNNNNNNPP S

NNNNNNNPP S

NNNNNNNNN S

NNNNNNNPP S

♦For key see page 1 of this table.

7 M 360 11

8 M 235 il

9 M 310 il

10 M 360 il

11 M 250 il

12 M 26O il

13 F 220 il

14 F 220 il

15 F 235 11

16 F 240 il

17 M 335 20

18 M 280 20

19 M 360 20

20 M 240 20

21 M 350 20

22 M 360 20

23 M 240 20

24 M 255 20

25 M 34o 20

26 M 300 20
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RECORDS OF INDIVIDUAL RATS EXPOSED TO AEROSOLIZED PASTEURELLA TULARENSIS

IN THREE SEPARATE EXPERIMENTS

N=SYMPTOM NOT EXHIBITED P = SYMPTOM EXHIBITED - =NO OBSERVATION MADE

Rat

No.

Weight

(gras)

No . Organ

isms Inhaled

Symptoms*

D E F G

Survival* or

Death (L)Sex A В С H I

Third

N N

Experiment

27 M 265 20 N N NN N P P S

28 M 230 20 N N N N N N N P P S

29 F 255 20 N N N N N N N P P S

30 F 2H8 20 N N N N N N N P P S

31 F 275 20 N P N P - - P P P s

32 F 235 20 N N N N N N N P P s

33 M 285 36 N N N N N N N P P s

3^ M 260 36 P P P P P P - P P s

35 M 335 36 P N N N N N P P P s

36 M 335 36 N P N N N N N P N s

37 M 275 36 N N N N N N N P P s

38 M 255 36 N N N N N N N P P s

HO M 350 36 N N N N N N N P N s

kl M 290 36 P N P N N N P P P s

k2 M 310 36 N N N N N N N P P s

H3 M 290 36 N P P N N N P P P S

kk M 280 З6 N N N N N N P P P s

H5 F 255 36 P N N N N N P P P s

k6 F 230 36 P P N N N N P P P s

*For key see page 1 of this table.
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RECORDS OF INDIVIDUAL RATS EXPOSED TO AEROSOLIZED PASTEURELIA TULARENSIS

IN THREE SEPARATE EXPERIMENTS

N = SYMPTOM NOT EXHIBITED P= SYMPTOM EXHIBITED - = NO OBSERVATION MADE

Rat Weight

(gms)

No . Organ

isms Inhaled

Symptoms* Survival* or

No. Sex A В С D E F G H I Death (L)

Third

P N

Experiment

N N N P47 F 230 36 p P P S

48 F 260 36 N N N N N N N P P S

49 M 350 111 P P P P P N - P P 5

50 M 375 111 N N N N N N N P P S

51 M 240 111 Р P N N N N P P N s

52 M 255 111 N N N N N N N P N S

53 M 285 111 Р P N N N N P P P S

54 M 285 111 N N N N N N N P N s

55 M 325 111 N N N N N N N P N S

56 M 380 111 N N N N N N N P P S

57 M 285 111 Р P N N N N P P P s

58 M 270 111 N N N N N N N P P s

59 M 300 111 , P P N N N N P P P s

60 M 355 111 P P P N N N P P P s

61 M 260, m •: P P P N N N P P P s

62 M 235 111 N N N. N N N N P N s

63 M 270 111 P P P N N N P P P s

64 M 285 1967 N N P N N N P P P s

*For key see page 1 of this tahle.
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RECORDS OF INDIVIDUAL RATS EXPOSED TO AEROSOLIZED PASTEURELIA TULARENSIS

IN THREE SEPARATE EXPERIMENTS

N- SYMPTOM NOT EXHIBITED P= SYMPTOM EXHIBITED - = NO OBSERVATION MADE

Rat Weight

(gms)

No . Organ

isms Inhaled

Symptoms.* Survival* or

No. Sex ABCDEFGHI Death (L)

66 M 380 1967

67 M 280 1967

68 M 2U0 1967

69 M 285 1967

70 M 305 1967

71 M 253 1967

72 M 285 1967

73 M 305 1967

7^ M 265 1967

75 M 290 1967

16 M 275 1967

77 M 240 1967

78 M £65 1967

79 M 295 1967

80 M 280 1967

Third Experiment

PPNNNNPPP S

PPPNNNPPP S

PPPPP--PP 11

PPNNPP-PP 7

PPPPP--PP 11

PPPPPP-PP 8

PPPNPN-PP 7

PPPPP--PP 11

PPPNNN-PP S

PPPNNNPPP S

PPPPPP-PP 9

PPPPPN-PP 7

PPPPPP-PP 12

PNNNNNPPP S

PPNNNNPPP S

*For key see page 1 of this table.
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COMBINATIONS OF PAIRS OF DISEASE SYMPTOMS

The Numbers in Each Cell of the Following 2x2 Tables are the

Totals Which Correspond to the Indicated Combinations.*

Culture of

Lung

Ъ В

Culture of a 71 6

Spleen

A 11 5^

Spleen (Gross

Pathology)

d D

Culture of a 45 3

Spleen

A 31 29

Liver (Gross

Pathology)

f F

Culture of a 51 0

Spleen

A 50 6

Culture of

Heart Blood

с С

Culture of a 73 k

Spleen

A 20 1*5

Lung (Gross

Pathology)

e E

Culture of a 50 1

Spleen

A 39 20

Agglutination

Titer

g G

Culture of a 59 Ik

Spleen

A 1 22

♦Lower case letters denote symptom not exhibited.

Upper case letters denote symptom exhibited.
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Temperature

100°F or higher

Temperature

101°F or higher

h H i I

Culture of a 10 67 Culture of a 29 hQ

Spleen

A 1 6h

Spleen

A 5 во

Culture of

Heart Blood

Spleen (Gross

Pathology)

с С d D

Culture of b 78 k Culture of о 51 h

Lung

в 15 ^

Lung

В 29 28

Lung (Gross

Pathology)

Liver (Gross

Pathology)

e E f F

Culture of b 55 0 Culture of Ь 55 0

Lung

В 3^ 21

Lung

В h6 6

Agglutination

Titer

Temperature

100°F or higher

g G h H

Culture of Ъ 59 19 Culture of Ъ 10 72

Lung

В 1 17

Lung

В i 59
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Temperature

101°F or higher

Culture of b 28

Lung

В 6

I

4h

Lung (Gross

Pathology)

Culture of с oil-

Heart Blood

С 25

E

1

20

Agglutination

Titer

g G

26Culture of с б0

Heart Blood

С 0 10

Temperature

101°F or higher

Culture of с 30 63

Heart Blood

С h lt-5

Spleen (Gross

Pathology)

d D

Culture of с 6l 5

Heart Blood

С 19 27

Liver (Gross

Pathology)

f F

Culture of с 6k 1

Heart Blood

С 37 5

Temperature

100°F or higher

h H

Culture of с 10 83

Heart Blood

С i k8

Lung (Gross

Pathology)

e E

Spleen( Gross

Pathology)

d 77

D 13

k

17
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Liver (Gross

Pathology)

Agglutination

Titer

f F g G

Spleen (Gros:

Pathology)

3 a 79 2

D 23 k

Spleen (Gross

Pathology

d kl 27

Dil

Temperature

100°F or higher

Temperature

101°F or higher

h H i I

Spleen (Gross

Pathology)

3d 5 75

D 1 31

Spleen (Gross

Pathology

d 17 63

D 5 27

Liver (Gross

Pathology)

Agglutination

Titer

f F g G

Lung (Gross

Pathology)

e 90 0

E 12 6

Lung (Gross

Pathology)

e k2 27

E 0 0

Temperature

100°F or higher

Temperature

101°F or higher

h H i I

Lung (Gross

Pathology)

e 6 83

E 0 21

Lung (Gross

Pathology)

e 21 68

E 1 20
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Agglutination

Titer

Temperature

100°F or higher

g G h H

Liver (Gross

Pathology)

f

F

k2

0

27

0

Liver (Gross f 6 95

Pathology)

F 0 6

Temperature

101°F or higher

Temperature

100°F or higher

i I h H

Liver (Gross

Pathology)

f

F

22 79 Agglutination g 10 51

Titer

Temperature

101 F or higher

0 6 G 1 36

i I

Agglutinatio:о g 28 33

Titer

G 2 35
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Death

1 L

Culture of

Spleen

a

A

7^

2k

Death

3

in

1 L

Culture of

Heart Blood

с

С

87 6

3811

Death

1 L

Lung (Gross

Pathology)

e

E

70

0

Death

19

21

1 L

Agglutination

Titer

g

G

61

36

Death

0

1

1 L

Temperature i

I

31

69

k

101°F

or higher

Death

1 L

Culture of b 79 3

Lung

В 18 in

Death

1 L

Spleen (Gross

Pathology)

d

D

69 12

2 29

Death

1 L

Liver (Gross

Pathology)

f

F

70 31

0 6

Death

1 L

Temperature h

H

11 1

89 h3

100°F or

higher
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STATISTICAL STUDIES OF PLAQUE RESULTS IN VIRUS ASSAY

Francis M. Wadley and Walter D. Foster

U. S. Chemical Corps, Fort Detrick, Frederick, Maryland

Animal disease viruses have not been successfully grown on artificial

media, and their evaluation presents many difficulties. Virus preparations

are commonly assayed by injection of each of several suitable dilutions

into a group of experimental animals. The proportions succumbing to the

dilutions are analyzed by dosage mortality methods, and the dilution to

which 50 percent (or the average animal) will succumb is estimated. This

indicates the concentration of the original undiluted material, measured

in animal units. The method is laborious and not very precise and involves

waiting some days for effects to show. Wadley (Proc. 3rd Army Exp.

Design Conf . , 1957) finds that with 40 to 60 animals precision is not

better than 1 1/2 or 2 fold; whereas with a moderate number of bacterial

plates, estimates within 10 o/o can be made. With the best technique

an occasional failure occurs with 40 to 60 animals per assay.

The plaque method consists in preparing plates with monolayer tissue

culture preparations, and after 48 hours incubation, counting the dead

spots or "plaques" which appear in the tissue. Lennett (Jour. Publ. Health

31 (4), 1961) reviews the technique. It is hoped that each living virus

particle will produce a plaque, and evaluation can be made on the same

basis as with bacterial plate counts. If this method can be made to yield

stable results, a considerable gain will be made.

The plates are made from several dilutions as with bacteria, and the

most successful dilution is counted. Plaques per plate are fewer than

bacterial colonies; under good conditions 25 to 50 per plate are secured.

It is obvious that great care is needed with this relatively new technique.

Even with every care taken there is some risk of failure. Tissues die,

plaques unaccountably fail to appear, or contamination occurs; plaques

may even be "too numerous to count." However, some successful assays

are being made. The technique should improve with practice, whereas

the animal injection technique has probably been pushed to as precise

a point as is feasible, since it has long been practiced.

A detailed experiment, by George Scott of Fort Detrick, in assay of

slurries of an encephalomyelitis virus preparation, has been studied.

The original slurry was made up in several dilutions, and the dilutions

assayed several times by both animal injection (using mice), and plaque
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assay using chick fibroblasts. Logs of dilution were 0, 2, 4, 6, 7. The

first result noted was surprising and somewhat disappointing; plaque-

forming units ("PFU") were consistently fewer than mouse units. This

obviously indicates that not every particle formed a plaque, as had been

hoped. It seems that a "PFU" requires more particles than a mouse unit,

or that not every particle is capable of forming a plaque. Mr. Scott

calculated the concentrations in log no. PFU' s per ml. They are shown

with the comparable figures derived by dosage -mortality methods from

mouse assays. Sixty -four mice per trial were used.

TABLE I

Mouse and Plaque Results, Averages

Log Dilution 0 2 4 6 7

Log Mouse units/ml 9.57 7.20 5.33 3.52 2.47

Log PFU/ml 8.84 6.70 4.37 2.46 1.28

Even if the exact measure is not the same, plaque results if consistent

can be used in various virus studies; hence further studies are made of

these results.

In making his determinations Mr. Scott used every available plate for

averaging, even some with only 2 or 3 plaques. In subsequent analysis,

the authors have used only the most successful dilution. In each unit

2 or 3 plates with favorable numbers were used. One of two technicians

was more successful than the other, and most of the results are his.

However, for one preliminary study, it seemed desirable to use all

possible plates. The variation between plates within a group is of much

interest. The counts were arbitrarily grouped as shown below. Variances

in each group of 2 or 3 plates were averaged and compared with the mean

of the plates. These individual variances and means were averaged and

compared with the mean of the plates. These individual variances and

means were averaged for each size group.
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TABLE II

Average Mean and Variance of Plates Within a Unit

Size Group, Plaques Degrees of Average Average

Per Plate Freedom Variance Mean

0 - 5

5 - 20

20- 50

64 4.09 2.86

71 16.96 10.37

22 46.43 26.98

Thus the variance of plates within group, for plaques, was but little

higher than Poisson expectation, and compares favorably in this respect

with bacterial plates. Of course, the greater numbers obtainable on

bacterial plates give some advantage in precision over the plaques.

For further analysis only the best set of plates in each trial was used.

There were 5 treatments (see Table I) in 6 trials, and 30 units should be

available. The mouse assay was unusually poor; only 18 units out of 30

gave standard dosage-mortality curves, while 4 more could be estimated

by interpolation. Thus, 22 out of 30 trials are available; the plaques

gave readings in 25 out of 30 trials.

These gaps in the data made a symmetrical analysis (5 dilutions by 6

replications) impracticable. Hence analysis was carried out first for

between and within replications, then with the same data for between and

within dilutions. Logarithms of estimated number of units for each were

used in analysis. Dilution showed large differences as expected. When the

log dilution factor was added to the figures to bring them all to the same

basis, no significant differences were found. With this procedure the only

difference to be expected among dilutions would be some secondary effect

caused by manipulation.
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TABLE III

Analyses of Variance of Log No. Units per ml.

Mice Plaques

Source of

Variation

Between Replication

Within Replications

Total

Degrees of

Freedom

5

16

21

Mean

Square

0.2596

0.0882

0.1290

Degrees of

Freedom

5

19

24

Mean

Square

0.0887

0.1114

0.1067

There is no indication of pronounced differences among replications,

dilutions, or between mice and plaques in variance, although with mice

replications reached the margin of significance. The latter fact may be

due to day to day variation in mouse susceptibility. Over -all mean

squares are: mice 0.1290, Plaques 0.1067.

This approximate equality of precision is not what would be predicted

from the low value of variance for plates within groups. Plaque plates

show variance similar to bacterial plates, and should thus give much

more precise results than the mouse injection assay. For 20 to 50 plates,

the variance is about 1.7 times the mean, and for a favorable condition

with 30 plaques per plate, a variance of about 51 would be expected.

This may be transformed into expected variance of log count by the

approximation of the "propagation of error" (Deming, "Statistical Adjust

ment of Data" N. Y. , 1943). If y = f(X), the variance of y may be estimated

dy \
as -г— • variance X, or 0.0107. Subsequent operations, in

going to log no. units per ml, will involve only addition of constants

and will not alter the variance. For the mouse assay, a simplification of

the formula for internal variance of log LD-50 is 1/b2 SNW where b is

probit regression, about 1.5 in this material; n is number of mice per

point; and w is probit weight, which usually averages about 0.4. This

may be further simplified into 1/0. 9N, where N is total number of mice.

For 64 mice this comes out 0.0174, as a variance under optimum conditions.

These approximations would lead us to think a single plate a little

better than 100 mice on a within-trial basis. However, in the analysis of
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variance between trials, 64 mice give about the same precision as 2 or 3

plates. This suggests a larger between-trial component of variance for

plaques than for mice. Since this is the preferred basis, an effort is

made to arrange the experimental material to study this question in more

detail.

Each individual plate count was converted to an estimate of log no.

units per ml. , and analysis was made of variance of groups and of plates

within groups. For the mice no such division is possible, but an estimate

of internal variance in each trial is given by the computed variance of

log LD50. These variances were averaged for the 18 trials that permitted

calculation. They were higher than the 0.0174 estimated as a theoretical

minimum above, though some approach it; a few large variances bring

the average up.

TABLE IV

Internal and External Variances

Mice Plaques

Source of Degrees of Mean Degrees of Mean

Variation Freedom Square Freedom Square

Between Trials 21 0.1290 24 0.1067

Within Trials 36 0.0996 43 0.0057*

* This is stepped down to mean value for comparison with variance of

group means; the value on an individual basis is 0.0156.

Thus it appears that plaques varied much less within trials than mice, but

showed a larger between-trial component of variance.

Work with the plaques on this agent is being continued, and has been

carried out as a supplement to several recent experiments. Recent results

appear somewhat like those already discussed. Plates as a rule are very

close together within a trial, and assay values are lower than those from

the mouse assays. In one recent experiment, however, plaques came near

mice in assay value. Plaques have given fairly stable results in assaying

stock preparations of "Controls", but have not so far been successful in

assaying aerosol samples. This is disappointing, but work is continuing

in efforts to solve the difficulty.
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To sum up; plaque technique has been carried out for this encephalo

myelitis virus with fair success. Plates within a group vary about as

much as bacterial plates, promising a gain in precision over animal assay,

but a large between-trial component of variance is found. Plaques give

lower assay values than animals, and have not yet been successful in

assaying aerosol samples. It is hoped that these weaknesses can be

improved with further work.



A CONFIDENCE INTERVAL FOR THE RELIABILITY

OF MULTI-COMPONENT SYSTEMS

John K. Abraham

Weapons System Laboratory, Ballistic Research Laboratories,

Aberdeen Proving Ground

INTRODUCTION . The reliability, P, of a device may be defined simply

as the probability that it functions correctly under specified conditions.

For many devices an interval estimate of this number P is desired. It is

sometimes impractical, if not impossible, to test many assembled devices,

and the suggestion has been made that parts be tested separately, and the

results combined to form an interval estimate. The present study indicates

a means of constructing an interval for P with any desired confidence

coefficient, preferably, however, greater than .90. As is the case with all

non-Neyman- shortest confidence intervals based on discrete variables, the

actual probability of coverage will generally be somewhat higher than the

selected coefficient.

For any given device with к distinct parts, P may be written in terms

of q i ... i 1 i where q. denotes the probability of the itn part failing.

The parts are assumed to function independently of one another within the

device in the same way and under the same conditions as when tested

separately. The problem considered here is that of finding a confidence

interval for P, given that n. Bernoulli trials have been conducted on the

i part (i=l, . . . , k) and that X. failures have been observed in the n.

trials.

The approach of this study is to consider the problem first for the simple

series case, and then extend the results to the general case.

For a simple series device consisting of к parts, P (expressed in terms

of the q.) can be minimized and maximized under the restriction ¿,n.q . = f
1> 1 1 *J

(Throughout this and the following sections, the range of all sums and products

is assumed to extend from i equals 1 to к unless otherwise indicated). Thus

P will be bounded on either side by functions of f . Since X = ]Tx. has

expectation ¿ and is approximately Poisson (or binomially) distributed, one

can easily find a confidence interval for F based on X, and by appropriate

computations, for the two bounding functions of F , and hence for P.
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The extension from the simple series to the more complicated devices

follows from factoring P into its series and non-series parts. Both parts

can be parametrically bounded, the series part as outlined above and the

non-series part using several approaches. From these bounds one can

write upper and lower bounds for P, and by using several independent

confidence intervals, a confidence interval for P may be obtained.

Numerical examples are given which illustrate the procedure and pro

vide comparisons with the results of some other currently used methods.

The reader who wishes to apply the results must be willing to perform

some numerical computations. Situations undoubtedly exist for which the

present approach is of little use, and in many other cases the experimenter's

supply of ingenuity may be heavily taxed to provide shortcuts peculiar to the

problem at hand. The present discussion is designed to suggest several

solutions to the problem, and to urge the reader to choose the best one

available. Most likely this choice cannot be made without first performing

trial and error calculations.

I. PARAMETRIC BOUNDS FOR P IN THE SIMPLE SERIES CASE. A very

simple case is a device consisting of к different parts connected in series.

Assuming that the parts function independently, the reliability P equals

IT (1-q.) where q. equals the probability of the i part failing. We

find (for reasons which may not yet be obvious) the range of possible values

that TT (1-qj) can assume given that ¿-i^q, equals ¿ , where the n.

are positive integers, and ¿ is a positive fixed number.

The problem of finding the range of P given ¿ can be solved several

ways, perhaps most easily by simple trial and error calculations. For

known n. and fixed f , the minimum and maximum values of P, expressed

in terms of functions of f and the n. , may be found by numerical trial and

error of various values of the q. . When P is near one (say greater than one

half), it is clear from the algebraic expansion of TT (1-q.) that 1 - L q,

will dominate, and it follows that the minimum and maximum of P (at worst,

approximately) will be attained when Lq</ subject to ¿-ni4i = r • is

respectively maximized and minimized.
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For example, if k=3, n,=500, n =250, n =300, f=l.S, the condition

12 3^

is 500q, + 250q + 300q„ = 1.5, and q + q + q is minimized when

1 2 3 1 2 3

q =1.5/500, q = q = 0, and maximized when q = q = 0, q =1.5/250,
• Li 1 3 L

A little arithmetic shows that P is indeed maximized and minimized,

respectively, at these points. Similar results easily may be seen to hold

for all values of Mess than 250. Hence for any fixed value of Mn this

range,

1 - £/250 < P< 1 - £/500

and P may assume any value in this interval, which has width r/500.

The general form of the bounds for P can be somewhat complicated,

sending on the values of the n giv

general cases are of greatest interest:

depending on the values of the n given. However, the following two

If n¿ = n = ¿_,п^/к for i=l, . . . ,k,

1 - £/ñ<P< (1- £/ñk)k

Ln - kmin n. and 0 < л <- min (min n , Ln - kmin n ),
i il -b i i 1 i i

В. If 0 <

1 - г /min п. < P < 1 - г /max n , where i=l, . . . , к.
Ь i i- - Ь i i

II. SAMPLING AND USE OF THE BOUNDS. Suppose that the results of

n. Bernoulli trials are known for the ith part of a simple series device.

If Xj denotes the number of failures observed, )G is binomially distributed

with parameters n. and q. . The variable X = LX. does not follow a

distribution having a simple form, but it is easy to verify that the

expectation and variance of X are £ , and
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S ~ ¿-.n.q. respectively. Using the method of Lagrange multipliers, it

is also easily shown that given Ç = 2_,n.q., ьп,а, attains its minimum
" о lili

value when q = f/ Ln. for all i, and hence the variance is largest when
i "Э i

all the q.'s are equal. But under the latter circumstances, X is binomially

distributed with parameters ¿n, and £ / ¿_, n. . If X were Poisson distri

buted with parameter ^ , then the variance would also be £ . Writing the

variance of X under the above binomial assumptions as V (X), and the

max

variance of X under Poisson assumptions as V (X), the following

inequality holds for all values of n. and q. , i=l, . . .k:

V(X)< V (X)<V (X) or

max P

£- ïW^-^/ïn^

Thus referring X to either the Poisson or the appropriate binomial

distribution, one should not be surprised to find greater probabilities for

the extreme tail values than under the true distribution If so, when using

binomial or Poisson confidence intervals with X, one may expect them to

be conservative in the sense that the probability of containing the unknown

parameter £" will be at least as high as the confidence coefficient of the

binomial or Poisson intervals. In the next section, comparisons will be

presented concerning these probabilities.

For the present, assuming that in referring X to the Poisson or binomial

confidence intervals one will not be led astray, it is a simple matter to look

up one or two-sided confidence limits for P, once the appropriate para

metric bounds have been chosen. For example, if the (X -level two-sided

Poisson or binomial confidence limits for £ based on X turn out to be t

t , t„, then whenever t. < £<£_t it is also true that (using the case of

nA = ñ here)

1 - t2/ñ < 1 - f/ñ" < P < (1 - £/ñk)k < (1 - ^/пк)к
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and the resulting confidence interval covers P with probability at least

1 - CX . There will be a growth in actual confidence coefficient in addition

to that due to "too-conservative" intervals because P is a fixed number

between two functions of £ , and the confidence interval covers both of

these functions.

In many cases, the q. will be known to be close to zero, and the

values of n. will be such that f may be safely assumed to be within the

range of case B, Section I, or preferably, case A. There is a way of

converting all cases into the equal sample size case, which unfortunately

throws away part of the available information and subjects the confidence

interval for P to additional fluctuation. This will be discussed further

in Section IV.

III. THE BINOMIAL AND POISSON APPROXIMATIONS. In this section

the distribution of X = ¿ X. is in specific cases compared to the distri

bution of X when referred to the Poisson or appropriate binomial distri

bution discussed in Section II. A comparison of the confidence coefficients

for С under these circumstances is also made.

For the following cases, the density of X has been computed to five

decimals:

(1) n = n = 15, n q + n q = 3 for q = 0, .01, .05, .1 and . 2 and
I ù i. x. ¿à ¿» X

the Poisson density with parameter 3.

(2) n=5, n =15, nq+nq =3, for q =0, .03, .15, .30, and . 60.

1 2 112 2 1



488 Design of Experiments

TABLE 1

Density of X^^+Xg vhen X±: В(п±, ç^); n_ ■ i^ s 15,

nlql "+" "г^ = 3

X q1=0,.2 q1=.01, .19 q!=-05,.15 v1 Poisson density

0 .03518

.13194

.23О9О

.25014

. I876O

. IO318

.03646

. 13380

. 23046

.24741

.04047

.13908

.22868

.23952

.17949

. 10248

.04239

. 14130

. 22766

.23609

• 17707

.10230

. 04979

.14936

.22404

.22404

.I6803

.IOO82

1

2

3

4 . 18542

.102975

6 .04299

.01382

.00346

.00067

. 00010

.04389

.01468

.00390

.00083

. 00014

.04635

.01705

.00520

.04736

.01804

.00576

. 00156

. 00036

.05041

.02160

.00810

.00270

.00081

7

8

9

10

.00133

.00029

il . 00001 . 00002 .00005

. 00001

. 00007

.00001

.00022

.OOOO6

.00001

12

13

TABLE II

Density of X -1-Х vhen X : B(n , cl); ^ « 5, ng ■ 15*

Vi+Va*3

X q1=0, qgr.2 q^.03, qgs.19 q^q^-15 q^-3, q^-l q^-6, q^C

0 . 03518 . 03640 . 03876 .03460 .01024

1 .13194 .13371 .13680 .13183 .О768О

2 .23090 .23047 .22934 . 23200 .23040

3 .25014 .24753 .24283 .25089 .34560

4 .18760 .18554 .18212 . 18711 .25920

5 .10318 . 10300 .10285 . 10240 .О7776

6 .04299 .04386 •04537 . 04272

7 .01382 .01463 . 01601 .01394

8 .00346 .00388 .00459 . 00362

9 . 00067 .00083 .00108 .00075

10 . 00010 . 00014 . 00021 . 00013

11 . 00001 . 00002 . 00004 . 00002
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In the two tables, n q + n q is always three, and the frequency

functions may be compared directly with the approximating binomial and

Poisson frequency functions. In Table I, the maximal variance of X

occurs when q. = .1, and in Table II, when q = .15. It will be noted in

both tables that for the extreme tail values of X, the approximating

bionomial and Poisson probabilities are too large. It is also apparent that

since Prob (X=k) is a continuous function of q , that for all values of

q (and hence q ) in both tables, the binomial and Poisson probabilities

X £

will be too large in both tails, and for more values of X in the upper

than in the lower tail. Also, in the tables, the binomial and Poisson

tail probabilities are greater than the corresponding true probabilities for

nearly the same values of X (differing at most by one point), regardless

of the value of q . The actual probabilities in both tails increase as q

and q approach equality, although they are always less than the corres-

ponding Poisson probabilities, suggesting that for arbitrary k, the distri

bution of X when all the q 's are equal is "closer" to the corresponding

Poisson distribution than when two q^s differ. This is not surprising,

for in case the q.'s are all equal, X is binomially distributed with para

meters L,n., P/ Y. n/ and if с is small relative to ¿,n., the Poisson

approximation to the binomial is known to be very good.

In this optimum case, wherein X is binomially distributed, one may

easily compare the tabled binomial and Poisson densities. For a single

binomial variable X having parameters n, f= £/n, the tail probabil

ities have been compared with the corresponding tail probabilities of the

Poisson distribution (parameter n £ = £ ) in the following cases:

(1) n£=l; n=5, £= .2; n=10, £ = -1; n=100, £=.01

(2) n£=10; n=50, £=.2; n=100, £ =.1; n=1000, £=.01

(3) n£=50; n=100,£=.5; n=500, £=.1; n=1000, £ =. 05

In all cases, exactly the same remarks as made for the sum of two

binomial variables apply, with the obvious additional observation that

an n increases, the tail probabilities of the binomial distribution
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approach the corresponding Poisson probabilities • Both the binomial and

Poisson distributions are asymptotically normally distributed (i.e., as n

and f , respectively, increase) and hence if X is large, one may expect

the difference between the two sets of confidence limits to be relatively

small.

In any particular problem, the preceding indicates that one will achieve

narrower confidence bounds for £ and hence for P, by using the binomial

rather than Poisson limits. When С is small and ¿] n. is relatively

large, the difference between the two approximating distributions becomes

quite small. When ]T n. is large and X turns out to be small, the bi

nomial confidence limits are easily and quite accurately approximated by

the Poisson limits. In the following tables and remarks, comparisons are

made of the Poisson and binomial intervals for certain small values of

n = £n., CX , and X< 30. For large values of n, the Poisson limits

will be much closer to the binomial limits than for those values tabled.

These tables have been drawn from three widely available sources:

Tables III and VI are from the binomial graphs and Poisson confidence

limit tables in "Biometrika Tables for Statisticians", Volume I, edited by

E. S. Pearson and.H. O. Hartley. They are based on the equal-tails

approach, which chooses, for a given value of X (say c) the values of a

Poisson parameter A - such that, in the two-sided case,

i=c i=o

where ( A , Д ) is to be the (X-level confidence interval. The two-sided

intervals are tabled for Poisson X = 0 (1)30(5)50, ОС = -10, .05, .02,

.01, .002, and binomial X<n, for n<1000, ОС =.05, .01.

Tables IV and VII are based on tabled published by Crow and Gardner in

Biometrika , as follows:
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(1) Crow, E. L. "Confidence Intervals fora Proportion", Biometrika ,

Vol. 43 (1956), pp 423-435. (For binomial X< n, n=l (1) 30,

CX = .10, .05, .01)

(2) Crow, E. L. and Gardner, R. S. "Confidence Intervals for the

Expectation of a Poisson Variable", Biometrika , Vol. 46 (1959),

pp 441-453. (For X=0 (1) 300, (X=.20, .10, .05, .01, .001)

The system used, described in detail in (1), is optimum in a

geometrical sense and generally yields bounds of less width

than does the equal-tails method.

Tables V and VIII are based on tables published by Colin R. Blyth and

David W. Hutchinson in Biometrika, as follows :

(1) "Tables of Neyman- shortest Unbiased Confidence Intervals for

the Binomial Parameter", Biometrika, Vol 47 (1960), pp 381-391.

(For X-^ n, n=2 (1) 24 (2) 50, (X = .05, .01)

(2) "Tables of Neyman- shortest Unbiased Confidence Intervals for

the Poisson Parameter", Biometrika, Vol. 48 (1961), pp 191-194.

(For X=0 (1) 250, CX= .05, .01)

The optimum property of these intervals may be described as follows:

Among all unbiased CX-level confidence intervals, the tabled intervals

uniformly minimize the probability of covering false values. An unbiased

interval A is defined such that if P denotes probability when the

distribution parameter is Q , that

P C0 € A) >1 - (X for all 0 and P ( Q ' £ A) ^P (of A) for all &,Q*

и 9 0

In the binomial portions of each table, the entries are ne,, nc ,

where с,, с are the tabled (X -level, two-sided confidence limits for p.
1 2

When using the Neyman- shortest tables, it is necessary to choose a

random number between zero and one and add it to X and then read the

appropriate entry.
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TABLE III

Two-sided Poisson and Binomial Confidence Limits:

Equal Tails, a = .05

X n=l0 n=íЮ n=;JO PoisiЗОП

0 .00 3.1 .00 зл .00 3.5 .000 3.69

1 .02 ил .02 5.0 .06 5.2 .0253 5.57

2 .25 5.6 .25 6.3 .22 6.6 .242 7.22

3 .68 6.5 .65 7.5 .63 8.0 .619 8.77

4 1.2 7.4 1.2 8.7 1.1 9.3 I.09 10.2U

5 1.9 8.1 1.7 9.8 1.7 10Л I.62 II.67

6 2.6 8.8 2.4 10.8 2.3 LI. 6 2.20 I3.O6

7 3.5 9.3 3.0 11.8 3.0 12.7 2.81 14.42

8 4.4 9.8 3.8 12.8 3.6 1З.7 З.45 15.76

9 5.6 10.0 4.6 13.7 4.4 14.8 4.12 17.08

10 6.9 10.0 5.4 14.6 5.2 15.8 4.80 18.З9

И 6.3 15.4 5.9 16.8 5.49 19.68

12 7.2 16.2 6.8 17.8 6.20 20.96

13 8.2 17.0 7.6 18.8 6.92 22.23

1U 9.2 17.6 8.4 19.6 7.65 23.49

15 10.2 1Ô.3 9.4 20.6 8.40 24. 7^

16 И.З 18.8 10.4 21.6 9.15 25.98

17 12.5 19.4 11.2 22.4 9.90 27.22

18 13.7 19.8 12.2 23.2 IO.67 28.45

19 15.0 20.0 13.2 24.1 11.44 29.67

20 16.6 20.0 14.2 24.8 12.22 30.89

21 I5.2 25.6 13.00 32.10

22 I6.5 26.4 13.79 33.31

25 17.З 27.O 14.58 34.51

21* l8.4 27.7 15.38 З5.71

25 19.6 28.3 16.18 З6.90

26 20.7 28.9 I6.98 38.10

27 22.0 29.4 17.79 39.28

28 23.4 29.8 18.61 40.47

29 24.8 29.9 19.42 41.65

30 26.5 30.О 20.24 42.83
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TABLE IV

Two-sided Limits: Crow and Gardner, a = .05

X n= 5 n=10 n=£0 n==30 Poisson

0 .000 2.5 .000 2.67 .000 2.86 .000 3.00 .0 З.285

1 .050 3.28 .05 З.97 .06 4.44 .06 4.89 .051 5.З23

2 .380 4.06 .37 6.03 .36 5.86 .36 6.15 .355 6.686

3 .9^5 4.62 .87 6.19 .84 7.02 .84 7.З2 .818 8.102

4 1.72 4.95 1.50 7.33 1.42 8.22 1.41 8.76 I.366 9.598

5 2.50 5.00 2.22 7.78 2.08 9.З4 2.04 9Л2 I.97O 11.177

6 2.67 8.50 2.80 10.7 2.73 10.9 2.613 12.817

7 3.81 9.1З 2.86 11.8 5.00 12.1 З.285 1З.765

8 З.97 9.63 4.I8 13.0 3.93 13.2 З.285 14.921

9 6.03 9.95 4.44 14.1 4.89 14.3 4.46o 16.768

10 7.ЗЗ 10.0 5.86 14.1 5.25 15.7 5.З23 17.63З

11 5.86 15.6 6.15 16.8 5.323 19.050

12 7.О2 15.8 7.08 17.9 6.686 20.335

15 8.22 17.I 7.32 19.I 6.686 21.364

14 9.34 17.2 8.76 20.3 8.102 22.945

15 IO.7 17.9 9.72 20.3 8.102 23.762

16 11.8 18.6 9.72 21.2 9.598 25.400

17 13.О 19.2 10.9 22.7 9.598 26.306

18 14.1 19.6 12.1 22.9 11.177 27.735

19 15.6 19.9 13.2 23.8 11.177 28.966

20 17.I 20.0 14.3 24.8 12.817 30.017

21 15.7 25.I 12.817 З1.675

22 16.8 26.1 13.765 32.277

23 17.9 27.0 14.921 34.048

24 19.I 27.З 14.921 34.665

25 20.3 28.0 16.768 36.030

26 21.2 28.6 16.77 З7.67

27 22.7 29.2 17.63 38.16

28 23.8 29.6 19.05 З9.76

29 25.I 29.9 19.05 40.94

30 27.О 30.О 20.33 41.75
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TABLE V

Two-sided Neyman-shortest Limita: a ■ .05

X+Y n=5 n=10 n=20 n=30 Poisson

.0 .0 .0 .0 .0 .0 .0 .0 .0 .00 .00

.5 .0 2.2 .0 2.5 .0 2.6 .0 2.7 .0 2.8

1.0 .0 2.6 .0 3.0 .0 3.2 .0 3.3 .0 3.5

1.5 .0 3.4 .0 4.0 .0 4.3 .0 4.4 .0 4.7

2.0 .0 3.8 .1 4.4 .0 4.8 .0 5.1 .0
•5.4

2.5 .2 4.3 .1 5.2 .1 5-7 .0 5.8 .1 6.4

3.0 .5 4.5 .4 5.6 .4 6.2 .3 6.6 .4 7.1

5.5 .7 4.8 .6 6.3 .5 7.1 .6 7.4 .5 8.0

4.0 1.2 5.0 1.0 6.6 .8 7.6 .9 7.8 .8 8.6

4.5 1.6 5.0 1.2 7.2 l.l 8.3 1.0 8.6 1.0 9.5

5.0 2.4 5.0 1.7 7.5 1.6 8.8 1.5 9.3 1.4 10.1

5.5 2.0 8.0 1.7 9.3 1.6 9-9 1.6 10.9

6.0 2.5 8.3 2.2 9.8 2.1 10.5 2.0 11.5

6.5 2.8 8.8 2.4 10.4 2.4 11.1 2.2 12.3

7.0 3.4 9.0 3.0 10.8 2.7 11.4 2.6 12.9

7.5 3.7 9.4 3.2 11.4 3.0 12.3 2.9 13.7

8.0 4.4 9.6 3.6 11.8 3.6 12.6 3.3 14.3

8.5 4.8 9.9 4.0 12.4 3.9 13.2 3.6 15.0

9.0 5.6 9.9 4.6 12.8 4.2 13.8 3.9 15.6

9.5 6.0 10.0 4.8 13.4 4.5 14.4 4.2 16.3

.0.0 7.0 10.0 5.4 13.8 5.1 14.7 4.6 16.9
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TABLE V

Two-sided Neyman-shortest Limits: a = .05

(Continued)

X+Y n=5 n=10 n=20 n=50 Poisson

11

12

13

11*

x5

16

17

18

19

20

21

22

25

21*-

25

26

27

28

29

30

6.2 14.6 6.0 15.9 5.3 18.2

7.2 15.4 6.6 16.8 6.0 I9.5

8.2 16.1+
7.5 i8.o 6.8 20.8

9.2 17.0 8.4 18.9 7-5 22.1

10.2 17.8 9.3 19.8 8.2 23.З

11.2 l8.4 10.2 20.7 9.0 24.6

12.4 19.2 11.1 21.6 9.7 25.8

13.8 19.6 12.0 22.5 10.5 27.I

15.2 20.0 1З.2 23Л 11.3 28.3

16.8 20.0 14.1 24.0 12.0 29.5

15.З 24.9 12.8 ЗО.7

16.2 25.8 13.6 З1.9

17л 26.4 14.4 33.1

18.6 27.З 15.2 34.3

19.5 27.9 16.O 35.5

20.7 28.5 16.8 36.7

22.2 29.I 17.6 37.9

23Л 29.7 18.4 39.1

24.9 30.0 19.З 40.3

26.7 ЗО.О 20.1 41.5
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TABLE VI

Two-sided Equal-tails Limits: a - .01

X n==10 IX=20 n-3Ю Poisson

0 .00 4.1 .00 4.7 .00 ^.9 .000 5.30

1 .00 5.4 .00 6.2 .00 6.6 .OO5OI 7.43

2 .12 6.5 .12 7.8 .08 8.2 .103 9.27

3 .37 7.4 .1*0 8.9 .38 9.6 .338 10.98

4 .77 8.1 .74 10.1 .75 10.9 .672 12.59

5 1.3 8.7 1.1 11.2 1.1 12.2 I.08 14.15

6 1.9 9.2 1.7 12.2 1.6 13.3 1.5* 15.66

I
2.6 9.6 2.3 13.1 2.6 Ik.k 2.04 17.13

3.5 9.9 2.9 14.0 2.8 15Л 2.57 18.58

9 4.6 10.0 3.6 14.8 3-4 16.5 3.13 20.00

10 5.9 10.0 4.4 15.7 4.1 17.5 З.72 21.40

11 5.2 16Л 4.7 18Л 4.32 22.78

12 6.0 17.1 5.6 19Л k.9k 24. 1k

13 6.9 17.7 6.3 20.2 5.58 25.5О

14

8Í8

18.5 7.1 21.2 6.25 26.84

15 18.9 8.0 22.1 6.89 28.16

16 9.9 19.3 8.8 22.9 7.57 29.48

17 ll.l 19.6 9.8 23.7 8.25 30.79

18 12.2 19.9 10.6 2k.k 8.94 З2.09

19 13.8 20.0 11.6 25.3 9.6k ЗЗ.38

20 15.3 20.0 12.5 25.9 10.35 34.67

21 13.5 26.6 11.07 35.95

22 lk.6 27.2 11.79 37.22

23 15.6 27. k 12.52 38.48

24 16.7 2&.k 1З.25 З9.74

25 17.8 28.9 14.00 U.oo

26 19.1 29.2 Ik.lk 42.25

27 20Л 29.6 15.49 43.50

28 21.8 29.9 16.24 44.74

29 23Л ЗО.О 17.00 45.98

30 25.1 ЗО.О 17.77 47.21
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Two-sided Limits: Crow and Gerdner, a = .01
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X

0

1

2

3

4

5

6

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

n=5 n=10 n=20 n=30 Poisson

.000

.010

.165

.530

1.11

1.99

3.OI

З.89

4.47

4.84

4.99

5.00

.00

.01

.16

.48

.93

1.50

2.18

2.97

3.76

4.88

6.21+

3.12

5.12

6.24

7.03

7.82

8.5О

9.О7

9.52

9.84

9.99

10.0

.00

.02

.16

.46

.88

1.38

I.96

2.58

3.26

4.00

4.18

5.48

5.86

7.26

7.98

8.48

10.0

11.5+

12.5

14.1

15.8

4.18

5.86

7.50

8.48

10.0

11.5

12.0

12.7

14.1

14.5

15.8

16.0

16.7

17.4

18.0

18.6

19.I

19.5

19.8

20.0

20.0

.00

.00

• 15

.45"

.84

1.35"

1.89

2.49

3.12

З.81

4.53

4.53

5.9^

6.18

7.47

7.68

9.24

9.87

10.4

11.6

12.9

1З.9

14.8

15.9

17.I

18.4

19.6

20.7

22.3

23.8

25.5

4.53

6.18

7.68

9.ЗО

10.4

11.6

12.9

14.1

15.2

16.I

17.I

18.4

19.6

20.1

20.8

22.3

22.5

23.8

24.1

25.5

25.5

26.2

26.9

27.5

28.I

28.6

29.2

29.6

29.8

ЗО.О

ЗО.О

.000

.010

.149

.436

.823

1.279

1.785

2.330

2.906

3.507

4.130

4.771

4.771

5.829

6.668

6.914

7.756

8.727

8.727

10.009

10.473

11.242

12.347

12.347

13.793

13.793

I5.28

15.28

I6.80

I6.80

I8.36

4.77I

6.914

8.727

10.473

12.347

13.793

I5.277

I6.80I

I8.362

19.462

20.676

22.042

23.765

24.925

25.992

27.718

28.852

29.9OO

З1.839

З2.547

34.I83

35.204

36.544

З7.819

38.939

40.373

41.39

42.85

43.91

45.26

46.50
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TABLE VIII

Two-sided Neyman-shortest Limits: a = .01

X+Y n=5 n=10 n=20 n=30 Poisson

.0 .0 .0 .0 .0 .0 .0 .0 .0 .0 .0

.5 .0 3.1 .0 3.6 .0 4.0 .0 4.2 .0 4.4

1.0 .0 3.4 .0 4.1 .0 4.6 .0 4.8 .о 5.1

1.5 .0 4.1 .0 5.1 .0 5.7 .0 6.2 .0 6.6

2.0 .0 4.3 .0 5.5 .0 6.2 .0 6.6 .0 1.2

2.5 .0 4.'7 .0 6.2 .0 7.3 .0 7.6 .0 8.4

3.0 .2 4.8 .2 6.6 .2 7.8 .3 8.1 .1 9.1

3.5 .5 5.0 .2 7.2 .2 8.5 .3 9.2 .2 10.2

4.0 .7 5.0 .5 7.5 .4 9.0 .6 9.6 .4 10.8

4.5 .9 5.0 .7 8.1 .6 9.7 .6 10.4 .5 11.8

5.0 1.6 5.0 1.1 8.3 1.0 10.2 .9 10.8 .8 12Л

5.5 1.2 8.8 1.1 10.9 1.0 11.6 1.0 13.4

6.0 1.7 8.9 1.4 11.2 1.5 12.0 1.3 14.0

6.5 1.9 9.3 1.6 11.8 1.5 12.9 1.4 14. 9

7.0 2.5 9.5 2.0 12.2 2.1 13.2 1.8 15.5

7.5 2.8 9.8 2.2 12.8 2.1 14.1 2.0 16.4

8.0 3.4 9.8 2.8 13.2 2.7 14.4 2.3 17.О

8.5 3.8 10.0 3.0 13.8 2.7 15.0 2.5 17.8

9.0 4.5 10.0 3.4 14.0 3.3 15.6 2.9 18.4

9.5 4.9 10.0 3.8 14.6 3.6 16.2 3.1 19.2

10.0 5.9 10.0 4.2 15.О 3.9 I6.5 З.5 I9.8
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TABLE VIII

Two-sided Neyman-shortest Limits: a ■ .01

X+Y n=5 n-10 n=20 n=J0 Poisson

11 5.0 15.8 4.8 17.4 4.1 21.2

12 6.0 16.6 5.4 18.6 4.8 22.6

1? 6.8 17.2 6.3 19.5 5Л 24.0

lk 7.8 l8.o 6.9 20.4 6.0 25.3

15 8.8 18.6 7.8 21.3 6.7 26.7

16 9.8 19.O 8.7 22.2 7.4 28.0

17 11.0 19.6 9.6 23.1 8.1 29.3

18 12.2 19.8 10.5 23.7 8.8 30.6

19 13.8 20.0 11.4 24.6 9.5 31.9

20 15. ^ 20.0 12.6 25.2 10.2 33.2

21 13.5 26.1 10.9 3^.5

22 14.4 26.7 11.6 35.8

2? 15.6 27.3 12.4 37.0

2* 16.8- 27.9 13.1 38.З
25 18.0 28.5 13.8 39.6

26 19.2 29.1 14.6 40.8

27 20.4 29.4 15.З 42.1

28 21.9 29.7 16.I 43.З

29 23.4 30.0 16.8 44.6

50 25.2 30.O 17.6 45.8
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It is apparent from visually comparing the Poisson limits with the

corresponding binomial limits, that except for a few cases (a total of 16),

when ОС = .05 or .01, the former completely cover the binomial limits for

n = 10, 20, 30 and in four of the tables, for n =5. In Tables III and VI

the only discrepancies occur for X < 2, where the graphed values, multi

plied by n, may be necessarily too imprecise to compare meaningfully

with the Poisson readings. In Tables IV and VII, for the discrepancies

occuring when X < 2, again impreciseness of the binomial tables may be

reponsible. For the larger values of X the behavior of both intervals is

somewhat erratic, and this plus the fact that both the tabled Poisson and

binomial intervals generally cover the unknown parameters with probability

greater than .95 or .99, indicates that an occasional slight non-inclusion

for a particular value of X is not serious. The procedure of referring to

the binomial or Poisson limits will still be expected to yeild confidence

coefficient very near to, if not greater than 1 - CX .

In all the tables, as n increases, the end-points uniformly expand

towards the corresponding values in the Poisson case. For (X = .05 or .01,

the fit generally seems to be closer for the Neyman-shortest intervals,

which is not surprising since it is the only one of the three methods that

exactly attains its confidence coefficient for all parameter values.

For values of X and n other than those tabled, several approximations

to the binomial and Poisson distributions exist, a few of which appear in

"Biometrika Tables for Statisticians".

As a check on the inclusion properties of the binomial and Poisson

approximations one may for specific examples, involving known parameters,

compute the true probabilities of covering P using the appropriate binomial

or Poisson confidence limits ((X-level). If the Poisson limits include the

binomial limits, which in turn are "too wide" for P, then one would expect

in most cases that the Poisson intervals would have the highest confidence

coefficient, followed by the "binomial" confidence coefficient, both of

which would be expected to be greater than 1 - (X • Calculations, based

on the distribution of X under the various values of q. appearing in Tables

I and II, were made to obtain the probabilities that the Poisson limits and

the appropriate binomial limits (C(-level) cover n q +n q . These proba-

bilities are given in Tables IX and X.
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TABLE IX

ProbaMlity of the Poisson Limits Covering n^ + n^ ■ 3

Interval

Equal-tails

Crow and Gardner

Neyman-shortest

nx - n2 - 15 a - .05

ql = ° ql = ,01 ql = *°5

.99575 .99509 .99312

.98195 .9801+1 .97607

.970 .969 .96U

q-L - .10 Poisson

.99221 .98809

.97^17 .966U9

.961 .952 (.95)

Interval

Equal-tails

Crow and Gardner

Neyman-shortest

ni = n2

qx=0

.99921

.99921

• 99^

15 a - .01

qi = *01 ql = ,05

.99899

.99899

.99^

.99852

.99852

.995

qx - .10

.99797

.99797

.992

Poisson

.99619

.99619

.990 (.99)

5, n0 - 15 a .05

Interval qL-0 qx - .03 qx » .15 qx - .50 qi - .60

Equal-tails

Crow and Gardner

Neyman-shortest

.99575

.98195

.970

.9951^

! 969

.99^08

.97807

.966

.995^9

.98155

.971

1.00000

1.00000

ax e 5, n2 = 15 a - .01

.99*+

Interval qx=0 qx - .05 qx - .15 qx= .30 q « .60

Equal-tails

Crow and Gardner

Neyman-shortest

.99921

.99921

•99^

.99902

.99902

.99^

.99867

.99867

.99^

.99911

.99911

1.00000

1.00000

.99** .999
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TABLE X

Probability of the Binomial Limits Covering n^ + n^ = 5

ni = n2 = 15 a - .05

Interval 4-o qx = .01 qx = .05 4-.l

Equal-tails

Crow and Gardner

Neyman-shortest

.99575

.99575

.962

.99509

.99509

.960

.99512

.99512

.95^

.99221

.99221

.951 (.95)

n. 15 a - .01

Interval q-L - 0 qx = .01 q-L = .05 qx=.l

Equal-tails

Crow and Gardner

Neyman-shortest

.99921

.99575

.995

.99899

.99509

.995

.99852

.99512

.991

.99797

.99221

nx - 5, n2 - 15 a - .05

.990 (.99)

Interval ^-o qx = .05 q-L = .15 iftx ■ .50 qx = .60

Equal-tails

Crow and Gardner

Neyman-shortest

.99575

.96057

.956

.9951^

.95871*

.955

.99U08

.95552

.9^9(.95)

.995J+9

.96089

1.00000

.98976

.992

\ B 5, n2 - 15 a - .01

.956

Interval qi = 0 qx = .05 qx - .15 ■qx - .50 qx = .60

Equal-tails

Crow and Gardner

Neyman-shortest

.9992I

•99575

• 991

.99902

.9951^

.991

.99867

.99^08

.99911

•995^9

.991

1.00000

1.00000

•990(.99) .998
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Again, one may notice that the smallest probabilities occur when

q = q = .1 and q = q = .15, where the variance of X is largest.

1 2 1 2

Also, the Neyman- shortest intervals have the smallest probabilities of

all three systems, in most cases, which is due mainly to the exactness of

these intervals. Owing to the number of significant decimals published

in tables of the latter intervals, the probabilities of coverage may be in

error by a few places in the last decimal. For example, in the Poisson

case for CX = .05, n = n = 15, the computed probability using linear

interpolation turns out to be .952 whereas the true probability is exactly

.95. The corresponding probability when CX = .01 is correst to three

decimals.

When confronted with a value of X resulting from lengthy experimental

testing, the procedure adopted might be to select from the available tables

the limits which are narrowest for the particular value of X observed, and

not to choose the bounds with respect to any optimal mathematical property.

Such a procedure defines a kind of composite interval about which little

may confidently be said concerning the probability of coverage. Preferably,

a single type of interval will be decided upon in advance of the experiment,

or else the results using different limits will be presented.

IV EXTENSION TO COMPLEX SYSTEMS. Unfortunately, the case of a

system consisting solely of non-identical parts in series is relatively rare.

More often one is interested in systems having a mixture of series and

parallel-connected parts. The following diagrams illustrate some of the

possibilities:
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CDчмш-

C2)

C4)

-и-

The squares containing numbers denote parts of the i type, and natural

subdivisions within systems may be called components. For example, the

first figure represents a system of three parts in series and one component of

two identical parts connected in parallel.

In the following examples the methods used are those suggested for use in

more general models.

In the first illustration, suppose that for the i part, n trials have

been conducted. Then from Section I,
P = 4 U-

1=1

<L) (1-q. ).
i 4
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3

£ = E niqi' and a"q42) ib£/n) ^ P^ (l-£/3n)3a-q42).

i=l

Assuming that the numbers X. are available, it is easy to find two-

sided ОС-level bounds for £ , and JJ-level bounds for q^ based on

X, + X„ + X and X. respectively. These bounds are such that the events,

say c<£<c,d<q<d independently occur with probabilities

1- (X , 1- Û respectively. But if both occur at the same time, then

l-c2/n < TT (1-q.) < (l-Cj/Зп)3, and l-d2 < l-q4 < 1-d^

and hence

0-d 2) (1-е /n) < P < (l-c/3n)3(l-d 2)

2 2 1 1

with probability (1- ÇX) x (!-/})• If Zj is chosen small enough then

(l-do2) (1-е /n), (1-е /3n)3(l-d 2)

2 2 11

will form a confidence interval for P with coefficient very nearly 1- CC •

As П approaches zero, the interval d , d will, of course, widen. But

2 2
1-d , 1-d will change by a relatively small amount. Hence one may

choose JJ very near to zero, and the resulting confidence interval for P

will not be appreciably widened.
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It may be noted that one may also lower (X a bit in order not to make the

bounds so wide, at the expense of a slight widening of the entire interval,

to ensure the desired confidence coefficient. One is really free to choose

(X and П just so long as (1- (X ) x (1- ¡J ) attains the desired number.

In this example, the width will be found to suffer least if (X is lowered as

little as possible, and JJ is made nearly zero. If (1- (X ) x (1- Jj ) is

slightly below the desired coefficient, the probability of coverage will quite

likely be higher, due to the raising of the actual confidence coefficient

noted previously.

Д 4 2 2 4
For the second illustration, P = | | (1-q.) (l-q, ) (1-q, ) . Since q9

1=3

will generally be very small, one may be willing to ignore it altogether and

A 2 2
consider P = (I (1-q.) (1-q ) , in which case the parametric bounds are

i=3 * th

(assuming n, observations for the i part have been taken, and say

£ < ) n. - 2min n. and min n^,
1=3 X i=3,4 i=3,4

where

t - n„q + n q J
3"3 4^4'

(1-q, ) (1- f/min n.) < P < (1- £/max n ) (1-q, ) ,

1=3,4 ^ i=3,4

If с , с

1 2

and d , d are CX and м -level two-sided confidence limits

1 2 r

for л" and q respectively, then

(1-d 2)2(l-c /min n ), (1-е /max n ) (1-d 2)2

2 2 i 1 i 1
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are two-sided confidence limits for P with coefficient greater than or

equal to (1- CX ) x (1- П ) . If one wishes to take account of q , then

* ù

I -level limits b. , b for q lead to

G-b 4) D-d V (1-е /min n ), (1-е /min n ) (1-d V(l-b 4)

2 2 2 i i il i

as the limits for P, with confidence coefficient at least (1- 00 x i\-ß )

x O- "Y) i where T is chosen to be very nearly zero.

In the third illustration, P = (1-q )2(l-q ) (1- il- (1-q ) (1-q ) 1 2).
1 4L 2 3 J

In this case there are several directions in which one can proceed, some

of which are listed below:

A. One can use the rather primitive inequality

(l-q)Vq 2) d-q ) (1-q )<P < (1-q )Vq *) (1-q 2) (1-q )

12 3 4 12 3 4

and find four independent confidence limits at low enough levels so that

the product of the four confidence coefficients equals 1- (X • The limits

will vary considerably in width according to the size of the X, , n , and

i i

the levels selected. If the q happen to be very close to zero, this may

i

provide narrow limits .

B. If for example 1- f/min n. < (l-q0) (1-q.,) < 1- £/max п.,
Ъ 1-2,3 2 ^ 1-2,3 l

that is 0 < F < min (min п., Y, ni ~ 2min n ), where
t 1=2,3 L i=2,3 1=2,3

5 = n q + n q , then it follows that
¿à ¿л О ó

о о 9 9

(1-q) (1-q ) (1- Г f/min n 1 ) < P < (1- Г F /max n ] ) (1-q ) (1-q )
1 4 Li> i-2,3 lJ Lb 1=2,3 iJ 1 4
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Using three independent confidence limits, one will in general be able to

arrive at narrower confidence bounds for P than by using procedure A.

C. If one is willing to ignore terms in the expansion of P which

involve products of three or more q , then one may write

i

P = l-(2q+q)+q2 + 2qq -q2-2qq -q2

1 4 1 14 2 2 3 3

and hence

2 2
1- (2q + q ) - (q + q ) < P < 1- (2q + q ) + q + 2q q .

1 4 2 3 ~ 14 1 14

With arbitrary n one will have difficulty finding confidence limits for

i

(2q + q ) and (q + q ). However in the special case that n, = 2n.
14 2 3 14

and n = n , the problem can be given a simple solution. For in this

2 3

case one may refer X + X and X„ + X to the binomial or Poisson

14 2 3

confidence intervals, using the following argument: X is distributed

2
binomially with parameters n and q and variance n q - n q . If

11 11 11

one refers X, to the binomial distribution with parameters n,/2 and
1 2 2 1

2q , which has variance nq-2nq <nq-nq , one will be

1 1111-1111

making a conservative approximation in the sense that (as in the case of

the Poisson and binomial approximations to X) the tail probabilities will

really be smaller than under the approximation. Thus a confidence

interval for 2q based on the approximation, will be expected to be too

wide. X + X may be referred to as binomial (parameters n /2 + n ,

g/ In, /2 + n I) or Poisson (parameter g = (n /2) (2q ) + n q ) fora

confidence interval for Ç . But n, = 2n means that from any confidence
о 14
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interval for £ one also derives one for 2q, + q, since л = n. (2q_ + q J
Ь 1 4 о 4 1 4

and one may divide the end points through by п.. Similarly for q + q ,

one may derive any level confidence interval desired. If с , с are two-

sided (X -level bounds for 2qf + q and d , d are two-sided P-level

bounds for q + q , then the event с < 2q + q < с and d < q +q <d

1 4 1-2 "3

2 2 2 2 2

implies -(q + q ) >-d and q +2qq <(2qq)/2<c /2

2 3 2 1 14 - 14 - 2

2 2

and 1-е < 1 - (2q + q ) < 1-е and thus 1-е -d < P < 1-е +c /2

occurs with probability greater than or equal to (1- Oí ) x (1- Q ). This

procedure also will generally yield shorter intervals than procedure A.

As an illustration of how B(n , q) compares with B(n/2, 2q ) the

following frequencies have been tabled:

X B(100, .02) b(50, .ok

0 .I3262 .12989

1 .27065 .27059

2 .273^2 . 27623

3 . I8227 .181*16

k .O902I .09016

5 •03535 .03456

6 .011U2 .01080

7 .OO313 .00283

8 .OOO74 .00063

9 .00016 .00013

10 .00002 .00002

11 .00001 .00000

D. Using the condition ¿] n.q = £ , one can find the minimum and

i=l x 1 Ь

maximum values of P. These will be functions of £ , and using X one

can find confidence limits for these functions, and hence for P.
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Unfortunately, there are several reasons why this procedure is unsatis

factory: First, the bounds are not simple to derive in many cases; and

second, their form depends upon the particular range of values within which

£ happens to lie and in instances this may be quite uncertain; and third,

the resultant parametric interval is wider than under alternative procedures.

In general, one can often find bounds for P which are almost as

narrow, and in many cases narrower, by considering groups of functions of

the q. such as illustrated in procedure В above, which are easier to

derive. Terms of the form | | (1-q ) are often the main contributors to the

value of P, while the remaining terms may be roughly bounded with little

cost in terms of width of the confidence interval. As to which of two or

more groups of parameters deserve the smallest confidence level, trial and

error calculations may best provide the answer.

One can see that with computation, values of n may be chosen to

i

minimize the length of the interval. If one also knows the approximate

size of the q , a better choice of testing procedure may be made,

i

In the fourth illustration, P= | | (1-q.) (1-q q ) (1-q ). Usually

i=l,4 * 2 3 5

q will be so small as to be entirely negligible, and P may be taken to
Э

be 7Г (1-q.) (1-q.q,).
i=l,4 * 2 á

If one tries to minimize and maximize the entire expression, subject to

the restraint, the result, even when all the n. are equal to ñ, is in many

situations unsatisfactory. The bounds for one range of values of

f = n q + n q are f/ñ, 1, which, if ñ is large relative to f , is
■b 1 1 4 4 о -Ь

much too wide to be of any practical value. In the general case, however,

one can often use the bounds for (1-q.) (1-q .) and q9q~ to provide bounds

for P. For example, if ^ = n^ + n^, ¿2 = n q2 + ngq ,

(1- £ /min п.) (1- g /4n n ) < P < (1- ( /max п.) is valid when

-r 1=1,4 1=1,4

£ < min ( Y, ni ~ 2min ni' min n<)' and Co < min (n9' no)-

1=1,4 1=1,4 1=1,4
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X + X gives bounds for F and X + X gives bounds for F , where

14 *i 2 ' 3 ^2

the product of the two confidence coefficients is 1- (X . In this case a

narrower interval will result if the confidence coefficient for F is taken

much closer to 1- (X than the coefficient for £ .

Ù

In summary, to find a confidence interval for the reliability of a given

system, the following approaches are suggested. Some numerical trial and

error may be necessary to select the most promising parametric interval.

¿1) The upper and lower bounds for P are found under the restriction

n q = £ . The upper bound for one range of values of F will be the

solutions of the equations bP/bq, = An, (i=l,.,.k), A/ 0, and

t, = Ln.q,. The bounds for other ranges of £ may be found from trial

and error of various numerical quantities in P. The lower and upper bounds

will both be functions of ¿Land the known constants. A confidence

interval for С based on ¿X can be appropriate algebraic manipulation

determine the confidence interval for P.

(2) Alternatively, P is separated into products of simpler functions,

■J*. n r_d_

such as d-q.)

Li=a ' .

TT a-v and the parametric bounds for each
j

Ll=C

product found, as in illustrations 3 and 4. Then by trial and error the

confidence coefficients of limits for the bounds of each product are deter

mined so that the probability of covering P will be at least 1- ОС , and

the interval will have small, if not minimum width. If there exists prior

information that certain q 's are small then one may be willing to neglect

i

powers of q greater than two, simplifying the computations. With a

i

small amount of trial and error and even a vague idea about the size of the

q., one may determine the various confidence coefficients in the product.

(3) If both (1) and (2) are unsatisfactory approaches, one may expand

P in terms of the q, , which may then be divided into homogeneous poly

nomials of ascending dimension . The first group will be a linear combina

tion of the q_, the second will be a quadratic form, etc. Often the q
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may be felt to be so small that forms of higher order can safely be neglected.

At any rate, the linear group will contribute most to the value of P, and by

the device illustrated in method С of the third illustration, one may obtain

bounds for this group, and rougher bounds for the other groups, and hence

for P. In this case one must have at least some of the n in certain known

i

ratios to each other. If the experiment has already been conducted and this

is not the case, one may pick a new set of n". such that the n1, are pro-

l i

perly related to each other and n'. <¡ n for all i. Then if one randomly

i i

selects n'. observations from the n. Bernoulli observations previously

obtained using a table of random numbers, the new total number of failures

in n' , say X' , will be distributed binomially with parameters n' and

i i i

q. . One may then proceed as before, using the approach of method C,

illustration 3, having thrown away some of the available information .

However, this method is a variation of an approach to the confidence

interval problem, due to Dr. D. H. Evans of Bell Telephone Laboratories,

appearing in Reference 2.

(4) If none of the previous attempts succeeds, one may search for

weaker bounds for P and use independent confidence intervals, such as

described in method A of the third illustration.

Prior investigation into the desirable sizes of the n in general will

often simplify computations, in addition to giving a narrower confidence

interval. All the remarks and examples given above also apply to the case

in which one-sided intervals are desired. The lower parametric bound of

P is usually easy to determine from a small amount of numerical trial and

error.

V. NUMERICAL EXAMPLES. In the following computations the Poisson

confidence limits were used in preference to the narrower binomial

intervals for the following reasons: (1) For sample sizes as large as in

the examples, there is little difference between the two; (2) The binomial

limits are not easy to compute, it being necessary to use approximating

formulas for the incomplete beta function in some cases; and (3) The

Poisson limits are immediately available.
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In problems where the sample size is, say less than 50, it is advisable

to use binomial limits.

Consider the first illustration in the preceding section, and suppose that

1 =n2=n3=n4n, = n „ = nn = пл = 500, and the numbers of failures observed are X = 3,

X =1, X =10, and X = 2 and hence i. X =16. If one fixes

2 3 4 £ i

i=l

4

£= £ n q. for various values and investigates the behavior of P, it may

1

be seen that for £<500, 1 - £/500 < P < 1 - (#500) , where

3 2

P = |T(l_qJ (l-q, )• In this case, the .05 level two-sided Poisson
. , i 4

1=1 С
confidence bounds for 500^ are 9.598, 25.400 (Crow and Gardner).

Accordingly, the confidence bounds for P are .9492, .9996.

Alternatively, one may make use of the inequality

(l-q42) U-f/500) < P < (l-£/1500)3(l-q42)

where E = £ n.q.. The .05 level two-sided confidence bounds for £ are

i=1 4

8.102, 22.945 (Crow and Gardner) and the .0 1 level two-sided interval

2
for q (equal-tails Poisson using the X distribution as tabled in "Bio-

4 5

metrika Tables for Statisticians") is (.0 6, .0345). The resulting .05

level interval for P is (.9530, .9839), appreciably narrower than before.

A third procedure in this illustration involves expanding P in terms of

the q. and ignoring the non-quadratic and linear parts . The result is that

P = 1- £ + Z.4.qi-q4# and maximizing £ 4.q. subject to

i<j i<j 1 J

3

500 Yj 4- = r • one an"ives at the inequality

i=l
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о 2 2

l-£/500-q < P < 1- £/500 + £ /3(500) .

In this procedure the one-sided .01 level upper bound for q may be

used with the two-sided .05 level bounds for f . The bounds for f are

again 8.102, 22.945 and the upper bound for q. is .0335 (using the

2
X tables in Biometrika "Tables"). Performing the calculations, the

,05-level bounds for P under the above assumptions are .9529, .9845.

From this example, it is again shown that the method of minimizing the

entire expression P(q, , . . . q, ) subject to ¿n q ~C does not necessarily

1 к i i Ъ

result in the shortest confidence intervals. For a particular set of n values

i

it will be advantageous to gain an idea of how wide the resulting parametric

interval will be under more than one of the approaches suggested. There is

nothing "illegal" about picking the method which yields the narrowest

parametric interval for a particular problem.

There have been various procedures suggested for finding confidence

intervals for P, two of which have appeared in Reference 2. The first

method described in the report depends on the Tchebycheff Inequality, and

for the previous values of X , n , yields two-sided .05 level bounds of

i i

.9393, 1.0000. Assuming that the mode equals the mean, the interval

becomes .9503, .9940. The second method, due to D. H. Evans, depends

on a randomization procedure and in the above illustration necessitates

using only 250 observations for each of the first three components. The

number of failures Y out of 250 complete systems constructed ranges

between 0 and 16. For a few of the values of Y (the expected value of

Y is approximately 7 ) the intervals are as follows:

Interval Bounds

Y (Poisson, Grow and Gardner)

CX= .05 3

7

10

15

968 .997

945 .987

930 .979

905 .968
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In comparing these results with the previous Poisson limits, it is to be

noted that the randomization approach suffers from the disadvantage of

being unable to utilize all the information available in the samples. On

the other hand, if n = n = n = 500 and n = 1000 one may obtain a

12 3 4

more meaningful comparison of the results of the two procedures. In this

case, Y may vary from 10 to 15, and gives the following table of

intervals:

TABLE XI

Confidence Interval

P(Y) (Poisson, Crow and Gardner) Length

a= .os

15 .0009 .9525 .9838 ,03 13

14 .9158 .9541 .9838 .0297

13 .0808 .9573 .9866 .0293

12 .0024 .9593 .9866 .0273

11 .0000

1 .0000 Expected Length

.0297

The previous Poisson limits, using the bounds

(1-q.2) (l-f/500) < P< (l-£/1500)3(l-q42)

give the .05-level interval (.9538, .9839), with length .0301. While the

randomization procedure almost always yields a slightly shorter interval

(with probability .9991), the Poisson interval is for any given data a fixed

interval. Only the interval corresponding to the most probable value of Y is

completely included in the Poisson interval in this example.

For more complicated models it becomes difficult to calculate the

probability density of Y even when the most favorable sample size relations

are attained, and hence to compare the resultant limits with the Poisson

limits. However the mean and variance of Y may be computed and confidence

intervals for values of Y reasonably near EY may be compared to the

Poisson limits with respect to width and centering. It appears that when
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information must be thrown away to use the randomization approach, the

Poisson interval based on parametric bounds may be appreciably shorter.

In the optimum case for the randomization method, the interval seems to

be slightly shorter on the average than the corresponding Poisson inter

val, at the price, however, of an increased variability.

If in the same illustration, n = 500, n = 250, n = 300, n ■ 500

T 3 2 4 с
and X=X =X =X =0, then for ¿¡o<\r n - 3min n, , that is, tn< 300,

1 2 3 4 ¿.L^ i i=1/2/3 1 2

one can use 1- £,/250 < P < 1 - (£/500)2 or

(1- £ /250) U-q. ) < P < (1- £,/500) (1-q )
°2 4 d2 4

F 4 ? 3
where С, = У n q , с = Í nq . If a .025-level lower bound for P is

1 *-" 11 °? i ,1 i=l ! » ¿ i=l X 1

desired, one can use the upper bound in the Poisson equal-tails .05

confidence limits for f , y . For all X =0, the lower bounds for P

¿>1 >2 i

turn out to be (using the .01 upper Poisson bound for q ) .9852 and

4

.9847 respectively. In this system, the first inequality will provide

lower limits when X =0 and the second, when X is positive. As

4 4

remarked before, it is undesirable to select the confidence bounds on

the basis of the particular sample point observed, and hence the greater

lower parametric bound attained by the second interval (for q < . 7)

seems to make it preferable.
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NORMALLY DISTRIBUTED

E. L. Bombara

Army Rocket and Guided Missile Agency

U. S. Army Ordnance Missile Command

Redstone Arsenal

ABSTRACT

This report describes the theory and application of demonstrating reli

ability of compliance with single specification limits. Two statistical

methods are used: the variables sampling plan method and the tolerance

limit method. These methods, respectively, determine sample size and

demonstrate reliability of compliance with specification limits at a pre

scribed confidence level. They may be applied to internal and external

ballistics data of weapons systems.

INTRODUCTION

This reliability report explains the use of two sets of tables for the pur

pose of demonstrating reliability of compliance with one-sided specification

limits when data is normally distributed. The variables sampling plan factors

presented in table I may be used when sample sizes are to be selected to

demonstrate such reliability. Factors for one-sided tolerance limits in

table II may be used when the purpose is not to select sample size, but

only to demonstrate reliability at a fixed confidence level. Both tables I

and II are prepared using two different methods:

1. The approximate method of one-sided tolerance limits (modern-type

values), and

2. The exact method using the noncentral t-statistic (bold -face -type

values).

Comparison of these data gives an indication of accuracy of the much-used

one-sided tolerance factors.
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The best demonstration of reliability of a complete missile system is based

on the number of successes and failures of the system to accomplish its in

tended mission. The same also applies to component reliabilities; however,

in many instances it is economically impossible to obtain a sufficient sample

size for realistic demonstration. The problem does not appear to be resolv

able for a complete system,* but practical methods are available for partial

reliability demonstration; for example, demonstration of compliance with

specification limits. Such demonstration is based on a measurement that

characterizes each sample unit with respect to a numerical scale. Points on

the scale on one side of the specification limit should describe success, and

the other points should describe failure of the component characterized.

Sometimes extreme values (high and low) of a variable describe failure and

intermediate values describe success. At other times, failure is described by

just one extreme. This report is concerned only with the latter category.

The primary assumption for the variable measured is that it be normally

distributed. (Methods outlined herein give invalid conclusions if the dis

tribution is other than normal. )^ A specification limit should be set so that

values below the limit describe success and values above the limit describe

failure or vice -versa. The procedure, then, is to test the component to

determine whether its performance is or is not on the successful side of the

specification limit. Suppose that in hydrostatic testing 12 pressure vessels to

failure, all fail above the minimum stress level (2200 psi) specified in accord

ance with its expected environment. The success-to-trials ratio of 12/12 dem

onstrates a reliability of .825 at the 90% confidence level, but we have not

considered the distribution of the observed burst pressures as compared to the

specification limit. The reliabilities demonstrated in figures 1 and 2 are

both .825 at 90% confidence on the basis of success-to-trials, but is this a

fair or complete evaluation? Obviously, the probability that a burst will

occur below 2200 psi is much greater for the results shown in figure 1 than

for the results shown in figure 2. Thus, the reliability of motor cases des

cribed by figure 2 is superior to those described by figure 1.

^Where large sample sizes are available, system reliability is best demon

strated using attributes, the ratio of success to total trials. Small -sample

methods outlined in this paper cannot substitute for this method

Investigation of distribution should precede the use of methods outlined

herein to insure normality, particularly in the tail of the distribution.
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(Using the variables approach and table II, .90 reliability is demonstrated

at 90% conficence in figure 1, but more than .999 reliability is demonstrated

at this confidence in figure 2.) It is assumed, of course, that sampling

is random, that no shift will occur, and that manufacturing quality control

is rigid. This improvement will show up on a success -to-trials basis only

if sample sizes are very large. As a general rule, reliability demonstration

on a variables basis does not require as large a sample size as does demon

stration on the basis of success to trials.

Two procedures based on variables are outlined below, tables for which

are described in Discussion. Equations used in constructing these tables

are given in Appendix A, and derivations of these are presented in

Appendices В and C, for the two respective procedures. The first pro

cedure, using table I, is established for selecting sample size and

testing reliability hypotheses. It should be used when systems are tested

to determine whether reliability is or is not as high as a prescribed value,

with the power of discrimination from some lower minimum acceptable value.

The second procedure, using table II, is established to demonstrate

reliability at a fixed confidence level. The latter should be used for
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reliability demonstration when the number of tests has been previously

fixed. This procedure, using table II, permits demonstration of reliability

and confidence without power of discrimination; only the former procedure,

using table I, should be employed to select sample size.

DISCUSSION

VARIABLES SAMPLING AND TOLERANCE LIMIT METHODS. Tables I and II

were prepared to simplify computations using the equations of Appendix A.

These tables are applicable only when the data to be analyzed is normally

distributed. Modern type values in table I give the solutions to equations (3)

and (4) and in table II give the solution to equation (7). Values appearing

in bold-face type, computed from the noncentral t-statistic, are more

accurate than the modern type values. Illustrations of the use of the tables

are given below.

Variables Sampling Plan Method.

1. Suppose we wish to fire a number of rocket motors in static tests

for the primary purpose of deciding whether reliability of compliance with

a specification limit is higher or lower than specified values; that is, we

want to discriminate between two reliability levels. For example, suppose

that because of g-load limitations, thrust must not exceed a single upper

specification limit, U = 12,000 lbs. Suppose further that the absolute

minimum g-load reliability requirement (reliability here is the probability

of not exceeding U) is R, = .95, and RH = .9995 is set as a goal. We

will make one of these two decisions:

a. Reliability is at least .9995, with risk ß when it is actually .95.

b. Reliability is less than .95, with riskC&when it is actually

о *Э J J \J a

Suppose we let C6= .05 and ß>= .05. From table I, CX,- .05,

/3 = .05, R = .9995, and R =. 95 gives К = 2.47. If we do not know

H L

the standard deviation, С , from previous experience with the tested

motor or a similar motor, the number of motors to be tested is n = 17. If

we know (T based on a large amount of experience , the number of motors

to be tested is n' = 5. As a general rule, we recommend that /U. be

assumed unknown. After the motors are tested, compute the mean value of

maximum thrust, X. If the standard deviation is unknown, the quantity of

X + Ks is computed, where s is the sample standard deviation. If the

standard deviation, (f , is known, X + КС is computed instead, and
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utilized in the same manner as X + Ks to arrive at a decision (K is the

same in either case). Suppose the standard deviation is unknown, X

obtained from 17 static firings is 11,150 lbs., and s is 320 lbs. Then

X+ Ks = 11,150 + (2. 47) (320) = 11,940 lbs. Because this value is not

greater than the upper specification limit, U = 12,000 lbs, we decide

that reliability is at least .9995, but with 5% risk (100/0%) of making this

decision when it is .95. (The demonstrated reliability here is not .9995,

because there is a 100/5% = 5% chance of deciding .9995 reliability when

actually it is .95). If X + Ks should be greater than U, we would decide

that reliability is less than .95, but with 5% risk (100C6%) of this decision

when it is .9995. The two risks, 0i> and ß were both chosen equal in this

example. If the risk, ß , of accepting unreliable components must be less

than the risk, Ob , of rejecting reliable components we would choose £<.(X ,

and conversely.

3. Table I may also be used when the specification calls out a single

lower limit, L. Values of K, n, and n' are the same; only the decision

procedure is changed. If X - Ks ^ L we make a decision such as that in

paragraph la above. Otherwise, we make a decision such as that in

paragraph lb. Again, & is substituted for s when the standard deviation

is known. It is seen that if a normal distribution of variables data can be

assumed, it is possible to demonstrate high reliability using a relatively

small sample size.

4. It may be noted that n or n' = 5 is the smallest sample size shown

in table I. This is because it is considered poor practice to use a sample

size smaller than this. Also, the approximation for К using equation (3)

in Appendix A is very poor when n < 5.

Tolerance Limit Method.

1. Table II is provided for use when the number of test firings has been

fixed in advance, not on the basis of reliability hypotheses. It should not

be used for selecting sample size. It permits demonstration of reliability

at a given confidence level, but does not permit discrimination between two

reliability levels as is the case for table I.

2. Suppose that, in firing a rocket motor, reliability of .998 of not

exceeding the maximum allowable g-load must be demonstrated at the 90%

confidence level. Suppose the g-load limit corresponds to an upper thrust

limit of U = 28,8001bs. Thrust data is available from 15 motors of the

same type. From table II, 90% confidence, sample size 15, reliability .998
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gives the factor Kc = 3.9. Suppose the mean and standard deviation of

the 15 thrust values are 26,000 lbs and 620 lbs, respectively. Then

X + Kcs = 26,000 + (620) (3.9) = 28,400 lbs. Because this value does

not exceed U = 28,800 lbs, a reliability of at least .998 is demonstrated

at the 90% confidence level, assuming normally distributed average thrusts.

if X + Kcs had exceeded 28,800 lbs, it would have been concluded that

the .998 reliability was not demonstrated at 90% confidence. If the

specification were a lower limit, L, table II would be used in the same

manner to obtain Kc = 3.9, but the decision procedure would be modified:

only if X - Kcs were not less than L would reliability .998 be demon

strated at the 90% confidence level.

3, It is not good practice to use table II when n is less than 5

because approximations used in derivation of statistical tolerance

methods are invalid for such small sample sizes. Also from a practical

standpoint, it is dangerous to use such small sample sizes in making

decisions.

ACCURACY OF FACTORS USED IN VARIABLES SAMPLING PLAN. The

round-off in table I was based on a comparison of K-values in table I to

those in reference 3, table 1.2. The latter, available for CO = .05,

P = .10, were computed from tables of the noncentral t-distribution by

Johnson and Welch (reference 10). They are shown in bold -face type.

Comparison of these tables also indicated that n (not n') in table I might

be increased by one as a conservative measure. (Table 1.2 in reference 3

was constructed using an iterative procedure and the noncentral t-statistic.

A simplified iterative method is given in reference 9, pp. 10-16). Modern

type K-values in table I are more accurate than modern type Kc values in

table II, because division of two quantities biased in the same direction

(see equations (1.3) to (1.5), Appendix B) reduces the bias of the quotient.

The bias in n is not reduced because n is obtained by subtracting

equation (1.4) from equation (1.3), not dividing.

hi sample size (n) is 15 or less, it is recommended that n - 1 be used

to find Kc from modern-type values in table II (except at the 95% confidence

level.)
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ACCURACY OF FACTORS USED IN ONE-SIDED TOLERANCE LIMITS.

Data in table II was rounded off, such that although the error in the last

digit of values in modern type is at times as much as 3 or 4, it is usually

not more than 2. The round-off was based on a comparison of К -values

in table II to those obtained from noncentral t-values in reference 9. The

latter values are shown in bold-face type in table II. Round-off procedures

were extrapolated for reliabilities in the ranges .01 to .70, and .9991 to

.9999. Bold-face factors in table II are more accurate than factors in

modern type because the former were computed from the exact noncentral

t-distribution. They were obtained by using equations (10) and (11) below in

conjunction with reference 9. Reverence 9 indicates that bold -face values

are accurate to all three digits except for an occasional inaccuracy of 1 or

2 in the third digit. Some of the factors in bold-face type were checked

by comparison with reference 7 and also reference 6, in which a recursion

formula is utilized for computation of tolerance factors with confidence

coefficients of .90, .95, and .99. On occasions, differences were as

much as 2 in the third significant digit, but usually not more than 1. For

all levels of confidence in table II (except 95%), n = 5 to 15, it appears that

the K-factor for n-1 is a closer approximation to the true value than the

factor for n itself. Therefore, it is good practice in this region to sub

tract 1 from the sample size before finding the factor. This bias in the

tables is based on comparison with K-factors shown in bold-face type.

From equation (2.1), Appendix C, we see that for the case С = .50,

Zc = 0 when X + Kcs is assumed normally distributed with mean /Л-+ Kc С .

The value of K„ becomes К =¿rZ /E(s) , where E(s) is С times a function

R

of sample size, n, and the ratio of gamma functions of n. Thus, a large

portion of the bias of the sample standard deviation is taken into account

although some bias remains due to departure from assumed normality. The

larger portion of the bias is accounted for by the bias of the sample

standard deviation when one-sided tolerance factors are used. Note that

using equation (7), which is biased because of the bias in the standard

deviation, when С = .50, Zc = 0 and К = ZR. From a normal distribution

table such as reference 4, it is seen that the bias is greater between

modern type data and Zp than between modern type and bold-face type

data. (Modern type data for 50% confidence in table II was adjusted

for bias of the standard deviation as explained above in this paragraph.)
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Appendix A

EQUATIONS FOR OBTAINING FACTORS

GIVEN IN TABLES I AND II

EQUATIONS FOR FACTORS USED IN VARIABLES SAMPLING PLAN. l

Suppose that, in accordance with specifications, a measured variable must

not exceed a single upper specification limit, U. Suppose further that the

minimum acceptable reliability associated with this variable (for this purpose

"reliability" isdefined as the probability of not exceeding U) is R_ = .99, and

Rtt = «999 is set as a goal. Let us test the hypothesis, HQ that the true

reliability is R„ against the hypothesis, Hp that the true reliability is

R^. If we make the decision (based on our sample) that reliability is at

least R , we would like to be sure that only 100 ß% of the time will we

make this decision when the true reliability is RT . Conversely, if we make

the decision that reliability is less than Rx , we would like to be sure that

only 100 0L% of the time will we make this decision when the true reliability

is R . Decision procedure is as follows:

H

if

(1) X + Ks £ U, accept HQ (decide R£RH)

if

(2) X + Ks >U, reject H0 (decide R<RL)

X and s are the sample mean and sample standard deviation, respectively,

taken from a sample of size n, U is the upper specification limit and

О) к= ZrlZi-°° * Zrhzi-£

(3a)

When Ci= ß this becomes

(Z + Z ) /2;

RL RH

These equations were utilized to construct modern type data in table I ,

therefore, the results obtained by using them are no more accurate than

data in table I.
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(4)

n
2i-q ♦ zi-ß\ 2
-^ Г" I (1 + KZ /2)

All Z" s are one-sided normal deviates. In the event that the true

standard deviation (ff) is known from past experience, s in (1) and (2)

should be replaced by ö .# and the quantity (1 + К /2) in (4) is deleted.

К remains unchanged.

If the specification should call out a one-sided lower limit, L, only

the decision procedure is changed. Equations (1) and (2) become

(5) If

(6) If

X - Ks > L, accept Hg (decide R > RH),

X - Ks < L, reject H (decide R <. R ).

U Li

Derivation of this plan is presented in Appendix B. Theory and

applications are also presented in references 1, 3, and 9.

As an illustration of the equations above, let Rt = .99, RH = -999,

0t> = .10, ß = .05. From a normal distribution table, 2^=2.326,

Zj^jj = 3 .090, Z1-Ci/= 1.282 and Z1& = 1.645. Then

(2.326) (1.282) + (3.090) (1.645)

1.282 + 1.645

= 2.76

For sigma unknown,

n
1.282 + 1.645

3.090 2.326

1 +
2.76'

= 70.4 ~ 71

For sigma known (deleting right-hand parenthesis),

n' = 14.68 ^¿15.
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These are the same results as given by table I for OL, = .10. |2> = .05,

R = . ЭЭУ , К =.ЭУ.

H L

EQUATIONS FOR FACTORS USED IN TOLERANCE LIMITS.1 In review,

the equations for factors given in table I were applicable only when a

sample size was to be selected in advance for the primary purpose

of discrimination between a minimum acceptable reliability, R , and goal

reliability, R . One either decided that reliability was as good as Rtt

with risk ß when it was actually RL or decided that reliability was worse

than Rl with risk & when it was actually Rjj. Specifically, an inference

was made that the sampled population was "positioned" such that either

the proportion Rtt of the population lie on the acceptable side of the

specification limit, or the proportion R, lie on the acceptable side of such

limit.

Regarding equations for factors given in table II, suppose that a test

program has been designed for purposes other than reliability evaluation.

The number of firings in this case has not been established to test

reliability hypotheses. In this situation we desire only to demonstrate

reliability at a given confidence level. (Confidence is the probability

that we are correct when we say that reliability of at least R is demon

strated). The information obtained does not permit discrimination

between two reliabilities as in the former case. Also, the population

is not positioned with respect to a specification limit according to a

reliability hypothesis.

Suppose there is a single upper specification limit, U, above which

material is defined as defective. In order to demonstrate a given reliability

at a selected confidence, the quantity X + К s is computed such that

there is confidence С that this quantity contains at least the proportion

R of the true population below it. If X + Kcs < U, it may be stated

that reliability of at least R is demonstrated at confidence level C.

X and s are the sample mean and sample standard deviation, respectively,

taken from a sample size n. Kr is defined by

These equations were utilized to construct modern type data in table

II; therefore, the results obtained by using them are no more accurate

than the data in table II.
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(7) г

С IR (■Vi
Zc2

2(n-l)

Z.c2 1

1 -
2(n-l)

Where n is sample size and Zr, Zc are the respective one-sided standard

normaí deviates corresponding to R and C, available in a normal distribution

table.

As an illustration, it is desired that reliability of at least .998 of not

exceeding the maximum allowable g-load in firing a rocket motor be demon

strated at the 90% confidence level. Suppose the g-load limit corresponds

to a thrust limit of U = 28,800 lbs. When R = .998, ZR = 2.878 (look up

2.(.998) - 1 = .996 in reference 4). Similarly, when С = .90, Zc = 1.282.

Suppose funds permit that a sample of n = 15 motors of the same type are

to be fired under homogeneous conditions. From (7) above, Kc = 3.9.

This result is the same as that given in table II, for 90% confidence,

.99« reliability, n = 15.

If the specification limit were a lower limit, L, below which material

is classified as defective, equation (7) still applies, but decision

procedure is modified. If X - К s >_L, reliability R is demonstrated at

confidence level C. Otherwise reliability R is not demonstrated.

Derivation of equations for reliability estimates based on a one-sided

tolerance limit is presented in Appendix C. Theory and applications in

other areas are presented in references 2,3, and 6 through 10. Other

applications in ordnance engineering are presented in reference 5.

EQUATIONS FOR FACTORS IN BOLD -FACE TYPE IN TABLE II. Equation

2.1, Appendix C, may be written as:

(8)

p([(u, -Х)Уп~ + ^Vn"] /s <KcVñ~)= С.

The left-hand side of the inequality is the noncentral t statistic with

n - 1 degrees of freedom and parameter of noncentrality Zryn. This is

seen more clearly by writing the left-hand side of the inequality in the

form
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tn-i'Z^iTT

■/утг

R,M s /<r

Reference 9, tables of the noncentral t-distribution, gives the prob

ability integral

(10)

1п-гклДТГ^хл/Г) = с

Since Z^ = К , and f = n-1 in this case, the left-hand member of (9)eZR

:icaiis identical to the left-hand sides of inequalities in both (8) and (10). The

relationship between a one-sided tolerance factor and the noncentral t-

statistic tabulated in reference 9 is therefore given by

(U)

Kc =

-^

Appendix В

DERIVATION OF A VARIABLES SAMPLING PIAN

FOR TESTING RELIABILITY HYPOTHESES

STANDARD DEVIATION UNKNOWN. Suppose we have material which is

defective if a measure describing the material exceeds a single upper

specification limit, U. Suppose also that the hypothesized population

proportion of reliable material is R , so that p-R„ + Z^w °" = U. The

population standard deviation, С , and the population mean, \J~ , are

unknown. Based on a sample of n observations, we wish to test the null

hypothesis R = R„ against R = RT , where R < R
rl L L Jci

These sketches are intended for assistance in deriving the sampling

plan:
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U

(Drawn such that OL = ß „ )

Figure 3. - Distributions of X and X + Ks

This plan assumes that X is normally distributed with mean /L6. and

standard deviation (X and that X + Ks is approximately normally dis

tributed with mean /JL + К CT and standard deviation

4±
See reference 1.

2(n-l)
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The null and alternate hypotheses are

H0: R = RH

V R = RL< RH

or

or

¡Л ♦ КС »ybü

RH
+ КС

Г + K<r mftlL + ™

Then

(1.1)

(1.2)

X + Ks < U I R =

4
X + Ks < U I R - RL j

]- i -a,

Where X and s are the sample mean and sample standard deviation,

respectively. Substituting U = ¡Л + Z <r, and U = fjL + Z С '

the solutions of (1.1) and (1.2) are

<MRH ♦ W > " <^rh + "*" >

or

/1 \ к^

^Vn 2(n-l)

(1.3) «JTT — К ^^»

V n 2(n-l)

Jl -Où

(^RL + ZRLCr) - (^RL ! KCX)

7Г

cr\¡¥^T^W

•ß •

or

(1.4) ZrL " K

VE
1 + К

^ z

2(n -1)

Ï
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Dividing (1.3) by (1.4) and substituting Z^ _ л = -Za

When d/ = p, this becomes

(1.5a) К = (1/2) (Z + Z )

RL RH

Subtracting (1.4) from (1.3), squaring and substituting Z^_ a = -Z q ,

(1.6) / z.« + z. i,:

n
'-«■ 'l-Ь , . K2.

The procedure for testing the null hypothesis above is:

If

(1. 7) X + Ks >U, reject Hq with probability (X when Hg is true.

If _

(1.8) X + Ks <_ U, accept H with probability ß when H is true.

KNOWN STANDARD DEVIATION» By following the same type of deri

vation as above, but assuming the standard deviation, С , known, one

obtains К identical to that of (1.5) above (the denominators of (1.3) and

(1.4) become l/yñ) and effect on sample size is to eliminate the latter

parenthesis from (1.6). Thus, the sample size assuming a known standard

deviation becomes

°-9) n.J zi-*+ziV2

ZRH" ^L
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Procedure for testing the null hypothesis is the same except that O" is

substituted for s in (1.7) and (1.8). Computation of s, the sample

standard deviation, becomes unnecessary.

It is recommended that these procedures for testing reliability hypotheses

not be used for sample sizes (n) less than 5.

Appendix С

DERIVATION OF EQUATIONS FOR RELIABILITY

DEMONSTRATION BASED ON A ONE-SIDED

TOLERANCE LIMIT

Let /x. and С be the true population mean and standard deviation,

respectively, of some ballistic performance parameter, and let Zo be

chosen (from a normal distribution table) such that the proportion R of the

population will lie below U. + Z <T • Let X and s represent the estimated

mean and standard deviation, respectively, obtained from a sample of size

n taken from this population.

If a constant, Kc (greater than Zn when С ^.50), can be found such

that 100 C% of the time X + Kcs "¡> il* Z^tf, we have confidence, C,

that at least the proportion R of the population will lie below X + K_s.

Therefore, provided that X + Kcs is not greater than a single upper

specification limited, U, we have demonstrated reliability of at least R

at the 100 C% confidence level. The above reliability and confidence

may be expressed by

(2.1) P(X + Kcs > ¡л* Zj^r) = С

In order to find К to satisfy this equation, we must specify a dis

tribution for X + Kcs . As stated in reference 1, we may assume that, if

X is normally distributed, X + Kcs is approximately normally distributed

with mean LL + КС(У and standard deviation

when n > 5, say. Let Z be the number of
— ' с
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such standard deviations between the mean of this population, U- + К (У ,
. »с

and the value М- + %^<У . It is apparent that /^ + KC¿T must be greater

than /^ + ZpíT to satisfy equation (1) in the case when С is greater

than .50. This sketch on the next page shows the distribution of X and

the corresponding distribution of X + К s, as figure 4.

X + Kcs

Figure 4. - Distributions of X and X + Kcs

must be found such that the proportion of area under the curve above

+ ZrCT is C, the probability that X + Kcs >_ /x, + Zj^o" . The

solution to equation (2.1) is obtained from the standard normal deviate

К
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(2.2)

Zc =

which gives,

£Z K°a ~..(M~* Zr0')

C>J\/n + kJ /2(n -1)

2 i

1 -
2 (n - 1)

Zr

2(n - 1)
1 -

2(n-l)

(See reference 2.) Due to symmetry, equation (2.3) also applies to a

lower specification limit, L. If X - Kcs >_L, reliability R is

demonstrated at the 100 C% confidence level.

It is recommended that this procedure for obtaining reliability estimates

not be used for sample sizes n less than 5, due to inaccuracy of

approximations assumed in writing equation (2.2).
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VARIABLES SAMPLING PLAN
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Factor« for Testing Reliability Hypotheses

о » .01

p = .01

RH RL К n n'
«H

RL К a h'

.70 .50 0.26 81 79 .999 .60 1.97 13 5

.70 .60 0.38 317 295 .999 .85 2.06 17 6

.80 .50 0.42 33 31 .999 .90 2.19 23 7

.80 .60 0.54 72 63 .999 .95 2.37 40 11

.80 .70 0.68 265 216 .999 .99 2.71 174 38

.85 .50 0.51 23 21 .999 .995 2.83 411 82

.85 .60 0.64 43 36 .9995 . 50 1.6 5 5

.85 .70 0.78 108 83 .9995 .60 1.8 7 5

.85 .80 0.93 825 573 .9995 .70 1.9 8 5

.90 .50 0.64 16 14 .9995 .80 2.07 12 5

.90 .60 0.76 27 21 .9995 .85 2.16 15 5

.90 .70 0.90 54 38 .9995 .90 2.29 20 6

.90 .80 1.06 175 112 .9995 ' •95 2.47 33 8

.90 .85 1.16 598 358 .9995 .99 2.81 115 24

.95 .50 0.82 11 8 .9995 .995 2.93 225 43

.95 .60 0.94 17 12 .9995 .999 3.19 3262 5 36

.95 .70 1.08 28 18 .9999 .50 1.9 5 5

.95 .80 1.24 60 34 .9999 .60 2.0 6 5

.95 .85 1.34 HI 59 .9999 .70 2.1 7 5

.95 .90 1.46 341 165 .9999 .80 2.28 10 5

.99 .50 1.2 7 4 .9999 .85 2.38 12 5

.99 .60 1.29 10 6 .9999 .90 2.50 16 5

.99 .70 1.43 14 7 .9999 .95 2.68 24 6

.99 .80 1.58 23 10 .9999 .99 3.02 63 12

.99 .85 1.68 32 14 .9999 .995 3.15 99 17

.99 .90 1.80 53 20 . 9999 .999 3.41 372 55

.99 .95 1.99 139 47 .9999 .9995 3.51 844 119

.995 .50 1. 3 6 5 . 99999 .50 2. 1 5 5

.995 .60 1.4 9 5 . 99999 .60 2.3 5 5

.995 .70 1.55 12 6 . 99999 .70 2.4 6 5

.995 .80 1.71 18 8 . 99999 .80 2.6 8 5

.995 .85 1.81 25 10 . 99999 .85 2.65 10 5

.995 .90 1.93 37 13 . 99999 .90 2.77 12 5

.995 .95 2. 11 81 25 . 99999 .95 2.96 17 5

.995 .99 2.45 137 347 . 99999 .99 3.30 38 6

.999 .50 1.5 5 5 . 99999 .995 3.42 52 8

.999 .60 1.7 7 5 . 99999 .999 3.68 122 16

.999 .70 1.8 9 5 . 99999 .9995 3.78 186 23

. 99999 .9999 3.99 652 73
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• TABLE I. -(Continued)

Factors for Testing Reliability Hypothese«

a = .01

f> = .05

R
H «L

К n n' Rh RL К n n'

70 .50 0.Z2 59 58 .999 .85 1.89 11 5

70 .60 0.37 229 215 .999 .90 2.03 15 5

80 .50 0.35 24 23 .999 .95 2.24 27 8

80 .60 0.50 52 46 .999 .99 2.64 122 28

80 .70 0.66 191 157 .999 .995 2.79 292 60

85 . 50 0.43 17 15 .9995 .50 1.4 5 5

85 .60 0.58 31 26 .9995 .60 1.5 5 5

85 .70 0.74 77 61 .9995 .70 1.7 5 5

85 .80 0.92 595 418 ,.9995 .80 1.9 8 5

90 .50 0.53 11 10 .9995 .85 1.97 10 5

90 .60 0.68 19 15 .9995 .90 2.11 13 5

90 .70 0.84 38 28 .9995 .95 2.33 22 6

90 .80 1.02 124 82 .9995 .99 2.73 80 17

90 .85 1. 14 430 261 9995 .995 2.87 159 31

95 .50 0.7 8 6 .9995 .999 3. 17 2356 391

95 .60 0.83 11 9 .9999 .50 1.5 5 5

95 .70 0.99 19 13 .9999 .60 1.7 5 5

95 .80 1.17 42 25 .9999 .70 1.8 5 5

95 .85 1.29 78 43 .9999 .80 2.0 6 5

95 .90 1.43 243 120 .9999 .85 2. 1 8 5

99 .50 1.0 5 5 .9999 .90 2.29 10 5

99 .60 1.1 6 5 .9999 .95 2.50 16 5

99 .70 1.3 9 5 .9999 .99 2.90 43 9

99 .80 1.46 15 8 .9999 .995 3.05 69 13

99 .85 1. 57 22 10 .9999 .999 3.35 264 40

99 .90 1.71 36 15 .9999 .9995 3.47 604 87

99 .95 1.93 98 34 . 99999 .50 1.8 5 5

995 .50 1. 1 5 5 . 99999 .60 1.9 5 5

995 .60 1.2 6 5 . 99999 .70 2.1 5 5

995 .70 1.4 8 5 . 99999 .80 2.3 5 5

995 . 80 1.56 12 6 . 99999 .85 2.4 6 5

995 .85 1.67 16 7 . 99999 .90 2.5 8 5

995 .90 1.82 25 10 . 99999 .95 2.73 11 5

995 .95 2.03 56 19 . 99999 .99 3.13 25 5

995 .99 2.43 997 253 . 99999 .995 3.28 36 6

999 .50 1.3 5 5 . 99999 .999 3.58 85 12

999 .60 1.4 5 5 . 99999 .9995 3.69 131 17

999 .70 1.6 5 5 . 99999 .9999 3.95 465 53

999 .80 1.8 9 5
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TABLE I. -(Continued)

Factors for Testing Reliability Hypotheses

Q = .05

P = .01

Rh Rl К n n' Rh RL К n n'

.70 .50 0.31 61 58 .999 .85 2.24 14 5

.70 .60 0.41 233 215 .999 .90 2.34 19 5

.80 . 50 0.49 25 23 .999 .95 2.49 31 8

.80 .60 0.60 54 46 .999 .99 2.77 131 28

.80 .70 0.71 197 157 .999 .995 2.88 307 60

.85 .50 0.61 18 15 .9995 .50 1.9 5 5

.85 .60 0.71 33 26 .9995 .60 2.0 6 5

.85 .70 0.82 81 61 9995 .70 2. 1 7 5

.85 . 80 0.96 608 418 .9995 .80 2.28 10 5

.90 .50 0.75 13 10 .9995 .85 2.36 12 5

.90 .60 0.86 21 15 .9995 .90 г. 46 16 5

.90 .70 0.97 41 28 .9995 .95 2.61 26 6

.90 .80 1.10 131 82 .9995 .99 2.89 88 17

.90 .85 1. 18 443 261 .9995 .995 3.00 170 31

.95 . 50 1.0 9 6 .9995 .999 3.21 2399 391

.95 .60 1.07 13 9 .9999 .50 2.2 5 5

.95 .70 1. 18 ¿2 13 .9999 .60 2.3 5 5

.95 .80 1.Э1 46 25 .9999 .70 2.4 6 5

.95 .85 1.39 84 43 .9999 .80 2. 5 8 5

.95 .90 1.50 254 120 .9999 .85 2.61 10 5

.99 . 50 1. 4 6 5 .9999 90 2.71 13 5

.99 .60 1.5 8 5 .9999 95 2.86 19 5

.99 .70 1. 58 11 5 .9999 .99 3. 14 49 9

.99 .80 1.71 18 8 .9999 995 3.25 76 13

.99 .85 1.79 25 10 .9999 999 3.46 279 40

.99 .90 1.89 41 15 .9999 .9995 3.54 626 87

.99 .95 2.04 106 34 . 99999 . 50 2. 5 5 5

.995 .50 1.5 6 5 . 99999 .60 2.6 5 5

.995 .60 1.6 7 5 . 99999 •70, 2.7 6 5

.995 . 70 1.73 10 5 . 99999 .80 2.8 7 5

.995 . 80 1.86 15 6 . 99999 .85 2.9 8 5

.995 . 85 1. 94 20 7 . 99999 .90 3.03 10 5

.995 .90 2. 04 30 10 . 99999 .95 3. 18 14 5

.995 .95 2. 19 62 19
. 99999 .99 3.46 30 5

.995 .99 2.47 1024 253 . 99999 .995 3.57 41 6

.999 . 50 1.8 5 5
. 99999 .999 3.78 93 12

.999 .60 1.9 6 5 . 99999 .9995 3.86 141 17

.999 .70 2.0 8 5 . 99999 .9999 4.04 485 53

.999 .80 2. 16 11 5
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TABLE I. -(Continued)

Factors for Testing Reliability Hypotheses

a = .05

P = .05

Rh
»L

К n n' RH RL К n n1

.70 .50 0.26 41 40 .999 .85 2.1 9 5

.70 .60 0.39 159 148 .999 .90 2.19 12 5

.80 .50 0.42 17 16 .999 .95* 2.37 20 6

.80 .60 0.55 36 32 .999 .99 2.71 87 19

.80 .70 0.68 133 108 .999 .995 2.83 206 41

.85 .50 0.52 12 11 .9995 .50 1.6 5
■5

.85 .60 0.65 22 18 .9995 .60 1.8 i 5 5

.85 .70 0.78 54 42 .9995 .70 1.9 5 5

.85 .80 0.94 413 287 .9995 .80 2.1 6 5

.90 .50 0.6 8 7 ' .9995 .85 2.2 8 5

.90 .60 0.77 14 11 .9995 .90 2.29 10 5

.90 .70 0.90 27 19 .9995 .95 2.47 17 5

.90 .80 1.06 88 56 .9995 .99 2.81 58 12

.90 .85 1.16 299 179 .9995 .995 2.93 113 22

.95 .50 0.8 6 5 .9995 .999 3.19 1632 268

.95 .60 0.9 9 6 .9999 .50 1.9 5 5

.95 .70 1.09 14 9 .9999 .60 2.0 5 5

.95 .BO 1.24 30 17 .9999 .70 2.1 5 5

.95 .85 1.34 56 30 .9999 .80 2.3 5 5

.95 .90 1.46 171 83 .9999 .85 2.4 6 5

.99 .50 1.2 5 5 .9999 .90 2.5 8 5

.99 .60 1.3 5 5 .9999 .95 2.68 12 5

.99 .70 1.4 7 5 .9999 .99 3.02 32 6

.99 .80 1.58 12 5 .9999 .995 3.15 50 9

.99 .85 1.68 16 7 .9999 .999 3.41 186 28

.99 .90 1.80 27 10 .9999 .9995 3.51 423 60

.99 .95 1.99 70 24 . 99999 .50 2.1 5 5

.995 .50 1.3 5 5 . 99999 .60 2.3 5 5

.995 .60 1.4 5 5 . 99999 .70 2.4 5 5

.995 .70 1.6 6 5 . 99999 .80 2.6 5 5

.995 .80 1.7 9 5 . 99999 .85 2.7 5 5

.995 .85 1.81 13 5 . 99999 .90 2.8 6 5

.995 .90 1.93 19 7 . 99999 .95 3.0 9 5

.995 .95 2.11 41 13 . 99999 .99 3.30 19 5

.995 .99 2.45 694 174 . 99999 .995 3.42 26 5

.999 .50 1.5 5 5 . 99999 .999 3.68 61 8

.999 .60 1.7 5 5 . 99999 .9995 3.78 93 12

.999 .70 1.8 5 5 . 99999 .9999 3.99 326 37

.999 .80 2.0 7 5



TABLE I. -(Continued)

541

Factors for Testing Reliability Hypotheses

a = .05

(Number!

К

in bold -face ty

0"

pe computed

RH

from non

RL

-central t)

К

Э = . 10

RH R
L

n n n'

.70 50 0.23 32 32 .999 .70 1.6 5 5

.70 60 0.37 125 117 .999 .80 1.8 5 5

.80 50 0.37 13 13 .999 . 85 1.9 6 5

.80 60 0.51 28 25 .999 .90 2. 1 9 5

.80 70 0.66 104 86 .999 .95 2.3059 16

5

.85 50 0.5 9 8

.999 .95 2. 28 15

.85 60 0.60 17 14

.999

.999

.99

.99

2.6725 61

67

15

2.66

.85 70 0.75 42 33

.999 .995 2.80 160 33

.85 80 0.93 325 227

.9995 . 50 1.4 5 5

.90 50 0.6 7 6

.9995 .60 1.6 5 5

.90 60 0.70 11 9
.9995 . 70 1.7 5 5

.90 70 0.86 21 15

.9995 . 80 1.9 5 5

.90 80 1.03 68 45

.9995 . 85 2.0 6 5

.90 85 1. 14 235 142

.9995 .90 2.2 8 5

.95 50 0.7 5 5

.9995 .95 2.37 13 5

.95

.95

60

60

0.9162

0.9

6

5 .9995 .99 2.75 44 10

7

.95 70 1 0386 11

7

.9995 .995 2.89 87 17

.95 70 1.02 11 .9995 .999 3.18 1283 213

.95 80 1.20*7 24
14

.9999 . 50 1.6 5 5

.95 80 1.19 ¿i

.9999 .60 1.8 5 5

.95

.95

85

85

1.3129

1.30

44
24 .9999 .70 1.9 5 5

43

.95 90 1.440S 133

66

.9999 . 80 2. 1 5 5

.95 90 1.44 133 .9999 .85 2.2 5 5

.99 50 1.0 5 5 .9999 .90 2.3 6 5

.99 60 1.2 5 5 .9999 .95 2.6 9 5

.99 70 1. 3 5 5 .9999 .99 2.94 24 5

.99 80 1.5 9 5 .9999 .995 3.08 38 7

.99 85 1.60 12 6 .9999 .999 3.37 145 22

.99 90 1.7643 21

8

.9999 .9995 3.48 330 47

99 90 1.74 20

. 99999 .50 1.9 5 5

.99

.99

95

95

1.9527

1.94

54

19 . 99999 .60 2.0 5 5

54

.995 50 1. 1 5 5

. 99999 .70 2.2 5 5

.995 60 1.3 5 5

. 99999 . 80 2.3 5 5

.995 70 1.4 5 5

. 99999 .85 2.5 5 5

. 995 . . 80 1.6 7 5

. 99999 .90 2.6 5 5

.995 85 1.7 9 5

. 99999 .95 2.8 7 5

.995 90 1.85 14 6

. 99999 .99 3.18 14 5

. 99999 .995 3.32 20 5

.995

.995

95

95

2.0723 |

2.05

32

31

10
. 99999 .999 3.60 47 7

.995 99 2.4359 547

138

. 99999 .9995 3.72 72 10

- . 995 99 2.44 544
. 99999 .9999 3.96 254 29

.999 50 1.4 5 5

.999 60 1.5 5 5
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TABLE I. -(Continued)

Factors for Testing Reliability Hypotheses

a = .05

ß = .20

Rh RL К n
■• RH RL К n n1

.70 .50 0. 18 23 23 .999 .85 1.7 5 5

.70 .60 0.35 90 85 .999 .90 1.9 6 5

.80 .50 0.29 10 9 .999 .95 2.13 10 5

. 80 .60 0.45 20 18 .999 .99 2.59 46 11

.80 .70 0.63 74 62 .999 .995 2.75 112 24

.85 .50 0.4 7 6 .9995 .50 1. 1 5 5

.85 .60 0.52 12 11 .9995 .60 1. 3 5 5

.85 .70 0.70 30 24 .9995 .70 1.5 5 5

.85 .80 0.91 231 164 .9995 .80 1.7 5 5

.90 .50 0.4 5 5 .9995 .85 1.8 5 5

.90 .60 0.6 7 6 .9995 .90 2.0 5 5

.90 .70 0.78 15 11 .9995 .95 2.2 8 5

.90 .80 0.99 48 32 .9995 .99 2.65 30 7

.90 . 85 1.12 167 103 .9995 .995 2.82 61 13

.95 .50 0.6 5 5 .9995 .999 3.16 917 154

.95 .70 0.9 7 5 .9999 .50 1.3 5 5

.95 .80 1.11 16 10 .9999 .60 1.4 5 5

.95 .85 1.24 30 17 .9999 .70 1.6 5 5

.95 .90 1.41 94 47 .9999 .80 1.8 5 5

.99 .50 0.8 5 5 .9999 .85 1.9 5 5

.99 .60 1.0 5 5 .9999 .90 2.1 5 5

.99 .70 1.1 5 5 .9999 .95 2.3 6 5

.99 .80 1.3 6 5 .9999 .99 2.80 16 5

.99 .85 1.5 8 5 .9999 .995 2.96 26 5

.99 .90 1.64 14 6 .9999 .999 3.30 101 16

.99 .95 1.88 37 14 .9999 .9995 3.44 233 34

.995 .50 0.9 5 5 . 99999 .50 1.4 5 5

.995 .60 1.0 5 5 . 99999 .60 1.6 5 5

.995 .70 1.2 5 5 . 99999 .70 1.8 5 5

.995 .80 1.4 5 5 . 99999 .80 2.0 5 5

.995 .85 1.6 6 5 . 99999 .85 2.1 5 5

. .995 .90 1.72 10 5 . 99999 .90 2.3 5 5

.995 .95 1.96 21 8 . 99999 .95 2.5 5 5

.995 .99 2.41 387 99 . 99999 .99 3.0 9 5

.999 .50 1.0 5 5 . 99999 .995 3.15 13 5

.999 .60 1.2 5 5 . 99999 .999 3.49 32 5

.999 .70 1.4 5 . 5 . 99999 .9995 3.62 50 7

.999 .80 1.6 5 5 . 99999 .9999 3.90 179 21



TABLE I. -(Continued)

543

Factors for Testing Reliability Hypotheses

a = .10

p = .01

Rh Rl К n n' Rh Rl К n n'

.70 . 50 0.34 51 48 .999 .85 2.36 12 5

.70 .60 0 43 194 178 .999 .90 2.45 16 5

.80 .50 0.54 22 19 .999 .95 2.58 27 7

.80 .60 0.63 46 38 .999 .99 2.82 111 23

.80 .70 0.73 164 130 .999 .995 2.91 258 50

.85 .50 0.67 15 13 .9995 .50 2. 1 5 5

.85 .60 0.76 28 22 .9995 .60 2.2 5 5

.85 .70 0.85 68 50 .9995 .70 2.3 7 5

.85 .80 0.97 506 345 .9995 .80 2.4 9 .5

.90 .50 0.83 11 8 .9995 . 85 2.49 11 5

.90 .60 0.92 18 13 .9995 .90 2.58 14 5

.90 .70 1.01 35 23 .9995 .95 2.71 23 5

.90 . 80 1.13 110 68 .9995 .99 2.95 75 14

.90 .85 1.20 369 216 .9995 .995 3.04 143 26

.95 . 50 1.1 8 5 .9995 .999 3.22 1993 323

.95 .60 1.15 12 7 .9999 .50 2.4 5 5

.95 .70 1.23 19 11 .9999 .60 2.5 5 5

.95 .80 1.36 39 21 .9999 .70 2.6 6 5

.95 . 85 1.43 71 36 .9999 . 80 2.7 8 5

.95 .90 1.52 213 99 .9999 . 85 2.8 9 5

.99 .50 1. 5 6 5 .9999 .90 2.85 12 5

.99 .60 1.6 7 5 .9999 .95 2.98 17 5

.99 .70 1.69 10 5 .9999 .99 3.22 42 7

.99 . 80 1.80 16 6 .9999 .995 3.31 65 10

.99 .85 1.87 22 8 .9999 .999 3.50 234 33

.99 .90 1.96 35 12 .9999 .9995 3.57 S24 72

99 .95 2.08 90 29 . 99999 . 50 2.8 5 5

.995 . 50 1.7 5 5 . 99999 .60 2.8 5 5

.995 .60 1.8 7 5 . 99999 .70 2.9 5 5

.995 .70 1.8 9 5 . 99999 . 80 3.0 7 5

.995 .80 1.96 13 5 . 99999 . 85 3. 1 8 5

.995 .85 2.03 17 6 . 99999 .90 3.2 9 5

.995 .90 2.12 26 8 . 99999 .95 3.33 13 5

.995 .95 2.25 53 16 . 99999 .99 3.58 26 5

.995 .99 2.49 853 209 . 99999 .995 3.67 36 5

.999 .50 2.0 5 5 . 99999 .999 3.85 80 10

.999 .60 2. 1 6 5 . 99999 .9995 3.92 120 14

.999 .70 2.2 7 5 . 99999 .9999 4.07 406 44

.999 .80 2.29 10 5
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TABLE I. .(Continued)

Factora for Testing Reliability Hypotheses

a « .10

В « .05

Rh RL К n В' Rh Ru К n n'

.70 .50 0.29 33 32 .999 85 2.2 7 5

.70 .60 0.41 127 117 .999 .90 2.30 10 5

.80 .50 0.47 14 13
.999 .95 2.46 17 5

.80 .60 0.58 29 25
.999 .99 2.76 71 15

.80 .70 0.70 107 86

.999 .995 2.86 166 33

.85 .50 0.58 10 8
.9995 .50 1.8 5 5

.85 .60 0.69 18 14
.9995 .60 1.9 5 5

.85 .70 0.81 44 33
.9995 .70 2.1 5 5

.85 .80 0.95 330 227
.9995 .80 2.2 5 5

.90 .50 0.7 7 6
.9995 .85 2.3 î 5

.90 .60 0.83 II 9
.9995 .90 2.4 9 5

.90 .70 0.95 22 15
.9995 .95 2.57 14 5

.90 .80 1.09 71 45
.9995 .99 2.87 48 10

.90 .85 1.17 240 142
.9995 .995 2.98 92 17

.95 .50 0.9 5 5
.9995 .999 3.20 1300 213

.95 .60 1.0 7 5

.9999 .50 2.1 5 5

.95 .70 1.15 12 7
.9999 .60 2.2 5 5

.95 .80 1.29 25 14

.9999 .70 2.3 5 5

.95 .85 1.38 46 24
.9999 .80 2.5 5 5

.95 .90 1.49 137 66 .

.9999 .85 2.5 6 5

.99 .50 1.3 5 5

.9999 .90 2.7 7 5

.99 .60 1.4 5 5
.9999 .95 2.81 10 5

.99 .70 1.5 6 5

.9999 .99 3.11 26 5

.99 .80 1.68 10 5

.9999 .995 3.22 41 7

.99 .85 1.76 14 6
.9999 .999 3.44 151 22

.99 .90 1.87 22 8
.9999 .9995 3.53 339 47

.99 .95 2.03 57 19
. 99999 .50 2.4 5 5

.995 .50 1.4 5 5

. 99999 .60 2.5 5 5

.995 .60 1.6 5 5
. 99999 .70 2.6 5 5

.995 .70 1.7 5 5

. 99999 .80 2.8 5 5

.995 .80 1.8 8 5
. 99999 .85 2.9 5 S

.995 .85 1.90 11 5
.99999 .90 3.0 6 5

.995 .90 2.01 16 6
. 99999 .95 3.1 8 5

.995 .95 2.17 34 10

.99999 .99 3.42 16 5

.995 .99 2.47 555 138
. 99999 .995 3.53 22 5

.999 .50 1.7 5 5
. 99999 .999 3.75 50 7

.999 .60 1.8 5 5

. 99999 .9995 3.84 76 10

.999 .70 2.0 5 5
. 99999 .9999 4.03 262 29

.999 .80 2. 1 6 5



TABLE I. -(Continued)

545

Factors for Testing Reliability Hypothese«

a = .20

p = . 10

RH
*L

К n n' Rh Rl К n n'

.70 50 0.32 18 17 .999 .85 2.3 5 5

.70 60 0.42 67 62 .999 .90 2.4 5 5

.80 50 0.5 8 7 .999 .95 2.52 10 5

.80 60 0.61 16 14 .999 .99 2.79 38 8

.80 70 0.72 57 45 .999 .995 2.89 89 18

.85 50 0.6 6 5 .9995 .50 2.0 5 5

.85 60 0.73 10 8 .9995 .60 2. 1 5 5

.85 70 0.83 24 18 .9995 .70 2.2 5 5

.85 80 0.96 175 120 .9995 .80 2.3 5 5

.90 50 0.8 5 5 .9995 .85 2.4 5 5

.90 60 0.9 6 5 \ 9995 .90 2.5 5 5

.90 70 0.10 12 8 .9995 .95 2.6 8 5

.90 80 1.11 38 24 .9995 .99 2.91 26 5

.90 85 1.18 127 75 .9995 .995 3.01 49 5

.95 50 0.10 5 5 .9995 .999 3.21 688 112

.95 60 1.1 5 5 . 9999 .50 2.2 5 5

.95 70 1.2 7 5 .9999 .60 2.3 5 5

.95 80 1.33 14 7 .9999 .70 2.5 5 5

.95 85 1.40 25 13 .9999 .80 2.6 5 5

.95 90 1.50 73 35 .9999 .85 2.7 5 5

.99 50 1.4 5 5 .9999 .90 2.8 5 5

.99 60 1.5 5 5 .9999 .95 2.9 6 5

.99 70 1.6 5 5 .9999 •9? 3.17 14 5

.99 80 1.7 6 5 .9999 .995 3.27 22 5

.99 85 1.8 8 5 .9999 .999 3.47 81 12

.99 90 1.91 12 5 .9999 .9995 3.55 180 25

.99 95 2.06 31 10 . 99999 .50 2.6 5 5

.995 50 1.6 5 S . 99999 .60 2.7 5 5

.995 60 1.7 5 5 . 99999 .70 2.8 5 5

.995 70 1.8 5 5 . 99999 .80 2.9 5 5

.995 80 1.9 5 5 . 99999 .85 3.0 5 5

.995 85 2.0 6 5 . 99999 .90 3.1 5 5

.995 90 2. 1 9 5 . 99999 .95 3.2 5 5

.995 95 2.21 18 6 . 99999 .99 3.5 9 5

.995 99 2.48 294 73 . 99999 .995 3.60 12 5

.999 50 1.9 5 5 . 99999 .999 3.80 27 5

.999 60 2.0 5 5 . 99999 .9995 3.88 41 5

.999 70 2. 1 5 5 . 99999 .9999 4.05 140 16

.999 80 2.2 5 5
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TABLE I. -(Concluded)

Factors for Testing Reliability Hypotheses

a = .20

ß = .20

«H
RL К n n' Rh Rl К n n'

.70 .50 0.26 11 11 .999 . 85 2. 1 Ъ 5

.70 .60 0.39 43 39 .999 .90 2.2 5 5

.80 .50 0.4 5 5 .999 .95 2.4 6 5

.80 .60 0.55 10 9 .999 .99 2.70 23 5

.80 .70 0.68 35 29 .999 .995 2.83 54 11

.85 .50 0.5 5 5 .9995 . 50 1.6 5 5

.85 .60 0.6 6 5 .9995 .60 1.8 5 5

.85 .70 0.78 15 11 .9995 .70 1.9 5 5

.85 .80 0.93 109 75 .9995 .80 2. 1 5 5

.90 .50 0.6 5 5 .9995 .85 2.2 5 5

.90 .60 0.8 5 5 .9995 .90 2. 3 5 5

.90 .70 0.9 7 5 .9995 .95 2.5 5 5

.90 .80 1.06 23 15 .9995 .99 2.81 16 5

.90 .85 1.16 79 47 .9995 .995 2.93 30 6

.95 .50 0.8 5 5 .9995 .999 3.19 428 71

,95 .60 0.9 5 5 .9999 .50 1.8 5 5

.95 .70 1.1 5 5 .9999 .60 1.9 5 5

.95 .80 1.2 8 5 .9999 .70 2. 1 5 5

.95 .85 1.34 15 8 .9999 .80 2.3 5 5

.95 .90 1.46 45 22 .9999 .85 2.4 5 5

.99 .50 1.2 5 5 .9999 .90 2.5 2 5

.99 .60 1.3 5 5 .9999 .95 2.7 5 5

.99 .70 1.4 5 5 .9999 .99 3.0 9 5

.99 .80 1.6 5 5 .9999 .995 3.15 13 5

.99 .85 1.7 5 5 .9999 .999 3.40 49 8

.99 .90 1.8 7 5 .9999 .9995 3.51 HI 16

.99 .95 1.99 19 5 . 99999 .50 2. 1 5 5

.995 .50 1.3 5 5 . 99999 .60 2.3 5 5

.995 .60 1.4 5 5 . 99999 .70 2.4 5 5

.995 .70 1.6 5 5 . 99999 .80 2.6 5 » 5

.995 .80 1.7 5 5 . 99999 .85 2.7 5 5

.995 .85 1.8 5 5 . 99999 .90 2.8 5 5

.995 .90 1.9 5 5 . 99999 .95 3.0 5 5

.995 .95 2.11 11 5 . 99999 .99 3.3 5 5

.995 .99 2.45 182 46 . 99999 .995 3.4 5 5

.999 .50 1.5 5 5 . 99999 .999 3.68 16 5

. 9QP .60 1.7 5 5 . 99999 .9995 3.78 25 5

.999 .70 1.8 5 5 . 99999 .9999 4.00 86 10

.999 .80 2.0 5 5
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A GENERAL APPROACH TO ENGINEERING

TOLERANCE SPECIFICATIONS

Sheldon G. Levin

Diamond Ordnance Fuze Laboratories

INTR ODUCTION . When a complex device or a system composed of a set

of components is to be mass produced, the limits within which the com

ponents are to be made must be specified in order to have assurance that the

system will function as intended. These limits are called either "tolerance"

limits or "specification" limits and a lack of proper distinction between the

two terms causes confusion. Both express uncertainty, but statistical tol

erance limits are a precise statement associated with the uncertainty of in

dividual observations, usually based on the variance of the underlying

population, while specification limits are merely instructions to the component

maker and convey the range of values within which all components must lie

to be acceptable.

This discussion will provide techniques for estimating the limits within

which a given percent of the systems responses will fall for a specified set

of Engineering Tolerance Specifications (ETS) . While none of the techniques

is new, the assembly of methods which lead to the selection of the set of ETS

on the individual components, either to achieve minimum ETS in the system

for a given cost or to minimize cost for a given set of ETS, should be a use

ful contribution.

Given a set of nominal requirements Ri# i = 1, . . . , n, on the individual

components, there is usually associated with each R4 a symmetric interval

Rj ±. 6 i within which the values of the component must lie to be acceptable.

The interval length for the R± component* is 2 6 i and the limits will be

written as Lr = R. - S . and L9- = R. + b . . The limits on the system are
11 1 1 wl 1 1

not necessarily symmetrical and will simply be written as L. and L2 ;

they will be specified in advance with the requirement that a fixed percent

of the systems produced fall in the interval, or they will be selected to cut

off equal percentages from the tails of the distribution. An illustration for

n = 3 is given below.

Component refers throughout the discussion to measurements of a

characteristic of the component.
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Figure 1. Component and system distributions and ETS limits.

Each of the components X. is assumed to be a random variable with distri

bution overlapping part of the ETS limits. The response Y is a function of

these random variables and is, therefore, itself a random variable. The

first part of this discussion will be an attempt to find the distribution of Y,

given information about the distribution of the X^ and about the response

function.

When the distribution of the X^ and the response function

(1) Y = f(X
Г 2'

X )
n

are known, an exact expression for the distribution of Y can often be

obtained by the method of characteristic functions described in Kullback

In most practical situations, the exact form of the distributions of the

X, is not known nor is there available an explicit expression for the

response function; hence, a true statistical tolerance interval cannot be

obtained. Instead, the moments of the Y must be obtained from estimates

of the moments of the X¿ and estimates of the derivatives of the response

function. The resulting Pr. (L < Y <L ) is an estimate based on
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mathematical approximations described herein.

The present discussion considers the cases in which the distributions

and the response function are not known.

PROPAGATION OF MOMENTS —LINEAR FUNCTION. Assume a response

function of the form

(2) Y = SXl + K2X2 + '•• + KnXn

and that the X. are normally distributed and mutually independent random

variables. In this case we can write

(3) E(Y)=K1^1 + K2/x 2 + ... +.Kn/¿n

and

(4) VAR(Y) = K12 ox2 + K22 022 + ... + Kn2 &* -

Here the I^'s are really (dY/UX^, i.e. the change in Y produced by a

change in component I. Equation (4) is sometimes called the classical

propagation of errors formula and can be used asa first approximation to a

more complex function, as will be shown later.

Since the first two moments determine the normal distribution, and a

linear function of normally distributed variables is also normally distri

buted, the requirements for the complete specification of the ETS interval

in this case are simply:

1. Knowledge that the functional form is linear as in (2)

2. The set of values jul. and O ¡

3. The set of values bY/ЪУ^

4. Tables of the normal distribution
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The requirements for the more general case will be developed subse

quently.

PROPAGATION OF MOMENTS -- GENERAL METHOD. The response

function will now be permitted to be any function in n variables that can

be represented by an n variable Taylor series. For the two-variable case

this can be written as

Y = f(X1,X2) = f(xi,x2) + £Л + f2x2 +|j (£llXl + f22x2 + 2f12¥2)

(5)

+ 3! (flllXl + 3f112Xl x2 + 3f122XlX2 + f222X2 }

+ 7 (fllllXl4 + 4f1112Xl3x2 + 6f1122Xl2x22 + 4f1222XlX23 +

f2222x2 ) + • • •

using the derivative notation where for example

f _ Ъ f(Xi,X2, . . . ,Xn)

12 - -—

ЪХ-y bx2

and
[U23

ç. f (Xj, X2 ; • • • /Xn)

è2x1bx2 öx3

Mi

The derivatives are to be evaluated at the appropriate X. = ¡J-..

This series represents the response function in terms of its components

and can be operated on as a power series. Taking the expected value

gives

+ EKx(y) = E(Y) = E f(X1,X2) = E [f(x1,x2)]

(6) \x E [f^2 + f22x22 + 2fl2Xlx2] +...

flxl + f2X2]
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The following notation puts the expression in more familiar terms

O-^EtX.2) - ^.2

Tijk = E [(x. - fx.) (x. - ^.) (xk - цк)] /criCrjak; 1= e[(Xí -/^)3]дг3

^jke =E [*t - гЧ> (Xj - h} ** - he) *e -PJ] ^1*1 °k ^e

r;-E[oq-^)4] /erf

xij=xij - /*v E<xij> = °

Using this notation equation (6) becomes

Kl(Y) = f(o,o) +7,[f11o-12 + i22a22 4 г^ц^^]

+ Í! Kll \cr3 + 3f112^112°'f <^2 + 3il22y 122^2 + f222^1 ^ Í ]

+ "l! t fllll lT0ri* + 4f1112 ГШ2 V' 2 + 6f1122 ^122^2

(7) + 4f1222 ^1222 ^l + f2222 П> ff2 4 termS of order ^
5

(У

The extension of this formula to the case of n variables is now apparent.

A detailed discussion of the propagation formulas will be found in Tukey [ 2 1.
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K1(Y)= E(Y)=E [ffc^Xj Xn)] = f(0.) ♦-^ [ï.i.^1 + E^ij^ij^OrJ

(8) + Í» [^F^-YiCrf + 3lViiJ^ + ^VlJk^^J

+ T! [^fiiü Пт^14 + 6^*fiijj íTijj^i2^]2 + 4^*fiiij Tiij^i^

+12^*fiijk TljIcO-lVjO-fc + 24E*fijke ^.0^ ¿Ъ^] + terms of order

-></

By a similar argument, expressions for all the moments or cumulants can be

obtained.

The second moment can be written

K2(Y) = E [(Y-E(Y))2] = VAR(Y) = Ef2CT2 + 2 Z*ftfj А>1} 0^ <Tj

+ ^ii^i + ^i'jj^j^i^ + ^Vl^iiJ^J

(9) ' 2 4

+ ^Mjk^ijk^i^k + T^fii ( Г4 - Do- + lE-fufjj ( Гад, - 1)

10 additional terms of order <^5 + terms ^&
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In equations (8) and (9), the ¿] * notation means that each distinct symbol

appears once and only once in the sum, and that subscripts with different

symbols are always different. Thus

Z2 2 4 2 _2
* СУ С excludes (Ул and includes & .<j_ once. i.e. notas

iL 4 Ь

2 2 2 2
(Y CT ♦ (У Cr • On the other hand"4^5 U 5 4

3 2 5 "\ 7 "\ о

Y.*0'i0', excludes <У . but includes both &. & + & О*

The formulas for propagating the first four cumulants will be found in

Tukey [3].

It can be seen that these propagation formulas are very cumbersome and

even with large-scale computing equipment, the complete evaluation of all

the terms required would be difficult. There are several ways of reducing

the number of terms in these formulas, and probably the most useful is the

assumption of independence of the components. In any manufacturing

operation it is difficult to conceive of a situation where two separate com

ponents could be manufactured so that their distributions would not be

independent, except possibly for the case where several different character

istics of a single component are considered to be the random variables

Xj; thus it is entirely possible that the several characteristics of an electron

tube would not be independent. If the response function includes more than

one of the nonindependent random variables, then the more elaborate formulas

as given in Tukey [з] are required. When the components are assumed

to be independently distributed, all the covariance terms drop out and

the expressions for the first four cumulants become

V> = E(Y> = f(0i'°2» + 1 £fiiO-2i + i&tiiY,«-3,

<"» + ft Dim fi »"I ♦ -?£*%)] «f °f * te«"s °f "der > O-5
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к2М -в [Cr - EM2] = Ef2<r2 ♦ Evitai0-' + T^Vin T«!

terms of order >_ qt

Several of the terms in formula (11) are among those not included in (9).

KgM - E [(Y - E(Y))3] « E^t^l + fSff fii( l~¡ - \)ff\

(12) + 6Ü*f.f.f. . (?-?<У2 + terms of order > £-5
i J ij i j

(13) K4(Y) = E [(Y - E(Y))4] - 3K2(Y) = Iff ( Г\ - 3) <y\ +

terms of order > <y .

These are the formulas that permit evaluation of the first four cumulants

of the distribution of Y in terms of the moments of the distribution of the X.

and the derivatives of the response function. Examination of the formulas

shows the assumptions required to obtain the sample propagation of errors

formulas that have been used for many years, see Shewhart [4]. These

assumptions are:

(1) Independence of the X. components permits deletion of the cross

product terms.

(2) Linearity of the response function in each of its variables deletes

all but the first term in each of the formulas.

(3) Distribution functions of the X^ determined by the first two moments,

as in the case of the normal, rectangular and exponential, deletes formulas

(12) and (13); and the resulting propagation formulas are then identical to

equations (3) and (4).
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(4) Normal distribution function of Y allows the evaluation of

Pr Г L, <Y<TL? ""] from existing tables. Burr [5] shows that this

assumption is valid if \N$ /A*?\ ¿ .03 and if 2.6 <(^4/^2) < 3.4.

The remainder of this discussion will be predicated on the more general

propagation formulas 10 to 13 and will show how to obtain the quantities

required for their application.

MOMENTS OF COMPONENT DISTRIBUTIONS. If the exact distribution

of the X. are known*, as may be the case when the components have

been produced for a long time by a controlled process whose history is

known, then the moments can be estimated from the parameters of the

distributions. Usually, however, sample data from production must be

used to estimate the moments of the component distributions. If the

distributions of the X. are of a known form, or forms, then it is necessary

to compute only as many sample moments as would be required to evaluate

the parameters, e.g. one for the exponential, two for the normal distri

butions. Most standard textbooks develop the formulas for unbiased

estimates of the moments from sample observations (See Cramer 6 ).

THE RESPONSE FUNCTION AND ITS DERIVATIVES. If the response of

the system can be expressed as an explicit function of its components,

as in the case of simple electrical circuits or mechanical linkages, then

the partial derivatives of the function are required for use in the propa

gation formulas. When the response function is not known, it is necess

ary to determine the derivatives experimentally. A factorial -type experi

ment is most appropriate, since the main effects and interactions are

directly the required estimates of the partial derivatives. The number of

levels will be one more than the order of the highest derivative required,

and the experiment should center about the nominal value of each of the

components. Fractional factorial designs can be used effectively here to

reduce the number of observations, since only a few cross derivatives, i.e.

interactions, are required.

It may be possible to use the parameters directly if a mathematical

expression for the response function is available.
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ESTIMATES OF P(L1 ^ Y —T2K of the several methods for determining

the required probabilities, given estimates of the first four moments, the

two involving a minimum of computation will be described. The first is an

outgrowth of the Pearson method of moments.

Pearson and Hartley (7) have tabulated the .5, 1.0, 5.0, 95, 99, 99.5%

points for values of 0^: (5. ^=. 1 and 1. 8 — /69 — 5.0 where

^1^>2 » [КзМ] 2/[k2(Y)]3

^2=^| = K4(Y)/[k (Y)]2 + 3

From these tables, 1, 2, and 10% confidence intervals can be obtained

directly. The wide spacing of the f-> entries, the limited number of per

centage points and the fact that the percentage points, not the integrals,

are listed, limit the usefulness of the tables. However, the values that

are given make these tables very easy to use, since the required com

putations are minimized.

The alternative to the Pearson system is the Edgeworth Series. The

distribution function of Y is obtained as a power series in terms of its

cumulants and the derivatives of the normal distribution function Cramer (6).

(14) F(Y)=<£ - |l VJ/Í2) + 2l yjyO) + J^hi ^(5) +_

Terms involving cumulants above the fourth have been dropped because

of the magnitude of the sampling errors of their estimates.
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/ 3/2 2

Here Y1 = /XJll2 and 7 2 = (/¿4//¿- 2> " 3

.2
M/ <n> _¿L ( ехр(-У /2) )

T ~ dyn Ч irr

This series is easy to apply since only a few terms need by computed and it

can be used in many situations where the Pearson tables of в are not

applicable.

INTERMEDIATE RESULTS. Up to this point, the techniques for making

probability statements about the values of Y have been presented. This is

as far as one need go in a wide variety of applications. With these techniques,

use can be made of the production records of the distribution of the X ,

and the experimental results showing the response Y to the factors JC,

and the probability that Y will be in the interval (Liy = Y - L2 ) can be

computed; or alternately, the limits can be found within which Y falls

for a given percentage of the systems manufactured. This can, for

example, demonstrate the manufacturer's ability to produce a particular

system within required tolerance, i.e. to determine whether the specifications

on the end item are realistic. It will also permit the engineer, on paper, to

"juggle" the types of components in an effort to reduce the system tolerance.

ECONOMICS OF ETS. For most products, the cost of manufacture in

creases when the engineering tolerances decrease; hence, unless a system

is to be made having "smallest possible tolerance regardless of cost", as

in vital subsystems of missiles, it is desirable to minimize costs and still

meet specifications on the system or alternately minimize the system

tolerance for a given cost. To find the combination of component limits

that will minimize the total cost of the system it is first necessary to ex

press the cost Cj of the Xjth component asa function of the interval size
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Ь. of the ith component.

(15) Ci-C^ôj)

The cost of the whole system can then be written

(16)

il

с =У с +c
y Y i ¿

where Ca is the cost of assembly, This information can often be obtained

by fitting a polynominal to cost data, supplied by the manufacturer or by the

production department of an "in-house" item. A simple relation should

suffice since the function must be monotonie decreasing; if not, the cheaper

item with smaller 6 would always be made.

и

(Л

о
о

O.I 1.0 5.0 10.0 15.0

SPECIFICATION LIMITS Bf

20.0

Figure 2. Component cost as a function of ETS interval length.

Figure 2 illustrates such a situation, which could be expressed by a

function of the form
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Ci " кц + V¿ i

If it is possible to express

(i?) ôy=7t^(6.)

i.e. the Y interval length as a monotonie increasing function of the in

dividual Ô | interval lengths, it will be possible to minimize С or

Ô y. In general it is very difficult to obtain an expression for 0 „.

However, the first term of the Taylor series may sometimes be used, if

the response function can be approximated by a linear function in the

vicinity of the required 0 . limits. See Scarborough (8).

When it is assumed that the X, are n independent, normally distrib

uted, random variables and that the response function is linear in each

variable, the optimum set of 0"", can be obtained. An application of

this method to machine design can be found in Pike and Silverberg (9).

The response function is

n

(18) Y =£ X.

i

and the variance of Y is

(19) (T2 = î(Uj2Cr2
v T oxi 1

In this case the cost Ct can be related to (J . rather than Ö. since
2 1 ■ i

minimizing G . will minimize C., and the total cost is

Д 2
(20) С = У С {Cí ) + Ca

У i i i
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The method of Lagrange Multipliers, found in Shewhart (4), yields the

nimum total cost subject to the constraint (J = K,y where К is the
9 Ус/

mi ~" *" ~- '--" " '~ * * " ■ ■ ■ -'-*■

2
specified value of О . The function

(2D Ya = Cy +Ла M) -V),

where ^ is the Lagrange multiplier, will be differentiated with respect

2
to ¿7 . to obtain the necessary conditions for a minimum C„:

ôàf ~ à of а 0<Г? - °

i = 1, . . . , n

2
Now using equations (19) and (20) for С and С , equation (22) becomes

b(lciio\) + ca) aB-jfr2^2 - y>

OCT2 a ^^2

The differentiation results in the Lagrange equations

(23) л с (a )2аЧ'' —X, <-À42

îïT-"""» ,_5sr

and the constraint is

(24) С -К = 0,

У er

This set of n + 1 equations is then solved simultaneously for the set

СГ . which will yield a minimum total cost C„

i У-

of
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„2

The alternate method is to find a set of и , , 1 = 1,..., n, which will
1 2

minimize the tolerance on Y or equivalently minimize Cf • for a specified

~>2 y

cost Cy. In this case О is treated as the variable which is to be

minimized and the Lagrange equation can be written as

(25) ¥\- (Г2 + Ab (C -KJ

where Kc is the specified cost. Substitution of the values of Cv and

9

(У from equations (19) and (20) and performance of the differentiation

у
yields the following set of equations

(26) (-|4r) 2 = -X

and

i i = 1, . . . ,n

(27) С -К =0
У с

*2
which must be solved simultaneously for the (У ^. These equations

differ from (23) and (24) only in the Lagrange multiplier A and the cons-;

traints. The set of values С z , i = l,...,n will differ from the (У'.

set, and will be that set of values which minimizes the variance of the

system for a fixed total cost С .

SUMMARY. If the performance, i.e. response, of a system can be

expressed as a function of its n components, it can be approximated by

a Taylor series. When a mathematical expression for the function is not

available, experiments must be performed to obtain estimates of the partial

derivatives of the function. The Taylor series in n variables is used to

obtain expressions for the moments of the system's distribution in terms of

the moments of the component distributions. The Edgeworth series is then

employed to obtain the probability limits for the system distribution using

estimates of the moments previously obtained. Finally, using Lagrange
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multipliers, it is possible in some cases to find the set of ETS limits for

the components such that the cost is minimized for given system limits,

or alternately, such that the system tolerance interval is minimized fora

given cost.
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A FURTHER ANALYSIS OF MISSILE RANGE TRACKING SYSTEMS

Oliver Lee Kingsley

Integrated Range Mission

Range Instrumentation Development Division

White Sands Missile Range, New Mexico

I. INTRODUCTION . One objective of the Range Instrumentation Develop

ment Division has been the calibration of range instrumentation tracking

systems. At last year's conference I enjoyed the opportunity to speak to you

of our first attempts at evaluation of range tracking systems. We have now

completed our analysis of the second flight test and are prepared to embark

on a third flight test to study improvements in the tracking systems and

reduction procedures. The third test should include one of the new systems

being installed at the Range. It is called the Integrated Trajectory System

(ITS) and obtains space position estimates by computations based on

angular (phase) and range measurements (phase also) at two instrument sites

spaced about 20 miles apart.

Today, I intend to briefly cover some of the high points of our analysis

work during the past year. The discussion will cover results obtained

from four tracking systems, namely: Askania cinetheodolite, Ballistic

Camera, Doppler, Velocity and Position (DOVAP), and the FPS-16 radars.

The first results presented will be a comparison between the data of

flight tests one and two. Then the results of flight test number two when

handled by a new technique will be presented. The final results presented

will be concerning precision estimates for part of the Askania cinetheodolite

system and part of the DOVAP system.

The coverage for the first flight test consisted of four tracking systems

obtaining simultaneous data for 28 seconds of the missile trajectory. The

second flight test coverage consisted of four tracking systems obtaining

simultaneous data for three segments of the missile trajectory. The segments

I, II, and III included 18, 17, and 19 seconds of trajectory data respectively.

II. DISCUSSION OF RESULTS.

COMPARISON OF THE TWO "Operation Precise" TRACKING TESTS

The first set of contrasts I would like to present are for each of the

tracking systems individually. The analysis involved a study of the shift
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in the bias error as the tracking proceeds. This was performed by using a

one-way classification of trajectory sub-segments. The error data used

in the analysis were derived by comparison with data from the Ballistic

Camera for each respective system. In all but the DOVAP analysis, this

technique should give an error term based essentially on the particular

system.

For the Askania system, the first test results indicated a significant

bias shift along the trajectory for each coordinate studied, whereas, for

the second test, only the X-component of segment II indicated a signif

icant shift. The reasons for more variability in first case can be attributed

to many possible sources none of which has been isolated as the source.

The Askania bias error indications for each component studied in the first

test were only dominant in the Z-component for the second test.

The DOVAP system indicated significant sub-segment variability in X and

Z during the first test and significant sub- segment variability in X, Y, and Z

during the second test. These tests indicate that the DOVAP systems needs

improvement. There have been changes in the data reduction procedures

that have not been completely evaluated and the needed improvement may

well be accomplished. Our next flight test should affirm or deny this

conjecture.

The over-all bias error inherent in the reduced data from the first test

was as inherent in the reduced data from the second test. Again the changes

in data reduction may have removed the significant bias error inherent in

the reduced data.

The Radar system consisted of data from four radars, three of which were

the same for the two flight tests. Significant sub-segment variability was

indicated in the Z component during the first test and some significant X

and Z component variability during the second test.

The Radar system data for X and Y components exhibited bias errors that

were significant during the first flight tests. There was a significant bias

exhibited for all components during the second flight tests.



Design of Experiments 575

The table below summarizes some of the precision estimates obtained

from the two tests. In general, the results are quite similar.

Table 1

Standard Deviation Estimates by Simon-Grubbs Method

^"""--—_^_^^ Coordinate

Tracking System and Test

X Y

(ft)

Z

(ft)(ft)

Askania

First Test

Second Test

11

10

11 8

14

Ballistic Camera

15

First Test

Second Test

2 6

6

10

9

DOVAP

4

First Test

Second Test

0

0

4

0.1

8

7

Radars

(N=3) First Test

(N=4) Second Test

15

17

21

19

12

26

NOTE: Pooled estimates over the trajectory are presented for the

second test.

COMPARISON OF TWO TECHNIQUES FOR BIAS ESTIMATION .

We have explored some new data reduction techniques. One technique as

suggested by an RCA report by Dr. Duncan was for the study of short term bias

error estimates and another by H. Dibble and C. Carroll, jr. suggest a way

of combining trajectory data.

Dr. Duncan's suggestions have not been fully explored on the second test

because the data to fit the complete model was not obtained. For the third

test, this data will be obtained and the method applied.
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The Dibble and Carroll report was used to combine data from three of the

systems, viz. Askania, DOVAP, and Ballistic Camera. The value of the

technique depends on the adjustment of the tracking systems for bias.

Adjustment of the data by a standard for bias was not accomplished. Also,

the radar data was not included in the computations because of computer

limitations .

Tables 2, 3, 4, and 5 exhibit data for the two methods of bias estimation.

The Ballistic Camera bias estimates seem reasonable except for the Z com

ponents for Segments I and III using the B.E.T. There is more to learn about

the application of this technique for obtaining a best estimate of trajectory.

TRACKING CORRECTIONS, DIAL READINGS, AND CYCLE COUNTS

Where possible, each of the tracking systems were explored in detail.

Three detailed studies are summarized, (1) the tracking corrections for the

Askania cinetheodolites, (2) dial readings for the Askania cinetheodolites,

and (3) the DOVAP cycle counting methods.

The dial readings were expected to have a standard deviation of about

0.001 degrees. This was verified by having three operators read the same

set of films and applying the Simon-Grubbs technique (Table 6). The effect

of film reader (machines) was not expected to contribute to the variability

and was confounded in the test.



Design of Experiments 577

Table 2

Ballistic Camera System Mean Bias Error Estimate

Coordinate
Bias Estimante '— _____^ X Y

(ft)

z

Cft)

SEGMENT I

(ft)

Direct Method

B.E.T. Method

0.0

-3.8

0.0

0.7

0.0

26.7

SEGMENT II

Direct Method

B.E.T. Method

0.0

-2.3

0.0

-6.3

0.0

-1.4 i

SEGMENT III

Direct Method

B.E.T. Method

0.0

0.0

0.0

-0.2

0.0

76.8
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Table 3

Askania (Mode 7 Instruments) Mean Bias Error Estimates

-—-.Coordinate

Bias Estimate *—-—______

X Y

(ft)

Z

(ft)

SEGMENT I

(ft)

Direct Method

B.E.T. Method

7.9

4. 1

-2.0

-1.5

-41.6

-14.8

SEGMENT II

Direct Method

B.E.T. Method

0.6 1.9

-4.6

-17.9

-19.3

•

-1.5

SEGMENT III

Direct Method

B.E.T. Method

-1.0

-1.2

-9. 1

r9.2

-29.6

47.3
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Table 4

DOVAP (Seven Receivers)

Mean Bias Error Estimates

___Coordinate

Bias Estimate " *—•—-________^

X Y

(ft)

Z

(ft) (ft)

SEGMENT I

Direct Method

B.E.T. Method

23.5

19.7

-1.8

-1.2

-51.2

-24.4

SEGMENT II

Direct Method

B.E.T. Method

20.0

17.9

15.3

8.6

-51.1

-49.6

SEGMENT III

Direct Method

B.E.T. Method

27.6

27.4

8.6

8.5

-101.2

-24.5
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Table 5

Radars (N=3)

Mean Bias Error Estimates

—■—-______oördinate
X Y

(ft)

Z

(ft)Bias Estimate " -—______ (ft)

SEGMENT I

Direct Method

B.E.T. Method

-0.7

-4.6

4.3

4.5

-17.7

0.4

SEGMENT II

Direct Method 17.0

14.8

16.3

9.6

48.0

26.8B.E.T. Method

1

SEGMENT III

Direct Method

B.E.T. Method

44.0

43.9

21.3

21.5

12.0

76.4

The bore-sight readings from the first flight test exhibited a standard

deviation of about 0.003 degrees which was approximated during the second

flight test (Table 7). These were obtained using the same technique as for

the dial readings above.

As part of the editing of the above data for analysis, estimates of gross

reading error was made. An example of a gross error would be that a dial

reading differed from the other two by one-half degree—the two close

together are assumed correct and the other is then the anomaly. The reader

is mechanized so that a one-half degree recognition must take place by the

operator and so recorded. Errors of this kind ranged from a low of zero

percent to a high of one-half percent for the sets of dial data. Similar per

centages were derived for the bore-sight data analyzed.
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Table 6

Standard Deviation Estimates for Dial Readings (in degrees)

Azimuth Elevation

\ G-39 .0016 .0015

G-75 .0013 .0011

Table 7

Standard Deviation Estimates for Bore-sight Readings

(in degrees)

Azimuth Elevation

G-39 .0027 .0032

G-75 .0019 .0023

The DOVAP cycle count has been read by three methods. The most recent

method is by a DOVAP digitizer which replaces the Putman reader. The

initial method for reading was observing the cycles recorded on film.

Test data indicated that the digitizer data is, indeed, the best;

Putman next; and the hand reader last (Table 8).
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