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II
FOREWORD

At the Eleventh Conference on the Design of EnxPrirnant nr.

Joseph Cameron and Walter Foster discussed the possibility of holding
the next meeting at the National Bureau of Standards. Talks with Dr.
Badrig Kuxkjian brought out the iact that he would be willing to investi-
gate the possibility of the Harry Diamond Laboratories serving in the
role of the second host. The efforts of these three individuals brought
about the desired results. The Army Mathematics Steering Committee,
the sponsor of these meetings on behalf of the Office of Chief of Research
and Development, was pleased to hear from Dr. Allen V. Astin, Director
of the National Bu,.eau of Standards, and Lt. Colonel M. S. Hochmuth,
Commanding Officer of Harry Diamond Laboratories, that their organiza-
tions would serve as joint hosts for the Twelfth Conference. Both Messrs.
Astin and Hochmuth graciously agreed to give welcoming addresses at
the start of the conference. Their talks set the stage for this interesting
scientific meeting. Incidentally, the Harry Diamond Laboratories and
the National Bureau of Standards served as joint hosts for the first three
conferences of this series. At-those meetings, as well as this one,
Mr. John Wheeler, Chairman on Local Arrangements, is well remembered
by those in attendance for his excellent execution of the many details which
must be handled for smooth running symposia.

The conference was conducted at the new quarters of the National
Bureau of Standards at Gaithersburg, Maryland. This afforded the
attendees an opportunity to become acquainted with these new facilities,
and some of the many scientific experiments being conducted by the staff
of the Bureau. They also learned of some of the types of data which NBS
could furnish that would be helpful in the conduction of their own research.
For the benefit of those who did not get to this meeting, we mention here
some of the special equipment now on the Gaithersburg campus. There
are three 35-foot grating spectrographs. One operates in the vacuum
ultraviolet region, another in the visible region, while the third is used
for the short wave ultraviolet region. The NBS LINAC is a 100 Mec linear
electron accelerator capable of producing one of the. world's most intense
high-energy electron beams. Neutron irradiation experiments can be
conducted with the new 10-nmegawatt nuclear research facility. The world's
largest testing machine, a 12-million pound compression and tension tester,
is about ready for use. This monster rises almost 100 feet above its
base. These and many other new scientific machines are to be found at
these well-equipped laboratories.

The program of the Twelfth Conference featured the following four
invited addresses:
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Operations Research

Professor Brian W. Conollv, Saclant ASW Rppr.:h Cen..+..r

Statistics as a Diagnostic Tool in Data Analysis
Dr. John Mandel, National Bureau of Standards

Planning and Analysis of Observational Studies
Professor W. G. Cochran, Harvard University

Sample Censoring
Professor Norman L. Johnson, University of North Carolina
at Chapel Hill

Besides these talks, the members of the audience were able to select
from 24 contributed scientific papers topics that best suited their own
needs. These papers were presented in eight technical and two clinical
sessions. We are pleased to say that Dr. Frederick F. Stephan, Presi-
ent of the American Statistical Association.,i was able to attend the banquet.
He was called on to present the second Wilks Memorial Medal to General
Leslie E. Simon.

This volume of the Proceedings contains 24 of the papers which were P
presented at this meeting. The Army Mathematics Steering Committee
has asked that these articles on modern principles on the design of
experiments, together with the application of these ideas, be made avail-
able in the form of this technical manual. Members of this committee
take this opportunity to express their thanks to the many speakers and
other research workers who participated in the conference.

The conference had an attendance of 125 scientists; and 50 organiza-
tions were represented. Speakers and panelists came from George
Washington University, Harvard University, the National Bureau of
Standards, the National Institutes of Health, North Atlantic Treaty Organi-
zation, North Carolina State University at Raleigh, Phillips Petroleum
Company, Stanford University, University of California at Los Angeles,
University of Chicago, University of Georgia, University of Michigan,
University of North Carolina at Chapel Hill, University of Wisconsin,
Virginia Polytechnic Institute and thirteen Army facilities.

The Chairman wishes to express his appreciation to his Advisory
Committee (Joseph Cameron, F. G. Dressel, Walter D. Foster, Bernard
Greenberg, Boyd Harshbarger, J. S. Hunter, H. L. Lucas, Jr., Clifford
Maloney and Henry B. Marn) for their assistance in formulating the pro-
gram and selecting the invited speakers.

Frank E. Grubbs
Conference Chairman
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19-ZI October 1966

Wednesday, 19 October

0900-0930 REGISTRATION - Administration Building, Main Foyer

0930-1000 OPENING OF THE CONFERENCE - Admin. Bldg.,
Green Auditorium

John Wheeler, Chairman on Local Arrangements,
Harry Diamond Laboratories, Washington, D. C.

WELCOME

Dr. Allen V. Astin, Director
National Bureau of Standards

Colonel M. S. Hochmuth, Commanding Officer
Harry Diamond Laboratories

1000-1230 GENERAL SESSION 1, Green Auditorium

Chairman: Professor Boyd Harshbarger, Department of
Statistics, Virginia Polytechnic Institute, Blacksburg, Va.
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• ~National Bureau of Standard s, Gaither sburg, Maryland
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OPERATIONS RESEARCH

Pi1nfp•au-" -uri"an W. CConuiiy~--

North Atlantic Treaty Organization
Saclant ASW Research Center

I T OINTRODUCTION.i
1. It is a privilege and a pleasure to be invited to make a presentation

on Operational Research at a specialist statistical conference. Those
individuals who choose to make Operational Research their profession
come from the ranks of engineers, physicists, chemists, mathematicians
as well as statisticians. All have a contribution to make to Operational
Research. I myself, for example, am a mathematician by basic training,
with a pronounced interest in obtaining practical and verifiable solutions to
real life problems,

2. The name Operational Research is itself perhaps not a very good
description of the type of activity that 0. R. workers usually undertake. I do
not propose to be so controversial as to suggest an alternative. My theme
is rather to suggest that, as it has developed, modern 0. R. has come to
depend more and more heavily on the science and techniques of statistics and

ra probability theory. And it is not difficult to see why this is so.

3. In 0. R. we are usually concerned with studying the workings of a
complex system or process such as the manufacture of an automobile; thej organization of an airport; the routing of city traffic; a telephone exchange;
the detection, classification and destruction of an enemy target. If we like
to call these systems or processes "operations", and the study we make of
them "research", then we arrive at the name Operations Research by which
0. R. is designated in the U. S. The fact that 0. R. is called "Operational
Research" in Europe is presumably by analogy with our practice to call
research in physics physical research, and research in mathematics
"mathematical research.

4. The objective of 0. R. studies is normally to discover how to optimize
in some sense the output of the process: e. g. produce an adequate automo-
bile at a minimal cost; achieve an airport organization which maximizes
passenger flow with a minimum of incovenience and the best employment of

facilities; maximize the probability of destruction of the enemy target. In
order to do this we have to try to understand the structure of the process.
" ,n
":,Now at Virginia Polytechnic Institute, Blacksburg, Virginiai
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5. The complex processes which 0. R. investigates are normally
tdecomposable into a number of subsidiary prnoi-•.on -n each cf ;.'-.hich
the ultimate output depends. If one regards these as parameters of the
system as a whole, then the study consists first in determining their inter-
relation, and the way they affect the output. This leads to the creation of
a more or less mathematical model - a set of equations which characterises
the process. If the model is verified in the sense that it can be used to
predict measurable outputs, then the analysis of the process and its opti-
mization reduces to the application of appropriate mathematical techniques
to the model.

6. One reason why modern 0. R. has come to be heavily dependent on
probability and statistics is the greater recognition of the need to assess
the effect of chance on the outcome of a process; rather than to work through-
out with average values. Nowadays we are interested in the probability
distributions of the outcomes of the subsidiary processes in order to discover
the probability distribution of the overall outcome. Under these circumn-
stances we have to deal with stochastic processes and our analysis depends
on the specialized techniques developed by the experts.

7. I think that in fact 0. R. and statistics have much to offer each other.
Erlang was a Danish engineer and an 0. R. worker whose interest was the
Danish telephone service. His work in the early 20th century founded queue-
ing theory which in all its increasing complexity is the subject of many
research papers published in both statistical and 0. R. research periodicals,
Those who are concerned with military exercies know that one has to deal
with experiments whose design cannot be altogether controlled, that the
samples are small, and the variables many: a situation shocking to a classi-
cal statistician, but a challenge.

8. During the remainder of this presentation I intend to be more
specific. In order to illustrate my thesis of the statistical interest which
is to be found in 0. R. studies and the dependence of the analysis on statis-
tical expertise I shall describe two problems from a military 0. R. context,
which I hope you will find entertaining.

PROBLEM 1.

9. During anti-submarine operations there inevitably occur events
which have a nuisance value, and which one would like to eliminate. "The
elimination is partly a matter of equipment design, and partly of training
in its use.

10. For the purposes of this presentation I am concerned only with
finding a simple stochastic process which describes the occurrence of the

t 2
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events in time in the hope that such a description may throw light on the
basic phenomenon. I have no w•,iti•• •.,-•. .the ,-••..,, thLuugh I know
they have always occurred. I am therefore dependent on naval exercises
fo . r.t

11, Suppose, then, that I have obtained from the records of one ship
* .during a recent exercise the times tn of occurrence of the events which I

shall denote by En(n> 1). I measure time from the beginning of the exercise.
An immediate da.ftculty arises out of the fortunate fact that the En do not
occur at a tremendously high rate. Three per day might be a typical average
taken over all ships. Exezcises of the right sort do not take place frequently
and, when they do, they are of a limited duration. Thus, typically, at the
end of a week I might have a few tens of events for each ship. At the begin-
nig I want to consider each ship's records separately, so my sample is not
very great.

12. Adopting the good practice of making a simple initial hypothesis
I look at the time series (tn) for each ship and ask if there are indications
that the events (which a priori might be thought of as having random origin)
occur in a Poisson stream. The answer is that they do not appear to do so,
but rather that in all cases there is evidence of cluster (a preponderance of
short inter-event time intervals as compared with a Poisson stream with

the same mean). Moreover the mean intervals of the event distributions seem
to be quite different fronm each other, and I do not find evidence which supports
the hypothesis that the En for ship A could be generated by adjustment of the
mean from the stream of En for ship B.

13. Since there appears to be clustering I next ask myself if a particular
stream En could have been generated by a contagious process, and for this
purpose I choose a P61ya process defined in the following form: Suppose that
the process begins at time t=O and that no event E occurs at that time. The
instantaneous probability that the (n+l)th Pokya event takes place In the small
interval (t, t+dt) is given by (n+l(t)dt where

X• [ +an)(13.1) Pn+l(t)t

The parameters X and a are supposed to be real, X is positive and a non-
negative. There is apparently no other restriction on a, though I shall make
some more remarks on that subject later. When a is rero the Pc1ya process
clearly becomes a Poisson process with mean interval length l/A time units.

14. 1 now give without proof a few key theoretical results of a P61ya
process as defined. Let Pn(T) be the probability that exactly n Pclya events

3



II
occur during the interval (0, T) and define p (0)=l. The generating function
P(x, T) of pn(T) is then

(14.1) P(x,T) = l+a X T(I-x)] -1/a

The mean and variance of n are

(14.2) E(n) = X T,

2 2
(14.3) Var(n) = a X T + X T

The exercise data give me a series of time intervals between events. The
likelihood of a series of n events occurring at the instants ti, t 2 ..... tn is

n-I
fl (1+ra)
I(14.4) Pn(tlI t2i .... tn) = (~k /

n 12 n (atn+l/a
n

The maximum likelihood estimator of X is simply n/t, but that of a is
more complicated.

15. The distribution of the intervals between events is of particular
interest. It turns out that, for any n, the p. d. f. gn(T ) of the interval

th th
between the n and the (n+l) events, whenever the first n events took
place, is

( 1 5 . 1) gn ( ') =+ f(+a -rf)l/

and is independent of n. The interpretation of this is that if we generate
a lot of Pdlya processes, each having, the same parameters a and X , and
then examine the time intervals between, say, the second and third events
in all the processes, we should find that they all are distributed according
to ( 1 . 1).

th16. The r moment ýL about zero of an interval between two given ,
events iF
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(16. l) r!r = r

and this cleairly exists only if none of the terms in the denominator iszero. Thus if a-- the interval length distribution has all its moments
infinite: if a n j the first moment is finite, but none of the higher
moments is.

17. I return to my fundamental problem. I have an observed seriesof events and I want to make statements about the hypothesis that they aregenerated according to a Po'lya process. How do I estimate a and A from* , the observations?

18. In order to throw light on this problem sequences of Polya intervalswere generated, each having the same a and A. The idea was to compareestimates of a and A obtained by variou7 means with their known values.In fact the problem of estimation remains open, but some features of PO'lyaprocesses have been revealed which were a surprise to me.

19. The digital computer generation of the Pdlya intervals was carriedout as follows. Suppose that n events have been generated and that theyoccurred at times ti, tz,... t . We require the probability
n

hn+i (tn+l/t t2... tn)dtn÷1 that the (n+l)th event occurs in the interval(t 1n+, tn+l+dtn+l)Q given that the first n occurred at times tlt 2 ,... t.

Clearly,

P l(ti tz t,.. n+)
(19.1) hn(t/t, .. tn) n)

where the p are given by (14.4). This says that the conditional probability* "density of the (n+l)th interval T is 

4I at)n+l/a
A(l+na)(1+aXt n)

(1.2 +1 (-r/tl't2,tn) )++
(l+aAt +akr)n+I+l/a

h n
S, The conditional probability that the (n+l)th interval is less than T is:

! 5
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[0
FI + "It. n+l/a

~n+ll/L 1 L 2  n .[+aAt +aXT

To obtain the intervals one generates a sequence of random numberi. r
independently and uniformly distributed on 0 < r < 1, and then solvesn

- n

(19.4) r n.•l
1 l+a t tn +a k Tl n+1

for - '

EXPERIMENT I,

20. I am now going to describe briefly some of the experiments
which were carried out. For the first we generated 5 independent soquences
of 1000 Polya intervals, for each of which we assigned A=4/30, a
This was to give I/A (l-a), the mean interval length, the value 10 which 4

corresponded with observation. The means and standard deviations of the
interval lengths were as follows.

Means and Standard Deviations of 5 Independent
Sequences of 1000 Pdlya Intervals

with the same Parameters

Sequence No. Mean Standard Deviation

1 2.708 3.164
2 21.804 22.964
3 6.428 6.874
4 7.349 8.304
5 9.519 10.290

This Table was the first surprise. We expected each sequence to have
a mean and standard deviation reasonably close to the theoretical values of
10 and W02 respectively. The first sequence was also "looked at" just
after the 1 0 0 th event and the means and standard deviation were found to be
2. 450 and 2.615 respectively. Thus it appeared that the processes were
settling down to a steady state quite rapidly, but a steady state which could
be vastly different from one process to another, even though the parameters

S I 6



were the same. On the face of it, then, it appears that estimation of a
and X based on a perfectly valid sequence might well give completely
difrn farlnc: thA tAAWA fici.AiUWLIZX~ tqucdiiy vttiid sequence.

21. The measure used of the mean interval after the nth event at time
t wasSn
(21. 1) xu=tn/n

The sampling density function of x is:

n-l
(nX) x n- (l+ra)

(21.2) r=l

(n-1)4 (l+na.x)n+l/a

and the expectation and variance of x are respectively

E(x) = I/A(l-a);
k. 2 21.3 En 2 1-)

Var(x) = (1-a+an) / (nA2(1-a)2(1-2a)]

Now the mean of the five sequence means is 9,561 and the standard devia-
tion Is about 7. The variation of the sequence means is thus less surpris-
ing, but no less discomforting.

22. The theoretical reason for the stability of Pdlya sequences aboutwidely difiering means seems to be that the whole pattern of a sequence is
on the average governed by the first interval. This can be seen by con-
sidering the conditional expected value E(i'/t,, t 21 . tn).Of the (n+l)th interval

, given tho times ti,t 2 .. t of occurrence of the first n events. Then2 n

1 +aAt
n 1(22.1) E(f/tlt 2 ... tr) = A l+a(n-l)y (T

Thus the conditional expected value of the second interval is (l+a.t 1 )/A.
If t1 is greater than its expected value I/A (1 -a) then
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E('lt ) > ±+ =77

i.e. the second interval also tends to be greater than its expected value.
And soon for all successive intervals.

EXPERIMENT 2.

23. The second experiment was an extension of the first. 500

independent sequences of 500 Pdlya intervals were generated, all having

the same parameters a=2r, A = 4/30. We were looking for something
constant in all the sequences. Since the value of the instantaneous
probability density of an event, just after the generation of the nth event
is

(t A+an)
n+l n (I+aAt)

n

and since we were measuring the mean interval length by the estimator
tn/n we felt that the product n+l(t) (tt/n) should be constant (1) for

long enough sequences. This turns out to be the case. The table (See

Table 1 near the end of this article. I shows some typical values correspond-
ing to the 5 0 0th event in each sequence. The products are all very close

to the theoretical value I/k, in this case 30/4 = 7. 5, Unfortunately this

constancy is not of much practical use. It does provide some feeling that
the computer program is working as it should.

24. It was also decided to group all the 250 000 intervals into a histo-

gram which is shown in Table 2. If we mfbl<e the hypothesis that this

represents a random sample from the evevi -independent distribution of
P6lya intervals

P r(d-) Ad-r/(l+aX-r)l+I/d

the mean and standard deviations are theoretically 10 and 10ý-. and the

observed values look close. But are they close enough on the basis of
250000 observations? I cannot answer that question at the moment.

25. The observed frequencies in cells of one time unit long are

tabulated in the column "observed", while the "expected" frequencies were

calculated on the basis of the event-independent distribution. The last

column gives x(Z. Overall this is enormous. There is a deficiency of



observed short intervals and an excess of long ones. There are also
other oddities. A Poisson process with the same mean (9.866...) would
give a frequency of about 24 000 in the (0, 1) range, so at 1east there is

~.'~dcncc oti. luaicritg one expects in a Polya process. I think perhaps
S. that the sample cannot be considered random and independent, and this

may be the explanation for the poor agreemcnt. We alwo produced a
* histogram of the 500 process means and this is available if anyone is

interested.

EXPERIMENT 3.

26. Our faith in the theory, of the event independent interval distri-
bution was a little shaken by the previous experiment. The next experiment
was conducted in order to restore confidence. 1000 independent P 6 lya

I
process (with X = 4/30 and a = •, as usual) were generated as far as the
12 interval. For each process the lengths of the 4th and of the IIth

intervals were grouped into histograms. These are shown in Tables 3 and
4. We did not instruct the computer to group cells with low frequencies,
but even so there is satisfactory behaviour according to the hypothesis of
the event independent distribution.

EXPERIMENT 4.

27. We have carried out various other experiments. The last which
I will mention concerns the correlation between intervals in a Pdlya process.
Theoretically we appeared to find that the correlation between anM pair of

intervals is a, provided that a < .. For a > • there is trouble over the
convergence of the integrals for the second moments.

28. Table 5 concerns sequences of P61ya intervals for fixed A = 4/30
and a varying from 0. 1 to 0. 9. For each a, 1000 sequences were generated
and the Table gives the mean and standard deviation of the first and tenth

* intervals, the mean value of the product of these intervals ("prod"), and
finally the correlation coefficient calculated from observed values.

29. Without information on the sampling distribution of the correlation

coefficient it is difficult to make meaningful statements about these results.
There are signs of agreement between theory and observation for a=0. 1,
0.2 and 0.3 . For a > 0.5 the second moments do not exist, in theory, and
a certain wildness wig be observed in the results.

30. This concludes my description of some experiments with Polya
processes. We have subsequently formed the opinion that the Pdlya process
is not a good model for the natural phenomenon, but we do feel that it has
been interesting to study the behaviour of the processes. I feel there is

room for a good deal more statistical investigation of these processes.

9
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For example the problems of parameter estimation and sampling distri-

butions are still open, not to mention the interpretation of the apparent
,abL_&!LLUIL un t which resuits irom the non-existence of some of the
moments for certain values. Perhaps some of you know the answers to
these questions, and if I. as a representative of Operational Renearch,
have called your attention to a typical 0. R. investigation where expert
statistical advice is needed I have: succeeded in my objective.

PROBLEM 2.

31. My second example concerns a tactical problem. We were
interested in a situation in which a tactical unit has the task of penctrat-
ing a barrier patrolled by opposing forcvs. For the purposes of. the
example, the barrier forces will be regarded as a point which moves

* according to the general rules along a line perpendicular to the general
expected direction of penetration of the opposing forces.

32. The situation is illustrated in the next figure.

D, C

S

,P

A B

The area of interest is the rectangle ABCD. The line EF is patrolled by

the barrier forces S. Its opponent P has the task of moving from some
point on the boundary AB to CD. That is to say, P wants to traverse EY
without being intercepted by S.

33. S, the intercepter, is provided with exact information about the
whereabouts of P either

(a) continuously;
(b) at regularly spaced intervals;
(c) at random intervals having a negative exponential

distribution.

P, the penetrator, is supposed to have a number of penetration strategies,
for instance:

I 15 . 10



(a) a straight unvarying track from A to C;

(b) a track composed of a straight portion and one change

of course at an arbitrarily selected moment before

reaching E.F,

(c) a random zig-zag.

Strategies are also postulated for S. It can, for example,

(a) Predict the track of P on the basis of the most recent
information, and strive to reach the point of intersection

of that track with EF in order to intercept P.

(b) Attempt to equate its x-coordinate with the last reported
coordinate of P.

(c) Attempt to reach a point such that, whatever P does, the
interception time is a minimum.

34. With three information categories, three strategies for P and

three strategies for S, we have a total of 27 combinations to study. What

is a suitable criterion of effectiveness? One obvious choice which will be
considered here is the shortest distanice between P and S during an
attempted penetration. If necessary this can later be translated into

probabilities of detection and kill.

35. We found in fact that the major part of this study could be carried

out analytically. The combination of random information with any of the

other possibilities defied analysis, however, and for these cases we
resorted to a digital computer simulation. Now it is particularly impor-
tant when employing digital computer simulation to invoke a check on what
one is doing. What, then, would be a suitable check?

36. I would like you to consider the situation in which at time t=O
S is at E and P at A. P's strategy is pursue the diagonal track AC, while

S, when it receives information as to P's position, attempts to equate its

x-coordinate with the last reported x-coordinate of P. Assuming that the
distances between A and E are large we then are naturally led to consider
a situation which, evolving over a sufficiently long time consists of a chase of P.by S.

37. In projection along an x-axis parallel to AB, P moves continuously

from left to right at a specd v, say. S, when it receives information about
the x-coordinate of P, tries to equate its own x-coordinate with the last

reported x-coordinate of P. It moves with constant speed u. If S arrives

11 | |



at the last reported x-coordinate of P before further information arrives
it stops and waft1m flthavittia rc4+ .

38. It turns out that one can obtain theoretically the statistical
distribution of the distance between P and S parallel to the x-axis at an
"information instant", assuming a steady state has come about. This
quantity can be output very simply from the computer program and, if it
conforms with theory, it gives a measure of confidence in the random
mechanisms which the computer has been programmed to simulate. I
would not like to consider the theoretical problem of the distribution of the
difference between the x-coordinates of P and S at an information instant.

39. Let 6 be the distance measured parallel to the x-axis between
P and S at the instant 7 when information is transmitted to S for the

th mm time since t=O. With obvious notation, since

x•mE x((E + vT
p m p M-1 v

and

x(E x(rn-l) + uTm ifx 1 ) + u T <X(Z ).ara -1 r p rn-1'

we have

6 vT if x(z + uT > x(n

m rn- a a. n- m p rn1rE%=6 -1 v m ifxa(E M1 + u T m< x E -)

or
6 vT if 6 < uTn m rn-il --

6 =6 -uT +vT 4f 6 > u Tm n- -1 - n m r-I m1'

Writing rm+1 =6 - uT we have4 m m+l'
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(a) a straight unvarying track from A to C;

(b) a track composed of a straight portion and one change
cf ccurse at aii -arbrariiy selected moment before
reaching EF;

(c) a random zig-rag.

Strategies are also postulated for S. It can, for example,

(a) Predict the track of P on the basis of the most recent
information, and strive to reach the point of intersection
of that track with EF in order to intercept P.

(b) Attempt to equate its x-coordinate with the last reported
coordinate of P.

(c) Attempt to reach a point such that, whatever P does, the
interception time is a minimum.

34. With three information categories, three strategies for P and
three strategies for S, we have a total of 27 combinations to study. What
is a suitable criterion of effectiveness ? One obvious choice which will be
considered here is the shortest distance between P and S during an
attempted penetration. If necessary this can later be translated into
probabilities of detection and kill.

35. We found in fact that the major part of this study could be carried
out analytically. The combination of random information with any of the
other possibilities defied analysis, however, and for these cases we
resorted to a digital computer simulation. Now it is particularly impor-
tant when employing digital computer simulation to invoke a check on what
one is doing. What, then, would be a suitable check?

36. I would like you to consider the situation in which at time t=O
S is at E and P at A. P's strategy is pursue the diagonal track AC, while
S, when it receives information as to P's position, attempts to equate its
x-coordinate with the last reported x-coordinate of P. Assuming that the
distances between A and E are large we then are naturally led to consider
a situation which, evolving over a sufficiently long time consists of a chase of P.by S.

37. In projection along an x-axis parallel to AB, P moves continuously
from left to right at a speed v, say. S, when it receives information about
the x-coordinate of P, tries to equate its own x-coordinate with the last
reported x-coordinate of P. It moves with constant speed u. If S arrives

l.1



at the last reported x-coordinate of P before further information arrives
it stops and waits. Otherwise it continues.

38. It turns out that one can obtain theoretically the statistical
distribution of the distance bct',.vccn P and S parkdlel to the x-axis at an
"information instant", assuming a steady state has come about. This
quantity can be output very simply from the computer program and, if it
conforms with theory, it gives a measure of confidence in the random
mechanismns which the computer has been programmed to simulate. I
would not like to consider the theoretical problem of the distribution of the
difference between the x-coordinates of P and S at an information instant.

39. Let 6 be the distance measured parallel to the x-axis between
P and S at the instant E when information is transmitted to S for the

th m
m time since t-O. With obvious notation, since

xp( ) x (E + vT

p m p in-1 m

and

xZ( ) X(- *) if x ( )+ u T > l(
s- 1 m-1 m. mXp 1)-

x(En x Z +u T if x (Z + u T <xp(ZM
a~ m ~ l + u- m 6 M-1)+Um p rn-1

we have

6 - v T ifxs(E M1 + u T > xp(Z -1);

6 rn 6 m-l +(v- u)T if x (E ) + uT <xx(zml

orm ::Tm M f6 1 1 m PT;or6 =v T if 5_1 u Tin; ,

6 6 . u T + vT if 6 > uT
m rni m n rn- I in

Writing rm - 6m - uTm+i, we have
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1 1
6 5 vT if r <0m m m-

6 vT 4-"i . i
m m m Mn

"i.e. 6 =max [vTm, v T + r]

40. The last equation is extremely reminiscent of the equation for
waiting time in a conventional queueing process. In fact the distribution
function of 6 can be easily derived theoretically. The agreement ofm

independent calculations of this theoretical result (in the steady state)
with the empirical distribution derived directly from the computer program
inspires confidence in the latter as a representation of the real-lile situa-

{ tion which it was desired to simulate.
7

41. I would now like to point out that the situation I have described
here is formally a rather unusual single server queueing set-up in which
arrival and service intervals are correlated. The connection was observed
by Mr. Cruon when a paper on this subject was presented to the NATO

Conference on Queueing Theory in 1965.

th
42. Denote the m piece of information by I . It arrives at time

mZ
Z .Let us now interpret I as a customer who demands as service that

Zn m

S be moved from wherever it is to a position with x coordinate equal to that
of P at time Z Since the distance between P and S at time E is 6

°nm M
then obviously if waiting time includes time to complete service, and since
S moves with speed u, the waiting time of I is m/u.

43. The arrival intervals T 6 the customers I are by definition
distributed according to a negative exponential distraciition with mean T.
If we say that service on I cannot begin until S reaches the position

specified by Iml then the actual service time of I is
rn-i m

I X (E ) - xp .)] (Esay. Thus, service time in this model
u p M p m-1i
is also negative exponentially distributed with mean X'r , where r = v/u.

44. Writing

.. )n-l i n(n'1)
a

1n 2 n

13}



r
I

we have for the steady state distribution of 6

P (0< 65 x] -l- a exp ( +- ..... +
r An>1 An-1

We have constructed a table which shows the comparison between theory
and simulation of the distribution of 6 for 1000 trials. It can be seen from
this table that the agreement is satisfactory. Consequently one can have
confidence that the random mechanisms employed in the simulation of the
major problem are in fact behaving as they should. Equally we have an
instance of how an Operational Research problem in an apparently completely
unrelated field led, as a by-product, to an unusual queueing situation.
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I~ota/laradz= .4023600G2 moan.. 1.71) 5,4!

hota/laml dz= .fl-220711 m~oan= 7.C220724
I~ota/lamhdz= 1 .1,M50,14 r moan= C.72417G7

beta/lam~dz= .503224531 mean= 7.77.604310
1l-ota/laml'dz= 1.45543-11 mean= 5.13433C2
I-ota/!arilldz fl. ^!3179C1 rnoan= 3.G^67150

,,ota/la~ml;dz. 1.5701221 meanl= 4.7547402

l'ota/1arn!'dz= .31G27C25 p moan= 23.72047

Loat&/laml-.dz= .71664355 :- mean= 1 % 4S32174

I,,ta/laml~dz= 1 .513-414 p moan= 3.SS15004
1:ota/lamlI~z= .72>0 C5111 mean= f'.0205270

I-eta/laml-dz- f!255rG^,r mean.= 2. 1 ý5f!21

Iota/lanahdz= .54C 5633 r2 risann 13.225430

!heta/lamrdz= 1 .121 f21i2 r-ean= G.=72'77

TABLE I (continued) Be tAupilable Cop
16bp



EXPFRflMNT TI (c)

beta/lambdz= 2.5662482 p mea= 2.8859421
!.0ta /Ian! dz= 1 .137730n r.oan= .!4-'~

otnlamz= . ~414 r oan= 11 .1 533S'

ctn/Iam*-dz= i."2517 coan-= !7.34C4530

!-cta/1am-dz= 533~C moar.-! 1 '' 2 ~&7
! ota/Ifr1ar'iz= .1' p mo~i=1C.7^0
hota/lambdz= C-1 G61 0 11 p nean-: %107f5
eta/larnidz= *4Z1,ý30-2 roan-r. 17.5f!ý51 S

11ota/laml'dz= 1 ."C5lrl"! mearn- 7.4GC!'715
1o0ta/1ami'dz= .74747,^33 noan:- 1 !Sn3
'ýOta/lam! c!z-: ."C177414 p mear- 11 .3='63~
1.ota/lamldn-ý .5'47:-t5f' mca-0 -
:-fua/laml-dn- 1 .`-1 "477 me w, ý - . -3iT-,07

Ioeta/lam! dz= .Gl)52C,--7 moan- 12-.343f2U^
hota/3ari!'dz- 7.1 '5' mcan=! " .430471

I-cta/1am! clz= 1 .57 5r1 rý ziean- .. 57"-533

ota/1aril dn-: 1 * .1iV!.w-75

e ta/P'amIAd **57 vew -~a 7C'i 02

\ LCra/lam' d?-= .'1"'" - f7fL

ot~a/laln d.-.= 1 ., 5 Gr'" 7'~ .'177-14

I ota/laimdz Or:! ~C1 -7oa7 r.37"4

olal tin' (12-d- 1 n!2Zi rcan- 72 1 722

I ta/la-il-z= .471:Mii mean= 3:-'

cta/1anld?-: 1 . 1 j41 4 .

n'!a/ta d.~- 1 .1 Me=-oa- 7.1 "'

ot/a* !z i J-17.-3 r. n:- . W'Z
.4 -..1 1.- 11 rean- i 147

ct 'nn 'z- 1. -i .. I -n7

* .a/lan cdz:: 1 .*:.: m.:: ancav 14 '' .
ot,'ii~dI .17.r -1 -.- !11.17

-771a2 1 . - ý,

!a/Iand~ l7n"' C: mo
* :a/'lan' Jz-- 1 7 52 -ro ; ...

7ota/lam' dt= 1..?"2 moa~n

ota/lani (Izr '71211 on
zica/1atr' dz .4 - ic"22" ncan

Tt/aBLE (cotined Best Avpa e~ Cop2yT ..
Q;:a/arild~t= oan7



EXPERIUt'N 11 (d)

bota/laubdz= .14126939 p mean= 53.450~10

"-cta/lar.1'dz .*1 747f%1 r mean 4:. = C

1.ta~a~1C .437--435! mnoai-% 1~ -. 3('1 77

(aa1r 17.= 'on F42-Z3- m~ean-= .734

c t a/Iau', d- --= -' 1=:'374 rmoanr 7.5n3-.~77r

tyl.a/larO-d? 1 .1577"4:.' mean=

1ýota/lari' dz= Cl'037460 mnean= 1iZ.1 ^563(l

I eta,/Iar-'.d7- *25--O 1 201.

1;ota/l ambc1z= ~30_311' rnean=

!-Cta/Iamrl! *757-0 raoan =I . .444. 54I

1 -ota/1 am', d-,-: I.1)21 n:;30 moan.i 7.:;31255
b1t/a,'AdZ= G63n5G4-3 mc ot:~ 1. 11.040

!.oa,/1a~i'adz= 1 .1410..76 moan=C~ 41C

lbota/lani:dz= mc35~ an=:.5l12
ota/hiad~ .221 0 2 *.neiar.= :.I _r 6122

1 ta,'ThTnI.dz= 1 .4'76!:(.2 me an= C..0-721,;3

l'ota/I -ir.:;dz= Il *I-"121(ý moan= 1 .1.44'153

et~,'1arril .CF=0'37 m oan=

I-ota/l arnidz= 1 .:'ll107C meoan= 4.l114

.7ta/":Ct 7.1 1251 moan= I :4332C

cta/larn~dT. U.1V d : mean-= :;.1 1 1525

'cta/1-71 -Al 7:'- - oarl= "l

eta/i arn cl-. mean= 1

I-otft/7 rými.z= ¶. I nG'.771 -1 rioan=C.77
Va/i ~ ~ m an.dz .7 . 0 no

0- ' .cl: r-aan=

* ot'1aV (7.~ 1 .417121. naw:
* "~23234 mean= 0".2

Vea/1n'~1 ~ ri ~s73 r-*oan= 1Y.:41

CtIL/1atII(1 1 1m'' r~oan 2.1

*ota/ThramIZ "71 -17 *-r on

u ta/l.-ml dz= 1 .- 241 r moan= 7.:;'145..7
*Z2alla!37V2 1 Lioafli.. *-'-

ot/-mlr:= 1 273,- moan= 5. 1 53112

ota/1.1t1 dz= 1 *':312 r.,ian-i * 1. 7 -374I

0 +-a /1 07- M.2. oan=7n1Z.I

*ota/lamrnAIz= * 2!'5 525 . eai 11 .31 5351

eta/la-m' d.- 3.-:c L ' moa:v 1 .2

a ta/J a~l dz= .Z; ,,7 72 Z moan=1.4

*ota/'Thll 1127 1 .1 ,r.-;.~ r-- an-z . 3-'l

'eta/1a~2dz~ * 24.4' 1 no-an=V1d~

:-ot/'an~z~ 3,:1 733 noan7 5A. 3 5-,5

'rota/lam';d7.= 1.; 73" coan= 7.1537127

:*~*ta'V I~~z . j-Y1 10-, mom n= 15 .11 M317

!.ca/h~ 'z .'~ ~:.i : oan7 1 .'.77 17T5G

'ota/1nm!.(lz ":: 211 ~- -moanz =12.7037341

otf% lamlf1z= 1 m P4j0 oan= 5.7:;5-C'57

Iota/larl ý1-:= 1 . 24 '710 1ý m -r 7.';107117

~ota/Th-r!. .Iz= .211: 5C530 - *noan= 3A .:'7171 1

otn'/Tht! CZ7 1 .121, 2;530ý moan= 0. G ,', ^4 '-

I eta/lanl-dz= I .070CG01I moan= 7. "040I17

I ota/laml dz= 1 .35:A44"7 m roan= 5. 5C51 051

:,(ota/laml~dzr .552r5413 rnoarn 1;. -34340

Iola/lar&dz= .321 030 -moan= 2: 441 4T'

I-eoa/lanl~dz= f. 04:12 mean - 1 Al.7rCC

TA BLE I(cofltintwd) 
Best Availabi COPY



bata/Iambdz= 1 .1174040 P ma~6752
_2 1 .577 noaz' r.4-

1 Z2~ ~ can=1 C4

utaofaL'l. , n a . : ý . 71 f.

cta/'tn.' i!:- mi:o.an= .7 * 1

1 *... . Z.7 5

:.5

am: (1'
0  1 5 7i~ V 1*

.a 13*" ..L IV -

0 OL an' C *' r-' 7

an. - 11 1 '

S1 1 5

Ota~la .. .Y'ar .

ran

.171

rna .7 :2

n AI * :ra;- 1*.~ ;
T.' m a. - 7 1

L: -l 7 1 . 7.. .

4,r.

.71.

*C-la 'hI 1 .4457r*G" r,333-5.

Best AvailableCp



EXFERIMMN Il f

b.*a/tainbdz= .30063233 p mfan= 25.087059

1,eta/lambdz= C7749743 imean = 5541
Gt/lrndz *!5G3 3 *'moan= Vr.'CC

(t/a:.Z= .71!TC1 3" mean= ln.5327G3

ltota/lar~i cs'.= *r72,-5Z I' nean-i n. .6"171

i eta'/l~ar- dz= moan 2

1-cta/]lam.' d7= C 724 moan= .7i :z
C 2 G7 S'Z -4. moail 11 *'7773'*

~ta/ Iar'll z n"~r 1l m oan :. 7.7: '4 .177

IO~aa/.a1* f, ~'7 moan=~ 7. '"2Z

~~C 1 .i!15 rioan71
t&A/~. !~ 1. 7'5S noan=.

Oeta/lat"' .In= 1 an= -.>:34 U,3

9 :nt~./a;.i:.= I ~1~' mioan7 4. '275'2S:
In ne'a h :~7~2 man- 1 .".'3433

c't;'a~l:!~ 7"15.51 moan= 7 1 -'1 '*.7

otd-lm' 1 1 2z=: moan= .

r,'rd *: C4 ' noan = . 7-1. . 3

* ~"ta1urd~ *~172'.~''moan= 1751

........ oa. 11 = .. 1

* ¶."L Iz= 1 .17111 3.' 3172r.: .
t'In !a i'-a dz= -- 3 p mean n .C 7-4-71

1 /I a.-.-' 5 mon.-cf: 31 ~.~
1 /1at~ildz= -52~Z :a.-.a 1

* ' ~~-,. rnoan:577C

c ..'1a !~1 . -/nuar.- ~z 4:53:>:
* '/Ial.. dz= *coa24 r.o- 1 5. 3

'~''1~' 1 .i 122:1 *~moan: ~. ::7 4

/In-."1, dz= .77111 147:, now:.- .- CI3

~2~Ia '! ".7 ., *mn. 1

* t,>aQ :- .3 '"~ moan 1 .'27r'

* V/aL!tz-, -m1- oa i- '

*'a .Inn ~ 1'. d.-. -3 an-.1.475

*man ý. "-1371 *17a

OCari (1Z r '2r7~ oa n

*t- "./I a1.1d *Y2'33 1 -7ca..- .1 .1 54:75

* ,ta./'1a:*';lz . '1.777773 ioan:: ~471

1 ctr/av,1a dz- 1 '' mc.n- % '

v , / a.~: u! z~ ft 1 .7''r;5!f 3 mer.a.- -. -:;~ 1 '

! ota/laril d~t= 1 .54410"7 mean=. 5~ .7-C-732

I ta/lan;t iz=z * .:'7170473roan. .5

c~oa/lan~!ldz= i.772':G21 roan 1-7 * .13~:7

I.ota/laL!!,dz- C- 1 '3 .2 47 moan= 15. 33 3 0

I~eta/laml dz= .'-l4f!C0223, moan= r'.2133Y-



EXPIMILIENfX (v1

beta/laubdz= .6986243 p man= 10.962646

1,ota/1amft 4~ ::15110 mean= '..50

!!ota/larll,-Lt r n:, a!2.5GS *cal-.721

1ota/'&n'di# i.77f-4r7 rnonr. - 21d

* .otf/a/Thll c... i1.I 7;"0C3

'~~~~~. Mta.r "* 'ia. ~ 7

1 '.a/l an -ca-,= r1- ,:7,

c~na am cl:07 MO

otr~~ar. '~' .J22~'~ rloftn 1

O~1,flLA t -. t.?43tmoa- 75CZ

!~a,-~~'d-* 1 =T3G cnni-

'e~ai!.Z 74ZC3ap~~.1

cOa:1/am! .;2! p~a n75 175 r'-in

o4, m d%=s 5: r'7 50 nnoi

me .I-: I

0.. a.-'3477

.1 1 3, 1 man k

*oa

a, .. .. a

.-w n

a/ a;! . ý7-55 .

:a 1 -oa

,, a - r7 :~ !,Z-~ . 11 1'.

.-- aIla..' C::- 1 , 1 77-, 1 V.

0 a n1r' !r 1 3' .1 7 ca.:: .

-V .\ BLI I (, ontIlt-6 Rck B st Available Copy



b&WtaU.mdz- 341051 69 p man= 5.1690974

:::1UU~T ii ") *I ' dz 1 4 I5 P moa:*.- 7. 14

I.ota/lar".' dnn 1I 1 ror- 7Z
V oan=* -

*ot.a/aInr' e-t I 1 An

!.ota/1a:* c~z= 2.%n475~77 p mean= 2.n~343O'GG

lye lz'v ' -.)ean- ,.1

eta ~~r-oa-.- ýV

o'2/7: 1, 1 1 oai= 1I.1-

olm/lmr* z-: .7 r~oan = .4,5

ota/la?'* ~ .7 1.:' !:a.-= l:

'oa/l.ar' dzý-~ O!

*otr./1lan dz 1 -e::
.ota/lar.' dr? 1.z:- 7.1 1

*cta/lam7 t!- 1 oas= .7.

Ota,'a-n* z:! 1 1 " , ra .

I .-A n!Z oan- 7

* oa/~i * 1 T tsoan=

ot/-m I~ I i oan- :. 7. 1 Z,-

*ota/: Iard 1: :I meoan=- Jo1:
* eta/1aiIr d7 1 ' -1. 11oa

* lta/lar.bdz-ý noan= 14

*ota/lanft= 1 noan: 5.. 1 -7'

eta/lam' dz= 11 1 '1. o ! 7

ut/!&.n 17ý 1 1- p oan= r." 771205

Ioea/'.ama*. 1mn 1 -.a 4

p~/3 1on M-1 751

a*- 1i -t *7 1 e,:.1

o ul /'.8T1 -ý 1 1a
ea/I?.d. 1 51 _

u! ta/a::>..* 1 1'7 7 ma 1

suoa," a ~ 1 7 ,-a.. 1.

*c 'ar. "I ~ 7.1..

* .t/T ?I * 1 rcar- '. .T - 1

oo a1r f? 17

1~m 1:- 1. 1 171

O~~a/'.aL~n 1Ia n- . 1 1

* ca/lum '7 rcý 1 7
t- a.t"l . -771- 7o . 1

c. 1 2 cn~nt' ic/ln I= no:.~ ; i

vt/lrl !n l-7 22n=4

o r.M a an*t 77... 
. . . . . -n



I
I

.: .25000O01= .13333300

number of tria•s= 250000 nn= 9.9668640 variance= 206.09936 std dtv=14.35616 I

- 1 ' ": 5 Y 7 .. " "

- " :7° . 1. ' ' ' 1

Its' I -

n- 1.-, - ' ti .: -" .' .*: : :. v"1 , •-

1 "- -: -P 13 . "~ . *

1 - "t; 2 _.. ".-.
1. ; :- 1. ~1.'•

.- 4,1 -

1- .:1• 1
i:- 1. 11 " ." .1

1.'- 1 "..
1.- '- 1 " 1"". -. '

"" - 1 ., . . . " .'..

1 1.7

7.77

4: " ... 1 " I

J :- Ole COPY,

.- •: .. ,.-B"

." ,- V ...

.: 11; .7 1.!.

S- "1 -11 ":-

-. -* . .

.- 71 ..... .

__.- ... o- o.

• .-. 1.|i..7'

"- - •°1 .'"

* - ",:7 "1. "77

° .... .,; Avala le Copy
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CXPERIENT i(

%oder 0.0000

0- 0 0.11TS

3-
4 '.41!4

5- •",.•%

6-

7- 7"

11I- 11i ".7°''-
1'•- 1i: .,.•

1'- 1,-, .77"47

17- 1 7".:

S i~

"- :- ",I"7

.1 - ::i . ." -

17 -1

1 - . -."..

"T1 - "."5:':-

"*. j- .-. ,-, . 1

.. - 1 . 1'

"- 2 . '.7 ' 1

_..r.

.'•'• .':"^ " 7 -

TABILE 2 (-,ontinued)

24



rxp-nINT 11 Ck

under0

0- 0 0

4- 4 Z

7 31
7- 4-

t4-

4 -

1-1: .

1 15

-'vc r

B est AvailableC OnwY
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ft. of mpetitimm 1000

S.250000001= .13333330

number of trials- 1000

= 9.3830000 variaances 26.75607 stddev= 16.635"T

moan= 10.475t2
0  variance= 29.).55093 stddev= 17. AS•1

t'2.NG. !OSSERVD ,ýT"MZD CLllS 1

-1 136 12.9 1.39

1- 2 103 124.0 u. -32
2- 3 I'T 1,P.5 -. )2

0- 4 .. 76.V 2.24

4- 5 51 GC.4 3.50

5- 6 70 57.5 2.71

G- 7 41 5:.1
7- 42 43.7 .,..7

,_ 2 3" 3%.3 .3 . •
;- 1," 33 .3.7 .1

1PA 11 2n.^ 1.11

11- 12 31 26.3 .-2

12- 13 25 23.4 .:.11

13- 14 14 21.2 2.20

14- 15 1" 1 .C .. 22

15- 10 14 1C.6 ý..41
1G- 17 2ý 14.!- 1.74

1 7 - 1 1 11 13.4 - 43

1'- 15 14 12.1 ).31
19- 2l: 11 1 ý.9 . N

"- 21 3 0.1, 4.7:1

21- 23 11
"22- 23 2 ',1 .Ž. -;;

23- 34 7 .4 :..52
24- 25 I C.7 1.11

25- 2C 5 G.2 .22

::C- 27 r,.C 2.54

"7.- 5. .2 .. 14

2 "-"2 4. ".'G
711- 2 A .- -3

32- 33 4 -.- .11
n3- 34 2 ,.1 .41

d- 3 33 ..2. •-

""37" .. •

"2 2.2 .75

41- 41 7.4Z : -. 4
• ' : 1 1 1.2 *'.'"

41- 45 2 1.7 ..21
422d 2 1.2 .Le"

45- 44 1.2 1.51
4'4- 45 1.4 1..11

4"- e7 1 1.2 . 5
47- " - 1.2 .21
4 - 2 1.1 1.

n-. TABLE Best Availab!e Copy
..IS;CJSAt-.. ,43.9424 TABLE 3
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Sxporiumnt xII (Contn)

0- 1 113 122.9 0.30

1- 2 DC 1A.G '.71

2- 3 1;5 "D.5 2.70

"- 4 72, 7G. 0 .C2

4- a C2 6e.4

G 51 37.5 ,.74

G- 7 44 5 .1 ,.73

- 44 4.7 T)

-V- 41 3:;,3 ,1"
- 1? 3D 33.7 3

1 -11 27 2%, " ,20

11- 12 1V 2C.3 ,

12- 13 " 234 ,11

1"- 14 23 2 .233
14- 15 1:1 .C . 1

13- 11 14 1C.• .41

1C- 1? 15 14.
1-- 1 1 ic 13.4

17- 2. 11 1 ,

2- 21 14 ' 1.73

21- 22 4, 2.74

12 .1 1.5
S" ::4 '. 4 • -'

2.- 245 1 C.7 .3

_____- ,.. 3.6 1.

'' ' 11LL "C .22

.1 - 3 3 3.G7 .

,• •....3.4 '.11

:] -," 4.,3. 4..3
ý22.1

"2'- .3 " c• '

4.- . .

4 4- 1 1..7 . ,,-n2- 33 1 1. .34

":3- 4. 1.. 1.47

II. 41 1.4 .72

4-. 4 1 1.'1

.1.2 *1

4 A - 4 12

" "4- .1 1 1.: .*4
.':,1- 424 1 . 3 1.

, .* , 1.0 1.47

4 .,- .,," •1 . 1. 77

C 1.

...... ....... '-... ..-. "...'.

L Copy
"iABLE 4
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( tPEROIMFT Iv
mean of first int= :.1~16853raoan of tenth inta ^.6574202

ado. first it=t ".VA;1161ad of tenth tnto C.G2215430
prod= !5. 14141C
corr. ,ouff. = .1 72fC4;03

m~oan of first intr I .137,13laon of '*-,-t.i int= D f',224272
ad of first inta 14.1"743,,d o~f tonth int= 13.115371
prod= 142.3J937.
,orr. -oe't. .2-1973229

Moanl of first iotz 1 *015TC1-'oan o~f tenth intr 11.4G1051
ad of first into 10.31 30Sad of tenth into 17.13714C
prod= 220. 302SD
cor:.c-ooff.= .3070 :64

n~oon of first int= 14.1 .0271noan of tonth into 11.2!r 1 A
ad of first into 44.C'123lnd of tnnth tntz 2!.7Cr3:7
prod= 714. '237:'
"orr.couff.= 370

noan a' first lnto 17.-. ' 5!0Ioan or tonth intm 11.3 0 171
3d of first tnt= 22.^ 4:'Ond~ of tenth into .14.4 <373

,;orr.'!oof f. *2:,'15.'2

loan of first inte 21 . "I171?onn a!f ton th int= 2 .1-l-
ad of 'lirst int= 75.43527`ad of tenth int= 1:13. M13
prrdv 33,30. '740
ccrr.n!oaf'.= .1217174

a= *? :j..;
noan o. first int= 2 .00 r5G"*,.an nf tenth intm 21. 44,' .!2
ad of rirst int= 1.43lPSOnd of tanth into '12. 736' .7A
pro4m 331 C 72
"-orr.coeff.w .47A43 j,;3

nocan o' first int= 2-. -r! ::7ionn or tonthl nt: 150
ad of "irst into 137.4.117ind of tonth Into 1 12.00274
nrcnd= 7147. IIGC5
,,orr.coorff. .4 -7:3 G

!ogn o first int.ý 0.. 72142n:ca,' of tunthi intz 37. "AC02
sd of first into C '08c~7L0nd or tontij Into 104.'53 :1
prod= 'r344.131
nc.crr.raeff.= 71 737

TA 111]



!~Imlw..4T V()

No. of repttitionl=

a:- •.10000000 1= 10.000000
0 0.055 56 7.138

1 ". 7 7..7,7

, .~7.353

Y.

P .T5 G1 7.G,•4

7 -, ,t•"7 .117
r

12 1. :" .

I1 1

17 1. I X11: 1..IT." 71 .7

1 1
17 1."1 " 7 :.I:

1- 1 .' " ;.11

I .. !.7 77 "

:.3 ". "17 .1. . a
- • a-..;- :

.1 -
.

.. 7.

4.14 .. 1 .1

- 1 .7'.57

7 . 3 ", .. ji- I- 7.
IiV

"'3 .'.11: *I 
C OP1

" "-'. " " 1 ."?

.* . . . 1 .. -,.

I" I I \, a. I It I k."
2. 0 1



EXPLR IMM"-?T V (19)

a- .30000000 I= 10.001000

o 0,2 Of 14,223

3 1 '•3"" 3 1 4.,'.3

C " . " 15.535

4.12 1%5.-7

55 '5rc

7 ."27 02 13.....

7 3.•5.: t3 1 7.112

7 4.12? 5/. 1:.4'57

4.722 .. 1:,.47.
f, 4.72" C., 17. PG C

11 5.3"1 G7 17.1'-

1 5 5.;1 ." 17 .7r

17 5.C-7 C 17.7r7

1 5 7 -,7 7 7 1 1~ - •-7

17 757 7" 1" '1

1 7..1 74 1 .

1 . . .. 75 1- .2'5

, . 77 1' - .1

- .7- 77 v.177•S .'f7" 1' .277

Sr - .,. •1 .374-.
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COMPUTATIONAL CONSIDERATIONS IN

MULTIPLE LINEAR REGRESSION

Harold J. Breaux
U. S. Army Ballistic Research Laboratories

Aberdeen Proving Ground, Maryland

INTRODUCTION

The statistical theory concerned with multiple linear regression

and simple, partial and multiple correlation is highly developed and has

been one of the most useful tools of analysis provided by statistics. The
widespread availability of modern high speed computing machinery

makes practical the solution of many regression problems which before-
hand might not have been attempted due to the inherent computational
difficulties. High speed computing machinery enhances the value of

multiple linear regression by removing the computational drudgery
and making possible more sophisticated procedures of analysis. Despite

the tremendous speed and computing capabilities of modern computers,
much can be gained by the skillful design of computer programs designed

to solve the normal equations and provide the associated statistical
data for estimating significance of variables and prediction intervals.
The computational labor associated with multiple linear regression
arises in the formation and solution of the normal equations. Efficient
algorithms for solving the normal equations are described in the
commonly used texts of statistics and numerical analysis, however,
only recently has any widespread effort been made to fully take ad-.,'ant-

age of the capabilities of computers for doing "exploratory" type
regression computations. In problems where many variables are
involved the analyst may have only intuitive suspicion regarding those
variables which are significant. When this is true it is desirable to

define a "candidate" linear model which includes all the variables
which are conceivably significant. The exploratory experiment then

would consist of entering this candidate model and.the appropriate
available data to a computer program specifically designed to analyse
this model, and output a reduced model containing only significant
variables.

One way to design such a program is to have it obtain the solution
to all the "sua-set" models that can be formed from the collection "
of variables in the candidate and choose the one which best meets the
significance criteria.
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4i tnis nociel contains N variables there are 2 N -l sub-set models.
Thi,3 method is made practical for as many as 10 variables by a
"binary algorithm" deceibed by Lutto [1], 1961, and Garside L2],
1965. This binary algorithm defines the optimum path of elimination
so that the Gauss-Jordan algorithm goes through the fewest recursions

when generating the 2N -I solutions. The method has the advantage of
being always able to identify the "optimum model". For the purpose
of this paper the optimum model is defined as that model containing
only variables which are statistically significant at a chosen level of
significance and which has the rninimuni variance of residuals among
the sub-models that have all terms significant at that level.

The scope of some regression problems is such, however, that
more than twenty variables are required in the candidate model. Such
a problem is one described by the author in BRL Report No. 1348*,
"The Computation of Firing Tables for Guided Missiles", [3]. In this
problem it is desirable to define a candidate model containing 100 or
more terms. A very practical solution was obtained using "Stepwise
Multiple Linear Regression". The program was patterned after the
computational scheme described by M. A. Efroymson [4] and is docu-
mented in BRL Report No. 1330 [52. For documentation of similar
type programs see References [62, [ 7] and [81.

Stepwise Multiple Regression takes advantage of the fact that the
Gauss-Jordan algorithm, when used to solve the normal equations with
N variables, yields intermediate solutions to N regression problems
containing respectively 1, 2, .. . and N variables. The procedure
advances in stages. In the "forward" version the variable which enters
into the regression is the one which at that stage results in the greatest
reduction in the sum of squares of residuals. The power of the procedure
is further enhanced by removing variables at later stages that may have
become insignificant. The decision to add or remove variables is made
by use of "t" or "f" tests of significance. The procedure advances until
an equilbrium point is reached where no significant reduction in the sum
of squares of residuals is to be gained by adding variables into the
regression and where a significant increase arises if a variable is
removed. The "backward" version cf the procedure begins with all
variables in regression and proceeds in the opposite direction to achieve
the equilibrium stage. The relative advantage and disadvantages of the
two procedures is dependent upon the application however, it seems
desirable for a well designed computer program to contain a capability
for ooth.

CCopies of th±i• repor$ are available to qualified requestors.
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MATHEMATICAL BASIS OF THE STFPWT.qr

REGRESSION

The mathematical basis of the stepwise regression is that the
transformation rules of the Gaiss--Tordan algorithm correspond to

recurrence relations that exist between covariances of reciduals,
regression coefficients, and inverse elements of partitions of the covari-

ance matrix. These relations are conveniently expressed by taking
advantag.- of Yule's notation F9]. In this notation fhe regression equation

is written rn the form

Xn b nl.23...nn X I + b n2. 13. .. n-I ".2

+ b Xn,n-l. 12...n-2 n-i (1)

The first subscript of b is that corresponding to the dependent variable
X , the second subscript corresponds to the independent -v.ariable
attached to the regression coefficient. These two subscriits are called
the primary subscripts. The remaining subscripts on the right of the
period are those of the remaining independent variables and are called
secondary subscripts. For a particular observation equation (1) takes
the form

Xjn. = bI X3l + b2 Xj2 + ... +b X + ej (2)

e . is a residual and is the differenre between the predicted value and the
observed value of X . In Yule's notation the residuals are denoted as

n
n 12.. . Since regressions containing fewer than the (n-1)

independent variables are of interest it is convenient to introduce the
notation

q 0= I,1..(- ), O<+ 1). .. p (3)

Note that q is a set of subscripts containing the digits 1 through p, excluding
i, j, and k. Furthermore q is a sub-set of the (n-1) subscripts of thb
independent variables.

It shouild be noted that the variables X. are ýissunid to be measured
without error.
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The covariance of the variables X. and X, is detintd as1 J

sij = i3X.X/f

where f is the degrees of freedom and the summation extends over the
m data points. Any variable can be considered as the dependent variable
e. g., the residuals X, and X will be of interest. The covariance

1. q q
of residuals is defined as

Sij.q = ZXi. q Xj.q If

Using the above notation, the normal equations can be written in the
form

SX 12Xk = O, = 1, 2, ... , n-1 4

or equivalently

SS1k b I + '2k b2 + + Sn-i' k bn-1  nk'

""k 1,2, ... ,n-i (5)

The complete covariance matrix is

11 12 12n

21 22 2n
Sm6)

5n1 8n2 nn

This matrix corresponds to the augmented matrix of coefficients
usually considered in solving a system of linear equations with the
addition of the nth row. The nth row is added so that the variance of
residuals, s nnq will be -made available through matrix manipulations,

thus avoiding the need for computing residuals at each stage.

The matrix element Xij, q ij k is defined as the ij' th element of
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the inverse of the partition of the covariance matrix formed by taking
all the rows and columnR of indices q, i, j, k.

The recurrence relations between the b's, c's and s's that are
of interest in stepwise multiple regression are tabulated in Table 1.

The solution of the normal equations by the Gauss-Jordan
algorithm is equivalent to the successive application of linear trans-
formations to transformed matrices, the initial matrix being the
covariance matrix. The successive matrices that are generated by
the recursive equations can be denoted as Ao, Alt ... An_1.

Ak (k = 1, 2, ... n-1) is the matrix formed by applying the transform-

ation.
k k-i k-l k-i k-1

a1 a aik akj kk i . .. , (k-1) (k+l). .. , n

k k-I k-I 1 - 1,2, ... ,(k-l) (k+l)...,n
ik ik / akk

k k-l/ kk-. (7)
a i = aklk j 1 20 1 (k-1) (k+l)...,n

k 1/ k-I

to the matrix A k_1 This transformation is denoted as T The

superscripts denote the fact that the matrix A is being operated
k-i

on to yield Ak* The sequence corresponds to the intr6duction of the

variables into the regression in the order 1,2,... n-1. In general the
sequence would be different, however, no loss of generality arises,
since one can renumber the variables in any arbitrary fashion. By
use of the recurrence formulas one can prove the following theorem:
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TABLE I
RECURRENCE FORMULAS

1. C.. j C, - b d~±k~i13. qi j ij. qi ki. jk. qi d k. .15 j

2. cik. qi jk -bki. qj/ kk. qij

3. b ji. qk bji. q b i. q ak.i. qi/ kk.cpi

4. c kj.qi jk d kj. qi /akk. qi j

5. 
- 1/Sqijkk. qi j

6. b jk. q s kj. q/8kk.q

7. d j.= d j q -d kj.q Eik. qj/Skk.qj

8. dik. q -8ik. q / kk. q

q. ij. qk "ij. q -1k. q %kJ. q/8 kk. q

1. cij. ci j - j qi jk C'ik qi Jk Cik. qi jk/c kk. qi jk

1i. b ki.qj = C Cki.qj/Ckkij

12. b j. b ji qk cik. qi b jk qi/C kk qi k4

1. dkj. qi kj. qijk/Ckk. qi jk

14. a kk. qi j = 1/c kk qi jk

15 8 kj. q lk. q/C k.

16. d Cijq i. q -d ik qj jk ~jk /Ckk. qjk

17. s ik. q - ,Ci. q/C kk.qlý

18. 8 ij. q 8ij. qk -dik. q 1)jk. /C1 kk. qk
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THEOREM:

The matrix AI, defined above, contains four partitions, the respect-
ive partitions having elements as follows:

ai.j i c . 12... k'

a. = b . i = 1,2, k, j = k+1, k+2, ... n

(8)
a,. = d i = k+l, k+2, j = 1,2, n

1 j ij. 12...i-1, i+l. ... n, ...

a. f = a. . .. k' i = k+l, k+Z,...n, j = k+l,k+2,...nij . .12..k

The consequence of the above theorem can be generalized as follows:
The collection of variables whose subscripts are represented by the

values taken by k in the successive application of T are said to be in
K

regression if k appears an odd number of times in the collection. Alter-
natively, a variable is said not to be in regression if its subscript does
not appear in the collection, or if it appears an even number of times.

If the subscript appears twice, e. g., the corresponding variable was
entered into the regression and then removed. The nine recurrence
formulas, 10. through 18. can be used to prove that the application of

the transformation T to A generates the matrix Akl, i. e., the -variable

is removed from regression by the same algorithm with which it is

entered.

The derivation of the eighteen recurrence formulas and the proof of

this theorem are contained in the author's Masters' Thesis, soon to be
presented to the Graduate School, Department of Statistics and Computer
Science, University of Delaware, Newark, Delaware. The thesis also
contains a discussion of storage saving considerations in the program-

ming of the procedure.
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The content of the matric at any stage is as follows:

.. a . when neither X. nor X. are in regression13 13 1 3

a.. b.. when 1,. is in regression but not X.

aj. d i j when X. is in regression but not X.

a j c. . when both X. and X. are in regression.ij 1 1 3

CHOOSING THE KEY ELEMENT

In forward stepwise regression the variable which is entered into
regression is the one which yields the greatest reduction in the variance
of residuals at that stage. For an arbitrary variable X. that is not in

1

regression it is seen from the recurrence formula 9. that the variance
reduction is given by the quantity.

i a inani /aii Sin. q Sni. q /ii. q (9)

For an arbitrary variable X. that is in regression the variance increase1

resulting from the removal of X. from regression is given by 18.
1

V. a a ./a.. = d b. /c
I in ni 11 ni.q ni.q H.qi (10)

For X. not in regression V. is positive and for X. in regression

V. is negative.

After determining the key element it is necessary to test whether
the variance reduction due to entering the key variable is statistically
significant. By inspection of 9. it is seen that for i = j = n

Snn. qk = nn. q (1-s nk. q Skn. q /8nn. q akk.q) (II)

The quantity (snk. q Skn. q/Snn. q Skk. q ) is defined as the product

moment coefficient of correlation between X and X .

n.q k.q
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This quantity is denoted as r nk" q and is often referred to as a partial

correlation coefficient. Equation ( 11) can be written in the form

deoe as ik /S ans ofe re)rdt/sapatasnk. q- Snkq kn.qsnn.q kk.q nn. q nn. qk inn. q
2

By inspection r q gives the fractional variance reduction obtained by

adding Xk into the regression. If rnk" q is statistically different from

zero, then we observe that the fractional variance reduction due to Xk

is significant and that Xk should be brought into regression. For forward
2

recursion r k can be computed directly from the first expression ofnk. q

(12). For backwards recursion, i.e., to test whether a variable Xk can

be removed from regression, r n can be computed from the formula
nk. q

r = vk/( + vk) (13)rnk. q k Snn. qk k

A test of significance for rnk. q is listed by Graybill [1 0]. If the true

coefficient r nk. q 9 for which r nk. q is an estimate, is zero the quantity

t (f-2) /( -r (14)
nk. q nk.q

is distributed as the Student t distribution. A test of the hypothesis
r nk. q ý 0 against the alternative r nk"* q 0 is performed as follows:

The quantity t is compared against the one-tailed t statistic, t (f-2, c)

appropriate to the degrees of freedom, f, and the confidence level, c.
The hypothesis is accepted if t > t (f-2, c).

The test is used in two ways:

(A) At the beginning of a stage V. is computed for all subscripts,

i = 1, 2, ... n-l. The largest positive V. identifies the key variable
1

which should be tested for entering into the regression. The quantity

rnk. q is computed using equation (12) and the t test described above is

performed. If t > t (f-2, c) the variable Xk is entered into regression by

performing the transformation Tk.
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k-, Q%0 5V U85kiIM uy agi £.urrputing 1

for all i. The negative V. identify the variables that are not in regression.
1

The negative V. of smallest magnitude identifies the key variable to test1

for removal, rnk" q is computed using equation (13). If t > t (f-2, c) the

correlation is significant and the variable Xk should remain in regression.

If t < t (f-2, c) the variable can be removed from regression without

significantly increasing the variance of residuals. Xk is removed from

the regression by applying Tk. The procedure is repeated until all

insignificant variables have been removed.

The modification of (A) and (B) above for backward regression is
quite simple. Initially the recursion is controlled to proceed all the way
forward, yielding the inverse of the covariance matrix. On the way back,
after any variable is removed, the determination is made as to whether a
variable removed previously has become significant. If not, then the
least significant variable in regression is removed, provided again that
the resulting variance increase is not significant.

______46



I

REFERENCES

I. Lotto, G. , On the Generation of All Possible Stepwise Conmiinations,

Mathematics of Computation, Vol. 16, 1962.

2. Garside, M. J. , The Best Sub-Set in Multiple Regression Analysis,
Ap ied Statistics, Journal of the Royal Statistical Society, Vol. XIV,
1965.

3. Breaux, H. J. , The Computation of Firing Tables for Guided Missiles,
BRL Report No. 1348, November 1966, Aberdeen Proving Ground,

Maryland.

4. Efroyrnson, M. A. , Multiple Regression Analysis, Mathematical
Methods for Digital Computers, Edited by Ralston and Wilf, John
Wiley and Sons, Inc. 1960.

5. Breaux, H. J. . Campbell, L. W. , Torrey, J. C. , Stepwise Multiple
Regression - Statistical Theory and Computer Program Description,
BRL Report No. 1330, July 1966, Aberdeen Proving Ground, Maryland

6. Wilcoxin, W. L. , Wohlever, J. R. , An Improved Stepwise Regression
Analysis Procedure, Report No. Y-FO15-15-06-513, U. S. Naval
Civil Engineering Laboratory, Port Hueneme, California.

7. Dixon, W. J. , Biomedical Computer Programs Health Sciences

Computing Facility, University of California, Los Angeles, September 1,
1965.

8. Abt, K. , Gemmill, G. , Herring, T. , Shade, R., DA-MRCA: A Fortran
IV Program for Multiple Linear Regression, Technical Report No. 2035, I
U, S. Naval Weapons Laboratory, Dahlgren, Virginia, March 1966.

9. Yule, G, U. , Kendall, M. G. , An Introduction to the Theory of Statistics,
Charles Griffin and Company, London, 1940.

10. Graybill, F. A. , An Introduction to Linear Statistical Models, Vol. I,
McGraw Hill Book Company, Inc. , 1961.

47

__



F4

ESTIMATION OF ERROR RATES IN

DISC RIMINANT ANALYSIS*:

Peter A, Lachenbruch and M. Ray Mickey
University of North Carolina

Chapel Hill, North Carolina and
University of California, Los Angeles, California

ABSTRACT. Several methods of estimating error rates in Discrirninant

Analysis are evaluated by sampling methods. Multivariate normal samples

are generated on a computer which have various true probabilities of

, misclassification for different combinations of sample sizes and different

numbers of parameters. The two methods in most common use are found

to be significantly poorer than some new methods that are proposed.

*This article is to appear in Technometricu.



SOME STATISTICAL APPLICATIONS IN THE TESTING

OF MILITARY VEHICLE RUBBER COMPONFNTS*

Emil H. Jebe
Willow Run Laboratories

The University of Michigan, Ann Arbor, Michigan

SUMMARY. This paper utilizes the results of four test programs for
rubber components of military vehicles to illustrate a variety of statistical
applications. Twc of the programs were concerned with the testing of
rubber bushings, an element of the track for track-laying vehicles. A
third program was conducted to evaluate experimental types of track pads
while the fourth example discussed reliability evaluation for track pads and
track shoes.

Two of the test programs were based on experimental designs suggc sted

by the author while the other two may be described as:

(1) A factorial arrangement for two factors with missing treatment
combinations.

(2) A "road test" without controls or any basis for comparative
e valuation.

The statistical applications described for these test programs include
the following:

a. Unweighted least squares analysis,

b. Orthogonal polynomials for unequal spacing of a factor,

c. Use of the Kronecker or Direct Product of matrices to form
the Contrast or Design Matrix,

d. Weighted Least Squares analysis,

e. Use of a single replicate with confounding in 'a 3x3x2x2 experi-
ment for four factors,

f. Estimation of experimental error by a number of techniques,
e.g. , regression residuals, Half Normal Plot, etc.,

g. Use of "uniformity trial" analyses of data from previous tests.
to design a new experiment,

"*Willow Run Laboratories, Project 07312, Institute of Science and Technology,
The Jniversity of Michigan. Prepared under Contract No. DA-20-113-AMC-
059Z7(T) with USATAC, Warren, Michigan. Revised 10 February 1967.



h. Reliability estimation based on
(1) The binomial distribution, and
(2) Johns and Lieberman (1966) (Technometrics 8, 135, February

issue).

INTRODUCTION. Since 1962 the author has had a unique opportunity
to participate in a number of investigations of rubber products for military
applications. These studies have been conducted by engineers of the
Components Research and Development Laboratories (CRDL), Research
and Engineering Directorate, USATAC. My participation has been through
several contracts between The University of Michigan and USATAC. Among
the types of products investigated have been bushings, pads, shoes and tires.
The latter needs no definition, but the other three are components or
elements of the track for our tracked vehicles, e. g. , tanks and personnel
carriers.

A few words of non-military explanation may be helpful for these
components. The rubber bushing is bonded to a track link pin. A close
fitting metal tube is squeezed over the rubber bushings which are bonded
in clusters of 2, 3 or more on the pin. This assembly is then inserted into
a cylindrical opening in the track shoe. Addition of center guides and end
connectors to a group of shoes makes possible the assembly of a complete
track. The rubber bushing is a key element in this complete assembly in

that it provides a non-lubricated bearing and a load taking element such
that the vehicle can travel at high speed without prohibitive noise. Another
key part of the track is the friction and load bearing surface between the
"vehicle and the road. The outer face of the track shoe provides this sur-
face. Again this face of the shoe is made of rubber but it may be provided
In two ways. One way is to bond and mold rubber to the desired shape
directly on the steel surface of the track shoe. Another way is to make
shoe pads of desired shape and bolt them to the track shoe. The pad is
made by bonding rubber on a metal plate with welded bolt attached.

As the author understands the situation, polymer science and rubber
technology are not yet able to predict reliably the outcome of many military
applications. The outcome of interest is durability or life of the component.
Hence, various laboratory and field tests need to be undertaken to investi*-
gate the suitability and durability of specific applications. Our participation
in these tests has comprised:

(I) Analysis of laboratory tests (without an experimental design
imposed),

(2) Design of experiments for laboratory and field tests,
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(3) Analysis of previous field tests to obtain information for

designing new field tests,

(Cf; ,ov•o f ..... _-n- . .

(5) Estimation of reliability from road test resultsi,

In presenting this paper the author wishes to acknowledge the contri-
butions of his colleagues and co-workers, R. A. King and J. W. Curtis.
Further, the strong support, encouragement and active interest of USATAC

personnel has made it possible to present this report*.

Least Squares Analysis of a 6x3 Factorial Arrangement for Rubber

Bushings with Missing Treatment Combinations. The first problem pre-
sented to me concerned the analysis of results of fatigue testing a large
number of rubber bushings on a laboratory test machine. This machine is

designed to simulate the actual field applications of the bushings. Adjust-
ments of the machine permit variations of (1) the radial load (in psi) on
the bushing, (2) the angle of torsional twist (plus or minus in degrees),
and (3) the cycling rate for the selected load and angle. During fatigue
testing the rubber deteriorates so that the load squeezed the bushing and
permits a carefully positioned microswitch to close and 6top the machine.
A counter mounted on the machine permits recording the torsional cycles

to failure at the time the switch closes.

Engineers charged with analysis of these data on cycles to failure were
disturbed or baffled by the tremendous spread or variability of the results.
Further, plotting of average results showed a non-linear response (Figures
1 and 2) which made prediction appear extremely hazardous [1] :":1. Table 1

indicates the variability for two groups of tests. Table 2 provides a general

summary of these results.

In approaching the analysis of these data, one found that no experi-
mental design had been imposed on the test sequence. Although it appeared

):In this regard the author wishes to mention Messrs. P. L. Goud,C. Banton,

C. D. Rose, F. Spencer, E. Kvet, R. Westerman, and Miss C. Cicillini.
Statements and opinions expressed in this paper, however, are those of the
author and do not express USATAC position or policy. The author also
wishes to express his appreciation for the comments of Professor H. .B.
Mann, Army Mathematics Research Center, Univ. of Wisconsin, made
after the presentation of the paper on 19 October 1966.

**..:,Numbers in brackets refer to references. These Figures I and 2 are
reproduced from Figures 6 and 8 of Reference 1.
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On. -- -a vecl. m ,en fa, it 2. 1- xt , &' IV y -r le j. h 1 Iree
showed little wear after 3. 000, 000 Cycles.

2

+ 15

_+ 22 1/2°

0
0 500 1000 1500 2000 2500

Radial Load, psi

Figure 1. Fatigue Life of Rubber Bushing Track Pns ,s a
Function of Radial Loading. at Different De~reej
of Torsional Twist (Figure 6 of [1]).
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Two Specimens Tested Showed Little Wear
*", UU UUU Lyc es.

-1

* I

I- I

1800 ' 1200 psi

"2250 pbi 1500 3si

7 V2 15 22 /2
Torsional Twist, + degrees

Figure 2. Fatigue Life of Rubber Bushing Track Pins as at
Function of Torsional Twist, at Differer:t Levels
of Hadial Loading. (Figure 8 of [I]).
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TABLE 1.
Cycles to Failure for Rubber Bushings Tested at Two Conditions

Test No. 20 Test No. 24

1 44,900 1 800,000

2 42,700 2 1,326,600

3 34,900 3 1,334,900

4 32,600 4 1,372,100

5 41,500 5 200,0004;

6 40,200 6 1,638,800

7 83,500 Load 1950 psi

8 35,000 Angle + 7. 5 degrees

Load 1500 psi

Angle + 22. 5 degrees

Cycling Rates for Both Groups - 255 cprn

Source: Table II of [I]

;Rejected later as an outlier.
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tI
TABLE 2. Layout of Rubber Bushing Test Conducted at USATAC,

Warren, Michigan, 1962

Radial Load Angle of Torsional Twist (Degrees)
(psi) + 7. 5 + 15.0 + 22.5

1200 n=l(no n 1 6 n 1  8
(no data) 12

C = 1052: C = 56.6

R = 423"'* R = 40

y= 30175 y= 1.7373
2 2

s =0.00505 s =0.01503

1500 n 21 =d0 n 2210 n 238
(nu data) 40=3 = 44.4

R- 127 R= 51

y 2 .4539 y 1.6284
2 2

s = 0.00922 s = 0.01643

1800 n 3 1 = 6 n 3 2  8 n3 3 =8

C = 2661 C = 188 C = 25.5

R = 2288 R =164 R =8.8

y 3.4066 y 2.2586 y 1.4035
2 2 2

s = 0.01906 s = 0.01771 s = 0.00222
1950 n = 5+ n =0 n 4 3 =0

4E12 4 2 (no data) (no data)
G = 1294

R= 1439

y = 3. 1006
2

s = 0.01361

2100 n 8 n =0 n =0528(no data) (no data)

C = 339
It = 317
y = 2. 5021

2
s =0.02778
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Table 2 continued

2250 n61 -8 n 62 6 n 63 =8

C =342 C= 76 C= 14.5

R= 490 R =55 R =4.4

y 2 .501 4  y= 1.8697 y 1.1582
2 2 2s =0. 02930 s = 0. 01296 a = 0.00201

C- = Average cycles to failure in cell x0l . Cycles recorded are
Torsional Cycles for the Bushing.

-3:,::::R Observed range for Cycles to failure in cell x 10

E= (log Cijk)/n.j, k 1, 2,.n..ij k- .1

:•:•:•S -- Z (Yijk " y) 2/(nij - )

k

+In Cell 4,1, one test result was rejected as an "outlier".

4
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that a factorial arrangement had been desired for the factors Load (L)
and Angle (A), such a program was not completed. Table 2 shows a 6x3
layuuL buuL aix ceiib are empty; either no railures were obtained or no tests
were conducted. Thus, a least squares analysis became necessary. Next,
thp qjestinor of hornogeneity of variance had to be considered. Clearly,
differences in dispersion for treatment combinations as shown by Table 1
should be removed. Without previous experience in this field, the writer
selected the log normal distribution as a plausible model for the within cell
results. Cells 3, 3 and 6, 3 were selected to take a first look at the results
of the log transformation. In Table 2 the respective ranges in original
scale were 8,800 and 4,400; the e2 shown for the transform are 0.00202
and 0.00201. Corresponding results for cells 3,1 and 6, 1 were 2,288,000
and 490, 000 for ranges and s2 of 0. 01906 and 0. 02930, respectively.
Somewhat encouraged by these results the log transformation was
accepted* (21

Plotting the transformed data further showed the usefulness of the
transformation. Figures 3 and 4 show the transformed results"*. It is

seen that the response is approximately linear for either factor for a
selected level of the other factor. Some interaction between the factors
Load and Angle was indicated by the non-parallelism of the straight lines
sketched in the figures.

The next step was selection of a specific regression model and writing
out of the X matrix. As a preliminary model, it was assumed that a cell
mean, yij, could be represented as:

22-
ij 0 oX 0 + P Li + P1 Li + .32 A. + P 2 2 . + p1 2 (LiA.) +.

with i = 2, ..... 6 and j = 1, 2, 3, but not over all i, j. The missing

cells reduced the data vector, 7, to dimensions 12x1 (the 12 values are
shown in Table 2). Small variations in the n,.. and variations in s2 values13

were ignored at this stage sothat the ;.. were assurried to have uniform

variance.

"Later the author became acquainted with some of the relevant literature

and concluded that the procedure adopted is reasonably robust against
certain alternative models [2].

.:1':'Figures 7 and 9 from Reference (1]
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S 5.0

4.0 1
0 500 1000 1500 2000 2500

Radial Load, psi

Figure 3. Logarithm of Torsional Fatigue Life as a Function of
Radial Load, at Different Degrees of Torsional Trwi•t
(Figure 7 of [ID).
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7.0

1800 psi

• . 1200 psi

_____________1500 i~

.-4 2250 psi
-45.0
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Torsional Twist, + degrees

Figure 4. Logrithai of Torsional Fatigue Life as a Farction of
Torsional Twist, at Different Levels of 1ttdLtl Loading.
(Figure 9 of Ci].
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A convenient coding, for Angle is seen to be -1, 0, +1 since the spac-
ing was uniform at intervals of +7. 5 degrees. This coding for A also
uses the orthowonal noIvnornromilq, fý,+fr th- nc ff ,- u, A.
Sinmilarly, a convenient coding for Load was found by taking 150 lbs as the
unit and centering on 1800 as zero. The coded values became -4, -Z, 0,
-I1, +Z, +3. With these values of coded A and L, our first X matrix
appears as in Table 3.

TABLE 3. X Matrix for Preliminary Model Fitted to Rubber
Bushing Data (Response = Average of Log Cycles
to Failure)

2X L L A A LA
o 2

1 0 0 -1 1 0

1 +1 1 -1 1 -1

1 +2 4 -1 1 -2

1 +3 9 -1 1 -3

1 -4 16 0 0 0

1 -2 4 0 0 0

1 0 0 0 0 0

1 +3 9 0 0 0

1 -4 16 +1 1 -4

1 -2 4 +1 1 -2

1 0 0 +1 1 0

1 +3 9 +1 1 +3

From Table 3, the A matrix X X is obtained as shown in Table 4.

f
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TABLE 4. Cross-Product Matrix A for Solution of Normal

Equations: AB =G*
f2

L L A Az AxL

12 0 72 U 8 -9

0 72 -54 -9 3 15

72 -54 804 15 43 -81

0 -9 15 8 0 3

8 3 43 0 8 -9

-9 15 -81 3 -9 43

From the solution of the normal equations AB G, which is given by
B CG, where C = A-1, the regression coefficients obtained are shown
in Table 7 under First Equation. The summary analysis of variance
appears in Table 5.

TABLE 5. Analysis of Variance for Fitting Preliminary
Model to Mean of Log of Cycles to Failure

Source of Variation Degrees of Sum of
Freedom Squares

Total 12 66.4389

Mean (correction term) 1 60. 9171

Reduction in Sum of Squares
for Regression 5 5. 3943

Remainder 6 0.1275

Within Cells (from Table 2) 77 0. 18268**

Extension of Table 5 (based upon fitting the Z model with design
matrix given in Table 8):

Add Reduction in S. S. 3 0. 07387

Remainder 3 0. 05363

T*In this compact notation, G = X Y where Y is the vector of means given
in Table 2 in six rows and three columns.

**The actual within cells sum of squares was 1. 096091; a. divisor of 6 has

been used to place the Remainder SS and Within Cells SS on a comparable

basis.
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The results presented above are incomplete or inadequate in three
respects. First, the regression coefficients are correlated; one would
like orthogonal estimates of the effects of Load and Angle and their
inieraction. Second, tne Kemaincler Mean Square, 0. 0ZIZ, obtained from
Table 5, when compared with the Within Cells Mean Square, 0.00237,
indicates a lack of fit for the regression equation used (F value - 8.9 with
6 and 77 degrees of freedom). The Within Cells Mean Square used here
may be an underestimate of the proper experimental error due to the lack
of randomization in this test program. Third, there is the homogeneity
of variance problem already noted in relation to Table 2.

In considering the first point, non-orthogonality of the estimates,
one possible approach might be to uee a "Missing Value" formula and fill
in the six empty cells. Without blocking applied in the experiment, the

standard formula for any experimental design could not be used to fill in
the missing treatment combinations. Rather naively at the time, I assumed
that plausible estimnates might be obtained by applying the Randomized
Complete Blocks formula for a missing datum to the rows and columns

of the two-way layout for the factors Load and Angle. By iterative applica-
tion of this formula, the six empty cells were filled. Then a second
regressior, equation was obtained. It was found, however, that predictions
from this recond equation were much worse than for the first equation.
For the same 12 observed points, the sum of squares of deviations was
0. 33025, about three times the remainder sum of squares of 0. 12750 shown
in Table 5 for the First Equation.

Why was this decrease in "goodness of fit" observed even though we
now had orthogonally estimated regression coefficients (given in Table 7
under the column headed Second Equation)? If there had been only one or
two missing treatment combinations, perhaps, the results would have been
satisfactory. The consequence of the application of the Randomized Com-
plete Blocks missing value formula to be Load-Angle two-way table was to
minimize the Load x Angle interaction. This interaction has 10 degrees
of freedom in this Load-Angle table but due to the six empty cells only four
degrees of freedom can be estimated. Filling in the empty cells by
minimizing these four degrees of freedom apparently had distorted the
response surface so that the goodness of fit achieved by the First Equation
was destroyed. This view of the problem is supported by a re-examination
of Figures J and 4, which indicate some interaction that may be largely the
Load linear by Angle linear component, and Table 7. In the latter, the
values for the bAL (linear by linear) regression coefficient are +0. 1038

and +0. 0278, respectively, for the equations being compared. This reduc-
tion, by a factor of four almost, in this component of interaction regression

coefficient appears to be due to the minimization of the overall interaction.
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These unsatisfactory results for the second equation posed a dilemma

Discussions with Professor Paul Dwyer*' brought out two suggestions from

him. He did remark that trying to supply one-third of the observations
by the missing value approach is "too much like trying to pull yourself
up by your own bootstraps". Essentially, his suggestions were to make

sub-analyses using subsets of the twelve observed points to form orthogonal

structures. The data points used for these analyses are shown in Table 6.

TABLE 6. Data Points Used for Orthogonal Sub-analyses of
Rubber Bushing Fatique Life Data

Angle of Torsional Twist

First Sub-analysis (8 points)

Load + 7.5 + 15.0 + 22.5

1200 0 x x

1500 0 x x

1800 x x

1950 0 0

2100 - 0 0

2250 - x x

Second Sub-analysis (6 points)

1200 0

1500 0

1800 x x x

1950 0 0

2100 0 0

2250 x x x

Code: 0 indicates missing values
- datum observed but not used
x datum used for analysis

Observed values appear in Table 2.

*.•Department of Mathematics and Statistical Research Laboratory, The

University of Michigan, Ann Arbor, Michigan.
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The results of these sub-analyses are presented in terms of regression

coefficients for the "Third Equation" and "Fourth Equation" in Table 7.*
A study ol fabie ( shows that these sub-analyses support the results for the
First Equation. Perhaps, one should be criticized at this point for not
presenting standard crrors of the regresbion coefficients. The regression
model of the First Equation gave such a good fit and signs of the coefficients
were proper so this model was accepted and a report written (1] . Further,
extrapolations attempted by the test engineer from these accelerated test
results and the regression model gave plausible results.

Personally, I was not yet satisfied and I continued to think about how
to improve the analysis. If the data had been complete, one could have
worked out the orthogonal polynomial values for the unequal spacing on
Radial Load [3] . Forming the Kronecker Product of the Contrast Matrices
for Radial Load and Angle of Torsional Twist would then have given an
18 x 18 contract matrix for a complete analysis in terms of single degrees
of freedom. From this view, it occurred to me, "Why not proceed in this
way to obtain the design mratrix for the 12 observed points?" Details are
omitted but the resulting matrix is given in Table 8. Here is it seen that
additional interaction terms have been added to the model over the First
Equation whose design matrix was given in Table 3. If we designate this
matrix in Table 8 as Z, then a comparison of zTz with xTx, given above
in Table 4, provides some basis for evaluating the fifth approach to the
analysis. The matrix zTz in terms of its first 6 rows and 6 columns is
given in Table 9, for making this comparison.

It appears that most of the off-diagonal elements shown in Table 9 have
been reduced in relative magnitude. Transformation of Tables 4 and 9 to
the correlation matrices shows explicitly that the dependence among
predictors has been reduced&:. What this means is that use of the Z matrix
will give regression coefficients that are less correlated than the coefficients
obtained in the first equation. The -'egression coefficients obtained by use
of Z appear in Table 7 under "Fifth Equation". Extension of Table 5 to
include the Z model shows an added reduction in sum of squares of 0.07387
with 3 degrees of freedonm leaving a new Remainder S. S. of 0.05363 with
3 degrees of freedom.

Setting aside temporarily the inadequacy of goodness of fit noted on
page 64 , we consider the homogeneity -f variance situation. Even though
much improved by the logarithmic transformation, it is still apparent in

*'Table X of Enclosure 23 (1]

**These correlation matrices have been omitted from this paper,
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TABLE 7. List of Regression Coefficients Obtained by

the Various Analyscs

First Second Third Fourth Fifth
Term Equation Equation Equation Equation Equation

b 2.2494 2.2364 1.9539 2.0997 2.5243

bL -0. 1759 -0. 1526 -0. 1231 -0. 1710 -0,2950

b A -0. 9395 -0.8768 -0.9442 -0. 8366 -1. 2321

b LL +0. 0025 -0. 0083 +0.0042 ... +0. 0294

bAA +0.0994 -0.0225 --- +0.0178 +0. 1272

b +0. 1038 +0.0278 +0, 0753 +0. 1100 +0. 2780
AL

linear by linear

b LAA --- +0.0109 --- -0. 0682

linear by quadratic

b --- +0.0105 --- -0. 0Z07 -0. 0391
LjLA.

auadratic x linear -0. 0120

bLLAA --- +0. 0071 ...... +0, 0078

quadratic x quadratic
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TABLE 8. Design Matrix Based on Forming Orthogonal Polynomials
For 1,od arnd Anal, - e h

Lin. Quad. Lin. Quad. LxL* LxQ QxL QxQ

Xo X! X11 X2 X22 XIX2 XIX22 X11X2 1122

Load Anglt, Interactions

1 0 -5. 667'":" -1 +1 0 0 5. 667 -5. 667

1 1 -3.608 -I +1 -1 +1 3. 608 -3.608

1 2 +Q. 451 -I +1 -2 +2 -0.451 +0.451

1 3 +6. 510 -1 +1 -3 +3 -6. 510 +6. 510

1 -4 +6.098 0 -2 0 +8 0 -. 12. 96

1 -2 -3.784 0 -2 0 +4 0 +7. 568

1 0 -5. 667 0 -2 0 0 0 +11. 334

1 +3 +6. 510 0 -2 0 -6 0 -13.020

S-4 +6. 098 +1 +1 -4 -4 6.098 +6. 098

1 -2 -3. 784 +1 +1 -2 -2 -3. 784 -3. 784

. 0 -5. 667 +1 +1 0 0 -5. 667 -5. 667

1 +3 +6. 510 +1 +1 -13 +3 +6. 510 +6. 510

LxL = linear by linear

LxQ = linear by quadratic

QxL = quadrati.c by linear

QxQ = qiadratic by quadratic

'-See refervi cc 3 for Colmr)putation of values in this column.
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TABLE 9. The Matrix Z TZ with Last Three Rows
and Columns Deleted

12.0 0 4.0 0 0 -9.0

0 72.0 22.24 -9.0 +9.0 +15.0

4.0 22.24 339.71 +5.47 -5.47 -14.12

0 -9.0 +5.47 +8.0 0 +3.0

0 +9.0 -5.47 0 +24.0 -9.0

-9.0 +15.0 -14.12 +3.0 -9.0 43.0
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'Fable 2 that the yij differ considerably in precision. Therefore, a.

weighted least squares analysis is indicated. Two methods of weighting
were used. One method used the individual s.. shown in Table 2, i.e.1J

0.01906, 0.01361, etc. , with w,. = n../s?2. . The other method pooled sums

of squares for the cells where the s2. were similar in magnitude, and
13

obtained a set of three values of s2 to be used with the n.. of Table 2 to
2 p *J

obtain the set of w ij = nij/Sp(ij)

Calculations using these two sets of weights just described were
repeated with the Z model already given above. The regression coeffi-
cients obtained are presented in Table 7A (Sixth Equation results are for
use of the individual s2. Seventh Equation results refers to the pooling

ij 2
method to obtain only three different values of s used in forming the
weights). It is seen that the regression coefficignts obtained by the two
different weighted least squares analyses are quite similar; differences
observed are less than or of the order of the standard errors of the differ-
ences. Further comparison of the regression coefficients with those
obtained for the Fifth Equation, given in Table 7, reveals some differences
that may be judged statistically significant. In terms of practical applica-
tion for making predictions of bushing fatigue life there may be little to
choose between these three equations. In view ef the somewhat more
reliable weights ised to obtain the Seventh Equation results, a statistical
choice would lead to this equation, other things being equal.

The results for the weighted regression analyses also permit comment
on the goodness of fit issue, which was deferred above. The lower section
of Table 7A displays the Residual Mean Squares for the Fifth, Sixth and
Seventh Equations. With only three degrees of freedom available for esti-

mating these quantities, no sharp judgments can be made. Qualitatively,
* the weighted analysis has reduced the residual variation by more than a

factor of two, and the goodness of fit has clearly been improved. Yet the
-ratio of Residual to Within Cells is still large (P< 0.05). If one does regard
the Within Cells as ar underestimate of the experimental error as noted

A above, then one may conclude that a satisfactory fit has been obtained with

S 2 .2
'::The s inidicates the value of s used for each cell after the pooling

p~ij)
operation. The author is indebted to Ralph A. King for this suggestion
for obtaining more reliable weights. The sample weights obtained by the
two methods appear to be the bust surrogates available for the v2, which
are unknown. 1J
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TABLE 7A. Regression Coefficients Obtained by Weighted

Least Squares Analysis Using Model Z and
Residual Mean Squares for Three Equations

Regression Coefficient Sixth Equ&Lion Stverxth Equatlon

b +2. 4982 +2.49800

bL -0. 2830 -0. 2805

bA -1.2093 -1.2002

bLL +0.0282 +0. 0272

bAA +0.1217 +0.1140

bAL +0,2596 +0.2552

bLAA -0. 0618 -0. 0601

bLLA -0. 0331 -0. 0328

bLLAA +0.0052 +0.0056

Residual Mean Squares

Source Degrees of Freedom Mean Square

Fifth Equation 3 0.01787

Sixth Equation 3 0. 00693

Seventh Equation 3 0. 00740

Within Cells 77 0. 00237
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the weighted analysis. This concludes the story on the first rubber
bushing analysis.

Dubign and Analysis of a •3x'2.x Experinent on Rubber Dushinjs.
After completion of the earlier work described above, an opportunity arose
to design an experimental program for learning more about rubber bushings.
At first, a rather ambitious program was considered which would have
involved "experiments with mixtures" (Refer Scheffe (4] and [5 land more
recent papers in Technometrics). Suitable bushings prepared from mix-
tures of natural and synthetic rubbers could not be obtained at the time.
Other parameters to be varied in the experiment may be described as
Process variables and Test variables. It was desired to retain two levels
each of Radial Load and of Angle of Torsional Twist to provide a check on
the results for these factors as reported above. These were the Test
variables. As Process variables, three levels each of Cure Temperature
and Cure Time for production of the bushings were to be tested. Thus,
the factorial arrangement became a 3x3x2x2 which requires 36 tests for
a single replicate. Two replicates would have required 72 bushings to be
tested which I regarded as too large an experiment. After some thought I
recommended a single replicate to be carried out in a completely ran-
domized design. At this point the problems began. Complete randomiza-
tion for the production and testing of the 36 rubber bushings was regarded

*The author believes that some comment on rows 2 and 3 versus row 1
of the lower part of Table 7A may be helpful. Many texts describe
weighted regression analysis but none with which I am familiar include
a discussion on comparison with the unweighted analysis. With the wij
values defined as explained above, the author was confronted with residual
sums of squares for the Sixth and Seventh Equations that apparently pro-
vided no basis for comparison with the figure given in Table 5 as 0. 05363
with 3 degrees of freedom. Understanding came finally in appreciating
the difference in metric. While all three sums of squares represent
Euclidean distances in n-space, the scale was different for each. The
so-called "unweighted" least squares analysis in reality has a sum of
weights equal to n, 12 in this problem. Hence, it was necessary to re-scale
the residual sums of squares for the weighted analyses by the factor
n/1; Ewi. ur 12/;Zwij. These open problems, the choice of scale, the
estimation of weights, and more generally, the broader problem of trans-
formation of response to obtain an optimal analysis appear to merit
continuing attention.
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as impractical, too costly, and too time consuming. My arguments for
complete randomization did not convince the engineers that it Ahrmilti hp

adopted. Then we started to examine possible compromises. Complete
randomization for Cure Time, Radial Load and Angle of Torsional Twist
could be carried out. Cure Temperature involved bringing the cure press
(heated Platten Press) to the desired temperature and holding it there
for the ncessary Cure Time. The engineers wanted to reduce the number

of times for a press cycle to a minimum. Now, the Cure Temperature
could have been made a Main Plot treatment in a Split-Plot design with

the 3x2x2 arrangement utilizing 12 split-plots. Replication on Cure Tem-
perature would then have forced the total size of the experiment back to

at least 72 bushings.

At this stage it appeared to me that some type of replication for Cure
Temperature must be included in the test program. A study of Kemp-

thorne's book provided a possible solution (Reference 6). The 12 split-
plot treatments were divided into two main plots of six split-plots each by
confounding the Load by Angle (linear x linear) interaction with the main
plots*. This contruction of the design required only six press cycles with

six bushings cured in each run, two at each of the three Cure Times.

Analysis of the resulting data when this test program had been com-
pleted was, of course, considerably more complicated than that outlined

by Kempthorne since we imposed an added factor at three levels (refer
pp. 351-355 of (6) ). Details are given in Reference 7.

Here, I shall only try to describe some of the major features of the
analysis and interpretation. The actual layout of the program for the 36
experimental units is given in Table 10. It is to be noted that I insisted
on equal spacings for the three levels factors- Cure Temperature at 306,
315 and 324 degrees F. and Cure Time at 15, 30 and 45 minutes. Such

equal spacings make the analysis much easier but should not be required
for all test programs.

Our first-approach to the analysis was to write odt a Design Matrix
that included the General Mean, Blocks, all main effects and all two-factor

interactions. Full column rank was maintained for this matrix by the usual

devices, orthogonal polynomials for the contrasts and subtraction of the

ý':See Table 18. 5, p. 35C, [6] . The three Cure Temperatures were

randomly assigned to the Replicates shown in the table and the main
plots in each block for Cure Temperature became the sets shown as
"Block 1" and "Block 2" by Kempthorne.
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TABLE 10. STRUCTURE AND RANDOMIZATION LAYOUT FOR
THE SPLIT-PLOT DESIGN WITH CONFOUNDING.
Nui1nutzro in p-,r•.ILhýe•, reier LU rcplicdLes and biocks

in Kempthorne. [6]

Block 1 Block 2

'empeprature 306 (2-2) Temperature 315 (3-2)

t L A t L A

1 0 1 13 1 1 1 27
1 1 0 14 0 1 1 28
2 0 0 18 0 0 0 25
2 1 1 17 2 0 1 29
0 1 1 15 2 1 0 26
0 0 0 16 1 0 0 30

Temperature 315 (3-1) Temperature 324 (1-1)

t L A t L A

0 0 1 3 2 0 1 33
2 1 1 5 0 0 0 35
I 1 0 1 0 1 1 34
0 1 0 2 2 1 0 31
2 0 0 4 1 1 0 36
1 0 1 6 1 0 1 32

Temperature 324 (1-2) Temperature 306 (2-1)

t L A t L A

2 1 1 10 1 0 0 19
1 0 0 12 1 1 1 20
2 0 0 7 0 1 0 23
0 1 0 9 0 0 1 24
0 0 1 8 2 1 0 22
I 1 1 11 2 0 1 21

Each group of six rubber bushing receives the cure temperature indicated.
Two groups at the same temperature form the complete set of 12 3 x 2 x 2
for the split-plot treatments. For t, L, A the symbols designate,
respectively, 0 = 15 min. , 1 = 30 min. , 2 = 45 mrin.; 0 = 180e-, I = 220#;
0 = + 7.5 degrees, I = + 9 degrees. Note t = Cure Time, L = Radial Load,
and A = Angle of Torsional Twist. The 4th column in each grouping shows
the randomization order for taking the observations over the entire
experiment.
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column for block 2 from the column for block 1. The resulting matrix
was 36 x 21. Least Squares was then applied to estimate these 21 effects
or their regression coefficients. Again, the transformation Y. = log C.

J J
(where C. is cycles to Failure) was employed. Original data and
logarithrns to base 10 appear in Table 11. The regression coefficients
obtained are listed in Table 12.

An interpretation of these results is given by quoting three paragraphs
from reference 7:

"From the analysis of variance we may deduce that the regression

equation comprising blocks, main effects and two-factor interactions
provides a good fit to the data. A little over 97% of the total varia-
tion about the mean is associated with these effects leaving only about
3% of this total as residual variation.

"From the inverse matrix (obtained in the course of the regres-

sion computations) it is found that all of the effects listed in Table 3
are orthogonal (i. e. , independent) except Blocks and the Load x
Angle interaction. These two effects have a small correlation and
are independent of the other 19 effects listed. Further, the diagonal
elements of the inverse matrix, cii, are the elements needed for
obtaining the standard errors of the regression coefficients.
Specifically, the standard errors are given by (cii)"/se, where s

e
is the standard deviation of the residuals, given as 0. 0908. These
standard errors range from about 0.012 to 0.023. Thus, it is
found that Radial Load, Angle of Torsional Twist and Cure Time
(Linear) which show the largest effects in relation to their sampling
errors, should be regarded as real or significant effects. On the
other hand, the Cure Temperature (Linear) coefficient is slightly'
smaller than twice its standard error; thus, it may be regarded as
a significant effect. Interestingly enough, two of the interaction
coefficients are fairly large in relation to their sampling errors.
These are Temperature x Time (Linear) and Time (Linear) x Angle.

"From the signs of the regression coefficients, one may obtain
the direction of the effect. Cure Temperature has a positive
coefficient so we conclude that a higher temperature, i. e, , 324
degrees F., is to be preferred. The quadratic coefficient for
temperature is negative which is to be expected. Turning to Cure
Time, the coefficient is negative so that a shorter cure time is best,

i.e. , 15 minutes. Here the quadratic coefficient is positive, but
not reliably estimated. The Load and the Angle coefficients are both
negative as expected; thus, increasing the level of either shortens
the fatigue life.
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TABLE 11. FATIGUE LIFE OF RUBBER BUSHINGS. Original

Data-Cycles to Failure and Logarithms of these Values.

Bushing Bushing

No. Cycles Logarithm No. Cycles Logarithm

1 114,300 5. 058 01'14", 19 279,900 5.4470

2 173,300 5.2388 20 36,000 4.5563

3 134,100 5. 1274 21 72,600 4.8669

4 246,900 5. 3925 22 109,700 5.0402

5 36,600 4. 5635 23 154,500 5.1889

6 119,200 5.0763 24 123,300 5.0910

7 194,400 5.2887 25 459,100 5.6619

8 127, 000 5.1038 26 59,500 4.7745

9 231, 100 5. 3638 27 42,000 4.6232

10 32,000 4.505L 28 67,800 4.8312

11 27,700 4.4425 29 79,000 4.8976

12 279,200 5.4459 30 257,100 5.4101

13 60,200 4.7796 31 77,500 4.8893

14 98,800 4.9948 32 132,000 5. 1206

15 41, 300 4.6160 33 88,700 4.9479

16 416,000 5.6191 34 63,600 4.8035

17 34,700 4.5403 35 722,200 5.8587

18 254,600 5.4059 36 165,700 5.2193

':'Treatments applied to each of these bushings were shown in Table 10 -

refer corresponding numbers, column 4 of each main plot set.

**Tabulated here with only four decimals in the mantissac. The computer

obtained natural logarithms which were converted to common logarithms
for ease of interpretation.
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TABLE 12. REGRESSION COEFFICIENTS OBTAINED FROM
i LEAST± S•Ui- •ESr ANALYSIS z OF LOt..z i.K± 1Mb U •'

CYCLES TO FAILURE FOR RUBBER BUSHINGS

Coefficient* Name of Effect

1 5. 049560 General MIan

2 0. 019315 Blocks

3 0. 035382 Cure Temperature - Linear

4 -0. 002519 - Quadratic

5 -0. 141561 Cure Time - Linear

6 0. 017546 - Quadratic
7 -0. 202377 Radial Load - Linear

8 -0. 244741 Angle of Torsional Twist

9 -0. 051940 Temp. (Linear) x time (Linear)

10 -0.010474 Temp. (Linear) x time (Quad)

11 0. 006171 Temp. (Quad) x time (Linear)

12 0.005603 Temp. (Quad) x time (Quad)
13 -0.011462 Temp. (Linear) x Load

14 0.002001 Temp. (Quad) x Load

15 -0.002537 time (Linear) x Load

16 -0. 001801 time (Quad) x Load

17 0.004561 Temp (Linear) x Angle

18 -0.021679 Temp. (Quad) x Angle

19 0. 036779 time (Linear) x Angle

20 0.001657 time (Quad) x Angle

21 0.008773 Load x Angle

':'It is to be noted that the magnitude of these coefficients depends on the
scale of the effect used in fitting the regression. Thus, Blocks were
coded as -I and +1; Temperature was coded as one unit = 9 degrees F.
time was coded as one unit = 15 minutes; one unit of Radial Load = Z0(20)
and one unit of Angle of Torsional Twist 0. 75 degrees.
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Further effort in the analysis of these data was devoted to: (1) Estima-

tion of the main plot experimental error for Cure Temperature, and (2)
estimation of the split-plot experimental error by various methods. It is
true that the regression residual sum of squares 0. 123566 with 15 degrees
of freedom giving a mean square of 0. 008238 is an estimator of experi-
mental variation under appropriate assumptions but it is still a mixture of
the main plot and split-plot components just mentioned. Hence, the
sentences just quoted may not be valid statements for judging the Cure
Temperature effects.

If blocks are ignored, it is possible to estimate each of the 35 individual
degree of freedom effects because, of the balanced structure for the factorial
arrangement. Actually somewhat more is ignored because of the structure
of the main plots for Cure Temperature; some of the higher order inter-
actions for Cure Temperature are confounded with blocks. To obtain the
sum of squares for each of these 35 effects the full contrast matrix was
prepared on the computer by forming the Kronecker or Direct Product of
the individual contrast matrices for Temperature, Time, Load and Angle
(8] [9] . Our next step was to obtain some estimates of experimental error
by applying several techniques that have been suggested in the literature in
recent year410] I [II] , [12]. Among those used were DanielIs "Half
Normal Plot" and the "Gamnma Plots" and ".smallest ordered contrasts" by
Wilk, et al.

While the details about the applicatio• o1' these techniques would be
informative and interesting, only the results arc shown in Table 13. Thib
table shows the source for the estimate, degrees of freedom (actual or
approximate), sz ane s values, and how or where obtained by a reference.
Comparison values from the earlier analysis also are given. An-ong the
problems encountered in making these analyses were the rather large values
of the sums of squares associated with certain 3 and 4 factor interactions.
No satisfactory explanation has been found for such results':.

Returning to the problem of improving the assessment of the Cure
Temperature effects, the analysis of variance shown in Table 14 was
prepared.

From tliis Table 14 it could be judged that the levels of Cure Tempera-

ture used in this experiment did not affect the Fatigue Life of the Rubber
Bushings. The presence of the confounding with Blocks already

'*It is now clear to the author that the complete design matrix should have
been constructed in order that the matrix product, xTx (39 x 39) could have
been examined for the nature and dcgzue of confounding present.
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TABLE 13. Summary of Estimates of Experimental Error

Source d.f. 8 a Rpference

Regression Residuals 15 0. 008238 . 0908 (7)(appears too large)

Three and Four Factor
Interactions 13 0. 0066Z8 .0812 (7)

Half Normal Plot 30*' 0. 0067 .082 (10)

Gamma Plot 31*,, 0. 0071 .084 (11)

(conservative value eeterinin-cd)

Smallest Ordered
Contrasts 24 0.004736 .0688 (12)

Average of 24 Smallest
Ordered Contrasts 24 0. 002879 . 0536 (7)

(optimistic, appears too small)

Comparison Values

Regression Residuals:::::: 6 0. 1275 . 3571 (1)

Within Cells":"-:: 77 0.0142 0. 1192 (I)

.;-Approxii "-T.--

!:-:tRefer Table 5 of this paper. Multiplied up by 6 for conmparison with

the data above.
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TABLE 14. Analysis of Variance for Studying the Cure
Temperature Effect

Source of Variation d. f. S.S. Mean Square

Blocks I 0.012272 .012272

Temperature (Linear) 1 0. 030044 . 030044

(Quad.) 1 0.000457 .000457

Error (from Temperature by
Blocks Interaction) 2 0. 037401 . 018700

Other Effects 17 4.261991 xxxx

(by subtraction from regression analysis)

Remainder 13 0. 086165 .006628

(3 and 4 factor interactions)

FIGURE 5. Cure Temperature Effects in Blocks I and 2.
Rubber Bushing Fatigue Life Experiment-*

3. •0

x

2.0

0
- - - - -- -- - Block I

- -. Block 2
1. 0
0. 9

306 315 324

Cure Temperature (degrees F.)

:ipoints plotted are anti-logs of average logarithms of cycles to failure.
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mentioned which enters into this error and the small degrees of freedom
raise doubts about such a conclusion. The Cure Temperature results by

Blocks are shown iii Figure 5. This writer's present opinion is that

further experimentation is needed with adequate replication of the Cure

Tvenpcrature levels and with wider spread, perhaps, 3u0 to j35 degrees 1".

Evaluation of Experimental Types of Track Pads. Attention is directed
to another component of the track, the track pad of the Personnel Carrier.

We were asked to design a test program for evaluating 14 types of experi-
mental composition pads. Two types of production pads were available as

controls. Hence, 16 treatments were to be evaluated. Only one Ml 13

vehicle would be available for carrying out an accelerated road test program.
A further restriction was that only seven pads of each of the experimental

types could be made available for this program. After several conferences
with the interested engineers, the following resume was recorded (quoted

from reference [31 ):

"Two objective responses could be measured for each individual
track pad:

(1) Decrease in thickness (due to wear) of the pad in respect
to its height above the grouser shoe to which it is bolted
(later referred to as "height loss"), and

(2) Weight loss of the individual pad from its initial weight.

Both of these responses had been measured in previous Army tests
with principal dependence placed on the weight loss. Other responses
could be considered such as volume loss of the pad from its initial
volume and subjective 'scores' or 'ratings' based on chunking and

cracking or pieces of material broken off of the pad during use.

"IA recent test conducted by the Food Machinery Corporation

(FMC), San Jose, California, had utilized the height loss measure-
ment for evaluating the results. Obtaining these'measurements had
been facilitated by the construction of a special caliper. The level
surface of the grouser lug formed the reference for this caliper

which was really a type of 'depth gauge'. CRDL constructed a
similar gauge for this test program.

"In considering these responses it was pointed out that it should
be useful to examine the response data in relation to physical and
chemical properties of the pad material compositions for the various
type of pads. Examples might be tensile streng-.n, hardness arid
laboratory abrasion resistance.
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"It was expected that total test driving of about 500 miles would

•,CL CC.= vi•, i ireIcbe, if any existed, among tne experi-
mental type pads. Test driving would be terminated or test pads
would be replaced if wear had pongreR-ped to the point that the metal

grousers would come into contact with the road surface. Replace-
ment of pads, however, could affect wear of the pads on adjacent
shoes. Hence, it was recommended that replacement pads be pro-
duction type pads whose height above grouser had been gound down
or worn to that of the pads on adjacent shoes. Height measurements
of pads were to be made: 1) After initial run-in. 2) Each 100 miles
thereafter, and 3) At termination. It was suggested also that initial
and final weights for individual pads be obtained for all pad types.

The real problem encountered in setting up the test program was
agreement on the selection of an "experimental unit". Based on their
"experience", ATAC engineers tended to tavor an experimental unit orplot
comprising a cluster of 10 consecutive pads of the same type. The basis
for this opinion was that averaging of results from 10 pads would provide a
fairly stable average. The left and right sides of the vehicle seemed to form

natural blocks for the experimental design. Obviously, with only seven pads
on hand for the experimental types, this cluster of 10 could not be obtained,
Putting all seven in a cluster would not permit replication.

At this point, it was found that data from previous tests conducted by
the Army at several sites was on hand. These data were obtained and
analyzed from the "uniformity trial" point of view*'. Cluster sizes of

2, 3, 4, 6, 8, 12, 13, and 18 were studied in these analyses with the
smaller clusters formed from the larger clusters. It was found that size
of cluster did not affect conclusions for any of the previous tests. A
peculiar feature of the Ml 13 vehicle added interest to the problem of deter-
mining the cluster size; one side of the vehicle has 64 track shoes and the

other side has 63.

With the uniformity analyses information available, a cluster size of 4
was established on one side so that 16 x 4 = 64 and on the other side a cluster

size of 3 was used with 16 x 3 = 48. The remaining 15 pads on this side were
filled in with standard pads and limited supplies of a few other experimental
pads. Hence, the experimental design may be described as a Randomized

:'Unfortunately, the 14 experimental types of pads were weighed in groups

before installation so that data from this experiment do not provide suffi-
cient information for correlation of height loss and weight loss.

*'*":A more sophisticated approach would have calculated auto-correlations

of weight losses for adjacent pads and padE, separated by 1, 2, 3 or more up
to K-2 pads, where K was the number used in a cluster,
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Complete Block for 16 treatments in two replicates with each track of the

vehicle forming a block. While normal driving provides a natural randomi-
zation on thp wpnr rf--------- € . "- u~d jar tte

treatments on each track.

No difficulties were experienced in carrying out the 500 mile accelerated

test program. There were some dcubts in my mind about the scheduled 500

miles being sufficient to show up differences among the treatments since

other Army tests had comprised total mileages of 1000, 1500, or 2000 miles.

The program could not be extended for this test, however, because the

vehicle had to be returned to another agency.

With respect to analysis, we followed the suggestions of George Box

(1950) on analysis of growth and wear curves [14] . Differences between

successive measurements of pad height above grouser were formed, e. g.

Hi - Hil for i = I through 5. These differences appeared to be reasonably
distributed so the analysis of variance was applied directly to these differ-

ences without transformation. In order to help understand the analysis of

variance (Table 15), Figure 6 explains the structural arrangement of these

differences.

It will be noted that Table 15 shows only 14 degrees of freedom for

treatments (Types of Pads), this happened because only one Control Type

was available when the driving program was started. This one control Type

was duplicated on each track. To simplify the computer programming, only

one cluster in each block was used for the Control Type of Pad. A list of

means for the Pad Types in each block and overall is given in Table 16.

Now what about interpretation? Statistically, I was quite pleased with

these results. We used Multiple Comparisons Procedures to groap the

experimental pad types into significantly different groups [191 . Our next

step was to try to relate the values of these means to other available physical

and chemical data on the experimental Types of Pads. Unfortunately, no

significant regressions could be obtained. Hence, it is my personal opinion

that there is still room for a lot of research on military track pads in order

that we can find the determinants of lorger life for this element of the vehicle

track.

Reliability Analysis forTrack Components, As a final example in this

paper I shall present briefly some attempts at reliability evaluation.

Recently, the Army has conducted some "road Testing" of a new track

design for the tank. This new design comprised a track made up with track

shoes whose grouser shape was formed by replaceable pads. Road testing

was conducted at three sites using three vehicles at one site and two each

at the other sites, or a total of seven vehicles. Total distance driven
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FIGURE 6. Structural Arrangement of Differences for Analysis
of Height Loss of Track Pads

1. Block = Side of Vehicle

2. Treatments (16) randomized over plots in each block,

3. Plot = Cluster of 3 or 4 consecutive pads (3 on left side;
4 on right side).

4. Split-Plot = Unit of travel (100 miles) (labeled as Period
in Analysis of Variance).

5. Individual Pad = Subsampling unit within the split-plot.

6. Height of Pad recorded at 0, 100, 200, 300, 40-0, 500 miles.

7. Differences taken for each pad for each increment of wear
(100 miles) giving a total of 7 x 16 x 5 = 560 differences.
Difference = Height Loss.
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"TABLE 15. Analysis ot Variance of Track Pad Test Results: 15 Pad
Types M, ýi:oted on Both Tracks of M.I 13 Personnel Carrier
wilth T-T--in,it~ T~c hAýo,,,4 f~-- 7 13-~~-l- cf.. Eac Tpc

5 Periods of 100 Miles Each_:l,
Sourcc of Dcgrccs of Sun- of Mean F
Variation Freedom Squares*'* Square Ratios

Uncorrected Total 525 299566 --

Correction Term for
Overall Mean 1 209121 209121 -

Sides of Vehicle 1 392 392
Types of Pads 14 50696 3621 ~91

Error (a) 14 555 39. 6

Periods 4 7655 1914 -2 3
Types x Periods 56 7681 137 - 1.7

Periods x Sides 4 250 62
Types x Periods x Sides 56 4675 83

Error (b) *0 * 60 4925 82. 1

Pads Within Types

Left Side 30 2406 80

Right Side 45 2203 49
Pads Within Types x Periods

Left Side 120 9588 80

Right Side 180 4344 24

':IVariable. analyzed is Height Loss for a single Period of each individual
pad within a Type, i.e, , 7 pads for each Type x 15 Types x 5 Periods
gives 525 measurements of Height Loss. Units are the same as in
Table 16, but squared here.

**':Addition may not check in this column because of rounding to whole
numbers in sums of squares for each source of variation.

S''•Error (b) is sum of two preceding sources which appear to be homogeneous.
* •**F ratios are computed using Error (a) for Sides and Types, and Error (b)

for Periods and Types x Periods. This procedure conforms to the split-
plot structure of the experimental plan with Periods considered as the
split-plot treatments.
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TABLE 16. Average Height Losses of Track Pad Types for 500 Mile
Test Prooram* FRa~ed nni I PaAA nn TPft. Riaeip ;rri 4 Pqrlc nn

Right Side. Averages are in Thousandths of an Inch:
14. 63 = .01463'

Type No. CRDLCode Left Side Right Side Overall Rank'*'

1 S131CZF2 16.33 13.35 14.63 6

2 Z138 17.67 17.75 17.71 11

3 Z138C 13.87 13.60 13.71 3

4 Z138CIF 14.60 16.95 15.94 8

5 Z138CFI 14.53 11.00 12.51 2

6 Z138F2 16.07 12.55 t4.06 4

7 ZIZ2F 30. 33 28. 10 29.06 17

8 Z140 20. 13 18. 35 19.11 12

9 S131C2F2Z 52. 53 46.40 49.03 19

10 Z1 38CZ 15.87 14.05 14.83 7

II ZI38C3DF3 16.93 16.80 16.86 10

12 ZI16CF2 35.87 33.25 34.37 18

13 SI31C2F2BD 16.73 15.65 16.11 9

14 Z128CF 12.93 9. 35 10.89 1

15 Comm'l SBR 19.93 21.00 20.54 14

16 A-0 13. 60 (2):: 15. 20 (2),:,:, 14.40 5

17 C-0 21.80 (4) 17.90 (2) 20. 50 13

18 C-10 25. 12 (5) - 25.12 16

15L Comm'l SBR*'b* 20.71 (7) - 20.71 15

'Averages are calculated on a per Period basis. Multiplication by 5
gives Average Total Height Loss Standard deviation of a Type Average
[Error (a)/C35)] liZ = (39. 6/35)1/2 1. 063 units (refer Table 15).

*:*'Rank is in order from lowest to highest Height Loss.

**:"*Numbers of Pads averaged in last four rows.

):.o;":..ý(These added seven pads for Comm'l SBR were omitted from Type 15
in the variance analysis to simplify the progranmming and weighting of
data problems. Comml SBR is designated as the principal control,
Type C-10 is considered a secondary, control.
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TABL 17, Order Statistics for Pad Set Miles with Some
Summary Statistics

urcer
Line No. Statistic No. Miles Completed Summary Statistics

1 389 First three values not counted
2 904
3 939
4 1 1667 M , smallest value
5 2 1994
6 3 2096
7 4 2250 Q,, first quartile
8 5 2250
9 6 2300

10 7 2338
11 8 2430 Median
12 9 2496
13 10 2570
14 1I 2628
15 12 2677 Q3' third quartile
16 13 2706
17 14 2750
18 n =15 2813 MIS, largest value

Total 35,965 Mean about 2400 miles

TABLE 18. Reliability Estimation for Pad Sets Under the
Test Conditions of the Program

Lower Confidence
Estimate for Limit

m = 2000 miles = 0. 90)
o

A. Binomial 0. 933 0.764

B. Johns and Lieberman 0.914 0.811
M 0

C. Three parameter 0.955 0.881
approximation

S= 1667
0
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exceeded 35, 000 miles. In covering this distance, complete pad sets were

repiaced wflexi wurli UUL, dLU OU111t: 11luXtVLuudiL Ld.I.2ir, b11U~ b WrLr I-CPLCLC~U

although no complete track set was. replaced or judged completely worn out.

After much thought about the problem, it appeared to us that a

reliability statement might be made about the pad sets and for the first
track shoe replacement on each vehicle. Table 17 shows the order statistics

data or the 18 pad sets used (15] . Three short mileages were omitted

from our analysis for obvious reasons and one value of 1994 miles was
counted as a "success" in attaining 2,000 miles. It is to be noted that our
reliability estimates apply to the conditions of the road test and not to Army
use in general. In Table 18 the results are shown for three approaches to
the problem [151 *". Johns and Lieberman refer to their recent
Technometrics paper (161 . The binomial result is for 14/15 = 0. 933 and
use of a binomial table [17] . The third result is a crude approximation
that I obtained from the Johns and Lieberman approach.

Information about the first track shoe replacements is given in Table 19
(151 -''*. Again, an observation has been omitted in the analysis.

TABLE 19. Mileage at Replacement of First Track Shoe During

Road-Testing of New Track Design of Seven Vehicles

Vehicle Replacement Number of
Numbe r Mileage Shoes Replaced

1 9 04: , 30

2 2745 1

3 2992 2

1 3000 4

4 3315 1

5 3686 2

6 3925 1

7 4894 1

Median = 3315; Average 3508

'*These Tables 17 and 18 are based on Tables 4. 1 and 4. 3 of [15]

**'This Table 19 is derived from Table 6.2 of [15] .

,*"*,Datum not used because entire track w'as thrown; damaged shoes were
replaced.

88

•'/"



r
Table 19 shows the mileages arranged as order statistics; vehicle

numbers are arbitrary designations. From the lowest value, 2745 miles,
and the sample size, n = i, we may estimate with bUU/0 confidence that 901/o
of vehicles road-tested under similar accelerated conditions will have their
first track shoe replacements after 2745 milcs. This result is a non-
parametric tolerance limit [18] . If a higher confidence statement is
desired, then the tolerance proportion or reliability stated must be lowered.
For 90% confidence, the figure becomes 72% first track shoe replacements
after 2745 miles, which is a one-sided binomial limit [171 . One would
like to apply the Johns and Lieberman technique to these track shoe date
but the smallest sample size for which they have worked out their tables
is n = 10 [16]
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A STATISTICAL ANALYSIS OF PROVISIONING
PROCESSES ON FOUR. ARMY MISSILE 3YSTEMS

Robert G. Provost
U. S. Army Missile Conmmand, AMSMI-Wk

Redstone Arsenal, Alauamra

[The author presented a series of slidles at the conference. Thf:se
slides, with the information about each, are reproduced ir. this
article. 1

SLIDE I - Title slide

2 - Schemnatic of PDS routes

3 - Station ident

4 - Matrix

5 - Route ident

6 - Bottom of PDS

7 - Blow-up of matrix - I c eli and title blocks

8 - Figurce of head!

9 - Tukey - Dixon - Snedecor

10 - Matrix w/avg station lengths

11 - 400 PDS sample

12 - Axe head cutting tirme in half
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stage to the production stage, changes will occur as a result of value
engineering applications, changes in technology, improved materials and
hardware items, preproduction engineering, and the discovery of
inadvertent errors. These changes are incorporated through the use of
and Engineering Order (an EO). In one stage of the EO, a Provisioning
List (PL) is generated which subsequently ends up in our Supply and
Maintenance Directorate as v. PDS (Provisioning Data Sheet). A Pro-
visioning List contains all the parts needed to support the change, whereas
a PDS is a computer-produced sheet for each part listed on the PL. It
is used as a worksheet to identify that part within the Federal Cataloging
System.

Due to the diffcrrent types and classes of parts, and to the priority
r(quired, a PDS will flow throiigh this portion 'f the S&M Directorate along
different routes. Also due to the lack of different kinds of information, a
PDS will take still other routes.

Current regulations provided a 90-day time limit to process a PDS
through the S&M Directoratte, PDS's which exceeded this time limit were
considered delinquent.

Since a PDS repres( its a single line item in a PL and a PL could
contain from one to 1000 or nmore line items, any PDS which exceeded the
time limit caused the entire PL to become delinquent. Management was
concerned about these delinquencies and wanted to know, since each PDS
flowed through various routes and stations, what the average length of each
station and route actually was, and could the 90-day time limit be reduced.

93



Ul x

00

c,)
0 )(r ~

a-j

i 94



determination of the various routes. This slide i3 a schematic of these
routes. Six basic stations were identified: station number I through
station number 6. Each station performs one or more functions during
the flow cycle of the PDS. These are identified by the alpha characters
after each station number. For example, Station 4 has but a single func-
tion whereas Station 2E indicates that this is the fifth function performed
by that station. By counting all possible combinations of routes in this
schematic, one can easily determine that there are fifteen different routes
for an ADP initiation, and the same number of routes for a local initia-
tion. This is true for a single type of a PDS, but due to priorities, there
are three types of PDS's to consider. These are colored lor easy
identification: a white PDS for routine or low priority items, a yellow
PDS for high priority items, and a green PDS for emergency items.
Adding these various types of PDS's into the schenmatic, it maximinki of
forty-five different roates is now possible for each initiation. To compli-
cate matters still further, a green PDS, used for emergencies, is also
used as a delinquency flag. Should any PDS remain in this portion of the
processing cycle beyond a specified perio-d of time, a delinquent green
PDS is initiated locally. This is rushed through the system until it reaches
that station in which the original PDS is bogged down. Since this delin-
quent green PDS can travel along any route, our total maximum number of
possible routes now stands at sixty. Add to these routes the fact that
occasionally a yellow PDS, during the processing cycle, can be downgraded
to a lower priority, that is, downgraded to the status of a white PDS. The
processors when confronted with this action would hand stamp the yellow
PDS not with a 'downgrade' stamp, but with one called "PEPSODENT" --
you wonder where the yellow went.
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SLIDE 3. Station ident. That Pepsodent action was generally per-
formed in Station Z. Perhaps at this point we should examine the various

functions of each stntinn Thi .1i,1.. -ch cf the -t.t '3n- ,'%
identifies their function(s).

Station 1, our Industrial station, i.s actually located in the Procure-
ment and Production Directorate. This station performs the validation of
each part number to facilitate the finding of the proper FSN for that part.

This station also checks the part against the drawings for accuracy, and,
as need be, obtains ncw drawings as required.

Station 2, Maintenance Engineering, is the control station for this

procedure. Upon receipt fromn the computer they review each PDS for
completeness and accuracy, distribute them into system, verify mainte-
nance data and assign pack data as required, and after all the work has
been accomplished remove each completed PDS froin system. They also
prepare the delinquent green PDS, whn'never any PDS is not removed from
the system on time.

Station 3 is Federal Cataloging. It is this station which obtains

the FSN for each PDS from proper sources, either locally or from outside
agencies, and assigns this Federal Stock Number to each part on receipt.

Station 4, the Publications station, extracts the pertinent data
from each PDS for inclusion in Supply and Technical Manuals. They also
update the master files.

Station 5, our Supply Control station, which makes the necessary

supply studies, prepares and submits requisitions and sets up the pu'cha-s-
ing of required parts.

Station 6, Cataloging. This function of cataloging involves the
advance notification to our supply depots of these various parts that are
coming through our system.

It is at this point I should mention that all PDS's do not lack an FSN.
Some PDS's do not require an FSN since, for example, the part is

fabricated or modified in place. Other PDS's, the bulk in fact, had t'he
proper FSN located by the computer when the PL was converted into the

various types of PDS's.
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SLIDE 4. Matrix. Returning to our sixty possible routes for each

initiation. each type PDS was carefully examnined in relation to all of its
possible routes through this portion of the S&M Directorate and instead
of some sixty possible routes, a total of twelve basic routes emerged.
Four of thesc basic routes were elindi,.±Led for reasons such as: the
item was fabricated, not purchased; infrequent use, like once in two
years; and, sundry othe:. reasons leaving us with eight basic routes.
These routes divided into pairs of routes, with each pair having one
broadcasting function: Either the PDS was broadcasted (because it
represented a MICOM-managed item), or it was not broadcasted. These
routes were further subdivided, by segregating the three colors of PDS's
into sub-pairsrof routes within the basic routes. An adaitional pair of
routes was developed after discussion with the personnel of one station
because either the PDS could be handled in a relatively short period of
time (30 days or less) or an cxtrcmel) long period of time (90 days or
more). Since we knew the reason for this long period of time the data
collected for this pair of routes were subsequently omitted. This slide
shows the final configuration as well as the matrix developed to handle
this problem. The columns which identify the stations are coded A1

through All for subsequent use in a computer program. The rows which
identify the routes are coded BI through B14 for the same purpose. Routes
B 9 and B1 0 , which represent the long cycle time of one station, were
subsequently dropped for the reason stated before. The intersection of
a row and a column is designated as a cell. Each cell is divided into four
columns, one column for each missile system under consideration. The
shaded areas represent those stations which are not in that specific route.
Thus Route Bl only contains four stations, A,, A9 , A10 , and A1n, whei-eas
Route B1 3 contains all eleven stations, A1 through All.
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SLIDE 5. Route ident. This slide ide-ntifies each pair of routes,

Routes B and B are for white PDS's which hav; an FSN.

Routes 155 and 34 are tor white PDS's which do not have an FSN.

Routes B5 and B6 are for green PDS's which do not have an FSN.

Routes B7 and B8 are for white PDS's without an FSN and require

validation. This validation is accomplished in 30 days or less.

Route s B9 and B arc also for white PDS's without an FSN which

require validation but this validation required 90 days or more to
accomplish. For the reason rnentioned before, these routes were removed
fronm the analysis.

Route B and B12 are for green PDS's without an FSN. These differ

from routes B 5 and B 6 in that the FSN was not immediately located and
requires outside agencies assistance.

Routes B1 , and B 14 are for yellow PDS's without an FSN.

The difference between each pair of routes is that the first route of
a pair contains a broadcasting function.

Arc there any qUesLtions up to this point'?
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SLIDE 6. Bottom of PDS. This slide depicts the lower portion of
a yellow PDS. As you can see, there are sections for each station to
record its completion date. When the PDS emerges from the computer,
it is signed off by the computer at location A. All PDS's that lack an
FSN or has questionable FSN's are then sent to Station 2A where, after
screening for initial dissemination and other actions which are dependent

upon which missile system is involved. Station ZA records il:s comple-
tion date at location B. Each PDS is then sent to the next staticon as
determined by Station 2. In a similar fashion each station records its
completion date at its appropriate place on the PDS. The elapsed time
"between successive dates is indicative of the amount of time that a PDS
remained in that station including the transportation time to that station.
Since this transportation time is essentially the same for all stations,
no effort was made to remove this small amount of time involved. The
last station to handle a PDS is Station 2E which rernoves the PDS from
the system. The PDS's thus removed are filed, by missile system, in
order ef their removal. Since the elapsed time varies greatly from the
initiation of a PDS to its completion date, the stack of completed PDS's
in each missile system could be considered to be in a random sequence.
However, to preclude any possibility of bias., when these stacks of PDS's
were sampled, the PDS's were randomly selected.

Best Available Copy
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SLIDE 7. Blew-up of matrix - 1 cell and title blocks. A worksheet
was developed to record the completion date(s) of each station for each
PDS selected for each route previously identified. These samples were
replicated four times for each missile system. After the range of these
completion dates were established through inspection, a pseudo-Julian
calendar (one which omitted all Saturdays, Sundays, and holidays) was
developed to permit the transfer of each recorded date into the pseudo-
Julian date. Subtraction of these converted sign-off dates indicated the
elapsed number of days that each PDS remained in each station. This
procedure provided a maximum of 56 measurements per missile per
station, with a total of more than 1600 measurements taken to fill the
matrix. From the slide one can observe how each cell was filled with
these real time measurements.

The first attempt to analyze this recorded data was made through the
use of an analysis of variance program, which was borrowed from the
UCLA Medical Center, for two main determinations: (i) to determine if
there were significant differences between each pair of routes (by omitting
the broadcast function - Station 6), and (2) to determine if there were
significant differences between missiles as well as colors. The results
from the analysis of variance program run were tested after proper
conversions against the "F" test for significance at the 95% and 99%
confidence limits. All were essentially negative, which subsequently,
permitted the combination of measurements for larger samples. Unfor-
tunately, some difficulty was experienced during the computer run of this
program (conflicting statements in the program and a faulty printer) which
delayed the computation of the analysis of variance for these data.
Furthermore. this particular analysis of variance program was incomplete
in that it was not programmed to compute nor print out the mean, the
variance, and the standard deviation for each row, column, sum of rows,
and sur'i of columns nor the required two-way tables for analyzing signifi-
cant differences. During this delay, utilizing the original matrix, the
mean, variance, and standard deviation, at 95% confidence limits, were
hand-computed for each missile, for each station, cind for each route
(each route having been identified for a single color) as well as for the
combined group of missiles. All of these resulted in extremely large
standard deviations.

105 Best Available Copy
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SLIDE 8. Figurc of hcad! This is how I felt! I nceeded help. So,
pt J.1La I,ý,U",, .ui I Dr. i-iarsnuarger, our MICOM. Consultant from

VPI. After a review of the data in which he agreed to its abnormality,
he suggrested a trans fnormstion to reduce the variability aitd LhaL, in his

opinion, the data followed a Poissonian, and possibly, a logarithmic
distribudion, instead of being normally distributed. A few samples were
tested by computing the variance and the mean to determine if the variance
was proportional to the mean. The variance was found to be approximately
proportional to the mean which indicated the transformation to be utilized

could be the sqiare root of the sample value. However, the results of
this transformation after the necessary computations were completed
approximated the original results. Since some of the data were less than
uinity, one was added to each saniple value and the sctjare root transforma-
tion was again attempted. Once again, although variability did decrease

i• n ficantlvy the re Sult sti.l apprIx.C i Ited thc o riginaI results:, va riations
(statndard deviattas) were still Loo [Li rge. And, I st-ll Iclt like this!
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SLIDE 9. Tukey - Dixon -'Snedecor. Research and consultation with
local statisticians produced "Tukey's Test of Additivity, " a procedure

which is fourfold in nature: It (1) helps decide if a transformation is
necessary, (2) indicates a suitable transformation, (3) indicates if the
transformation was successful, (4) gets evidence about aberrant observa-

tions. Application of this test on a few selected cells by an experienced
statistician indicated the transformation required was logarithmic.

By this time, the analysis of variance results had been received from

the Computation Center. As previously stated, "F" tests at the 95'Yo and
99% levels, revealed there were no significant differences between missiles,

between colors, and between routes. There were highly significant
differences between stations but these were to be expected since the work
content in each station is different and does require different intervals ot
time to perform. These results from the analysis of variance permitted

the combination of like routes for each missile system to obtain larger
samples. However, for comparison purposes, each route was calculated
singly as well as combined for each missile system.

To return to the second result of the application of Tukey's Test,

several observations were found to be aberrant. Unfortunately Tukey's
Test merely indicates aberrance but does not correct them. Through the

use of Dixon's "Ratios Involving Extreme Values, " a technique which
permnits one to determine if a value is aberrant, the original matrix was
reentered and al' values in each cell were tested for aberrance. As each

aberrant value was discovered, the remaining values for that particular

cell were tested for aberrance until all data were purified. The removal
of these aberrant values left the matrix with several missing values. A
review of techniques to replace these missing data led to Snedecor's
Iterative Procedure which was subsequently utilized.

With the matrix again complete, all recorded data were transferred
into logarithmic values. The necessary computations were then performed

by hand for all routes and stations for each missile system. These compu-
tations resulted in significantly lower variations and, more significantly,

after converting the derived values back to normal values, truly approxi-

mated the real situation: a highly skewed curve to the left without negative

times.

0 Best Available Copy
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SLIDE 10. Matrix w/avg station lenths. Since the mean tine s
w: re now available for eac'h station for each missile, these stations

Sy,,thLic:ditJU ru'Lct mnd jubsequently correlated against the
average times of the original routes. This was accomplished for each
missile system as wl i a,; thu combined group of ndlssil' systcms. This
slide depicts the average station length for all missiles and the
synthesized total for each route. The coefficient of correlation as
calculated proved to be +0. 87 which is highly significant (well above the
99% level of +0. 708 in a significance table for my number of degrees
of freedom).
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SLIDE 11. 400 PDS sample. C urrent procedures provided a maxi-

for some PDS. s on a few routes, no intlerim time I ifltits were specified,
This analysis indicated thaI, on the average (95% of the tim,), ;ll HDS's
can be processed through each station in 2.2 days, with a ranige from
0. 8 days to 6, 3 days. A recommendation for the Cbstablishment of tijlli
limits for each station would preclude lengthy delays.

Unfortunately, S& M. cannot predetermine which route a PDS will flow
(with certain exception,,;) but on the average, the longest route length
(without broadcast) was approximately 30 days. The final step obviously
was the determination of the frequency e]: occurreknce of this longest r,muLe.

In accordanc- with a 400 PDS sanpleu (100 [mro each L11issi.!c System),
this route (30 clay length) occurred approximnatly I V% ,C the time, Ihis
sli.de illustrates the results of this s~;iipc.
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SLIDE 12. Axe head cutting time in half. Since a PDS did not

become delinquent until the expiration of 90 days and, on the average,
our longest route lenoth was annroximatelv 30 dave nhiR F ritre frn.
broadcast plus nearly 8 additional days for two standard deviations, or
a total of approximately 43 days, 45 days (for the sake of a nice round
number) was selected for the maximum time limit. To support the
recommendation of reducing the 90-day time limit to a 45-day time limit,
the probability that this 30-day route would exceed 45 days had to be
calculated. This probability, using the t-distribution, was calculated
to be 0. 04. Thus the probability that this route length would exceed 45
days is 13% times the probability (. 04) which is five one-thousandths or
only 5 times out of 1000. 0

Consequently, a recommendation for a 45-day limit was tendered
in my final analysis.

Although this now concludes my presentation, I would like to provide
you with a very short follow-up. The 45-day limitation was not accepted
because the powers in control felt that this cut in time was too drastic.
Instead, a sixty-day time limit was substituted. However, through
improved flow procedures and the subsequent recommended elimination
of one station, this 60-day time limit was recently cut down to 45 days.
Additional studies (non-statistical) are currently being performed to effect
a further reduction in time.

I thank you!
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OPTIMAL ECONOMY IN PLANNING EXPERIMENTS::

Biostatistics Department
University of North Carolina at Chapel Hill,

North Carolina

ABSTRACT. Suppose that a cost, y, (which is a random variable) is

a non-linear function of some controlled variable x, and in a general case,
is expressed as a polynomial of k-th degree in x. Let

k
(1) y c(x)+ ; a×x

t=a
and

k
(Z) Y = E(y T x) = Z A xt -. I

t1l

be the estimated and expected ("true") cost functions respectively. Let 0
and x be the values of x at which the estimated and expected cost functions

00attain minima respectively. Further, let Yo = E(y ý 0o) be the actual

expected cost when Xo is substituted for (unknown) xo, and Yo =E(yxo)

the 'true' minimum cost. We define the 'allowance' cost as

k
(3) E(Y - Y)= Z A [E(•t)-xt ]

0 t=l t 0

If c(x) estimates C(x) closely, then (3) will usually be small.

To evaluate (3) we have to find the distribution of x which is a
function of regression coefficients a,, a 2 .... ak,

(4) Ao =g(a aa2 9....ak)

In the general case this may be complicated, but for sufficiently large
sample size, n, we can find an approximate distribution using the Central
Limit Theorem and a Taylor series expansion of the multivariable function

"):This paper has been accepted for publication in "Operations Research".



I
(4). Application of orthogonal polynomials appears to be'relevant to this

situation.

it i• -y w see irom () th~at EY- Yo) deper .s on the shape of the

true cost function,C(x), even if the fitted regression function, c(x). is of
Lhe right order. incorrect choice of the degree of c(x) might affect the
lallowance' cost more severely.
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ON A CLASS OF NONPARAMETRIC TESTS FOR MANOVA IN TWO WAY LAYOUTS*

PRANAB KUMAR SEN

University of North Carolina, Chapel Hill,

and University of Calcutta.

SU)OARU. The object of the present investigation is to propose and study a class

of nonparametric tests for the multivariate analysis of variance (MANOVA) problem

relating to complete two way layouts. In this context, the concept of rank-permuta-

tions for multidimensional interchangeability is developed, and the same is

incorporated in the formulation of a class of genuinely distribution-free rank order

tests. Asymptotic properties of the class of proposed tests are studied and compared

with those of the standard parametric ones.

1. INTRODUCTION

Let us consider a complete two way layout comprising of n complete blocks

(replicates), each block containing r(, 2) plots where r different treatments are

applied. The yield (response) is a p variate quantitative (stochastic) vector,

and we denote by X(k) the k-th response for the Jth treatment placed in the ith

block for i - 1, ... , n, j o 1, ... , r, k * 1, ... , p. In the sequel, it will be

assumed that n, r, p > 2. Let then

- (X(I) i(P), 1 1, n, J 1, r;

A u' -(1.2)

*Work supported by the Army Research Office, Durham, Grant DA-31-124-ARO-D-G432,
This article was reproduced photographically.
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.L - CI ) ' (p) . n; (1.3)

,T (T (1.4)

'', (3.) o

and a O•" -) 1 , n. (1.5)

We adopt the usual linear model as

SlJ " •.+ CL + Tj + al'i= ,.. n, j -i .,r 16

where U is the vector of mean effects, a the block effects (i 1 ..., n), T

the treatment effects (j - 1, ... , r), and eit the residual error vectors

(, - 1, ... , n, j - 1, ... , r). These component vectors are assumed to be mutually

independent. Our problem is to have a comprehensive test for the hypothesis of

no treatment effects i.e.,

H : hT .''" ' (1.7)
0o

In the parametric case, it is usually assumed that e ( ... , n,j 1, ... , r)

are N(- mr) independent and identically distributed stochastic vectors distributed

according to a multinormal distribution with a null mean vector and a dispersion

matrix (positive definite) Z - ((akq)), where akq is the covariance of (k)e

(q)s ) for k, q = 1, ... , p. The parametric MANOVA tests are either based on the
eiojns Tc

likelihood ratio criterion or on the characteristic roots of some determinantal

equations. The likelihood ratio criterion reduces to the ratio of two generalized

variances and can be expressed as the product of several (p) independent beta

variables (cf. Anderson (1958, Chapter 8)). Alternatively, one may work with the

smallest characteristic root of the determinental equation involving the same

generalized variances. Occasionally, some symmetric function of the roots are also

used. For details, the reader is referred to Rao (1965, chapter 8). The parametric

tests thus appear to be deterministic, but they are not very simple, especially
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for p > 2. Further, in this procedure the assumptions of independence and. multi-

normality of the error vectors play an indispensible role. Unlike the univariate

case, very little has been investigated about the effects of departure from these

two basic assumptions on the pcrformance characteristics of the parametric MkNOVA
tests. On the otherhand, the assumption of multinormality of the error vectors

is often found to be dubious, especially in many biometric problems. Further, in

many problems, there appears to be sufficient evidence on the stochastic dependence

of the error vectors within the same block. For example, in agricultural experiments,

the presence of spatial correlation may distort the stochastic independnece of the

error vectors within the same block. Similar dependence may be due to genetic

effects in many animal feeding experiments. The object of the present investigation

is to relax both the assumptions of multinormality as well as independence of the

error components. In fact, for the tests proposed here, we require only that

(i) the joint distribution function F(si 1 , .. , of il' "" is

continuous and independent of i a 1, ... , n, and

(ii) FVetl, ., eir) is a symmetric function of its r arguments (vectors)

il' "'" r i.e., F remains invariant under any permutation of the r vectors

among themselves, or in other words, ai' .".. are symmetric dependent stochastic

vectors.

Evidently, both the assumptions (i) and (ii) are much less restrictive than

the usual assumptions of independence and multinormality. Thus, the proposed method

appears to have a comparatively wider scope of applicability.

In the nonparametric case, practically no work has been done on this line. For

completely randomized layouts, very recently some nonparametric MANOVA tests have been

offered by Chatterjee and Sen (1964, 1966), Sen (1965, 1966a), Puri and Sen (1966),

and Anderson (1965), among few others. Bhapkar (1965) has also presented some
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asymptotically distribution-free test for the same problem. The present author

(1966 b) has considered some rank methods for combination of independent exoerimentm

In MANOVA. The same procedure is applicable in our situation here, but it fails to

be suitable in some respects. This problem may also be regarded as the multivariate

generalization of the nonparametric ANOVA tests relating to two way layouts. Such

ANOVA tests have been considered by Friedman (1937), Durbin (1951), Brown and Mood

(1951), Benard and Elteren (1953), and others. These are all based on intra-block

rankings, and the same method can be generalized to the MANOVA problem. The

present author (1966 c) has considered a modified approach to nonparametric ANOVA

tests for two way layouts. Extending an idea of Hodges and Lehmann (1962), he has

considered the rankings after alignment, and under a suitable permutation model,

has obtained a clase of genuinely distribution-free tests based on these modified

rankings. This results, in most of the cases, in an increased (at least asymptotically)

efficiency of the proposed test. The object of this paper is to generalize the method

of rankings after alignment to the MANOVA problem and to offer some suitable non-

parametric tests for the same. For this purpose, the concept of multidimensional

interchangeability is developedand certain rank permutational ideas are formulated.

With the aid of this a class of properly distribution-free rank order tests for

the hypothesis in (1.i) is developed. Further, the celebrated Chernoff-Savage

(1958) theorem on the asymptotic normality and power-efficiency of a class of

univariate nonparametric test-statistics, as extended to the multivariate case by

Puri and Sen (1966) and to the problem of compound symmetry of multivariate

distributions by Sen (1966 c), is extended further to take care of the problem of

multidimensional interchangeability, to be considered here. With the aid of this,

the asymptotic power and power-efficiency of the proposed class of tests are studied.
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2. SOME PRELIMINARY NOTIONS.

Let us define a set of r2 real quantities by

a -* j - 1/r for j, Z - 1, ... , r, (2.1)

where aLj is the usual Kronecker delta. Thus, I = c - 0 for all Z = i, ... , r.

rrI Let us then consider the r intra-block contrasts

y Jul Ctj r 1,... r. (2.2)

* From (1.6) and (2.2), we have

r 1+ ( Er (2.3)
i t r j-l -j) +-it r j-l 1ij,.

where the first factor on the right hand side of (2.3) vanishes when H0 in (1.7)

holds. Further, by assumption (ii) of section 1, we get with some simple. r. •), L,1 . j in
reasonings that the joint distribution of [it - r j a . u ".

a symmetric function of the r (vector) arguments. Consequently, from (2.3), we

got that under Ho in (1.7), the joint distribution of (Y ' 'ir) will be a

symmetric function of the r vectors Y•1 ' ...' lir" On the otherhand, if H0 in

(1.7) does not hold, the joint distribution of (Yil'~ . r) will be a symmetric

function of its (vector) arguments only when each one of them is adjusted by

appropriate location vectors. Thus, if instead of the observed responses Xitat

we work with the block-adjusted yields Y is, our problem of testing H in (1.7)-ij aorpolm ftal8H

reduces to that of testing the hypothesis of interchangeability of the vectors

" !�il' ""' ! or (for all I * 1, ... , U), against translation type of alternatives.

This is termed the problem of multidimensional interchanaeabi11t., and a formulation

of an appropriate rank permutation model for the same, will be considered in the

1a5



t

S next section. The necessary rank order statistics will be defined now.

Let us pool the N(- nr) observations (Y. k j , ... , r, i 1, lo .n{ij J , r , n

into a combined set and denote the ordered observations by

•(k) (k)
(1) " (N)' (2.4)

where by virtue of the assumed continuity of the distribution of the error

vectors, the possibility of ties in (2.4) may be neglected, in probability. Let

then C(u) be the usual sign-function viz.,

1, if u > 0

c(u) (2.5)
0, if u . 0,

and let

(k) M (k)
"ij 1 + I c(Y)ij - y), (2.6)a-1 • ()

for i - 1, ... , n, j o 1, .. , r.-
.(k)(k

Thus R•k stands for the rank of Y within the set (2.4). This ranking procedure
Ii ii

is employed separately for each k n 1, ... , p. Consequently, any vector Y having

p elements is made to correspond to a rank p-vector

R'. -(it R (2.7)

for i 1, ... , nj- 1, ... , r. The composite collection is a p x N matrix

ilb.N (!1, R', . .. R (2.8)

will be termed a collection (rank)- matrix. Each row of % is a permutation of

the Aumbers 1, ... , N. For any positive integer N(- nr, n - 1, 2, ... ) we define

12
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p sequences of real numbers by

,(k) _ j,(k) .(k), .(2.9)

.(k) are all real quantities and are explicit functions of (er), We adopt

the coventional Chernoff-SavaSe (1958) form and write

S•k). (k)

where the functi.on J) need be defined only at -a 1 , N. However,

we shall find it more convenient to extend its domain of definition to (0, 1)

according to the Chernoff-Savage convention. Also, we define rp requencees of

Indicator function& ( 1, ... , N) , for j = 1, ... , r, k = 1, ... , p by

I, of is some (k) ( 1, n),W iss j ~t(" "

z(Jk) . (2.11)
0, otherwise,

for a = 1, ...0 N. Then we define rp rnak order statistics

T (k) N (k) Z(j,k) j a 1, ... , r, k - 1, ... , p. (2.12)
Nj n U-1 %,a N'a

It may be noted that

I - TN, ( -N E N,(k) . E(k)(say) ,k - 1, ... , p; (2.13)

where -) , are all known constants (dipending on N). Thus, at mosL

ENi

(r - l)p of the rp variables in (2.12) are linearly Independent. Our proposed

test is based on the set of random variables in (2.12). To develop strictly

distribution-free tests for the hypothesis (1.7), we shall consider in the next

)12.
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section some permutation model. But, before that it may be worth writing.

a point of clarification. The class of statistics in (2.12) has some similarity.

with that of a similar class of statistics considered by Puri and Sen (1966).

However, in the later case, we have a one way classification with N independent

p-variate observations, while in this case, we have a two way classification

with n independent pr-variate observations. This makes the situation somewhat

more complicated, and requires a more specialized attention for both the permutation

as well as asymptotic test theory.

3. RANK PERMUTATIONS FOR MULTIDIMENSIONAL INTERCHANGEABILITY.

.pxN

The collection matrix %' , given by (2.8), is now expressed in terms of n

subuatrices Rpxr RpX. , where Rpxr is the matrix of the r rank p-tuplets

corresponding to (Y¥, ""' . ir. ' for i - 1, ... , n. Thus, we have

Now uder he-nll hyoteis 17,teJitdsrbto ucinGYl..Yr18" p~r(3.1)

is a symmetric function of Yi!'"Yir' and hence, the same remains invariant

Stm~r an pemutaionof te rvectors in the r positions of G. Since, there

Sarer: pssile prmuttios ofther vectors among themselves, the permutational

proabiity(i.e., conditional probability) mass associated with each of the r!

oe lepermutations is equal to (r!)-l,•under H0 in (1.7),.• for all i - 1, ... , n.

Sic,(il' "'' TY) is distributed (jointly) independently of (Yi• "'' ir

I o l L+i - 1, ... , n, the joint distribution of
.N (R" ' n

t N1 ti

Is a ymti1ucino Yl . n ecte8aermisi'ain

une an.....inoftervetr.n.h ostosofG ice hr



remains invariant under the following finite group of transformations ' (n }

which maps the sample s*ace of Y, Onto itself. The number of elements of is

equal to (r!)", and typically a transformation s. is much that

whee m ! " " t. "" !r, "', !, "", !•r)' (3.3)

whre (Y. '" is any permutation of (Yi1 , " ,
- i

Lot !V be the lp-dimensional sample space of !N' (and we take it to be the Np-dimensional

Euclidean space). Evidently, the sample space of Y* is the same as that of YH, and

moreover, under H in (1..7), the joint distribution of !N remains invariant under

the group of transformations •. Let now S(YN) be a (real or vector valued)

function on Y!. Then, for any Y c * we will have a set of (rW)n values of S(Y)

obtained under the group of transformations Z, and this set is denoted by 1(YN).

Then, under the null hypothesis (1.7), the conditional distribution of S(CY) over the

(k)set Z(YW) will be uniform. Let us define T-,j as in (2.2), end let

rp (k)
* T~XP- (T,J) )j - 1, k. r, Is 1 ... s p (3.4)

Then, it follows that T is a stochastic matrix, which under the group of transformationsThen,

* can have only (T!) possible realizations. Since TN is an explicit function of the

N rank p-tuplats !ij, I - 1, ... , n, j = 1, ... , r, it will be more convenient for

us to review the above invariance argument in terms of the following rank-invariance

argument.

The way in which we have defined in (2.8) and (3.1), it follows that for any

c 5, there will be a corresponding collection matrix Ld. On examining the group

of transformations •, it will be clear that the transformation *m on Y., given

12~9_______.____ -



by (3.3), gives rise to another collection matrix P, which is obtained by applying

the same transformation n on the original collection matrix P . Thus, under the

*rouo of transformations of (a I . the rank collection matrix P.,, (corresponding

to I c ) gives rise to a set of (rW)n rank collection matrices (obtained by

applying the same transformations (S.),) and this set is denoted by r(L%). If

Is any mmber of E(N). we note that R is really derived from N by a finite number

of Inversions of the columns of the later. Thus we may write

% % (mo for all cf EVb. (3.5)

lence, the set E(%N) contains (rW) rank-matrices which are permutationally (under

inversions of intra-block columns) equivalent (under I) to RN. Thus, we term

E.%) as the per-utatioI -set (mod I)of Of like Y. is a stochastic variable,

and each row of %• is a permutation of 1, ... , N. Thus, R1 can have (N!)P possible

realizatious, and this set of all possible realizations of Ri denoted by

so that

C Ic~ Cy 03.6)

The probability distribution of R on (defined on an additive class of subsets

AN of ,) will depend on the unknown joint distributions G (Y '

I - 1, ... , n, even under R o in (1.7). Thus, unlike the case of univariate one way

classified data, the use of the unconditional distribution of RN will fail to

provide a distribution-free test. However, from what has been discussed before, it

follows that

PE ) Ho) " (r')n (3.7)

for all ( EV(R), independently of G(Yil, ... , ¥tr), i * 1, ... , n. Now, the way
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