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FOREWORD

The host for the Thirty-Ninth Conference on the Design of
Experiments in Army Research, Development and Testing was the
Department of Statistics in Rice University. Professor James R.
Thompson, Department of Mathematics, invited this conference to be
held at Rice University. He was asked to be Chairperson of this
conference which was held on the 20 - 22, October, 1993. Dr.
Thompson was assisted in this task by Mrs. Diane J. Brown,
Department Coordinator. These individuals are to be commended for
their efforts in coordinating all the details required to conduct
this large successful scientific meeting.

Members of the problem committee were pleased to obtain the
services of the following distinguished scientists to speak on
topics of interest to Army personnel:

Speaker and Affiliation TOit Q.Addrels

Professor Dennis Cox Estimating Parameters in Complex
Rice University Computer Codes: Designing the

Computer Experiments

Professor Katherine B. Ensor Properties of Simulation based
Rice University Estimators of Stochastic

Processes

Professor Wei-Yin Loh Tree-Structured Statistical Methods
University of Wisconsin-
Madison

Professor Emanuel Parzen Beyond Classical Statistical
University Methods: Why and How
Gave the Keynote Address

Professor J. Sethuraman Contamination of Failure Data can
Florida State University Change Nature of Failure Rate and

Explain the Strength of Long Life
Units

Professor Nozer Singurwalla On the Reliability of Emergency
and Jiangxian Chen Diesel Generators at U.S. Nuclear
George Washington University Plants
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This conference was preceded by a two day tutorial entitled
"00Nultivariate Density Estimation and Visual Clustering" presented
by Professor David W. soott of Rice University. The purpose of
these tutorials is to develop, in Army scientists, an interest in
and an appreciation for the statistical methods that are needed to
analyze experimental data.

Dr. Douglas B. Tang, Chief of the Department of Biostatistics at
the Walter Rood Army Institute of Research, was selected to receive
the Twelfth U*s. Army Wilks Award for contributions to statistical
Methodologies in Army Reserve Development and testing. Based on
his diverse research productivity, he has become widely recognized
as an authority on clinioal trials, medical decision making,
bioassay, and laboratory data analysis.

The Program Committee has requested that the proceedings of the
1993 conference be distributed Army-wide so that the information
contaiAed therein can assist scientists with some of their
statistical problems. Finally, committee members would like to
thank the Program Committee for all the work it did in putting
together this scientific meeting.

Program Committeo

Gerald Andersen (ARO) Carl Bates (CAA)
Ksvin Beam (RAND) Barry Bodt CARL)
Robert Burge (WRAIR) Eugene Dutoit (AID)
Jock Grynovicki CARL) Carl Russell (TEXCOM)
Douglas Tang (WRAIR) Malcolm Taylor (ARL)
Deloris Testerman (TEXCOM) Jim Thompson (RICE U.)
Henry Tingey (U. of DE) David Cruess (USUHS)
Francis Dressel (ARO) Jerry Thomas CARL)
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THIRTY-NINTH CONFERENCE ON THE DESIGN OF
EXPERIMENTS

IN ARMY RESEARCH, DEVELOPMENT, AND TESTING

18-22 October 1993

Host: Department of Statistics
Rice University

6100 South Main St.
Houston, Texas

Location: Kyle Morrow Room, Fondren Library

Wednesday. 20 October 19N

0800 - 0915, REGISTRATION: (Kyle Morrow Room Lobby)

0915 - 0930 CALL TO ORDER: Jim Thompson, Rice University

OPENING REMARKS: (Michael M. Carroll, Dean of Engineering,
Rice University)

0930 - 1200 GENERAL SESSION I

Chairperson: Malcolm Taylor, Army Research Laboratory

0930-1030 KEYNOTE ADDRESS: BEYOND AOV STATISTICAL
METHODS
Emanuel Parzen, Texas A&M University

1030-1 100 Break

1100-1200 PROPERTIES OF SIMULATION BASED ESTIMATORS OF STOCHASTIC
PROCESSES
Katherine B. Ensor, Rice University

1200-1330 Lunch

1330- 1500 CONTRIBUTED SESSION I

Chairperson: Linda Moss, Army Research Laboratory

PARTIALLY DUPLICATED FACTORIAL DESIGNS
Peter W. M, John, University of Texas at Austin

AN APPLICATION OF GENERALIZED P-VALUES IN
TANK GUN ACCURACY RESEARCH
David W. Webb, Army Research Laboratory
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A SERIES OF NEW SUPERSATURATED DESIGNS
Margaret G. Ehm, Marc N. Elliott, and Monnie McGee, Rice
University

1500-1530 Break

1530- 1700 CONTRIBUTED SESSION II

Chairperson: Carl Russell, TE(COM

JUDGING STATISTICAL SIGNIFIANCE GRAPHICAL METHODS VS
TRADITIONAL PARAMETRIC METHODS
Jock 0. Grynovicki, Army Research Laboratory

AN EMPIRICAL STUDY OF THE DISTRIBUTION AND PROPERTIES OF
THE SLOPE ESTIMATOR USING THE MINIMUM NORMED DISTANCE
CRITERION
Barbara Wainwright, Salisbury State University and Henry B.
Tingey, University of Delaware

CHARACTERIZATION RESULTS IN PROBABILITY
'Jerry Andersen, Army Research Office

DETERMINATION OF DESIRED DESIGN AND OPERATIONAL
CHARACTERISTICS OF THE SMALL AREA CAMOUFLAGE COVER
(SACC) BY GROUND TROOPS
George Anitole and Ronald L Johnson Belvoire Research
Development and Engineering Center & Christopher J. Neubert,
Army Materiel Command

1830- WILKS AWARD BANQUET (Cohen House/Faculty Club, Rice
University)

1830-1930 Cash Bar

1930- Dinner

Thursday. 21 October 1993

0800 - 0900 GENERAL SESSION II

Chairperson: Deloris Testerman, TFXCOM

TREE-STRUCTURED STATISTICAL METHODS
Wei-Yin Loh, University of Wisconsin-Madison

0900 - 0915 Break
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0915 - 1100 CLINICAL SESSION

Chairperson: W. J. Conover, Texas Technological University
Panelists: Bernard Harris, University of Wisconsin-Madison

Wei-Yin Loh, University of Wisconsin-Madison
J. Sethuraman, Florida State University
Noser Singpurwalla, George Washington University

MOBILITY FACTOR INFERENCE
C. Denise Bullock and Nancy Renfroe Waterways Experiment
Station

COMBINING SIMULATION RESULTS ADDRESSING ARMOR VEHICLE
RESEARCH, DEVELOPMENT AND TESTING
Paul J. Deason, TRADOC Analysis Center-WSMR

P-VULTE (P-VALUE UPPER & LOWER TEST ESTIMATION)

Paul H. Thrasher, Material Test Directorate--WSMR

1100-1115 Break

1115 - 1215 CONTRIBUTED SESSION III

Chairperson: Doug Tang, Walter Reed Army Institute of Research

AUTOMATIC CLASSIFICATION OF DOCUMENTS BY LEXICAL CONTENT
Mel Brown, Army Research Office

AN APPITCATION OF CLASSIFICATION WITH POTENTIAL USE IN
REPRODUCTIVE TOXICOLOGY
Barry A. Bodt, Army Research Laboratory & Ronald J. Young,
Edgewood Research, Development and Engineering Center

1215-1330 Lunch

1330- 1500 CONTRIBUTED SESSION III (CONTINUED)

IMPROVED PERIODOGRAM ESTIMATORS FOR THE COSINOR MODEL
R. John Weaver and Marshall Brunden, The Upjohn Company &
Jonathon Raz, University of Michigan

CONFIDENCE INTERVALS AND TESTS OF HYPOTHESES FOR NORMAL
COEFFICIENTS OF VARIATION
Mark G. Vangel, Army Research Laboratory

ANALYSIS OF GAS FLOW RESISTENCE MEASUREMENT THROUGH
PACKED BEDS.
Malcolm S. Taylor & Csaba K. Soltani, U. S. Army Research
Laboratory

1500 - 1530 Break (POSTER SESSION, Kyle Morrow Room Lobby)

DESKTOP MODELS FOR WEAPONS ANALYSES
Eugene Dutoit and John D'Errico, Infantry School
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1530- 1630 GENERAL SESSION III

Chairperson: Jerry Thomas, Army Research Laboratory

ON THE RELIABILITY OF VEM•RGENCY DIESEL GENERATORS AT U. S.
NUCLEAR POWER PLANTS
Noser Slngpurwalla & Jlangxian Chen, George Washington
University

Vriday. 22 October 1993

0800 - 0900 GENERAL SESSION IV

Chairperson: Bob Burge, Walter Reed Army Insitute of Research

CONTAMINATION OF FAILURE DATA CAN CHANGE NATURE OF
FAILURE RATE AND EXPLAIN THE STRENGHT OF LONG U1FE UNITS
J. Sethuraman, Florida State University

0900-0915 Break

0915 - 1015 CONTRIBUTED SESSION IV

Chairperson: LTC. Ronald Scotka, TEXCOM

IDENTIFYING THE CRITICAL FACTORS IN AN ADAPTIVE NETWORK
Ann E. M. Brodeen, Barbara Broome, George
Hatwilg, and Maria Lopez, Army Research Laboratory

ESTIMATES OF THE NUMBER OF MONTE CARLO TRIALS NECESSARY
FOR MOBILITY SENSITMVTY ANALYSES
Andrew HIarrell, Waterways Experiment Station

1030 - 1200 GENERAL SESSION V

Chairperson: Barry A. Bodt, Army Research
Laboratory, and Chairman of the AMSC
Subcommittee on Probability and Statistics

OPEN ME•TING OF THE PROBABILITY AND STATISTICSSUBCOMMITTEE OF THE ARMY MATHEMATICS STEERING COMMI!rIEE

LS!,.MATING PARAMEMIS IN COMPLEX COMPUTER CODES:DESIGNING THE COMPUTER EXPERIMENT
Dennis Cox, Rice University

ADJOURN

Program Committee
Gerald Andersen (ARO) Carl Bates (CAA)
Kevin Beam (RAND) arry Sodt (ARL)
Robert Burge (WRAIR) Burene Dutoit (AIS)
Jock Grynovicki (ARL) Carl Russell (TEXCOM)Douglas Tang (WRAIR) Malcolm Taylor (ARL)Delris Testerman (TEKCOM) Jim Thompson (RICE U.)Henry Tingey (U. of DE) David Cruess (USUHS)Francis Dreuel (ARO) Jerry Thomas (ARL)



BEYOND CLASSICAL STATISTICAL METHODS: WHY and HOW
by Emanuel Parzen

Department of Statistics, Texas A&M University
College Station, TX 77843-3143

ABSTRACT: This is a philosophical and technical paper about future directions
of statistical theory and practice. It discusses: 1. why and how components of statistical
reasoning, 2. certified professional statisticians, 3. statistical computing, 4. statistical edu-
cation, 5. defingn the problem of statistics as probability modeling, 6. statistical education
analogues to statistica modeling, 7. function representations of data and mathematical lit-
eracy, 8. the P value problems ol statistics, 9. how to use correlation coefficients to develop
beyond statistical methods

0. INTRODUCTION

* This is a philosophical and technical paper about future directions of statistical theory
and practice. We propose that the concept of comparing and combining classical statistical
methods and modern data analysis methods should be called "Beyond Classical Statisti-
cal Methods". This name is inspired by Hirotsu (1993), "Beyond Analysis of Variance
Techniques: Some Applications in Clinical Trials". Hirotsu reports that his new methods
(uch as max chi-squared statistics and average chi-squared statistics) are being accepted in
ap anese statistical guidelines. One goal of %is paper is to present a framework (in section

9) which shows how the statistics introduced by Hirotsu are related to other conventional
statistics.

While combining conventional and modern methods has a history of academic devel-
opment (Daniel (1959), Gnandesikan (1980)), it may not be much practiced as yet because
applied statisticians have a tendency not to use methods which have not been made read-
ily available to them in statistical computing packages. This paper argues that unified
methods can impact applied research and statistical education.

The technical content of this paper is the final section which outlines our research
about HOW to combine non-parametric quantile and Comparison Change Correlation
techniques with classical statistical methods. The first 8 sections discuss from various
philosophical viewpoints WHY this research should be on the agenda of statisticians in
a society whose health and prosperity is increasingly dependent on statistically literateengineers, scientists, managers, and public.

1. WHY AND HOW COMPONENTS OF STATISTICAL REASONING

I believe that courses and talks on statistics should be about both HOW and WHY.

Academic researchers often minimize the WHY component, because a HOW talk often
emphasizes "get to the new material fast without worrying about motivating the results,
since to enhance your reputation impress fellow experts In the short attention span that you
have available that you ve done something new and which works". We say that the HOW
component of statistical reasoning is often "esoteric" in the sense that it is specialized
tednical in a way that appeals mainly to experts.

In contrast, the WHY component of statistical reasoning is intended to be "exoteric"
in the sense that it seeks to be understandable to a more general technical audience by
motivating WHY the methods are applicable and interpretable.

Presented as a, Keynote Address on October 20, 1993 at the 39th Conference on the
Design of Experiments for Army Research, Development, and Testing at Rice University.
Research suppported by the U. S. Army Research Office.
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Statisticians need to be concerned with WHY in order to practice in their work the
Deming inspired

Continuous Improvement Principle

which states that "every action should be judged by how well it positions you for subsequent
actions". Methods should be called simple not by whether their theory is easy but whether
their interpretation can be made easy to comprehend.

To enhance their quality (and competitiveness) many organizations are adopting a
Continuous Improvement Process,

defined as a team approach to Total Quality Management to improve products or services
to exceed the expectations of customers or clients. An understanding and implementation
of statistical concepts of change, variation and measurements is clearly important in this
process which requires that decisions be based on the information in data, not just on
opinions and guesses.

2. CERTIFIED PROFESSIONAL STATISTICIANS

A question of concern to a broad cross-section of applied statisticians, is the question
of professional certification of statisticians. Professors should be interested in this question
because I believe that it raises fundamental questions about

how to continuously improve statistics courses.

Several ideas that I believe deserve to be in the certification discussion are:
(1) Is the best role model for professional certification of statisticians an exam struc-

ture (similar to that of the Society of Actuaries) which is not a single exam but
a series of exams? In this way one can encourage and reward two or more levels
of advanced statistical literacy. Statistical culture is understanding that there are
several levels of professional statistical literacy, involving different aspects of the
practice and theory of statistics.

(2) Should certification require, in addition to passing exams, a lifelong process of
Continuing Education credits? Do we not need to encourage and reward keeping
up with the latest developments through short courses and attendance at profes-
sional meetings? I call this process
"studying the contemporary history of statistics".

(3) Certification of level of statistical literacy should be the goal of exams in each
statistics course. Statistical educators should seek concensus about the content
of the series of continually updated statistics courses that would provide excellent
education in applied classical and modern methods. The courses should have both
HOW and WHY components.

(4) Statistics programs should have courses that focus on problems of communication
and collaboration between statisticians and scientists (how to achieve a collabo-
ratory of statistical science).

3. STATISTICAL COMPUTING

An increasingly urgent question is the role in statistics education of

statistical computing and statistical packages,

especially
(1) how to enable new methods to be quickly made available to applied researchers,
(2) how to enable methods which are complicated (in theory and computation) to be

made simple (in presentation).
A major issue of integrating Statistical Computing into the practice of statistics is:

solving the problem that new methods are considered purely academic unless user friendly

2



software to use them is available.
A major issue of integrnting Statistical Computing with statistical education is: how

to use statistical packages to implement "alternative" (self learning) classroom cultures
that stimulate students to develop statistical reasoning abilities by real life .experience
which expect students to search for patterns, relate contrasting ideas, and give reasons
and arguments for the issues under discussion.

I believe that currently there is a danger in introductory courses that statistical com-
putin$ is taught only from the HOW point of view with no discussion of WHY issues,
especially

how can statistical computing make a statistical method simple,
and the impact of computing (especially graphics) on how statistics is practiced.

4. STATISTICAL EDUCATION
How to change the teaching of statistics is now being frequently discussed at statistics

meetings; Av.tat Newo for October 1993 (p. 13) reports the revolutionary views of David
Moore that we need "new" teaching styles.

The goals of an "alternative" educational philosophy should be to emphasize both
practice and theory using two teaching strategies:

1. "Never tell students what they can find out for themselves."
2. "Tell students about those thhitis which they will find most difficult to

learn by themselves."
Other goals for introductory statistics courses:
1) public respect for statisticians,
2) the recruitment of statisticians,
3) public statistical literacy, awareness that in every activity one should strive to

compare "expectation" with "reality".
I recommend that courses discuss:
the "map" of statistics (its relations to other disciplin-s as the 'glue' of science);
the "contemporary history of statistics" (emphasizing that innovation in methods
and applications are constantly occurring);
its culture (why statisticians are oriented to "continuous improvement" and how they
keep up with new "hammers" (methods) and "nails" (applications)).
We must be pro-active in changing the current attitude among undergraduate students

that statistics is a required and irrelevant course, to be remembered as little as possible.
5. DEFINING THE PROBLEM OF STATISTICS AS PROBABILITY

MODELING
Defining what statistical science ia about has always been regarded as a controversial

act (many statisticians reject the hypothesis that one can be certain about the study of
uncertainty). We should be aware of the various definitions of statistics:

(1) help find scientific truth about probabilities and the fit of observations to theory;
(2) make decisions in the face of uncertainty and lose functions;
(3) model uncertain data by probability models.
I believe that to find truth (and make decisions) one must explore the widest range of

alternatives (what I call "going to the edge"). I regard as most operational the following
definition:

The most Important concepts In statistics are the probability model and

3



likelihood; statistical thinking combines data analysis and concepts of proba-
bility.

Introductory statistics courses may not need to include techniques for theoretically
cornputing probabilities but need to stress that probabilities are what statistics is comput-
ing from data.

Guided by the proverb "if your only tool is a hammer, every problem looks like a nail".
I proposed (Parzen (1993)) that the practice of statistics can be regarded as combining
"nails" (fields of applications) and "hammers" (general methods stated mathematically
which are combined to provide a custom made method for each application, not just
reducing each problem to fit the "simple" techniques the statistician knows).

Current important applications of statistics can be defined as analyzing change (ob-
serving and measuring changes taking place in society, industrial processes, medical treat-
ments, the environment, economic indicators, etc.).

Current methods of statistics can be regarded as having a common theme: use prob-
ability models to model and comprehend populations and data, by an Iterative process
of model specification, arameter estimation, and model checking (eloquently de-
scribed by George Box and Gwilym Jenkins in the context of Time Series Analys), That
applied statistics is best practiced by modeling is well described in an article in the Septem-
ber 1993 American Scientist by Gauch.

Bayesians (of the dogmatic type who preach that priors are not just techniques but are
to be believed) imply that statisticians should never use non-Bayesian methods (one should
not analyse data for which one does not have prior beliefs about the model). Modeling
statisticians believe that data can yield patterns and models which provide insights which
were not thought of before the data analysis. The magazine "The Economist' (October
9, 1993 issue) states that principles of "data anallysis without theory" are the basis of
current successful applied research on the mathematics of finance (investing).

6. STATISTICAL EDUCATION ANALOGUES TO STATISTICAL
MODELING

Strategies for solving statistical problems are emphasized in the "new" teaching which
aims to give students a sense of purpose and direction to their statistical learning. My ma-
jor point is that reforms in statistical education and research are linked, because statistical
learning and statistical investigation are analogous, because both require a cycle of model
buildinf, which one usually repeats (iterates) several times before reaching a satisfactory
conclusion.

The SIET cycle of statistical model building consists of four stages:
Stage 1 (S): Specify very general class of models.
Stage 2 (1): Identify tentative parametric model.
Stage 3 (E): Estimate parameters of tentative model.
Stage 4 (T): Test goodness of fit, diagnose improved models.

(The slogan could be: "To SIET (see it) is to understand it.")
The cycle of statistical problem solving consists of four stages:

Stage 1 (P): Pose the question, form expectations.
Stage 2 (C): Collect the data, make observations.
Stage 3 (A): Analyze the data, compare observations and expectation.
Stage 4 (I): Interpret the results, find the best theory or decision that fits the
data.

The PCAI cycle of a statistical investigation should be represented in a diagram as a
circular process (rather than a linear process); see figure from p. 183 A. Graham (1993),
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We prefer to call the cycle EOCI (Expect, Observe, Compare, Interpret).
Reformers of mathematics education take the view that teachers should communicate

the four aspects of learning which cognitive sciences recommend for success:
1. simple recall,
2. algorithmic learning,
3. conceptual learning, and

.4. problem solving strategies.
In statistical teaching we can make these cognitive concepts more concrete by teaching

that statistical concepts (such as the sample mean or sample variance) have three aspects:
1. how to define it (mean of sample distribution);
2. how to compute it (average the values or the quantile function);
3. how to interpret it (estimate location parameter of sample);

The fourth aspect of statistical learning consists of ideas about combining concepts to
conduct an iterative statistical investigation whose output is data models which can be
applied.

When one is a discussant of a technical paper it may be helpful to use the four aspects
of learning as a basis for evaluation.

One reason the definition

"the methods of statistics are modeling"
may be controversial among statisticians is because many introductory statistics courses
adopt approaches which avoid the use of concepts of probability

Statistics and probability need to be linked not only to define probability models but
in order to make judgements (and simulations) about how to interpret the significance of
a set of results, to explain that unusual results do sometimes occur just by chance.

Professors of education report that the dilemma of mathematics education reform
is that it requires teachers to have a deeper understanding of ideas and concepts, which
they are reluctant to study. Teachers prefer "ready to apply" modules rather than profes-
sional development. Now can we overcome these inhibitions to mathematics and statistics
educational reform?

T. FUNCTION REPRESENTATIONS OF DATA AND MATHEMATI-
CAL LITERACY

The philosophy of "Beyond Classical Statistical Methods" proposes that to practice
statistics, one must be aware of the relations between statistics and computing, between
statistics and probability, and between statistics and mathematics.

Early childhood study of statistical data analysis and probability is now regarded
as critical to developing mathematically literate students who can function in a society
driven by technology. Current mathematics educational reform movements believe expers.
ence (with statistical data analysis) is the ideal way to teach and reinforce mathematical
concepts; I propose that statistics can benefit from mathematical tools (such as represen-
tations of data by functions).

My Comparison Change Correlation statistical methods emphasize innovations in
functions that can be used to describe probability relationships and the "shape" of data.
These functions are defined on the unit interval (denoted [0,1] or 0 < u < 1 or 0 < t < 1)
c-nd the uit square (denoted 0 < t, u < 1)- they can be plotted and interpreted by their
shapes, as well as their numerical magnitudes, and yield functional statistics.

"Safe" (best) statistical methods provide two hypotheses between which the researcher
must choose. In the Comparison Change Correlation approach, the null hypothesis of no
relationship is formulated as implying

data representation on [0,1]=white noise

5



while the alternative hypothesis implies

data representation on [O,1]=slgnal+white noise.

Test statistics are "linear detectors"of the form integral over [0,1] of the product of the
data representing function and the signal representing function. Quadratic detectors are
sums of squares of linear detectors. Information theory detectors are entropy measures of
comparison density estimators.

Factoid: The concept of null hypothesis was introduced by R. A. Fisher as a hypothesis
set up for the purpose of being nullified (invalidated). Source: Fisher (1990), p. 322.

8. THE P VALUE PROBLEMS OF STATISTICS

Statistics has as its goals specification and identification of models that fit data, and
aaeigning .•p ialuea" to model. selected by' multiple comparisonm. If we use modeling meth-
ods to decide which of two treatments is better the client wants and expects a p value for
our conclusionl Answering such distributional questions meay be feasible using computer
intensive re-sampling methods which can generate the distribution of the statistics that
we propose to test relationships.

I would like to tell you a&true story that happened to me in Israel in September 1993
on a bus to the Weizmann Institute. When a statistician meets a scientist, one often gets
the reaction:

"All scientists need statisticians (good news).
But we do not need them very much (bad news).
How complicated is it to compute a p value?"

Revising this attitude requires a public relations campaign to educate the scientific
public about "Beyond Classical Statistical Methods."

9. HOW TO USE CORRELATION COEFFICIENTS TO DEVELOP
BEYOND STATISTICAL METHODS

This section is a technical outline, without examples, of Comparison Change Cor-
relation statistical methods, emphasizing HOW conventional statistical methods can be
expressed in terms of diverse correlation coefficients.

SWe start with the multi-sample problem that we reformulate as data analysis of bi-
variate (X, Y). Multi-sample statistical data analysis arises when observe a variable Y
in c cases or samples (correspondin; to c treatments or c populations). The samples are
usually regarded as the value of c variables 1",... Ye with respective true distribution func-
tions Fa (-) .... ,Fc(yt)and quantile functions Ql(u),... Qc(u). The general problem is to
model how the distribution functions Fk vary with the value of the conditioning variable
k = 1,... c, and in particular to test the hypothesis of homogeneity of distributions:

H: F1 = ... = Fe = F

The distribution F to which all the others are equal under Hp is considered to be the
unconditional distribution of Y (which is estimated by the sample distribution of Y in the
pooled sample).

For k = 1,...,c, we observe a random sample Yk(j),j = 1 ,...,nk for k =1.. .c
The pooled sample, of size n = ni + ... + nc, represents observations of the pooied (or
unconditional) variable Y. The c samples are assumed to be independent of each other.

We propose that we regard the data as consisting of bivariate observations (X, Y),
where X represents the population k = 1,..., c observed and Y the response observed. The



observation that is usually denoted Y•(j) is denoted in our notation (X = k, Y = Yk(J)).
While X is a deterministic variable rather than a random variable, the probability notation
we use can be interpreted for both cases. The marginal (unconditional) distribution of X
is specified by the probability mass function

ms=- px(k) = nk/n.

The distribution function of X is defined
FX (-) = :px (k).

k~z

Define the indicator function I(B) of an event B to be 1 or 0 according as the event
B did or did not occur. Thus I(X - k) denotes the indicator function of the event X =-k,
which equals 1 or 0 according as X k or X 0 k. "(Y :5 y) denotes the indicator function
of the event Y 5 V. The distribution function of the values of Y in the k-th sample,
previously denoted Fk, is now described in the notation of conditional distributions of Y- given X:

gieF() = Py1x=k -) = E[I(Y < y)lI(X = k)]

We henceforth use empirical distributions (based on the observed data) rather than

theoretical distributions (based on the unobserved population). Then

FYIX..(Y) = E[I(Y ! O)IX = kJ

= (1/nk) E x = k)r < y)
observations (X,Y)- EtI(X - k,) r(Y" :5 y)]lpx (k).

An important general formula: for function g(Y) and set B of real numbers

E rg(Y)IX is in B] = E[g(Y)I(X is in B)]/P(X is in B]

An important general concept is correlation coefficient. We now show that correlation can
be used to describe a statistic that Is a conditional mean:

R(X is in B,g(Y)) = CORR[I(X is in B),g(Y)J
= E[I(x is in B)(g(Y) - E[g(Y)])!o[g(Y)JlajI(x is in B)]
= (odd-eP[X is in B]) 5 E[(g(Y) - E[g(Y)])/o[g(Y)]jX is in B]

where we define odds(p) = pl(1 - p). Note that P[X is in B]/o[I(X is in B)] =
(oddsP[X is in B])'5 .

The pooled sample has unconditional empirical distribution

Fy(y) = (1/n) E I(Y _< y)
observations (X,Y)

The empirical quantile function of Y is denoted (u), 0 < u < 1, and is piecewise
constant between points u satisfying Fy/(Qy(u)) = u, ca led exact values of u; exact values
u are of the form u = Fy(y) for some y. The quantile function of X is denoted Qx(t),
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0 < t < 1, and is piecewise constant between points t satisfying Fx(Qx(t)) = t, called
exact values of t; exact values of t are of the form t = FX(x) for some z.

To test the null hypothesis HO, three main methods are proposed in introductory
statistics courses, based on comparing (1) means, (2) scored ranks, (3) distribution func-
tions. We propose to unify these methods by expressing the test statistics in terms of basic
types of Indicator correlations.:

R(X - QX(t), scored ranks of Y) -CORR[I(X = Qx(t)), scored ranks of Y],0 <

(3) R(X = Qx(t),Y 5 Qy(u)) = CORR(I(X = Qx(t)), I(Y < Qy(u))],0 < t, < 1.

Additional statistics to be investigated for multi-sample problems are accumulation
correlations:

() R(X _ Qx(t), scored ranks of Y)•R-COR[(X 5 Qx(t)), scored ranks of YJO <
t<1;

(6) R(X < Qx(t),Y < Qy(u)) = CORR[I(X < Qx(t)),I(Y < Qy(u))],O <t,u < 1.
To motivate how the indicator correlations (1) arise in the Analysis of Variance we

introduce the following notation. The sample mean Yk" of the k-th sample is the conditional
mean of Y given X =uk:

, nkE[YIX = k] = ON= (i/) , Yk(j) = px~k)E(YI(X = A)]

J=1

The pooled sample mean io the unconditional mean of Y:

C C

Y- E[Y] - .YPx(k)E[Yx -] - "Pxk)yk,
•al k-=

The unconditional variance of Y, and the conditional variance of Y given X = k, are
respectively denoted

c nk

VAR[Y] o- [Y]= E E(Y(j) - )'/nq
k=lj~l

nk

VAR[YIX k] = ] (Yk(j)- Yk-')nk-
j=l

The common variance a2 of Y under HO is estimated by the pooled variance

Ga
2 = E(VAR(Y IX]I = px(k) VAR[YIX = k]

k=1

Define the multiple correlation

R2[YIX] = VAR[E[YIX]]/ VAR(Y]

8



What may be novel is the observation that one can write

R2[YIX] = J(l - pX(k))(R(X = k, Y))2 ,
k=1

From the important representation

VAR[Y] f E[VAR[YIXU] + VAR[E[YIX]1,

Infer that the pooled variance oa2 can be shown to be related to the original variance
VAR[Y] by ~a2 = VAR[Y](1 - R2 [YIX])

The F statistic used in the Analysis of Variance to s st H0 can be shown to be
(n - c)T 2/(c - 1), defining

T 2 - R2[yIX]/(l - R2 [YlX])

j -(1 -pX(k))T 2(X = k),

defining

T(X = k) = R(X = k,Y)/(1 - R2 [YIX]). 5 = (odds px(k))'5 (Y-k - Y-)/&.

A plot of (n - c)' 6 T(X = Qx(t)), 0 <t < 1, can help determine which sub-samples are
most different from the others. Note (n - c)' 5 T(X = k) has a Student-i distribution with
n-c degrees of freedom under H0 and normality, while (n-c)T2/(c- 1) has F(c- 1,n-c)
distribution.

The foregoing discussion has outlined how a conventional statistical method (one way
Analysis of Variance) can be expressed in terms of correlations. We next state results for
expressing other conventional and beyond methods in terms of correlations.

R(X = x, Y = yi), Contingency Table Analysis
The chi-squared statistic Chi used to test independence in a contingency table of n

observations (X, Y) where X has c possible values and Y has r possible values can be
expressed Chi- nC(X, Y), in terms of a probability concept

0 r
C(X, Y) = Z '(pxy(x,g s)) - px(z)py(Y)) 2/px(X)py(lI),

2=1 Y=1
expressed in terms of (empirical) probabilities, We propose to interpret this formula in
terms of indicator correlations

R(X - X,•Y = v) (Px,(z, V))- Px(X)Py(y))/(Px(w)py(v)(l - Px(x))( 1 -py(y)))5;

then C r

C(X, Y) = E Z(l - pX(x))(1 - py(y))IR(X = x), Y = y)2
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To study the independence of X and Y given data on (X, Y) we propose a "Chi-square
and Indicator Correlation Tableau" consisting of the r by c matrix n'R(X , Y y)
and bordering rows and columns n(X,.), nC(., y), nCav, defining

C(, .) --(r - 1)-i "(1 - py(y))JR(X = x, Y = y)I2

C(.,$ ) = (c - 1)-1 E(1 - px(_))IR(X = My = y)12

"Cav = (c - 1)-1 E(1 - px())C(,.) = (r- 1)-I Z(1 - py(y))C(., )
I It

We assign p value to these statistics as tests of the null hypothesis Ho by using their
known asymptotic or exact distributions under the null hupothesis. The use in practice of
these statistics is beut illustrated by examples which require their own paper to discuss.

Rather than a table of R(X - x, Y - y) we prefer a graphical presentation of

n'5 R(X M QX(),Y - Qy(u))

am either a function on 0 < u < 1 for each exact t fixed, or as a function on 0 < t < 1 for
each exact u fixed. We also plot nC(Qx(t),.),nC(., Qy(u)).

The chi-squared statistic C is a portmanteau or omnibus statistic. When it is sig-
nificant we want to know the cause of the rejection of independence the nature of the
dependence, which can be obtained from the above plots which show which coefficients are
most significant.

Comparison Analysim

The ultimate approach to modelling is to estimate and interpret comparison density
d(u It) and comparison distribution D(u[t):

d(ult) = d(u;FFyIx=Q,(t)),0 < u < 1;

D(ult) =j d(u'lt)du' = D(u; Fy, FyIx=Qx(0))

If u and t are exact values in the sense that they satisfy u = Iý(y), t = Fx(x) for some Y
and x, one can show that

D(ult) = FYIX.Qx(t)(Qy(u))

The joint dependence density d(t, u) is defined as a comparison density

d(t,u) = d(ult) = d(tlu) = d(t; FXFx, y=qy(u)),0 < t < 1;

The joint dependence distribution or copula function is defined by

D(t, u) = j j d(t', u')dt'du' = j D(ult')dt'.

10



The changePP process is defined on 0 < u < 1 for fixed exact t by

CPP(ult) =f cPP(u'lt)du' = (oddj(pxQx(t)))5 (D(ult) - u)

The change distribution is defined on 0 < t < 1 for fixed exact u by

D(tlu) = j d(t'Iu)dt' = d(t',u)dt'.

RýX ; x, Y5 •u•, Multi-Sample Comparison, Accumulation Analysis
R X , Y= yChang~e Analysis ofaResponse

The chi-square statistic, based on correlations R(X = x, Y = y), is most appropriate
to compute when X Is discrete and Y is discrete, Alternative correlations for di4gnosis of
the dependence of discrete X and discrete Y, and essential correlations when one variable
is continuous and the other is discrete, are the accumulation correlaton coefficients

R(X = x, Y : -)= (odds px(x)odd, FV(y))-5 ((Fyinx=(y)/1V(y))- 1)

At exact u

R(X = Qx(t), Y S Qy(u)) =(odds pX(Qx(t))) 5 (D(u; FV, FyIxiX(t))-u)/(u(1-u))'5

We could plot for each exact t a change PP process CPP(uIt), 0 < u < 1, which
comares e onditional and unconditional distributions and is asymptotically a Brownian
Srid~e under H0:

CPP(ult) = (odds px(Qx(t)))5 (D(u! Fy, FYiX.QXQ)) - u)

We always plot for each exact t change test process which is a collection of accumula-
tion correlation coefficients

CT(u It) = CPP(ul t)/(u(1 - u)).5 - R(X Qx(t), Y :5 Qy(u))

Recall that the set of exact u values consists of u -.= Fy(Y), Y = 1,..., r - 1. The
(Hirotsu) maximum chi-square statistic is defined for each treatment t (more precisely,
treatment x with t - FX(t))

R2 accummaa(t) = n max IR(X = Qx(t), y:5 Qy(u))12

R2accumave(t) = n 1 JR(X = QX(t),Y < Qy(u))j2/(r - 1)
ex~act U

By introducing weights W(u), such as W(u) = (u(l - u)), one can define weighted Hirotsu
statistics: RaccummzW(t) = n my W(u)ICT(ult)12 ,

R2accumaveW(t) = n _ W(u)ICT(ult)I 2/(r - 1)
exact u

11



For contingency tables (X discrete, Y discrete) these statistics pruvide alternatives to
the standard Chi-squared statistic to test for independence.

For multi-sample problems (X discrete, Y continuous) they provide goodness of fit
type statistics for testing homogeneity of populations. Modeling rather than testing is
provided by density estimation techniques which estimate cPP(uIt), the change PP density
or derivative of the Change PP process.

One of the accomplishments of our research is to relate the accumulation statistics
introduced by Hirotsu (1993) to conventional statistical methods,

R(X - x, Y), Two sample and Multi-sample tests of homogeneity, Analysis
of Variance (One Way)

The output of the R(X - x, Y) command is a plot of the change test density R(X
Qvt)t Y), 0 < t < 1, and the values of the conventional F test statistics of the Analysis

R(X 5 x, Y), Change Analysis of Multi-Samples

Plot R(X S Q Y), 0 < t < 1, and the corresponding max and ave statistics.
Sz, rank) Non-parametric tests, Wilcoxon, Kruskal-Wallis

R(X X5 , ranks), Non parametric Change analysis of multisamples

We define ranks to be a transformation of Y to .Py(Y), where Py(yj) is the mid
distribution function

Py-() = FýW() - .5py(W)

R(X - x, scored ranks)
R(X < x, scored ranks)

Scored ranks are a transformation of Y to J(P(Y)) where J(u) is a score function, often
chosen to be a Legendre orthogonal polynomial. Their correlations can be used to guide
estimation of comparison densities,

R(scored ranks transformation of Y). Change analysis of data Y trans-
formed by one of tIe transformations I(Y = y), I(Y < y), Y,9 Py(Y), J(Py(Y)),
and guide to estimation of change density (non-parametric regression).

R((X,Y) R(PX(X), Py(Y)), R(XPy(Y)), R(PX(X),Y), Correlations and non-
parametric Spearman correlations

Compute the correlations and plot the functions of which they are diagnostics. The
important formula

R(X, Y) =- (Qx(t) - X-)/o[X])E[(Y - Y-)/[Y])X = Qx(t)] )t

suggests that we plot the two functions on 0 <.t < 1 that are in the integrand, Smoothing
the second function, called the change density, is the problem considered in non-parametric
regression.
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Abstract: Simulation based methods of estimation have proven a usefuL tool for
parameter estimation of complicated stochastic processes. We examine a simulation
ased estimation procedure comparable to the conditional least squares estimates

for parameters of a stochastic process, The simulated conditional least squares
estimates are shown to be consistent and the asymptotic distribution is derived.

KEY WORDS: SIMEST, Conditional Least Squares

1. INTRODUCTION

Ensor, Bridges & Lawera (1093) illustrated the viability of estimation for

stochastic processes through simulation. Their method built on the original work by

Thompson, Brown and Atkinson (1087) in this area. The premise of such estimators

is that a process can be simulated directly from the defining axioms. Parameter

estimates are then obtained by minimizing over the parameter space some measure

of error between the simulated process at a given point in the parameter space and
the observed series. The acronym SIMEST, for simulation based estimation, is used

to describe this general method.

This method of estimation has been successfully applied in the area of market-

ing by Bridges, Ensor and Thompson (1992). They model the number of "types" of

personal computers in the, marketplace at time t, A personal computer is considered
a new type if something about the technology changed, for example the 486 chip

replacing the 386 chip. The proposed stochastic model was not solvable in closed

form. Using SIMEST they were able to use the proposed stochastic model rather

than resulting to the simplifying assumption of a deterministic model plus random

noise. Another example in marketing is presented by Bridges, Ensor and Raman

(1904). They model the number of customers for a particular home inspection firm

in the Los Angeles area as a birth and death process with constant death rate and

a birth rate which is a function of advertising expenditures.



The proximity measure minimized ,determines the type of estimators found via
SIMEST. In this paper, simulation based estimators comparable to conditional least
squares estimators for stochastic processes will be examined.

Let (N(t), t Q O} denote the stochastic process of interest which is observed at
n different time points, ie. N(t1),..., N(trt). For simplicity in notation, we refer to
the observed process at time points l,... I t as Y1/,,,., Y,,. If one can simulate the
E[Yj] or E(Y[ Ij_l] for i = 1,,,,, n in theory a SIMEST estimator can be obtained,
As an example of the use of SIMEST in this setting consider a general birth and
death process.

1.1. Simulation of Birth and Death Processes

Consider the Markov counting process N(t) with parameters A. and #., which
satisfies the following axioms:

i) P(N(t + 61) = n + 1IN(t) = n) = Ah6t + o(8t)
ii) P(N(t + 6t) = n - 1IN(t) = n) = ;,,t + o(61)

iii) The probability of more than one event in (t, t + 6t] = o(6k),

From the above axioms it is simple to derive the distribution of the time of
the next arrival, Fn(t) and the distribution of the time of the next exit from the

system, FD(t) so that

FB(t) = 1- P{O births in (t,t + 6t)} = 1 -s-An'

and
FD(t) 1 - P{O deaths in (t,t + 6t]} = 1 -

Using the inverse c.d,f, transformation we obtain obtain the time until the next
birth, tn, or death, tD, in our process from

- log(Ui) or t - log(U 2 )

where Ul and U2 represent independent random variables from the uniform distri-
bution defined over the unit interval. It is then a simple matter to simulate the
conditional mean of Y1 given the observed value of Y.-. as the following algorithm
illustrates. Let Xi,,(O) denote the j 14 simulated value of the process at time t given
the observed value at ti-, or Yi-I as the starting point of the simulation. The pro-
cess is simulated assuming parameter 6. Also, let ,,() = (1/m) " Xj().
In other words, d,,,,(9) is the simulated conditional mean based on rn realizations
of the process at time tj given the value of the proccss at time t-..,

S.. . . . . . . .. . . . . . .1 6



Siiraple AlYoTithm zo Simulate Xi,,(6)
1. Set k =-Y- i -.

2. Simulate U1 and U2 from U(0,1) distribution.
3. Compute tD and tB.
4. Set t = t + min(ta, tD).

5. If tD <tB then k=k-l else k=k+1.
6. If t < t .- tq-l go to 2 otherwise X.,j(8) = k.
7. Repeat 1-6 m times. Average

Xjj,0(),..., Xj,m(6) to obtain X,,(6).

8. Move to time i + 1, go to 1.

An important consideration is that the computation of tD and tB depends on

the parameter values 0.

2. SIMULATED CONDITIONAL LEAST SQUARES

ESTIMATES OF 0

An often used alternative estimator to the maximum likelihood estimators for

stochastic processes is the conditional least squares estimators discussed by Klimko

& Nelson (1078) (see also Hall & Heyde (1980)). The conditional least squares
estimator, &, is the value of 0 minimizing the conditional least squares equation

QO,,,,(6) =-
It'

i,=1

over the parameter space e, where ps,(9) = E&[[•( Y,..., Yj-]
To obtain the simulated conditional least squares estimator, 9h,, the simulated

conditional mean replaces the conditional mean in the above equation. In other

words, the SIMEST estimator based on the conditional least squares equation is
the value ý which minimizes S,,,,(9) over the parameter space 0 where

s,,,,,(9) = Z(v' - X,,,•

and S,,m(6) is defined in the previotts section.

Since .Z',,,(0) is the average of -m i.i.d. random variables with expectaion Pi(9)
as m, the number of simulations, approaches infinity Xi,,,,(O) .1-84 pi(O). Hence, the

simulated conditional least squares estimator maintains the same properties as the
conditional least squares estimator for large m.
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2.1 Properties of the Simulated Conditional Least Squares Estimator

Under certain regularity conditions, Klimko and Nelson (1978) show that
exists, is a strongly consistent estimator of 0, and is asymptotically normally dis-
tributed. Specifically,

n 1/2(j_ 0) J MVNk(O, V-'WV-')

where
Vk Xk =f lira- ig

V .- x o u n -gg2 T

and gi is a k x 1 vector representing the derivative of the conditional mean Ai(O)
with respect to the parameter vector 0. Also,

W =i lim 1 (9)gg'T .

As the number of simulations, m, goes to infinity, 9nm has the same asymptotic
properties as 4. It can be shown that for large fixed m,

f1/2(^ 9n/( Own - 0)

is approximately distributed as a Multivariate Normal random vector of dimension
k with 0 mean and covariance matrix

v-1(r + 1 I)WV-,.

The regularity conditions of Klimko and Nelson (1978) must be met for the
above resultr on the simulated conditional least squares estimator to hold. It is
important to note, however, that in the SIMEST situation often the regularity con-
ditions can only be checked empirically through simulation since transition proba-
bilities are never explicitly stated. For birth and death processes with a limit on the
population size, the regularity conditions are met if the birth rate is greater than
the death rate. If the regularity conditions are not met then multiple realizations of
the process must be observed before one cai± estimate the parameters. If multiple
realizations tre observed, SIMEST estimators can still be obtained.

18



2.2 Weighted Simulated Conditional Least Squares Estimates

At each stage of our optimization we can easily compute a consistent estimator
of ai2(9) by computing the sample variance of Xi, 1(9),... ,Xi,m(8). Therefore, it is
a simple matter to find the weighted simulated conditional least squares estimator
by minimizing

n

s. ,(0) = (Y - .i
iml

where = & (X',,,() g- X•,m(6))2. For large fixed m, the result-
ing estimator O,0 is approximately normally distributed with mean vector 0 and
covariance matrix

(1- M2V-1.

In practice V is obtained by estimating the gradients via central differences
using a large number of simulations, then computing

ttm
n"

However, using the method of Glynn (1000) in conjunction with a large number
of simulations leads to efficient estimation of the gradients, thereby yielding the
optimal variance estimate.

3. DOES THIS METHOD WORK IN PRACTICE?

A Modest Simulation Study and an Example

Extensive simulation studies were conducted by Ensor, Bridges and Lawera
(1003). Their simulation studies focused on simulated least square estimates instead
of conditional least square estimates but clearly indicated the utility of the STMEST
procedure. To investigate the usefldness of the simulated conditional least squares
estimation procedure, this method of estimation was repeated numerous times and
summary statistics of the replicated estimates obtained, The model used consisted
of a linear death rate p,, = - n (withj i=- .1) and birth rate A,, = (1000 - n)nA (with
A = .1). The Nelder-Meade (1065) optimization routine was used. One thousand
replicates of the simulated weighted conditional least squares estimation described
in Section 2.2 with m = 500, resulted in a mean of .0978 with standard deviation
.006261 for the parameter \ = .1 and a mean of .1047 with a standard deviation of
.03604 for the parameter p4 = .1. The average of S ,,,(9) for the 1,000 replications
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was 12.81 with a standard deviation of 4.09. Comparable results were obtained for
the simulated conditional least squares estimate based on m = 500 and m = 2500.

For this particular model, the conditional variance at each time point is relatively
constant hence the weighted conditional least squares estimate does not provide
significant improvement. Often this will not be the case.

In addition to repeated replications of the various estimators, we examined the
asymptotic properties for one realization. Estimating the gradient for the covari-
ance matrix via central differences based on 10,000 simulated values we obtained a
standard error of .0103 for the parameter estimate of A which for this realization
was 09068 and a standard error of .0517 for the parameter estimate of P which
was .0893 for this realization. The correlation between the two estimates was -.14.

Again, we note that better estimates of the covariance matrix can be obtained using
the method of Glynn (1900).

As mentioned in the introduction, Bridges, Ensor and Raman (1994) model
the number of customers for a particular home inspection firm in the Los Ange-
lea area as a birth and death process. The data consists of annual observations
of the number of customers and information on both direct and indirect adv(,r-
tising costs for the first 13 years of the company's existence, Direct advertising

consists of such costs as yellow pages, brochures, etc. Indirect advertising primar-
ily consists of the cost of networking with the real estate agents in the area. The

marketing model proposed was a birth and death model with constant death rate
j•n = n and birth rate which depended on both types of advertising, namely
An (N - n)(Aj(VN7) + A2(v,/7)), where a0 L and ai represent the direct and in-
direct, respectively, advertising expenditures at the current time. The advertising
expenditures are linearly interpolated between years to yield a continuous function
of time. The maximum number of potential customers N is assumed to be 50,000.

Using the simulated weighted conditional least squares estimator described in Sec-
tion 2.2 we obtain estimates of .0000 (standard error=.0000) for Al, 1934 (standard
error=.003375) for A2 , and 11.83 (standard error--.2205) for p. For this example,
the correlation between the estimate of the indirect advertising coefficient and the
exit coefficient is very high, namely .086. Again the standard errors and correlation
are found from the asymptotic covariance matrix. As hypothesized by the mar-

keting researchers, direct advertising (coefficient A I) does not affect the number of
customers the company obtains.
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4. SUMMARY

We have presented an alternative method of estimating the parameters of a
stochastic process when a closed form representation of the conditional expected
value of the process is not available. This method of estimation is comparable to
conditional least squares estimators of the parameters. Klimko and Nelson (1978)
compare the performance of conditional least squares estimators and maximum
likelihood estimators in similar scenarios.

The simulated conditional least squares estimator is preferred over the pre-
viously proposed simulated least squares estimator (Ensor, Bridges and Lawera
(1993)). To obtain the simulated least squares estimator one must simulate multi-
ple realizations from an initial starting point, This method of simulation can lead
to high variability in the sample mean path, thereby leading to instability in the
least squares criterion function which is minimized. However, the simulated con-
ditional mean is very stable for a moderate number of simulations resulting in a
criterion function with very little noise at a given point in the parameter space.
The gain' in stability is due to the fact that the estimate of the conditic tal mean
at a particular time is independent of the estimate of the conditional mean at any
other time; whereas, the estimate of the mean at a particular time is dependent on
the previous history of the process. This independence also facilitates the proofs of
the asymptotic properties of the simulated conditional least squares estimators.
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A New Series of Supersaturated Designs

Supersaturated designs are factorial designs in which the number of
factors exceeds the number of observations. Such designs preclude the
possibility of complete orthogonality, making near orthogonality the
obvious goal. In the present paper, designs are constructed using a
new and general method. These designs surpass previous designs in
all cues but one, Design matrices are presented In the appendix.

1 Introduction

There are many settings in which, it is desirable to examine the effects of a
large number of factors simultaneously, Plackett and Burman (1946) devised
optimal designs for studying f - n - 1 factors with n observations. These
designs are completely pairwise orthogonal. A natural extension of their
work involves studying a number of factors, f, greater than the number of
observations, n, Such designs may be useful when it is necessary to examine
the influence of many factors, and observations are expensive to collect or
are otherwise limited. When f < n complete orthogonality is achievable, but
when f > n the goal is to obtain a design matrix where the columns are as
nearly orthogonal as possible.

One early approach to this problem was the method of group screening
proposed by Watson (1961). The method Involves combining f factors into
g groups. Each group is then tested as a single factor in a standard design.
If the effect of a grouped factor is significant its component factors are then
tested individually.

Another approach to this problem is the method of supersaturated de-
signs. A supersaturated design is a single design matrix for which f is greater
than n. The first approach to supersaturated designs was that of Satterth-
waits (1959), who suggested randomly selecting the design vectors. Later,
Booth and Cox (1962) devised optimality criteria and a method for generat-
ing supersaturated designs. One of their criteria, near orthogonality, involves
minimizing the maximum absolute value of the dot product of all pairs of
vectors. Of the designs that achieve this criterion, one then selects the design
that minimizes the number of pairs of vectors with this dot product. Booth
and Cox show that a dot product of four is a lower bound for all designs with
f > n. Note that near orthogonality is a minimax procedure and produces
designs such that no pair of vectors is highly correlated. Booth and Cox
proposed a second criterion, denoted E(. 29, which is the mean of the squared
pairwise dot products. E(,92] results in designs with a few highly correlated
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vectors, but most are pairwise orthogonal. For designs in which no pairwise
dot products are larger than 4, near orthogonality and E(s21 are equivalent
criteria in that they yield the same design.

Booth and Cox's method begins with a Plackett and Burman (1946) or.
thogonal design, to which they add f -n+ 1 randomly generated trial vectors,
resulting in an n x f initial design matrix, Next, they determine the pair of
vectors with the greatest dot product, and attempt to replace each of the two
vectors with a new randomly generated vector. A vector is replaced if the re.
suiting design matrix is superior in terms of the near orthogonality criterion.
Booth and Cox continued this process until 30 minutes of clock time on the
University of London Mercury computer passed without an improvement to
the design matrix, Booth and Cox used n - 12, 18, 24 and f as large as 2n.

Rosenberger and Smith (1984) focused on very small designs (f - 4, 5,,.., 9
and n < J). For these designs, they were able select the best design accord-
ing to the near orthogonality criterion by means of an exhaustive search. For
larger designs this approach is computationally untenable, For example, the
number of possible designs when f = 24 and n = 12 is on the order of 1047.

Lin's designs (1993) involve selecting a half fraction of a Placket and Bur.
man design matrix of size 2n, The resulting matrices have n1 observations and
f- 2n - 2 factors, He examined all such half fraction designs resulting from
a given Plackett and Burman design and reported the best design according
to the near orthogonality criterion. To obtain designs with / < 2n - 2, Lin
selected a subset of the columns from his / u 2n - 2 design. Lin used a
variety of n's between 8 and 30.

In the present paper we seek a general method that improves upon ex-
isting supersaturated designs with n = 4k, such that k is a positive integer.
This is the class of designs for which pairwise orthogonality is possible and
for which corresponding Plackett and Burman designs exist,

2 Method
We begin our method by creating a matrix of / randomly generated design
vectors, The next stage involves a series of passes designed to improve the
initial matrix, Each pass examines each of the / vectors in sequential order,
When a vector is examined it is compared to a set of alternative vectors with
respect to the resulting near orthogonality criterion for the entire matrix. If
a superior alternative vector exists, the original vector is replaced by the best
of the alternatives. The series of passes continues until a pass occurs that
fails to improve any of the f vectors. For n = 8, 12, 16, and 20 the set of
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alternative vectors is composed of all possible design vectors. For n > 24,
this is not computationally practical. The set of alternative vectors consists
o.• a randomly sampled subset of all possible design vectors, Note that this
method is sufficiently general to be used with supersaturated designs of any
dimension and with any optimality criterion based on pairwise dot products,
such as E(Oj.

3 Results

Wegenerated designs for n - 8, 12, 16, 20, and 24, and corresponding sets
of f : n .< f 2n, A summary of the designs obtained appears in tables 1-5.
The actual design matrices are given in the appendix. Note that "EEM"
refers to Ehm, Elliott, and McGee and denotes our method. The column
heading "0" refers to the number of pairwise dot products equal to 0, the
column heading "4" refers to the number of pairwise dot products equal in
absolute value to 4, and so forth.

1411631281

Table 1: Designs with n = 8

Table 1 refers to designs with n = 8. In this case, Booth and Cox do not
present a design and Lin's method cannot be used,

In= IEM -n=12Lin n=12B&Cf 01 4 o0 4 O0 4
16 81 39 73 47 67 53
18 94 59 90 63 - -
20 109 81 - - 75 116
22 128 103 132 99 - -
24 141 135 - 101 175

Table 2: Designs with n = 12

Table 2 refers to designs with n = 12. Here, all three methods have been
applied. In Figure 1, we plot the proportion of pairwise orthogonal vectors in
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Proportion of Pairwise Orthogonal Vectors

M

i20 22 24
Number of Factors

Figure 1: Proportions of Pairwise Orthogonal Vectors for the EEM, Lin, and
Booth and Cox Methods

order to compare the designs graphically. Clearly, both our method and Lin's
are superior to Booth and Cox's method. Our method surpasses Lin's in all
cues except when f = 2n - 2, the case for which his method is designed.

Tables 3 and 4 refer to designs where n - 16 and n - 20, respectively, In
these cases, Booth and Cox do not present a design and Lin's method cannot
be used.

Table 5 refers to designs with n - 24. Here, all three methods have been
applied. With f - 30, our design clearly surpasses Booth and Cox's design
according to the near orthogonality criterion. Also, with f = 46 our design is
superior to Lin's in terms of near orthogonality. This case, where / = 2n - 2,
is the case for which his was specifically designed. For designs in which some
pairwise dot products are larger than 4, E[s2] and near orthogonality are no
longer equivalent criteria. As discussed earlier, these criteria produce designs
with different characteristics. In light of this, one could apply our method
using E[ea] as the criterion if one preferred designs having a higher proportion
of pairwise orthogonal vectors, but also having some pairw;se dot products
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equal in absolute value to ,8,
As seen in Figure 2, the proportion of pairwise orthogonal vectors at-

tainable decreases steadily as the number of factors in the design increases.
We suspect this reflects the inherent geometry of the problem. Note in fig-
ure 1, the proportion of pairwise orthogonal vectors in Lin's designs does
not decrease substantially as f increases, This suggests that Lin's method of
selecting subsets of designs where f = 2n - 2 to obtain designs with smaller
f is inadequate. Another observable trend is that, for a given number of
factors, one obtains a slightly better design with larger n, The magnitude of
the effect of f is larger than that of .,

Proportion of Pairwise Orthogonal Vectors (EEM)

\\N"o12

is 20 25 30
Number of Faotors

Figure 2: Decreue in the proportion of attainable pairwise orthogonal vectors
as the number of factors increases

4 Discussion and Conclusions

We will consider our method in comparison to competing methods. First
we will compare our approach to that of Booth and Cox. Both methods are
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large scale search procedures, but ours has a natural stopping criterion where
as theirs is arbitrary. Because both are general algorithms they can be used
for a wide variety of n and f. For comparable designs, our method produces
uniformly superior results.

We suspect the following observations may explain why we obtain better
results than Booth and Cox, We found that starting with an orthogonal
matrix made it difficult to add vectors with small dot products, while starting
with randomly generated design vectors produced superior results. We also
achieved better results when sequentially considering each of the f vectors
for replacement rather than replacing the vectors at random.

We now compare our method to that of Lin. Although computationally
simple, Lin's method is highly specialized and can only be applied to a limited
number of values of n. For given n it only produces designs for f : 2n - 2.
Furthermore, Lin's method for deriving designs for / < 2n - 2 gives poor
results, This is consistent with our own findings. The ideal set of design
vectors changes so dramatically from one level of / to another that even
the beat subsets of larger matrices do not yield good designs. This further
suggests that methods specialized for particular values of n and f are unlikely
to produce good designs for other combinations of n and f. Our method
generates design matrices that exceed Lin's in all cases, but one.

Our designs for n = 16 and / = 32 is the largest supersaturated design
published for which all dot products are less than or equal in absolute value
to the theoretical minimum of 4.

5 Future Work

This research was inspired by a problem posed by the late Dr. Carl Bates.
He needed to estimate the effects of 104 factors using 52 observations, The
104 factors were parameters in a model and the observations were the 52
Sun workstations to which he had access. In order to solve this problem
we hope to thoroughly investigate designs where n Ž_ 20 with respect to the
near orthogonality criterion. We also hope to produce designs in which the
maximum pairwise dot product is 4 for n Ž 20. Finally we will investigate
the class of designs generated by our method when the optimality criterion
is
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n =16 EEM

24 144 132
26 153 172
28 166 212
30 175 260
32 185 311

Table 3: Designs with n = 16

[ 20 EEf 11 O l 4 I8
28 171 207 0
30 170 265 0
32 174 322 0
34 173 385 3
36 176 449 5
38 204 488 11
40 222 542 16

Table 4: Designs with n = 20

n =24 EEM n =24 Lin n =24 B &C0 4 18 0' 4 8' 0 41 8

30 178 257 0 295
32 183 311' 2
34 202 351 8
36 202 416 12
38 223 460 20
40 243 507 30
42 261 560 40
44 273 623 50 - - -

46 309 662 64 414 552 69 - - -

48 337 711 80 1 -..

Table 5: Designs with n = 24
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6 Appendix

The design matrices generated by our method are given below, In each
matrix, the rows correspond to the observations and the columns to the
factors.

S. + + - + - . + + +

÷ - -+.. ++ -. +

+ +. .+ ++.+. .+÷

+. . . . . + + + .

n=8 1=12

- +- * .+* * - +- + -+

- + - .+- . . . .++ - .+-
+ * +++-++....+ -+

+- ++ + + - +++-+++

+ ++- - + -++- -++

n=8 f=14

+ - ++. . -+- .- + . .*

+-+ - -+ ++ + ++-+ +

n=8 f=16
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AN EMPZR.CAL BTUDY OF THE DISTRIBUTION AND PROPERTIES OF

T!H ILOPI ESTIMATOR USING MINIMUM NORMED DISTANCE CRITERION

Barbara A. Wainwright

statement of the Problem

How should one estimate a linear relation between two
variables? It is common to use a regression model and
automatically apply the ordinary least squares method of estimating
parameters. This is sometimes the wrong model and method and thus
one should consider other types because of the variables and the
assumptions in question. This leads in turn to consider various
techniques of estimation. The topic of this paper is the
estimation of linear structural relations when there is measurement
error in both the dependent and independent variables. These
problems are often referred to as Model 1I regression problems

:Graybill, 1961] or measurement error models [Fuller, 1987]. There
are several techniques for estimating the model parameters.
However, the technique that will be investigated is the one that
minimizes the perpendicular distance between the observed points
and the estimated line. While theme estimates have been derived,
there is very little known about the exact distribution of the
slope estimator and some of its properties other than consistency,
some asymptotic properties [Fuller, 1987], and some approximate
tests and confidence limits (Creamy, 19561 Kendall and Stuart,
1973). This paper will investigate the following properties of the
slope estimator:

1. the shape of the density of this estimator for smalJ samples,

2. the expected value,

3. the bias, and

4. the probability of Type I errors for both small and large
samples.

The Minimum Norm Distance Method of Estimation for The Classical
Errors in Variables Case

There aro many techniques for estimating the structural
relation parameters but if one assumes normality and uses maximum
likelihood estimation techniques, then unidentifiability is an
issue. There are ways to alleviate this problem when either ce,,2
the measurement error variance associated with the y values, ac,
the measurement error variance associated with the x values, or t'e
ratio of the two error variances (1) is known (Kendall and Stuart,
1973; Lindley, 1953]. We will examine the one in which we know the
ratio of the variances of the measurement errors, lambda. This
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case is referred to by Fuller [1987] as the classical errors in
variables case. The resulting maximum likelihood estimator
f9gy minimizes the weighted sum of the squared statistical
distances between the observed points and the estimated line. For
the case in which I - 1, it would minimize the perpendicular
distances. This is often referred to as the "minimum norm
distance." The problem of minimizing the norm distance was
discussed as early as 1877 by Adcock, 1879 by Kummel, and 1901 by
Karl Pearson. However, this approach is regularly attributed
(especially in clinical chemistry) to W. Edwards Deming, who
reintroduced it in 1943 [Cornbleet and Gochman, 19791 Goldschmidt
et al., 1981; Lloyd, 1978; Mandel, 1964; Northam, 1981; Schall et
al., 1980; Smith et al., 19801 Vormbrock and Helger; Wakkers
et.al., 1975; Weisbrot, 19851 Westgard and Hunt, 1973; Zucker,
1947]. According to Mandel [1964], Deming minimized the weighted
sum of squares

S - (X -xI) + (yI - YI)

tuch that

£ A AA

,- a + px.

The resulting slope estimator may be expressed as

U,) X Y, A ( 1 )
2 SX,, 2saxy

where

n
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ex (XI-~ (Y -ýY)

Other resulting estimators are

A A

and

@2 (y-) 2
-A T'( 1a x~2I

If lambda is not known, then assuming it is one is possibly
better than ignoring it all together. However, Vormbrock and
Helger suggest the use of duplicates for estimating lambda in
method comparison studies analyzed with Deming's procedure. For
this approach the following sums of squares are calculated

Qx"•(x 2n ÷ -x2n:

(X11 + X12)) 2
( 2~ + X2 ) - 2n

7y5, 
+ yd)2

OY (y~lj +y2,2) - 2.n
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2n

kiVA (xjj - R

(Yii YUg) 2

from which the following are computed

A

A A

2AQW

ay.x ] - 2PQ'. ,

(1 + ,P2) (2n - 2)

According to Feldman et al.[1981] no one knows the exact
sampling distribution of $. It is important to test H": P - 1,
particularly in method comparison studies. If this is taken an a
constraint on principal components and standard principal
components, it is equivalent to saying oz -M2. when X and Y are
dependent. Morgan (1939] transforms these measurements and then
opts for a t-test. Using a similar t-test with a slightly
different transformation, one can test P-P. for any value of Po"
confidence intervals can also be constructed. However, Morgan's
test does not apply if the above constraint can not be imposed.
Kendall and Stuart (1973] as well as Creamy [1956] give
confidence limits an4 tests of hypotheses for the case X - 1
using the fact that i"- tan $, and the fact that the sample
correlation coefficient, r, has a "Student's - t" distribution
with (n-2) degrees of freedom when y is normally distributed and
the correlation coefficient, p, is zero.
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Fro• the literature, it does not appear that the expected value
of 0 is known; especially since the sampling distribution is not
known. Fuller [1987], i1 his exposition of the asymptotic
propertiez, claims that P-• - 0 (n*'). He also gives the variances
of the limiting distribution. These are

A A A A

A 02  8 042 - 1 2  a (3)
V('%)

(n-1) oY4

where

A *

+ P2)C04d2

s - (n-2)

A Min TMX) +mx - -1 + 4
042 2j

and

A (m--••÷ -
02a += X2-(y .'

2.

Sampling Distribution of *
Although the exact sampling distribution of 0 is complex and

there does not seem to be a general closed form solution, by
examining various expressions of 0, and by using various
transformations of variables an Mellin transforms, we can obtain
expressions for the density of for some special cases. For small
samples under some of these situations, we can show that the
density is far from being a t distribution.
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Special Cases n - 2

To investigate the density of the slope estimator, let us
consider the simplest case in which n - 2. When n - 2, the line is
uniquely determined regardless of the intended method of
estimation. The density of the estimator will, however, depend upon
the conditions imposed and the assumptions made. First, we will
assume that the relation between X and Y is given by

S= fix. (4)

That is, we will assume that the intercept, a, is zero.

case Is Z1 measured Without Error

For the first case we will assume that the relation above
holds and that the X are fixed or predetermined values of the
random variable x,. These values are measured without error. This
is therefore an example of a regression situation. We observe

where

e - N(O, a*2)

and thus

y, -X(p X,' 0.2)

The slope of the line in this case is given by

S y 2 -y, Z!

x2 -x1 X"
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In this case

nY' y y- N(13X2 - PXj, 2 *2)

and

x' X2 x2 - x

is constant. Thus

S- N( ,,13- 1 l

Note that in the usual case of least squares,

VarrIp " _____ ' _n(XI -•1

which is the same.

Came 21 Xi a Normally Distributed Random Variable

Let us now assume that the relation defined is a structural
one between unobservable random variables. That is X1 is an
unobservable random variable. Assume the following:

X, - N(p ,&02 )

where we observe

xj - X, + di d- - N(0, ad2 )
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X, + 0

"where

e•-N(0,a* 2 ).

Thus the following distributional theory exists.

x•- N(g•,a 2 * od)

YJ1WN( 1A 0202 + a 2)

For the case in which n - 2,

where

y' - N(O,2(302 2 + 002))

X' - R(O,2(0 2 + ad))

In this case is a ratio of normal random variables, 'aoh having
mean zero. One could attempt to obtain the density of 0 by changing
variables and by using the moment generating function. However,
Maple and Derive could not evaluate these integrals. Through Mellin
transforms, Springer (1979] derives the density for the ratio of
two dependent standard normals (p. 156) and Craig [1942] derives
the density for the ratio of two dependent normal random variables
each with mean zero and any finite variance. Taking the bivariate
normal density of (x*, y*), making a change of variables, and using
the Mellin transform for two dependent random variables [CCaig,
1942; Springer, 1979], it is determined that the density of F for
this case is given by
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7C (01y. - 2pox.aY.IO 4 ax.p2)

...4 (p+ 3 ÷ 020 ) (+ 2) p)

% (p202 ,-.1 - 2py(a' 4,') (P'oR + F.'1 p + (02 + p2

It is also worth noting that if x and y obey a normal bivariate

probability density function, the mean value of y/x does not exist.

Came 3S Xi an Unobservable Mathimaioal Variable

If X1 is a mithematical variable, then the relation Y¥PX is
a functional relation. If we observe

x, X*+d d , - X N(0, ad2)

then

* ,

where

-1 N(O,a*
2 )

and

-- N(p X,, 002)

The slope estimator is computed in the usual manner, but in this
case

y' y- --y1 - N(P X2  XI- , 2 a2)
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S..2 x, -x N (X2 - X, , 2 ol d 2)

Among the various substitutions or change of variables that
Craig [1942] uses is that

a.y
X*

V Z It--l
Oy.

For the case of a ratio of two dependent normal random variables
with nonzero means, Craig [1942] provides an expression for the
density of w as follows:

exp[jyJ-~ (XI - 2r, r 2 + X22)]

-N

where

a 1 -- 2pw2 > 0, P2 < 1

(1 - p2)

b - p: + (z - PzL) W
(1 - pI)

According to Craig,"this can be calculated from existing tables for
particular values of w and of the parameters." No closed form
solution seems to exist particularly for z.

All of this theory above still applies for the case in which
Y - a + PX. The means in each case will be identical since a will
merely subtract out. Therefore the distributions derived for each
of the three cases will be the same regardless of the value of a.
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General Caset Arbitzary u

Various transformationj of variables were made in an attempt
to derive the density of -. Without loss of generality we can
assume that the means are zero and thus we can use the sums of
squares and crosaproduots rather than the sums of squared
deviations from the mean. It is still the case that when I - 1,

A

- w÷+wX -+1 (5)

where

W a - b
2c

but now

a " 1 2

C Xi Yi

We hoped to obtain the density of w through an appropriate
transformation or through Mellin transforms. Once we had the
density of w, then another change of variable based on Equation 5
could possibly yield the density of $. It did not.
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A
Expeoted Value of p and Analysis of the Bias

Through Taylor series expansions an approximate expression is
obtained for the asymptotic expected value of 0. For large n,
under the assumption that A - 1, we may conclude that

X 1 + 1 O02 d + -I + !,P' -a d) +

Recall that A-i implies a• 2 02 and the above expression reduces
to P which is expected of a consistent estimator. However, it can
be shown that use of an incorrect value of A can introduce an
additional bias that does not approach zero in the limit as n goes
to infinity. Note that when A * 1, a similar expression results
and the same situation exists.

simulation Results

Large samples

Computer simulations are performed using SPlus. Cases are
considered for which X is a fixed vector with measurement error and
for X a random variable. For each of these cases various values of
the parameters and various sample sizes are considered. These
simulations see% to support the theories. For large samples the
distribution of p appears normal in most cases. However the use of
an incorrect value of A does introduce bias as Figures 1 through 4
indicate. Note that underestimating X results in underestimation
of P on the average and vice versa.

Table 1 provides the mean, variance, upper and lower tail
probability of rejection of H : P-i for various cases. It should
be noted that for n-100 anc P-1 most simulations result in a
density of Y that is very close to a normal density. However, in
method comparison and bioequivalence studies, we often assume that
A-1 if the error variances are unknown. Doing so can shift the
density to the left or right. The shift or biasing effect can
greatly increase the chance of making a Type I error in testing H.:
P-i. It should be noted that many other simulations were performed
with similar results.

Smaller sample simulations

In smaller samples asymptotics do not always hold and in fact,
extreme values of the statistic often result. Since samples of
sizes 24, 36, and 48 are commonly used for bioequivalence studies
[Snikeris, 1992], these are considered along with still other
sample sizes, only some of which will be addressed here.

Very skewed densities often result, while in other cases the
densities are fairly symmetric. Table 2 shows the results of
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Table 1: Simulation Results: n =100, : = 1, H.4
6 ad X A mean var lower upper total shape

_ -p • prob prob

.5 .25 1:10,10 .5 1.0007 .0010 .0190 .0260 .0450 symmetric
.5 .25 1:10,10 11 1.0157 .0010 .0057 .0750 .0807 symmetric
1 1 N(5.1) 1 1.0130 .0356 .0080 .0397 .0047 slight skew

.25 1 N(5.4) j 1.0010 .0034 .0160 .0320 .0480 symmetric

.25 1 N(5,4) .9105 .0029 .4003 .0003 .4006 symmetric
.0625 .25 N(5.4) 4 .9999 .0008 .0230 .0280 .0510 symmetric
.0625 .25 N(5.4) 1 .9764 .0008 .1383 .0037 .1420 symmetric
.28 .25 N(5,4) 1 .9995 .0013 .0230 .0270 .0500 symmetric
.25 .25 N(5,16) 1 .0996 .0003 .0250 .0230 .0480 symmetric
1 .25 1:10.10 .25 1.0008 .0016 .0230 .0270 .0500 symmetric
1 .25 1:10.10 1 1.0450 .0017 .0013 .0647 .0660 symmetric
4 .25 U:10.10 1 1.2400 .0067 .0000 .8600 .8600 symmetric
4 .25 1:10.10 .0625 .9982 .0054 .0230 .0270 .0500 symmetric
4 .25 1:10.10 16 1.4585 ,0071 ,0000 1.0000 1.0000 symmetric
4 .25 N(3.1) 10 5.2037 2.8979 .0000 .7273 .7273 skewed
4 .25 N(3.1) 1 4.2460 1.6350 .0000 ,7237 .7237 skewed

.25 4 N(3M1) 1 .2505 .0034 1.0000 .0000 1 .00 symmetric
4 4 1:10.10 1 1.0030 .0128 .0150 .0350 .0500 symmetric

.25 ,5 1:10.10 1 .9910 .0000 .0520 .0110 .0630 symmetric
2,25' ,. :..5. 2 .030402 .000 .0210 .000530 symmetric

several simulations when n - 24. Although one hopes that the error
variances are not larger than the variance of X here, a few
simulations indicate the general trend of how these variances
greatly affect the density of 0. From the table we can see that
whenever a2 is smaller than one or both of the error variances (in
the case 0 - 1 it does n t matter) very extreme estimates result
and thus the variance of f is very large (larger than it shoull be
according to Fuller). In fact the sampling distribution of A is
very skewed to the left or right, as Figures 5 and 6 show.
For smaller error variances the sample correlation tends to be
larger, and therefore we do not observe as many large values for
the estimator. Figure 7 displays a more stable density. This
difference is also evident in the probabilities of Table 2.
Simulation results for n - 36 and n i 48 appear in Tables 3 and 4
respectively. Comparing these tables, it is plain to see that for
any given situation, the mean is closer to the true value as the
sample size increases from 24 to 36 to 48. Notice that the
variances become smaller as we would expect. In many cases
densities skewed for n - 24 become less skewed for n - 36, and
still less for n - 48.
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Table 2 : Simulation Results: n - 24, Ho: , 1. H4  !
,j a X A mean var lower upper total shape

used 4 4 prob prob
".25 .25 "N (3,.25) 1 1.2360 ""11.6920 - -skew left
.25 .25 N (3..5) 1 1.0390 .0833 .0013 .0367 .0380 skew rt
.25 .25 N (3,1) 1 1.0156 .0303 .0053 .0340 .0393 symmetric
.25 .25 N(3.1) 1 1.0570 .0206 .00S .0430 .0480 symmetric
.25 .25 N (3.2) 1 1.0270 .0123 .0100 .0360 .0460 symmetric
I. 1 N (3,1) 1 .33.0430 3668933 .0003 .0000 .0003 I skew left
1 .25 N (3.1) .25 1.0142 .0774 .0117 .0303 .0420 symmetric I
"1. .25 N (3,3) I 1 1.5532 .6466 .0007 .0343 .0350 sym peak
1 .25 N (3,4) .25 1.0045 .0160 .0150 .0240 .0300 symmetric
1 .25 N (3.4) !1 1.1080 .0108 .00001 .0060 1 skew leit I

.2 1~ T W~ 08 428 .237 1---000 .2407 l W.25 1 .. N (3.1) 1. .7085 ,02 ... • 04 2s•1skew letel

.25 1 N (3.1)' 4 1.0352 1 1.1002 .0003 .0030 .0033 I skew letI
.25 1 N (3.4) 1 .0180) .0145 .0637 ,0003 0730 Isymmwtric 1
,.5 '1 N, (;.I ) 1 4 1.014 1, _ .'t , .000 1 .0381 1 .0417.. symmetric i

.25 . 4 (3.1) . 2 1.0344 .05(W 1 .0003 1 .03T0 I .0373 skew rt.
23 ....5 N (3.) 1 .0020 .0385 .036o" .0163 1.0530 .SYmmOtric

.25 .3 N (3.4) 1.2 10001 .0000 .0113 1 .0300 .0413 symmetric 1
,2 .5, N (-3,.. ' 1 .0734 1 0008 .0203 1 .0130 .0443 symmetric 1
,.5 .25 N (3..25) i 1 1'.6814 242S.0010 .0001 .0030 .0031 skew left

. .25 N (.,25) 1 .3 .1049 7.6(3T7 .0027 .0060 .0087 svm peak
.2l . 'i 1 i(3, ).1 .06,76 .0003 .0803 .0800 symmetric I

.5 .25 N (3.1), . 1.01]2 . .0408 .0083 .0310 .0303 symmetric,
-6 .25 N (3.4) = 0 001 o 0004 ,0141 .0273 .0420 symmotric

.5 .25 . (3.4) 1 .. 1.032 .0102 .0037 .0517 ..054 1 symmetric

.5 1 N (3.1) 1 .8106 I .1220 .0000 .0117 .0207 sym peak
.5 1 1.1207 2.9510 1 skew rt..a
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Table 3 Simulation Results: n 36, : 1. HA 0:0 1
0 X A mean var lower upper total shape

used / prob prob
.25 .25 N (3,25) 1 1.0690 .2047 .0010 .0200 .0300 sym peak
.25 .25 N (3.1) 1 1.0110 .0175 .0100 .0370 .0470 symmetric

S 1 N (3..) 1 10600 "2047 .0010 .0200 .0300 sym peak
1 1 N (3,.25) 1 ,4436 3318.9860 .0030 .0020 ,0050 peak
1 .25 N (3,1) .25 1.0090 .0483 .0160 .0310 .0470 symmetric
1 .25 N (3.1) 1 1.4000 .1205 0 .2000 .2000 slight skew
1 ,25 N (3.4) 1 1.1046 .0124 .0003 .1313 .1316 symmetric
1 .25 N (3,4) .25 1.0040 .0100 .0100 .0200 .0480 symmetric

.25 t N (3,1) 1 .7063 .0237 .4600 .0010 .4700 slighlt skew

.25 1 N (3,1) 4 1.0470 .0063 0 .0460 .0460 skewed
1.25 1, N (3.-1) 1 .0149 .0082 .1203 .0053 .1340 symmetric

.25 1 N (:).1) 4 L0084 .0106 .0080 ,0383 .0463 symmetric
X5 .25 N (3,.25) 11 1.8740 21.0020 .0060 .0070 .0130 sym peak

.5 .25) 1 .00970 1 1.4640 .0013 .0073 .0080 skew biet

.5 .251 N (13.,) .5 1L0027 .006() .0147 .0200 .0437 symmetric

.5 .25 IN (3.4) 1.0341 .0066 .0037 .0500 .0597 symmetric

.5 .25j N (3,1) .5 110120 .0271 .0103 .0363 .0466 symmetric
,5 .251 N (3.1) 1 "1.1550 .037T .0007 .1000 A007 symmetric

.25 .5 N (3.4) 2 1.00.18 .0005 ,0110 .033V .0443 symmetric

.25 .5 N (3.4) 1 X720 .0060 .0370 .01 3 .0513 symmetric
1 25 N.(3..25) .25 1.1001 1.0390 .0030 .0083 .0113 sym peak

.25 1 N (31.25) 1 2.6050 3979.8870 .0030 .0020 .0050 peL skew eft
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Table 4 : Simulation Results: n 48-Ha8, = :, 1
a.2 ad X A mean var lower upper total shape

used - 0 4 prob prob
.25 .25 N (3..25) 1 1.0406 .1014 .0020 .0330 .0350 skew left
.25 .25 N (3,1) 1I 1.0060 .0125 .0140 .0300 .0440 symmetric
1 I N (3,.25) 1 ! .7050 205.8400 .0047 .0027 I .0074 skew left
1 1 N (3.1) i 1.0406 .1014 .0020 .0330 1.0350 skew right
I I N (3,4) 1 j 1.0056 .0125 .0140 .0300 .0440 symmetric
1 .25 N (3,125) i 2.9860 1735.5600 .0020 .00201 .0040 skew left
1 .25 I ( 2 1.0470 .8"93 .00 17 .0 I0£217 skew left
1 .25 N (3,1) .25 1 1.0070 .0340 .0143 .0257 .0400 symmetric
1 .25 N (3.1) 1 I 1.-1800 .0875 .0000 .2000 .2000 skew right
1 ...25 N (3.4) .25 I1 .0010 .0072 .0180 .0210 .0300 symmetric
1 .25 N (3,.1) 1 1 1.1028 .0090 0 .1670 I .1670 symmetric 1

. ,25 1 1:8U 1 1.0729] .00.56 .0013 .133 .0543 symmetric
1 .25 1 18,6 .25 1.0016 .0051 .0210 .0200 ,0500 symmetric
"I5 I IN (3I.L) 1• 6,i070 .0171 .003 .0003 ,650(6 symmotric I
,3. L) 4 1.0270 .0307 .0010 '.0450 1 .0460 skew Let
,251 L N (3.4) 1 1 .0132 .00(2 1 100 ,00:30 1 .1730 s.mmotric I- . n f l - S a s .

.23 1 N (3.4) 4 I 1.0883 .00. .00.57 .0340 1 .0307 symmetric
.5 .25 I N (3.25) 1 1 1 .7510 134.8,508 ,0007 ,0047 1 .0054 skew Left
.5 .25 I N (1..25) .5 1 1.0344 .1717 .0033 1 .0367 .0400 skew right
.5 .25 . N (3.4) .5 I .0093 .0042 .0153 .02,3 .0416 symmetric
.5 .25 N (3.4) 1 1.0348 .0048 .0033 .06571 .0600 symmetric

.25 .5 N (3.4) 2 I 1.0033 .0044 .0100 .0313 J0413 symmetric
.25 .5 N (3.4) 1 .0697 .0040 .0553 .0093 1 .0646 skew right
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We can see from the simulation results that large values of
often result even when the true value of the parameter is one.
Recalling the expression for p, we can see that a low covariance
(or correlation coefficient in the case of normality) will result
in a large slope estimate. This low sample correlation often
results from introducing large error variances. Another objective
becomes developing a rule based on checking the sample correlation,
and determining what to do with these extremes. An empirical rule
was developed to detect and test for extremes. Once an estimate is
detected as extreme, the correlation coefficient is tested for
significance. If the correlation coefficient is not significantly
different from zero, then the low correlation is the cause for the
extreme estimate and therefore it is an unreliable estimate of P.
Now the problem becomes what to consider extreme. The objective is
to screen those large estimates that are due to low correlation.
Therefore we do not want to detect as extreme an estimate that is
large because P is large. Since we would probably not know the
actual variances in a single sample problem, a conservative
estimate of variance is needed to screen an estimate for
extremeness. It is generally the case that the measurement error
variances will be smaller than the variance of X. When testing He:
3-1, the maximum variance is attained when ao2 - - 02*,. When this Ts

the case a good approximation of the variance is 31n. After much
screening using various estimates, it seems that what works best
for letecting most of the extremes that resulted from low
correlation is ± 5,1(3/n). Thus any estimate that is more than five
standard deviations from the hypothesized value of P will be tested
for significant correlation.

In general, if it is believed that

a* n ad2 a ka2

then the estimate of variance is given by

2k + k2
n

If Pol, then the estimate of variance is

(P2 -1)k + k2

Table 5 provides various simulations when n - 8 and the
scriening rule is used. one can see that in p,-actically all cases
100!: of those detected as extreme were due to low correlation.
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Table 5 : Simulation Results: n = 8, Truncation Results Using ±.5va

0. rj X A Fraction deleted due
I used to low correlation

.25 .25 N (3,1) 1 +ý=1.0000
1 1 N (3). 7- ,=.OOOO
1 ,25 N (3.J.) .25 H=1.0000
1 .25 N (3, 1) 1 __ -ln=.9864____
1 .25 N (3,4) .25 1='0000

1 .25 N (3.4) 1 j= 1.0000
.:23 1 N (3,,1) 1 . . 00•=
.25 1 N (3.) 4 o 1.0000

.25 1 N (3.4) 1 =1.,0000

.25 1 N (3.4) 4 = 1.0000

.25 -, N (3.1) 1 - = 1.00O0
,25 .5 N (3.1) 2 (4= ,0000
25 .5 N (3,4) 2 4=L.0000
. .2 . S (3. 1) ,,1 =1.000o
.5 .25 X (31,1) .3 5 .0000)
5 .25 . N (301) 1 4=Lt.0000()

,.5 25 L (3 .2', ) tL, =-94)"
, .25 N (3.2) .. ,__ _ ,

Application

We have the opportunity to analyze some real data using this
estimation technique. The data come from two systems, called A and
B, being compared for equivalence in handling specimens. Each
system analyzed one hundred specimens, not once but twice
consecutively. Theref.re wo have replicates for estimating lambda.
Figure 8 gives a plot of system A measurements versus system B
measurements. It shows a w.xong linear trend. We are interested,
however, in whether the slope is significantly different from one,
suggesting that the systems are not equivalent.

Analysis of original Data

Normal plots for x and y indicate that the densities of x and
y do not differ drastically from a normal one, and since n-200, we
can assume asymptotics hold. We will analyze the two hundred pairs
assuming that the ratio of error variances is one. The analysis
results in
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-* 1.140371

A
vE ] - .00627

so

z * 1.7724.

This does not suggest that we should reject the hypothesis • - 1.
As We saw from the simulations, we will have large probabilities of
Type I errors if we assume that A - 1 when in fact it is not. Hera
we do not have to worry about a Type I error, but if
underestimation occurs because we let X - 1, we could be making a
Type II error. Therefore, lambda will be estimated using Vormbrock
and Helger's method of duplicates and we will use this estimate in
computing #. Using the duplicates to estimate the error variances,
we find that

ad2 1.840312

as - .463623

so

A

* 3.9694.

Using this estimated ratio in the computation of O yields

p 1.149295

and
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z = 1.88

These results do not differ much from •he previous ones, but when
n - 200 we would expe.it the density of to be approximately normal
and rather stable, particularly when the variance of X is large
relative to the measurement error variances. The sample variances
of x and y are 106.5541 and 138.0568, respectively. Recall that 2
= 02 + 0 and so a2 s 106.5541 - 1.84031.2 - 104.71379. This is very
large relative to the measurement error variance. As we saw from
the theory, the expected value of 0 will shift Ahen I - 1 is
incorrectly assumed. We have only one estimate, yet we still can
sea that this second estimate is slightly larger and this suggests
that when o2 < a2 d and A - 1 is used, there is underestimation on
average. Thfs may suggest in turn, that the true value of 0 is
closer to the second estimate. However, we do not have a
probabilistic statement of this fact since we are using only an
estimate of A and we are comparing only one estimate of P obtained
by each approac4. Although we have not studied the effects of W on
the density of T in this paper, it seems better to estimate lambda
than to assume it is one. Therefore, when we select only one large
sample and estimate P, we should use an estimate of A rather than
an assumption that A - 1.

If we carry out a least squares analysi3 on the entiro set of
observations, the results are as follows:

A

1 1.12217

Sb = 013555

and

z = 9.01.

The standard error of this estimate is smaller than the standard
error of the estimate obtained from the norm distance technique.
The smaller variance (.00018) for least squares results from
ignoring measurement error variability. Mandel takes the
relationship between Deming's estimator and the least squares
estimator to be
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p - LSb,, (1 + 2

This allows us to compare the variance of Deming's estimator with
the least squares estimator by

Var[l A Vaz[LSby.x( I . a

Analysis of Transformed Data

In scanning these data, it seems that the variances tend to
increase as the mQasurement values increase. This can be seen
slightly from the scatterplot. While this may not be large enough
to worry about, we can deal with it by splitting the ranked data
into two equal groups and testing for homogeneity of variance.
While Bartlett's Test suggests a significant difference between the
two variances, this test is often considered too sensitive.
Cochran's test also suggests heterogeneity of variances. In light
of this, we can try to achieve homogeneity of variance with a data
transformation. According to Bartlett [1947], if a2 - k2m where m
is the mean, then /x is a possible transformation. If this works to
correct the variance problem, the variance of the transformed data
will be .25k 2 . For x, System A, the variance is 2.38 times the
mean. The variance of the transformed data is 1.45 and .25(2.38)2
- 1.42. Along with the scatterplot in Figure 9, this suggests that
we now have homogeneity of variance for the transformed data.
Analyzing the transformed data under the assumption that I - 1 we
have the following results:

A

p - 1.1011

AA

V~pJ .0054

so that

z - 1.38.
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Using the previous estimate of ) - 4, the results are:

A

1 " . 1093

A
A

VI13P ] .0054

and hence

Z " 1.49.

Next ye can estimate lambda again for the transformed daka.
This time 7 - 3.2096. If we analyze the transformed data using -
3, the results are:

A

-* , 1.1080

A
-VIP] .0054

and

z 1. 47.

In none of these analyses do we find a significant difference
between the two systems.

If we carry out another least squares analysis on the
transformed data, the results are:

A

P a 1,0855
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A
VI] - .00016

and thus

z * 6.81.

Once again we observe that the variance of the least squares
estimator is smaller than that of the norm distance estimator. As
a result we find significance when in fact there is no significant
difference between the systems and we are led astray by the least
squares method because it does not account for measurement error.

Recommendations

If measurement errors exist, then it is best to use an
appropriate estimation technique making sure to account for these
errors in both variables. As we have seen with the application,
ignorinu measurement error may well result in inacourate
conclusions.

If this technique of estimation is to be used, then it is best
to select a large sample whenever possible. We have seen that when
n - 100 the density of t is approximately normal for practically
all typical situations, and even some less than typical. If smaller
samples are necessary, then it is best to select values of X such
that the spread of X is large relative to a2.and a2d. For samples
of size 36, 48, and larger we have seen how the density reasonably
resembles a normal one for cases when a2 was larger than a2 and ad.
However, for smaller samples there are many cases in wbich the
density is far from resembling a normal or even a t distribution
even when a2 in quite larger than a2. and a2 d For these cases we
have no reliable test statistic.

It is best to sample replicates (repeated measures) whenever
possible in order to estimate lambda. As we have seen, the often
recommended use of X - 1 adds additional bias to the estimate if X
0 1. However, using A - 1 is better than completely disregarding
the measurement error.

If one is testing a hypothesis and obtains an estimate that
seems extremely different from that specified in the hypothesis,
then one should test for a significant correlation. If the
correlation coefficient is not significantly different from zero,
then the estimate of P is an unreliable one. Hence, one should
resample if possible.
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Abstract

The goal of this study was to evaluate the design and
operational characteristics of the Small Area Camouflage
Cover (SACC), when used by ground soldiers in a tactical
environment. The SACC is designed to conceal individuals,
small size equipment and fighting positions. Fifty-nine
reserve soldiers from the 187th Infantry Brigade, Fort
Devens, MA were given the SACC to be incorporated in their
training at the Canadian Forces Training Center, New
Brunswick, Canada. They were given instructions on the use
of the SACC before the start of the maneuvers. Ten days
later, at the conclusion of the exercises, the soldiers were
presented a questionnaire/ survey of twenty-two SACC design
and operational characteristics, from which they made
individual paired comparisons to determine which of the
characteristics were most important. Each characteristic
was independently evaluated by each soldier twenty-one times
for a total of two-hundred-and thirty-one paired
comparisons. A parametric statistical analysis was
conducted upon the results of the questionnaire/survey, and
six statistically significant (a - 0.05) groups of
characteristics were determined, with the groups defining a
continuum from most to least preferred. This study joined
the expertise of an engineer, statistician, and
psychologist, and gave the investigators a unique testing
challenge of obtaining hard empirical data from a subjective
operational field test.

1.0 SECTION 1 - INTRODUCTION

The Small Area Camouflage Cover (SACC) is a
continuation of a program begun in 1986 to develop an
Individual Camouflage Cover (ICC). The original program was
sponsored by FORSCOM and resulted in prototype arctic,
woodland, and desert ICCs. The SACC development sponsored
by the Soldier Enhancement Program, extended the original
design by developing a more effective, durable, and
versatile camouflage capability including a cover for
tropical backgrounds.
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The SACC is designed to provide protection from visual,
near-infrared, and radar observation, and in the arctic
version, also provides protection from ultra-violet
detection. The SACC will conceal individual troops, or can
be attached together for use over weapon emplacements,
fighting positions, and supply caches.

In designing the SACC, certain characteristics, such as
color/texture match with background, lightweight, low shine,
and durability were used as guidelines. In addition, 18
other technical and operational design characteristics have
been determined for the SACC. In order to finalize the
current development and to put emphisis on the most
important requirements in future SACC designs, the design
characteristics needed to be ranked in their order of
importance. To determine the order of importance, a troop
test was conducted using soldiers from the 3rd Bn, 35th Inf,
187th Bde from Fort Devens, MA. The test was conducted
during exercise Nordic Shield II at the Canadian Forces
Combat Training Center near Gagetown, New Brunswick, Canada
in August 1992.

2.0 8NCTZON XU - UP3RININTAL DSIZGN

2.1 Test Target

The test target was a woodland SACC developed at Fort
Belvoir, VA. It is reversible with a two-color green
pattern on one side and a four-color brown pattern on the
reverse. The SACC is made of incised, vinyl coated nylon
scrim, weighs less than 518 grams (18 ounces), and Is small
enough 2.76 x 1.77 meters (4'6" x 7') to be fitted into the
pocket of a soldiers uniform. The SACC also has near-
infrared and radar camouflage characteristics.

2.2 Test Site

The test site was located at the Canadian Forces Combat'
Training Center, New Brunswick Canada. The area represented
a typical north temperate zone woodland environment,
consisting of large open fields of grass land and large
tracks of dense coniferous and deciduous forests.

2.3 Test Subjects

A total of 59 reserve troops from the 3rd Bn, 35th Inf,
187th Inf Bde, Fort Devens, MA participated in the study.
The troops consisted of enlisted personnel, non-commissioned
officers, and commissioned officers.
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2.4 Test Procedure

The troops were issued 25 SACCs to be used during their
tactical exercise. These SACCs were eventually used by 59
soldiers. At the conclusion of the exercise, a
questionnaire/survey Table 1, was given to the troops, in
which they made individual comparisons between 22 technical
and operational design characteristics. The procedure
involved comparing each characteristic to all the others, a
pair at a time, The task was to decide which of each pair
of characteristics was the most important. Each soldier
made a total of 231 paired comparisons, with each
characteristic being evaluated 21 times. The comparison was
made as follows: If the evaluator preferred the column
characteristic over the row characteristic, in Table 1, a
one was placed in the box. If the row characteristic was
preferred over the column characteristic, a zero was placed
in the box. The ones for the row of each characteristic
were added along with to the number of zeros for the
corresponding column to produce a total acceptance score.
The larger the acceptance score the more important the
evaluator felt about the characteristic. The soldier was
instructed not to skip any comparisons.

3.0 83CTZON ZZZ - RNSULTS

The soldiers answering the questionnaire/survey
produced sufficient data to enable a ranking of the subject
design and operational SACC characteristics, from most
desired to least desired. Table 2 shows the descriptive
data with the sample size, mean, standard deviation,
standard error, and the 95 percent confidence interval for
each characteristic. Tt'ble 3 contains the analysis of
variance 1/ 1/, while Table 4 shows the Scheffe's Multiple
Range Procedure which separates the operational
characteristic into statistically different groups. The
higher the mean, the greater the preference the evaluator
had for the characteristic. In all cases, a code letter is
used for the characteristic (see Table 1).
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TABLE 1

SACC DISIGH AND OPERATIONAL CHARACTZRISTICS

CODs

ABCDEPFHIJKLMNOP RSTUV

A.-Woodland, arctic, tropic and desert
SACCe should be reversible (i,e., A
another seasonal or background color on II
"back) L1.

1B -Must not make noise when being handled L
C

C -!Shelf life of 10 years ..... !

D
D -SACC should be no bigger than 4 1/2 by 7

feet

8 -Must be non-flammable .p

F -Weight does not hinder transport

a -Does not interfere with viaiion

H -Must not shine or glare H*-

I
I -Must be easily carried

J -Must be able to be joined with other J
SACC units to place over larger objects
such as HMMWV or gun position

K

K -Must be fungus resistant L
L -Does not interfere with hand mcvement

M -Offers protection against visual M
detection (matcheN background color,
texture, breaks up outline of hull and
tracks) N

N -Must not snag
0

0 -Offers prctection against radar
detection

P -Must not greatly increase the body P

temperature of a soldier under the SACC

Q -Offers protection against thermal
detection

R -Field life (durability, color fading, R
etc.) of 60 days s

S -Must not present. a health hazard
T

T .. Must be easy to use

U -Offers protection against near-infrared U
detection

V
V -Must be easily carried by Ml Tank or

Bradley
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TABLE 2
MEAN PREFERENCE DESCRIPTIVE DATA FOR

THE SACC DESIGN AND OPERATIONAL CHARACTERISTICS

95% CONFIDENCE
CHARAC- SAMPLE STANDARD STANDARD INTERVAL
2TZEXZI AM1 MW D.YZZ21 ER]1ROR LOWER LIMIT UPPER LIMIT

A 1239 .5876 .4925 .0140 .5601 .6150
B 1239 .4931 .5002 .0142 .4653 .5210
C 1239 .5278 .4994 .0142 .5000 .5557
D 1239 .6392 .4804 .0136 .6124 .6660
E 1239 .4560 .4983 .0142 .4282 .4838
F 1239 .5738 .4947 .0141 .5463 .6014
O 1239 .5157 .5000 .0142 .4879 .5436
H 1239 .5343 .4990 .0142 .5065 .5621
I 1239 .5214 .4997 .0142 .4935 .5492
J 1239 .4479 .4975 .0141 .4202 .4757
K 123D .4318 .4955 .0141 .4042 .4594
L 1239 .4019 .4905 .0139 .3746 .4293
M 1239 .6336 .4820 .0137 .6067 .6604
N 1239 .5093 .5001 .0142 .4814 .5372
0 1239 .5609 .4965 .0141 .5333 .5886
P 1239 .4294 .4952 .0141 .4018 .4570
Q 1239 .4512 .4978 .0141 .4234 .4789
R 1239 .5198 .4998 .0142 .4919 .5476
S 1239 .4213 .4940 .0140 .3938 .4488
T 1239 .4044 .4910 .0139 .3770 .4317
U 1239 .5028 .5002 .0142 .4749 .5307
V 1239 .4366 .4962 .0141 .4090 .4643

TABLE 3
ANALYSIS OF VARIANCE FOR DESIGN

AND OPERATIONAL CHARACTERISTICS PREFERENCE

DEGREES OF SUN OF MEAN SIGNIFICANCE
85q1 rRIBRQM SQUARII SE2ARIf Z-RAZO EE
Requirement 21 127.4798 6.0705 24.7248 0.000*
Error 27,236 6687.0202 .2455
TOTALi 27,257 6814.5000

Bartlett's Teot for Homogeneous Variances

Number Degrees of Freedom = 21
F n 0.306 Significance Level a m 0.999
*Significant at x less than 0.001 level.

Table 3 indicates that there were significant
differences in the soldiers preference for the listed design
and operational SACC characteristics. The Bartlett's Test
indicated that the variance of each characteristic is
homogeneous, i.e. not significantly different, so they are
from the same population.
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The Scheffe's Multiple Range Test (Table 4)
was used to determine where these significant differences in
preferences occurred. This test separates a set of
significantly different means into subsets of homogeneous
means.

TABLR 4
SCHUFV'3'S MULTIPLI - RANGN TRST - SACC DESIGN

AND OPERATZONAL CHARACTERZSTZCS PREFERfNCE

WORST BEST

L .4019 S .4213 J .4479 B .4931 R .5198 C .5278
T .4044 P .4294 Q .4512 U .5028 1 .5214 H .5343
S .4213 K .4318 E .4560 N .5093 C .5278 0 .5609
P .4294 V .4366 B .4931 G .5157 H .5343 F .5738
K .4318 J .4479 U .5028 R .5198 0 .5609 A .5876
V .4366 Q .4512 N .5093 I .5214 F .5738 M .6336
J .4479 E .4560 G .5157 C .5278 A .5876 D .6392
Q .4512 B .4931 R .5198 H .5343 H .6336
E .4560 U .5028 I .5214 0 .5609
B .4931 N .5093 C .5278 F .5738
U .5028 G .5157 H .5343 A .5876
N .5093 R .5198 0 .5609
0 .5157 I .5214

C .5278
H .5343

4.0 BSCTZON IV - DZsCUMSBON

The questionnaire was successful in determining which
design and operational characteristics were deemed most
important and least important as judged by the ground troops
(Table 4). The most important characteristics for the SACC
were as follows:

* No larger than 4 1/2 by 7 feet
0 Offer protection against visual detection
* Woodland, arctic, tropic and desert SACCs should be

reversible
• Weight does not hinder transport
• Offers protection against radar detection
0 Must not shine or glare
0 Shelf life of 10 years

Each group of characteristics differs significantly a - 0.05
from each other. The six least important characteristics
were:

"• Does not interfere with hand movement
"* Must be easy to use
* Must not present a health hazard
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* Must not; greatly increase the body temperature of the
soldier under the SACC

* Must be fungus resistant
* Material is durable

Note that most of the characteristics overlap into adjoining
groups. However, there were few surprises among the most
preferred characteristics. As expected the SACC should be
small, lightweight and be able to blend with the background,
hence reversible. The least preferred characteristics of
not being a health hazard, easy to use, durable, and not
interfere with hand movements give an insight into the
soldiers thoughts on camouflage. That is, if it works and
is not to hard to carry the soldier, will put up with
hardships.

The following requirements fell into the middle range
of preference, i.e., groups 3 and 4:

* Must not make a noise when being handled
0 Offers protection against near-infrared detection
• Must not snag
• Does not interfere with vision
a Field life (durability, color, fading, etc.) of 60

days
• Must be easily carried
• Shelf life of 10 years
a Must not shine or glare
0 Offers protection against radar detection
• Weight does riot hinder transport
• Must be able to be joined with other SACC units to

place over larger objects
0 Offers protection against thermal detection
* Must be non-flammable

The proper identification of important and not important
characteristics precludes the possibility of incorrectly
assigning resources to a characteristic which has little
practical importance. A good example of this would possibly
be characteristics . (must not present a health hazard) and
G (does not interfere with vision).

5.0 SNCTION V - SUMMARY AND CONCLUSXONS

A total of 59 soldiers from the 3rd Bn, 35th Inf, 187th
Inf Bde, Fort Devens, MA participated in the study. During
their field training, they used the SACC to conceal
individual troops, weapon emplacements, fighting positions,
and supply caches. Upon completion of the exercises, they
were given a questionnaire/survey in which the soldiers made
individual comparisons between 22 design and operational
characteristics. Their task was to decide which of each
pair of characteristics was the most important. Each
subject made a total of 231 paired comparisons, with each
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characteristic being evaluated 21 times. A review of the
data indicated that the statistical procedures enabled the
investigators to determine the most important and least
important characteristics. Logical decisions on how to
expend resources on the development of new camouflage can
now be determined from what otherwise would be viewed as a
large pool of subjective responses out of which little
objective conclusions could be determined.
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Tree-structured Statistical Methods

Wei-Yln Loh

Department of Statistics
University of Wisconsin

Madison, WI 53706

Abstvast
Recent developments in tree-structured methods are reviewed with

emphasis on extensible and computationally eMaiont strategies.

1 Introduction
Tres-structured methods are compute-intensive statistical procedures that
yield decilon trees as rolutions for classification and regression problems.
Two early methods are the AID and THAID (Morgan and Sonquist, 19683;
Morgan and Messenger, 1973) computer programs for regression and clas-
sification. Thou methods construct binary decision tree by recursively
partitioning a data set. At each stage, all possible splits of the data In the
partition are examined to find one that maximally reduces node Impurity,
where impurity is defined in terms of entropy or mean square error, AID and
THAID were later superceded by CART (Breiman, Friedman, Qishen and
Stone, 1984), whose most important contribution was a method of "prun-
Ing" to get a tree of approximately the right ste. CART, however, adopted
the slow split-finding strategy of Its predecessors.

The FACT (Vanichietakul, 1986; Loh and Vanichestakul, 1988) method
uses standard linear statistical techniques such as linear discriminant analy-
its and analyids of variance tests to find splits. It also uses a direct stopping
rule similar to that In AID and THAID, Instead of pruning. As a result,
although FACT usually performs well In many applications, datasets can be
constructed to fool it. Further, being based on linear discriminant analysis,
FACT does not always give binary splits; It splits each nods into us many
subnodes as there are 0la4ses. On the other hand, the speed of FACT is
usually ton to several hundred times faster than CART's,



2 Main results

"Several new algorithms have been developed recently at the University of
Wisconsin that combine the pruning method of CART with the fast splitting
method of FACT. Thes algorithms share a common philosophy of sacrific.
ing local split optimality for computational speed and ease of extensibility to
Senesallied reression settings. Because of their ability to fit complex models
quickly, the statistical accuracy of these methods Is typically as good u, if
not better than, CART's. ShLh (1993) develops a Ilkellhood-bued method of
split selection for categorical variables and a method of grouping more than
two alusm Into two superclasses to allow binary splits., Chaudhuri, Huang,
Loh and Yao (1904) describe a method of tree-structured regression that
yields, if desired, smooth estimates of the function and its derivatives. Con-
ditions for asymptotic consistency of the estimates are provided., Chaudhurl,
Lo, Loh and Yung (1993), Lo (1993) and Yang (1993) generalise these Ideas
to tree-structured Poison regression and logistic regression models, Ex-
tensions to stratified regression modellnl of censored data using piecewise
parametric and nonparametric models (such u Weibull and proportional
hasards models) are reported In Loh (.991), Ahn (1992) and Ahn and Loh
(1904).

The key Ideas may be summarized as follows.

1, Use of a grouping procedure if necessary to combine classes Into two
superclasses at each node prior to splitting. This ensures binary splits.

2. Use of two-sample t-tests for differences between means and variances
to select the variable to split a node, In the case of univarlate splits.
These tests are also used to detect patterns in residual plots to guide
split selection in regression,

3. Use of linear discriminant analysis to determine the best linear com-
bination split or the best univarlate split on the selected variable,

4. Use of CART's pruning method to determine the final size of the tree.

5. Use of linear projections with dummy variable coding to convert cat.
egorical variables into ordered variables before splitting.

6. Use of maximum likelihood fitting for plecewise generalized regression.,

7. Use of weighted averaging to produce smooth estimates of the function
and Its derivatives,
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The details of the algorithms will be reported elsewhere. The practical
advantages of this strategy over CART are:

1. Computational speed. CART finds linear combination splits on or-
dered variables by global optimization over all coefficients In the linear
combination. Our method is much more efficient because it uses linear
discriminant analysis. In the case of regression, CART fits a model to
each subnode for ever, split considered. Since it examines all possible
splits, this process Is very time consuming. Our approach fits a model
to each subnode only after a split Is selected, Hence model fitting Is
performed only once at each node.

2. Treatment of categorical variables. To find the best split on a categor-
Ical variable, CART searches over all subsets of categories. Because
the number of such splits increua exponentially with the number of
categories, this Is also a very time consuming process. Another prob.
lem Is that this strategy tends to prefer splits on categorical variables
with many categories over splits on ordered variables. Our approach
of converting each categorical variable into an ordered variable avoids
this problem and speeds up split selection,

3. Boolean combination splits on categorical variables. This can be quickly
obtained via linear combinations of transformed categorical variables.
Global optimization strategies are impractical because of the large
number of splits that need to be evaluated.

4. Versatility in model fitting. Because model fitting Is performed af-
ter split selection, models of arbitrary complexity (such as GLIM or
proportional hazards models) may be fitted to each node at little ad-
ditional cost.
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COMBINING SIMULATION RESULTS ADDRESSING ARMOR VEHICLE
SURVIVABILITY

Paul 3. Deason, Ph.D.
U.S. Army TRADOC Analysis Center - WSXR

White Sands Missile Range, N.M. 88002-5502

This is a clinical paper addressing means to combine the results of
a number of studies on two simulation models, the desired result of
which is to identify a balanced cost-effective set of survivability
enhancements for a direct-fire armored weapon system at an
acceptable risk, so that these enhancements may be made a part of
the engineering specifications for the weapons system. Passive
survivability elements consist of ballistic protection measures,
and signature reduction in the areas of RF, visual, and thermal
spectra. Countermeasures considered cover smoke, receivers,
Jammers, and active protection systems. The intent is to maximize
the use of passive measures, avoiding high technology, high risk
solutions, and avoiding highly sophisticated active
countermeasures.

SIMULATION MODELS

Simulation models are used in the study to evaluate the
effectiveness of the system in combat given the enhancements of the
suites of countermeasures, signature reduction, and ballistic
protection. The two models are the GROUNDWARS few-on-few direct
fire and artillery simulation, and the Combined Arms and Support
Task Force Evaluation Model (CASTFOREM), a many-on-many battlefield
simulation.

GROUNDWARS, maintained by the Army Materiel Systems Analysis
Activity (AMSAA) is used primarily to evaluate weapon system
effectiveness by representing land combat between homogeneous
forces, where the total number of combatants cannot exceed twenty,
and whore the systems have a limited representation of sensors and
munitions. A statistical terrain is represented. GROUNDWARS is
stochastic employing Monte Carlo probabU14ty theory as its primary
solution technique; three hundred replications of a case are
normally employed.

CASTFOREM, maintained by the TRADOC Analysis Center - WSMR (TRAC-
WSMR) is a stochastic, event sequenced, force-on-force simulation
of ground combat involving up to a BLUE brigade and opposing RED
forces. It is used for weapon system trade-off analyses,
investigation of alternate tactics, :), -.- etric analyses of selected
weapon system performance parameters, and other similar studies.
CASTFOREM is extremely flexible, and can accommodate any terrain or
weapon system for which data is available. Terrain used is
digitized actual terrain. Weather and ambient light conditions are
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constant throughout a battle. Battlefield obscuranti, smoke, and
dust are modeled as dynamic clouds. Processes are modeled
probabilistically using Monte Carlo techniques; the model is
stochastic event sequenced, although time-step events are possible.
Normally, 21 replications of a case are employed.

COUNTERMEASURES PLAYED IN GROUNDWARS

In the following table are described the variation of
countermeasures suites for the system examined through the use of
the GROUNDWARS model. Those with a 'Y' in the cell indicates the
suite was examined.

The scenarios used are the following:

SCEN A: This scenario represents a BLUE mechanized infantry
task force in a prepared defense against an overwhelming
modern RED armor attack. The setting is Central Europe,
Winter, with snow on the ground and 7 kilometers visibility.

SCEN B: This scenario represents a meeting engagement between
a BLUE mechanized infantry brigade and a modern RED tank
regirant.. The setting again is Central Europe in Winter with
snow and 7 kilometers visibility.

SCEN C% This scenario is set in late spring in Southwest Asia,
dusty with 14 kilometers visibility. The BLUE force is a
mechanized infantry battalion (+) in a hasty defensive posture
encountering two Threat tank battalions equipped with current
equipment. Threat counter-maneuver artillery is minimal.

The countermeasures described in the table are as follows:

LWR: Laser warning receiver - detects when the system is being
lased by a threat rangefinder or detects a missile guidance
later.

MWS: Missile warning system/muzzle flash detector - detects
the launch of a missile or the flash of a gun.

RWR: Radar warning receiver - indicates when being painted by
radar.

SMK: Signifies the employment of self-protective smoke in the
visual, infrared, and millimeter wave spectra in the direction
of the perceived threat munition.

JAM: Infrared Jammer - disrupts the infrared tracking beacon
on al, incoming missile

SLID: Small, low-cost intercept device - a proposed counter-
missile system.

SHORTSTOP: A prorsad artillery countermeasure device.
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Several suites are not considered for the following reasons:
a. Smoke would not be used in the SCEN A prepared defensive
position, except if the system were on the move and exposed.
Smoke was not used in GROUNDWARS (but was used in CASTPOREM.)
b. In SCEN A, SCEN B and SCEN C the LWR alone would not pick
up the threat missiles to JAM, so the cases were not played.
,c. In SCEN B and SCEN C the MWS alone is unable to detect the
target and cue smoke, so that combination was not played.
d. In SCEN C there was no radar threat portrayed, so RWR was
not oonsidered.
e. In Scan C there was no artillery affecting the system, so
SHORTSTOP was not played.

COUNTERMEASURE SUITES IN CASTFOREM

Using the same chart for the countermeasure suites played in
GROUNDWARS, the suites that were evaluation in CASTFOREM are
denoted with a 'C'.

Table 1: COUNTERMEASURE SUITE COMBINATIONS

GROUNDWARS and CASTFOREM

POSSIBLE SUITE SCEN A SCEN B SCEN C

BASELINE (No CM) YC YC YC

LWR Y Y Y

LWR, SMG ..... ¥ Y

LWR, JAM

LWR, SMK,JAM ... ... .......

MWS Y Y YC
MWS, SMK
MWS,JAM YC Y _ C

MWS, SMU( JAM______ _ _ _ _ __ _ _ _ _ _

RWR Y Y

RWR, SMX Y

RWR, IJAM Y Y .......

RWR, SMK, JAM Y

LWRMWS Y Y Y

LWR,MWS, SMK . .... ... .. Y YC

LWR, MWSIJAM Y Y Y

LWRMSSMKJAM Y _

LWR, RWR Y Y
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LWRW9Sm( __ Y

LWR, RWR, AM Y Y ,,

LWRRWReSMK, JAM Y

4MWO, RWR y Y

MWS, RWR, SMOK ......... Y ....

MWSBRWRJAM Y Y

,,MWS , RW• ISMK _ _JAM Y

IMR, NKS, WR, SM _

LWRXWS,RWR,JAM Y Y

LWReNWSRWRoSM~(,3AM YC YC YC

LWROMWSBRWRB I• •HaRTSTOP YC YC

LWRpWSRWRSLID YC,,, YC .... YC

SIGNAT•ARE REDUCTION IN GROUNDWARS and CASTFOREM

Threat systems employ a variety of means to detect and to bring
fire onto our system of concern. These means are direct view
optics, low-light television systems, thermal imaging systems,
ground surveillance radars, and seekers in "smart" artillery
munitions. If the ability of the system to be detected or to be
accurately pinpointed were reduced, its survivability would be
enhanced. It is possible to reduce the signature of the vehicle
through the use of various iuites of coatings and shaping. The
signature reduction suites are represented on the vehicle by
specifying an average detection range reduction achievable against
the array of threat sensors represented in the scenarios.
Probability of detection by threat seekers as a function of slant
range and target signature were determined using Booz-Allen and
Hamilton's Desktop Radar and Infrared Signature Model. This
reduction is as measured by the NVEOL sensor curves for the threats
of interast; the point where the probability of detect curve is 50%
(PdetmO.5) for the range desired was taken as th. target reduction
criteria. (The Johnson criteria of one cycle was used for
detection.) Five levels of signature reduction were played in both
the GROUNDWARS and CASTFOREM models, and were designated Level A
through Level E.
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Table 2: SIGNATURE REDUCTION IN GROUNDWARS and CASTFOREN

DETECTION RANGE SCEN A SCEN B SCEN C

BASELINE SYSTEM YC YC YC

Level A YC YC YC

Level B YC YC YC

Level C YC YC YC

Level D YC YC YC

Level E YC YC YC

BALLISTIC PROTECTION IN GROUNDWARS AND CASTFOREM

The ballistic protection suites added to the vehicle are in
addition to the base armor package inherent with the system. This
added ballistic protection would be against direct fire kinetic
energy and chemical energy munitions, and indirect fire (artillery)
munitions. Due to the differences inherent in the penetrations from
direct fire rounds and indirect fire munitions cause the ballistic
packages to be considered separately, although there would be a
carry-over effect (synergy) one to the other. Three levels of
ballistic protection were considered, based on the probability of
resisting a system kill (as defined by an analysis using the Army
Research Laboratory CAD and evaluation models) given a hit, of 50%,
75%, or 95% (given the percentage is higher than the standard armor
package.) (an attempt to design a package that would withstand the
impact of large calibre direct fire munitions, or a direct impact
of artillery HE was not considered.) These packages are limited by
the power, weight, and dimensional constraints of the system.

Table 3. BALLISTIC PROTECTION IN GROUNDWARS and CASTFOREM

BALLISTIC PROTECTION SCEN A SCEN B SCEN C

BASELINE SYSTEM YC YC YC

50% DF0 50% IF YC YC YC(DF)

50% DF, 75% IF YC YC _____

50% DF, 95% IF YC YC

75% DF, 50% IF YC YC YC(DF)

75% DF, 75% IF YC YC

75% DF, 95% IF YC YC

95% DF, 50% IF YC YC YC(DF)

95% D F 75% IF - YC YC
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COMBINED RUNS IN CASTFOREM
A number of runs are scheduled in CASTFOREM to evaluate
combinations of signature reduction, countermeasures, and ballistic
prtoection. To date, only cases using the countermeasure suits of
LWR, MWS, RWR, and SMK at reduced signature levels A, B, and C,
using the base level of ballistic protection are scheduled. other
cases will be considered as a result of preliminary analysest
additional combined case runs are welcomed from the panel.

MEASURE S OF EFFECTIVENESS
Common measures of effectiveness output by GROUNDWARS and CASTFOREM
are system kills, system loss, RED force loss, BLUE force loss, the
system exchange ratio (system kills/system loss), force loss
exchange ratio (RED force loss/BLUE force loss), and surviving
maneuver force ratio (RED maneuver force (initial-f inal)/BLUE
maneuver force (initial-final)). In CASTFOREM these measures are
available over time for each replication. A metric which could
handle the synergy of the battle over time, and the contribution
differences ot the system in various parts of the battle by virtue
of its survival is envisioned. In these scenarios, the early
contribution of a system could cause it to expend its ammunition
early, and so not contribute later in the battle. However, because
of its early contribution, more BLUE direct fire systems could
survive and participate strongly. The more survivable system's
contribution could be swamped by the end of the battle due to the
synergy. Therefore, a combined metric is visualized.

Then, once the systems providing the most potential are determined
(ranked?) by their performance in the simulations, additional
factors must be considered, such as the following:

a. Cost
b. Weight and size constraints placed on the system
c. Technological risk and possible fielding date

The intention is to provide the Army with a robust point solution
package to enhance the survivability and performance of the system
and the force.

EPILOGUE

Since the conference in October 1993, the method of analysis used
was to separate GROUNDWARS and CASTFOREM except as the findings
were mutually supporting, and use the results from CASTFOREM as the
principle effectiveness determiner. The final full factorial
CASTFOREM runs matrix consisted of the European Defense and the SWA
Meeting Engagement scenarios, two levels of signature reduction,
three countermeasure suites, three levels of ballistic protection,
which when added to the base level of each factor (no signature
reduction, no countermeasure suite, basic level of ballistic
protection) resulted in a 96-case matrix (2 X 3 X 4 X 4.) The final
product of this analysis, known as the LOSAT Survivability
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Requirements Study, should be available after the First of April,
1994 from the Technical Management Division, LOSAT Project Office,
U.S. Army Missile Command, Attn: SFAX-ASM-LS, Redstone Arsenal,
Huntsville, Alabama 35898-8051
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A REDISCOVERY OF THE HODGES-LEHMANN ESTIMATE

PAUL H. THRASHER
Analysis Branch of Analysis Division

Materiel Test Directorate
White Sands Missile Range, New Mexico 88002-5157

...AJAX . The Hodges-Lehmann estimate was proposed in 1960 to
balance the risks of estimating tuo hIh and too low. It was
recently rediscovered in a considra-ttion of what estimate should be
used after a one-dimensional nall. hypothesis is rejected.

.. ZNTRgfUCTLQ . Use of data to find a point estimate for a
parameter is often requested. if no standard or unacceptable value
±s provided for the parameter, a point estimate is often found to
(1) stand alone or (2) serve as the midpoint of a confidence
interval. If (1) a standard and unacceptable value exist and (2)
the data and agreed upon Type I and Type 11 risks imply rejection
of the null hypothesis that the parameter meets the standard, then
the next question is often "How badly does the parameter miss the
requirement?" Although a p-value and a post-test Type I1 risk can
answer this question, a point estimate is often requested by
managers not versed in statistical language.

SIf a point estimate is needed, an analyst may well want to
present a more statistically justified number than the commonly
used average or sample median. One general technique is to extend
hypothesis testing. This was (1) done in reliability studies at
White Sands Missile Range with arguments described in sections 2-5
of this paper, (2) presented as a clinical paper to the Thirty-
Ninth Conference on the Design of Experiments in Army Research,
Development, and Testing and (3) recognized by one of the panelists
as the Hodges-Lehmann technique.

2. RATIONALE. Any point estimate necessarily has limited
information. It should be made as meaningful as possible.

A point estimate might be too high or too low. An intuitive
approach is to adopt a goal of equal likelihood! that is, try to
equalize the risks of estimating too high and too low.

One way to approach this goal is to think of two hypothesis
tests that (1) share the common null hypothesis of "The Desired
Parameter Equals The Point Estimate" and (2) have the opposing
alternate hypotheses of "The Point Estimate Is Less Than The
Desired Parameter" and "The Point Estimate Is Greater Than The
Desired Parameter" as the upper and lower alternatives to the null.
Since the p-value is the probability of being wrong if the null is
rejected, the goal of equal likelihood can be approached by
adjusting the point estimate in these two thought hypothesis tests
until their p-values from data are as close to each other possible.
This forces both p-values toward one half.
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Clearly each p-value can be forced to exactly one half if the
thought hypotheses tests have p-values that are continuous with the
always continuous point estimate. If such thought hypotheses tests
are not appropriate for the data, an average can be taken of the
two point-estimates that make the two p-values closest to one half.

The resulting estimate can logically be named and described by
the acronym p-vulte (p-value upper & lower test estimate). "P-
Vulte" can be thought of linguistically as a noun; but it is more
informative if it is considered as an adjective in a three word
title. For example, "Gaussian p-vulte mean" or "Wilcoxon
p-vulte median" denote both the distribution that describes the
data and the parameter that is being estimated.

3. NON-INNOVATIVE RESULTS. For data from populations
described by some common distributions, use of the p-vulte
technique yields nothing new. For example, the Student's t
p-vulte mean is simply the sample average.

This result is obtained by considering the two areas, of the
probability density function, that are separated by the desired
estimate. Adjusting these areas until they are equal makes both of
them exactly equal to one half. At this point, the test statistic
t is zero. The well known expression for t,

rSample Average - Population Meanl
[Sample Standard Deviation / Square Root of Sample Size]

immediately yields the p-vulte mean to be the sample average.

4j_. .IASSED RESULTS. Non-symmetric probability density
functions Isad to biassed p-vultes. This bias tends to zero as the
sample size becomes very large. One example is the binomial p-
vulte R w-.ýre R is the reliability (i.e., the probability of one
success J.n one trial).

Calculation of this p-vulte is direct in concept; but in
•ractice it requireG a computer. Equating the two p-values

s the same as equating two sums of b(j;n,p-vulte) where b is
the function for the binomial probability distribution; x is
the number of successes out of n trials; one sum ranges from
J-0 to J-xl and the other sum ranges from j-x to J-n. After
data is taken, the only unknown in the equation is the p-vulte.
Clearly a numerical solution is possible; but the existence of two
sums causes difficulties. Calculation is facilitated by
(1) pulling the term b(x/n,p-vulte) out of both of the two equal
sums, (2) remembering that the sum of b(j;n,R) from j-0 to j-n must
be one for any R, and (3) arriving at the calculation equation of

1 - b(x;n,p-vulte) + TWICE THE SUM OVER b(j;n,p-vulte);

this sum ranges either from j-0 to j-(x-1) or j-(x+l) to j-n.
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The bias may be illustrated with an example. For a sample
size n of 25, different values of x yield the binomial p-vulte R
aand the maximum likelihood estimator (i.e., x/n) to be

xit. x/n

1 .0453 .0400
3 .1247 .1200
7 .2828 .2800

12 .4802 .4800
13 .5198 .5200
18 .7172 .7200

.22 .8753 .8800
24 .9547 .9600

All of theme p-vultes are biassed towards the central possible
value of R (i.e., 0.500). The shifting is greatest for values of
x that are farthest from corresponding tu x/n a 0.500.

As an aside, consider the situation when x-0 or x-n. There
are two possible interpretations for the binomial p-vulte R. Just
looking at the summation equations and plots of the distributions
for different. possible values of R suggest that these p-vulte. are
unbiased (i.e., identically zero and one). However, looking at the
underlying the thought hypothesis tests suggests that these p-
vultes are underined. This occurs because there is no physical
alternative that the estimate should be lower than 0 or higher than
n. Unless a limiting procedure is considered, the binomial p-vulte
R is thus undefined when x-0 or x-n. One philosophical
interpretation is that being undefined is not bad in this
situation; that is, neither perfection nor total failure should be
claimed for the population just because data from any sample fails
to indicate differently.

Finally, another example shows the tendency of the bias to be
removed with large sample sizes. Choosing x's and n's such that
x/n is 1/5 yields

5 .2161
10 .2090
25 .2038
75 .2013

250 .2004
1000 .2001

This table exhibits the tendency of consistency.

5. ROBUST AND SENSITIVE REQULTS. Application of the
p-vulte technique to the Wilcoxon signed ranks T test yields robust
and sensitive results. This should be expected because the
Wilcoxon signed ranks T test is well. know for its high power.
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The Wilcoxon p-vulte median may be calculated without first
calculating actual p-values. This is based on the way that the
Wilcoxon p-value calculation is done using a thought experiments

(1) Consider n chips for the n data of the sample;
(2) Label each chip with

(a) the sample rank of the absolute value of the
difference between the standard & the datum and

(b) a +'sign on top if the standard exceeds the datum
but on the bottom if the datum is the biggest;

(3) Calculate T+ by summing the ranks on the chips where
the standard exceeds the datum (i.e., +'s are up);

(4) Think o2 tossing all chips;
(5) Consider all two to the nth power possible landings;
(6) Count the number of possible landings for which the

sum of the ranks of chips with plus sides up is less
than the T+ result of step 3 (i.e., count possible
results that are as bad or worse than the data);

(7) Find the p-value by dividing the result of step 6
by the result of step S.

[Notei See the appendix for a discussion of handling ties.]

This finds the probability of being wrong in rejecting the null
hypothesis, that the median equals the standard, in favor of the
alternate hypothesis that the median is higher than the standard.
The p-value for the other alternate hypothesis, that the median is
lower than the standard, can be found by changing "less than or
equal to" in step 6 to "greater than or equal to". Obviously, the
counting in step 6 is tedioum and time consuming for even a
computer when n is large and the standard is near the middle of the
data. Fortunately, it is not necessary to find the p-vulte by the
direct approach of guessing "standards" until one is found that
yields equal p-values for the two alternate hypotheses. The
shortcut is based on features of the number line and the p-value:

(A) The upper and lower alternate hypotheses both have zero
p-values if the standards are outside the data's range;

(B) In starting with two trial standards on opposite sides
of the data and moving them inward, neither p-value
changes until the extremea of the data are reached;

(C) Reaching the extreme data values causes (i) the count
in step 6 to increase from zero to one and (ii) the
two p-values to increase; both become one divided by
two raised to the nth power;

(D) The other points on the number line that change the
counting in step 6 are values of "standards" equaling
(i) other data and (ii) pair-wise averages of the data;

(E) The symmetry of the number line and integer intervals
between ranks makes symmetric contributions to the
two p-values as the two "standards" are slid in unison
over pairs of points identified in property D;

(F) Equal p-values are retained by crossing pairs of
property D points simultaneously;

(G) The p-vulte is reached when the two "standards" meet.
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Thus the Wilcoxon p-vulte median is the sample median of all the
pair-wise averages of the data including each datum with itself.
If the sum of the sample size and the number of pair-wise averages
(i.e., n + ni/(21{n-2}I]) is odd, then the p-vulte is unique. If
this sum is even, the p-vulte is somewhere between the innermost
pair of data and pair-wise averages on the number line. Although
there as no justification, a unique estimate may be obtained by
instinctively defining it as the average of the nnermost points;
this will be called the "even estimate".

Although the calculation of the Wilcoxon p-vulte median is
direct in concept, its actual calculation needs a shortcut to be
practical for large data sets. Even a modest sample size generates
a large number of pair-wise averages. Even medium size computers
can have storage difficulties if all n + nl/[21(n-2)1] a n(n+l)/2
averages are stored at once, bubble sorted, and counted off to the
middle value. Fortunately, there is a simple technique to avoid
the handling of this large array of numbers:

1. Bubble sort the data Xl X2 X3 - - - Xn
with the lowest datum
at the low endl

2. Think of a X1 X2 X3 - - - Xn
triangular
array of Xl All A12 A13 - - - Am
pair-wise X2 A22 A23 - - W A2n
averages X3 A33 - - - A3n
of all data - "
including -

each datum - -

with itself; Xn Ann
3. View the diagonall
4. Construct and store the averages on the diagonal and the

row and column numbers needed to find these averages;
5. Bubble sort the diagonal, discard the lowest average,

and replace it with the next largest array average;
(Notet The location of the replacement average from

the discarded average is either (a) immediately
to the right on the same row or (b) immediately
down the diagonal. Clearly, replacement from
the diagonal necessitates another replacement
before proceeding to the iteration of step 6.]

6. Repeat step 5 until the sample median of the triangular
array can be found.
[Note: For odd n(n+l)/2, discarding [n(n+l)/2 - 1] / 2

values makes the smallest value on the remaining
diagonal equal to the Wilcoxon p-vulte median.
For even n(n+l)/2, discarding n(n+l)/4 - 1
values makes the average of the two smallest
values on the remaining diagonal equal to the
even estimate of the Wilcoxon p-vulte median.]

This technique uses storage for the 3n diagonal values and their
row and column sources instead of storage for the r.(n+l)/2 array
values.
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The sensitivity and robustness of the Wilooxon p-vulte median
may be illustrated by simulations. Either graphs or tables may be
used to display the results.

The two graphs display results from a simulation illustration
of (1) how rapidly repeated sampling yields convergence and (2) how
closely the convergence approaches the input parameter. The three
lines are all calculated from the same set of simulations. One
sample of size eleven is simulated to find and plot the average,
sample median, and Wilcoxon p-vulte median at the left (i.e., #-1)
ends of the three lines. Each of the following points to the right
incorporates another simulation of a sample of size eleven; the
three quantities graphed are the average of the averages, the
sample median of the sample medians, arnd the Wilcoxon p-vulte
median of the Wilcoxon p-vulte medians.

Since a uniform population between zero and one is used for
the simulations, the target value for all three lines is exactly
one half. The solid line traces the central limit theorem
prediction that the average of averages from different random
samples will approach the population mean. The line with long
dashes traces the corresponding theorem prediction that the sample
median of sample medians from random samples will approach the
population median. Pinally, the line with short dashes doeo the
analogous process with the Wilcoxon p-vulte median.

The graph from populations with no outliers shows that the
average converges best. The Wilcoxon p-vulte median does almost as
well but the sample median exhibits large excursions. Thus the
average is most sensitive; the Wilcoxon p-vulte median is quite
sensitive; and the sample median is least sensitive.

The graph from populations with outliers shows the sample
median to converge best. The Wilooxon p-vulte median does quite
welll but the average is biased toward the weighted average of
(0.95)(0.5) + (0.05)(2.5) - 0.6. Thus the sample median is most
robust; the average is least robustj and the Wilcoxon p-vulte
median is bracketed by the sample median and the average.

An analyst is never certain if data has outliers. Thus the
Wilcoxon p-vulte median is the best estimate of central tendency.

These graphical results need to be rupeated many times before
they can be generalized. Instead of trying to compare many graphs,
repeated simulations can be reported with tables.

Before preparing tables, the investigation should be broadened
to include populations other than the uniform. After all, a
Gaussian or Student's t probability density function
would be expected to have better convergence than the uniform.

For sensitivity investigation, the sample variance of repeated
simulations is the quantity that is desired to be minimized.
Tabulated results from a set of 200 simulated graphs
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for probability density functions (pdf's) of triangular (t),
uniform (u), and sine (s) with no outliers are:

Number of pdf Sample Sample Sample
samples of variance variance variance
siz 11 in of of sample of Wilcoxon
estimate averages medians p-vulte medians

t 0.038 0.053 0.040
3 u 0.053 0.097 0.059

5 0.005 0.145 0.073

t 0.020 0.029 0.022
10 u 0.029 0.055 0.032

s 0.035 0.085 0.038

t 0.007 0.012 0.008
60 u 0.010 0.023 0.012

S0.03 0.036 0.014

All of the sample variances in the sample median columns are
appreciably larger than those in the other two columns. Thus the
sample median is the least sensitive. The saeaple variances in the
Wilcoxon p-vulte median column are only slightly larger than those
in the average column. Thug the Wilcoxon p-vulte median is almost
as sensitive as the average.

For robustness investigation, the quantity of interest is the
actual measure of central tendency. Talulated results from 200
graphs when the target is 0.5 and 5 percent of the population has
a bias of 2.0 are:

Number of pdf Ceitral Central Central
samples of average average average
size 11 in of of sample of Wilcoxon
estimate averages medians p-vulte medians

t 0.547 0.515 0.520
3 U 0.545 0.533 0.528

s 0.545 0.539 0.531

t 0.546 0.51i 0.518
10 u 0.544 0.526 0.525

s 0.546 0.540 0.530

t 0.549 0.512 0.520
60 u 0.548 0.524 0.528

s 0.548 0.540 0.532

All of the values in the averages columns are appreciably further
from 0.5 than those in the other two columns. Thus the average is
the least robust. The values in the Wilcoxon p-vulte median and
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